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SECTION 1 - INTRODUCTION 



ABSTRACT 

This manual is a design document that describes the internal design of the COBOL compiler 
for. the CDC 64/6600. It has several major sections that describe the design from different 
points of view: 

Section 2 describes the form of the processor itself and the methods of producing, 
changing and operating with it within the SCOPE operating system and describes 
techniques used broadly throughout the compiler, describing in some cases, the 
way the source information is processed by different parts of the compiler. 

Section 3 describes the major parts of the compiler, giving all the processing in 
roughly the order in which it occurs. 

Section 4 contains the format descriptions of internal tables in one place, 
showing the ways in which information is encoded . 

Section 5 describes the various outputs of the compiler. 

Section 6 describes routines that are used by object programs during execution 
time (by calls from the subprogram library). 

REFERENCES 

This document presupposes that the reader is familiar with the 64/6600 computers, the 
ASCENT assembly language for them, the SCOPE 2. and 3. operating systems, and the 
COBOL language as described in the External Reference Specifications for this compiler 
(12/9/66) . 

DESIGN OBJECTIVES 

PRIME OBJECTIVES 

1. Early delivery 

2. Modularity 

3. Reliability 

4. Ease of maintenance 

5. Object code efficiency 
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The structure, internal design, and scheduling of implementation stresses these objectives 
in the order listed. /?-> 

/? 
The large memory capacity available in the 64/66 00 / computer makes new techniques feasible 
that will result in processing speeds in excess of oOOO statements per minute for normal 
COBOL source code on the 6600 (assuming source input to the compiler, compiler printing, 
and relocatable instruction output are not I/O limited) . 

External Design Objectives 

The language to be implemented is. covered in the External Reference Specifications 
(12/9/66). The system provides the data processing user with a complete system for his 
needs, including report writing, linkage to 64/6600 SORT/MERGE, and the facility to link 
COBOL object code with relocatable subroutines. 

Hardware Configuration 

The COBOL system operates on the minimum hardware configuration required by 64/6600 
SCOPE Version 3.0. (25K of words of core storage will be available to the compiler, plus 
disk and_tape-£io-i?age. ) Additional core and peripheral equipment may improve compiler 
capacity. 

Implementation Language and Operating Systems 

The compiler is written in the COMPASS language. It produces relocatable binary output 
for loading by the 64/6600 SCOPE system. 

64/6600 COBOL operates -under 64/6600 SCOPE, Version 3 J. 

Object time input/output for COBOL programs is provided by the 64/6600 SCOPE system. 
The COBOL compiler generates appropriate linkage to utilize SCOPE. 

64/6600 COBOL generates appropriate linkage to 64/6600 SORT/MERGE, providing the 
SORT facility within the COBOL system. 

Operator Communication 

The COBOL compiler requires no communication with the computer operator. Any eqtup- 
ment or files that are not available when the compiler needs them will cause the termination 
of the compilation run. 
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Tape assignments, tape-label handling, tape changing, file searching, and similar functions 
requiring communication with the computer operator are performed by the SORT/MERGE 
and SCOPE systems. 

COBOL statements ACCEPT, DISPLAY, and STOP literal communicate with the operator 
by means of the standard 64/6600 SCOPE operating system's communication facilities. 

Any unexpected arithmetic errors result in error termination of the COBOL object program. 
The reason for the termination is printed in the user's control listing. 

Programmer Communications (Diagnostics) 

Information supplied to the compiler by the programmer, i.e. , such as compiler options 
and location of library data, is provided to the COBOL compiler from standard 64/6600 
SCOPE control cards, by means of the 64/6600 SCOPE operating system. 

Diagnostic information about the source program is available at four levels , which may 
optionally be printed on the user's listing. These four levels are as follows: 

1. Non-DOD messages 

2. Precautionary diagnostics 

3. Errors 

4. Fatal errors 

Normally, non-DOD and precautionary diagnostics are not printed in the user's listing 
format. 

General Performance 

The primary objective is to provide a COBOL system in which heavy emphasis has been 
placed on modularity, reliability, and ease of maintenance. Object code efficiency consis- 
tent with the speed and power of the 64/6600 has been achieved consistent with a sound 
compiler design. No special optimization pass was employed in an effort to approach 
"hand coded" efficiency. 

COMPILER STRUCTURE 



COMPILER LAYOUT 



The following pages describe the overlay format of the compiler. The compiler is con- 
structed in overlays so that maximum control can be utilized to minimize the space needed 
for the compiler routines. (See Figure 1-1. ) SCOPE rules limit overlays to two levels, 
primary and secondary overlays. 

The compiler is placed in absolute form on the system library. 
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The compiler is designed so. that a number of "open-ended" tables are located in one big 
area at the end of available memory. Since the SCOPE loader allows the compiler access 
to any area within the field length (fl) specified on the JOB card, the open-ended tables are 
located above the program load area and below the field length. Obviously, certain amounts 
of surplus core must be furnished by the user before any significant table work can be done. 
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SECTION 2 - PROCESSING TECHNIQUES 



TWO-PASS APPROACH . 

The compiler makes two passes over the Procedure Division code. The first pass consists 
of the preliminary processing of statements and procedures to establish their references to 
the Data Division and to each other — or to other compilations. Output from the first pass is 
a symbol table for procedure names and references , and encoded syntax items in a format 
which is often referred to as "Trees." The first pass places the syntax items on the disk. 

The second pass generates object code and creates relocatable binary elements, placing 
them on a file ready for subsequent loading and execution by the user. 

SYNTAX ANALYSIS 

GENERAL 

The COBOL compiler consists of several parts. Those parts which are concerned with the 
scan of the COBOL source code are written in a specially designed source language, the 
syntax language; Ms language is processed into a pseudo-machine code in the 6600. An 
interpretative routine, the Syntax Analysis Driver (SAD) executes this pseudo-code during 
a COBOL compilation. A part of the compiler written in this language can be called a 
"subprocessor. " Each subprocessor (there are two) undergoes a preprocessing to convert 
from the syntax language to an octal format acceptable to the 6600 assembler. This pre- 
processing is done by a separate routine written in the COBOL language. This octal format 
as output from the preprocessor, is put into loadable form by the assembler. Figure 2-1 
illustrates this process and the operation of this subprocessor during a COBOL compilation. 

The preprocessor is a routine written in the COBOL language whose input is a 
SUBPROCESSOR written in syntax language. It converts this to assembly language. This 
SUBPROCESSOR is then assembled into binary psuedo code for the 6600. The routine SAD 
and all the necessary routines it uses, including SCAN, DIAG, and certain special punctua- 
tion processors, are also assembled. 

During operation of the compiler, the source language is processed by the SUBPROCESSOR 
into an encoded form for use by other parts of the compiler. The SUBPROCESSOR exists as 
pseudo code that is interpreted by SAD. This technique permits the rntroduction of a large 
number of operations into the syntax language, each defined by a subroutine that executes it. 

SYNTAX TABLE LANGUAGE STRUCTURE 

-Each separate syntax language SUBPROCESSOR (there are two in CDC COBOL) is. called a 
syntax table. Each syntax table" consists of named sections of variable length. Each sec- 
tion consists of fixed length entries that are numbered within the section. Each such entry 
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Figure 2-1. Processing Associated With 6600 COBOL Subprocessor in Syntax Language 
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is written as one line in the original source syntax language. This line can then be further 
subdivided into two half-entries, each of which has four fields. Three of these fields are of 
one type and can be called "action" fields. The fourth field in each half-entry (or half-line) 
is a different type field called a "branch" field. The name of the section and the number of 
the entry are also written on the line. A line is written in the following form: 



Section 
Name 



Entry 
Number 



Action Fields 
I 



Branch 
Field 



Left Half-Entry 



Action Fields 



Branch 
Field 




Right Half- Entry 



Pseudo- Computer Operation (SAD) 

The pseudo- computer can be thought of as having eight instructions per entry ("word"). 
Different type instructions, however, are actually generated for the branch fields and the 
action fields. The form of these instructions is shown in Table 2-1. 



Table 2-1. Pseudo Instructions - Syntax Language 



Source Form 


Encoded Form 


Field 


Explanation 


Op 


Address 


Operation Performed 


X! 

<U 
•t-4 

a 
o 

o 

<i 


Subroutine name 







Subroutine number 


Execute the subroutine. 


Dnnn 


nnn is a diagnostic number. 


2 


Diagnostic number 


Issue the diagnostic. 


$aaa 


aaa is a reserved word 
(in lexicon). 


4 


Lexicon entry number 


Scan next word for this entry. 


Section name 




6 


Section location 


Execute the section. 


x> 

t— 4 

o 

a 


YES 




7 


1 


Return from this section 
skipping to next half-entry 
after calling instruction. 


NO 


. .-. - 


7 





Return from this section to 
next instruction after calling 
instruction. 


nn 


Entry number must be in 
this section. 


5 


Entry number (in 
table) 


Go to first instruction in 
numbered entry. 







7 


2 


Return from this instruction 
to second half instruction 
after the calling instruction. 
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The process of "executing" a subroutine or section of the table (pseudo code) involves a 
transfer of control remembering the calling location. A return is made either to the next 
instruction (PARAM = 0) or to the first instruction of the nth half word after that 
(PARAM = n) . The NO return from an execution section (of pseudo code) corresponds to 
PAR AM = while the YES return corresponds to PARAM = 1. 

Use -of the Syntax Language 

The syntax language has the ability to be recursive (a section can be executed from within 
itself, directly or indirectly) . It was primarily designed for one particular line format that 
is the one most commonly used in the CDC COBOL syntax tables. In this form, the first 
action field is called the "look for" field. It can be a $ field (look for a reserved word), a 
section-name field (look for some specific type of source word or words) , or a subroutine 
name (look for a particular type word) . The remainder of the left half-entry contains "NO- 
action" fields; the right half-entry contains "YES- action" fields. The "look- for" field is 
expected to produce a skip to the right half-entry if the thing sought is found; otherwise, 
sequential return is made to do the NO- actions. The NO-action and YES-action fields do 
not execute slaps, allowing control to pass to the following branch field which transfers 
control. These branch fields are sometimes called the NO-GO-TO and YES-GO-TO fields, 
respectively. 

DETAILED OPERATION OF SAD 

The flowchart in Figure 2-2 describes the Syntax Analysis Driver. 

Subroutines Used by SAD 

There are several external subroutines called by SAD that deal directly with SCAN'S working 
storage. They are listed below with brief explanations of each: 

1. IMPKEYW— Calls SCAN2 then checks bits 8 and 7 of the lexicon number of the 
current character string for 11, which identifies the word as an imperative key 
word. If true, the NOSCNFL is set, and a return to SAD YES is made; otherwise, 
return is to SADNOSN. 

2. SIMPKEY— Calls SCAN2 then checks bits 8, 7, 6 of the lexicon number for a 
setting of 111, which indicates a key word that sometimes is imperative and some- 
times is- conditional. If true NOSCNFL is set and return is made to SADYES; 
otherwise, return is to SADNOSN. 

3. KEYWORD--Calls SCAN2, then checks bit 9 of the lexicon number obtained from 
SC AN2 for a setting of 1 , winch indicates a key word that can introduce a new 
statement. If true, return is to SADYES; otherwise, return goes to SADNOSN. 
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Figure 2-2. Syntax Analysis Driver (SAD) Flowchart (1 of 2) 
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4. ACCT — Turns on the conditional comma test flag CONCOMA for subsequent testing, 
then goes to SADNO. 

5. DCCT — Clears the CONCOMA. flag to zero to discontinue conditional comma 
testing, then goes to SADNO. 

-6. CCT— Conditional Comma Test. Checks the CONCOMA flag. If ON, transfer is 
made to the COMMA subroutine; otherwise, the NO return (JP SADNO) is made to 
SAD. 

7. COMMA — Clears COMAFLG to allow a comma as punctuation before the previous 
words then checks the XTENDMD flag. If OFF, the SEMIFLG is cleared to allow 
comma and semicolon to be used interchangeably before the previous word. 
Otherwise, the SADNO return. is made. 

8. SEMICOL— First checks SCNOTNW flag to see if semicolon is legal before the 
next word. If ON, return to SADNO is made; otherwise, the SEMIFLG is cleared 
and XTENDMD is checked for ON. If ON, return to SADNO is made; otherwise, 
the COMAFLG is cleared to allow interchangeable use of comma and semicolon 
before the previous word. Then return is to SADNO. 

9. A — Checks the necessity and/or legality of column 8 beginnings. If COL8FLG is 
ON, it is cleared. If zero, a diagnostic is issued and return is made to SADNO. 

10. SNC— Set to Next Card. Sets SKIPOPS to 2, which causes SCAN2 upon subsequent 
entry to skip to the next source card beginning. 

11. SB W— Set Back of Word. Sets the NOSCNFL to enable a reexamination of the 
previous word returned by SCAN. 

12. SCNANW— Semicolon not allowed. Next word sets the SCNOTNW to disallow 
semicolon use before the next word. 

13. NONNLIT — Checks CWIC for 2, which describes a non-numeric literal just 
returned by SCAN. If true, return is to SAD YES; otherwise, return is made to 
SADNOSN. 

14. NUMBER— Calls SCAN2 then checks CWIC = 3. If true, the last character string 
from SCAN2 was a numeric literal and return is made to SAD YES; otherwise, 
returns to SADNOSN. 

15. NAME — Calls SCAN2 then checks CWIC = which describes a name of some type. 
If true, goes to SADYES; otherwise, returns to SADNOSN. 
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Figure 2-2. Syntax Analysis Driver (SAD) Flowchart (2 of 2) 
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16. INTEGER— Calls SCAN2 then checks CWIC = 3 and PNTLOC = 0, which indicates 
an integer. If CWIC = 3 and PNTLOC > 0, indicates a decimal literal; consequently 
returns to SAD'NOSN. If integer, return is made to SADYES. 

17. SNW-- -Clear NOSCNFL to enable slapping current word, then returns to SADNO. 

SCAN2 AND LEXSRCH 

The SCAN2 program separated the next available character string from the source program 
and forms and identifies a source "word." SCAN2 obtains source cards from the source 
input file one block at a time when needed. As it inspects each character in a string it 
classifies it into one of five categories and stores the "word" in a sequential set of cells: 
(CURNWD, left- justified with the word length count as the high-order character in 
CURNWD + 0) . The word descriptor 12-bit code is right- justified in CWIC. 

SCAN2 is constructed to have entry points : 

1. To obtain next word. 
Calling sequence : 

RJ SCAN2 (Normal) 
or 

. JP SCAN (Syntax Analysis Driver) 

2. To reexamine the previous character string. 
Calling sequence : 

SX6 1 

SA6 NOSNFL (Set No SCAN) 
(Then use same call as in A.) 

3. Special entry used by INCLUDE verb processing. 
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SCAN2 is also able to: 

1. Skip to the beginning of the next logical source card. 

C ailing s equence : 

SX6 2 

SA6 SKIPOPS 

(Then call SCAN2 as in A.) 

2. Skip past the next period followed by a space and give no diagnostic messages if 
invalid character conditions are sensed prior to the period. 

Calling sequence: 

SX6 1 

SA6 SKIPOPS 

(RJ SCAN2 or JP SCAN.) 

When SCAN2 is asked to obtain a word, it obtains the next word bounded by blanks or 
punctuation. As words are obtained, the left delimiters *'," and ";" are sensed and the 
flags COMAFLG and SEMIFLG set nonzero accordingly, so that the subsequent entry to 
SCAN2 can test the correctness of the punctuation. If the structure or character usage in 
the word is illegal, SCAN2 puts out diagnostics via DIAG. The type of words that may be 
obtained are as follows : 

1. Non- numeric Literal 

A non-numeric literal is bounded by quotation marks as shown below: 

"¥)" 

Quotation marks are ^ signs in the 6400 DISPLAY CODE. The literal not including 
the quotation mark is stored in CURNWD. The length of the literal is available. 

2. Numeric Literal 



A numeric literal is composed of all numeric characters, with or without a leading 
sign and/or decimal point. A decimal point may not be at the right end. The 
entire literal, both integral and fractional parts, but not the decimal point will be 
stored at CURNWD. The s?"gn indication, decimal position and total length is 
available on exit. 



CAI38-1 



CONTROL DATA CORPORATION o DEVELOPMENT DIV * SOFTWARE DOCUMENT 

DOCUMENT <~i ass Internal Reference Specifications ; .PAGE no 2 ~ 9 

PRODUCT NAME 64/6600 COBOL Compiler 

PRODUCT ND CQ43 vfesion l.Oand-2.0 MACHINE SERIES 64/6600 



3. Lexicon Words 

Lexicon words are found by looking up the words in the lexicon list. The corre- 
sponding lexicon control word containing an assigned lexicon code number is avail- 
able on exit. The =, *, **, /, +, and_ are recognized as lexicon words when they 
have a space on either side. 

4. Name 

Name may be of the following types: 

a. All words not found in the lexicon list. 

b. Words with illegal character (by default). 

c. Words with trailing hyphen, imbedded hyphens or leading hyphen on 
non-numeric words . 

5. Period, (and) 

The following three characters are treated as separate words by the Syntax 
Analysis Driver (SAD): 

( as the left delimiter, causes return to SAD. 

) as the right delimiter causes a character backspace and the string 

recognized previous to the ) is identified and return is made. 

.as the right delimiter causes a backspace to itself, and exit is made. 

The LEXICON contains a list of COBOL reserved words. A separate LEX list is allocated 
for each division analysis with the reserved words pertinent to that division. An attempt 
has been made to recognize all illegal uses of reserved words throughout compilation. This 
causes some LEXICON overlays to contain the same words, but different LEXICON numbers. 

The 12-bit descriptor code found in CWIC upon return from SCAN2 is either the associated 
lexicon number (if a reserved word) , or one of the special control numbers 000 through 004 
as follows: 

000 Name (or string with invalid character) . 

001 "Not in" jump return. 

002 Non- numeric literal. 

003 Numeric literal. 
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Special syntax analysis external subroutines examine numeric literals and names for 
specific types. For example: 

1. Literals 

a. Unsigned 

b. Signed 

c. Integer or Decimal (PNTLOC = 0) 

2. Names 

a. File name 

b. Report name 

c. Routine name 

d. Subroutine name 

e. SWITCHNAM 

f . Other (data name) 

SCAN2 returns the following specific information on exit: 

1. LEXICON number or control code number in CWIC . 

2. Left delimiters occurrence flags for "," and ";". These flags are COMAFLG and 
SEMIFLG. 

3. . Sign +1 or -1 in cell SNG; SGN=0 if unsigned. 

4. Point location (numeric only). The cell PNTLOC is zero if no decimal point, or a 
positive integer denoting disposition of the actual decimal point from the rightmost 
end of the decimal literal. 

5. Character count of string in CHARCNT (in binary) . 

6. Number of words of CURNWD containing character string in bits 59-54 of 
CURNWD + 0. 

7. A margin usage indicator COL8FLG. 

SCAN2 exits one of two ways: if called by the Syntax Analysis Driver via: 

JP SCAN 
SCAN RJ SCAN2 
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a test is made upon return to SCAN + 1 to compare the PAR AM and the lexicon number of 
control code found in CWIC. If these two match, X4 is set to 1 and a yes jump is made (JP 
SAD YES). Otherwise, the no jump (JP SADNO) is made. 

The second exit from SCAN2 simply returns to the calling external subroutine where CWIC 
is tested for content. 

Special flags are given to SCAN2 in the following cases : 

1. PICTURE 

SCAN2 uses CHAR to extract the picture, one character at a time, and stores them 
one char/word in PICTEMP (in Picture Encoding Routine) . No diagnostics are 
issued for illegal characters and the optional word IS, if used, will be bypassed 
with no action required by the syntax driver routine. See Picture Processor 
Description, Section 3, for details. 

2. INCL2 



SCAN2 jumps to a special INCLUDE routine, REPLACE, which does the replacing 
while compiling the INCLUDE sections or paragraphs from the COBOL library. 

3. INCL1 

SCAN2 jumps to the PASSI INCLUDE processor, which makes one full pass over 
the INCLUDED section or paragraph in the COBOL library and sets up the REPBY 
table for REPLACE. 

4. COPYFLG 

COPY FROM LIBRARY sets this flag to inform SCAN2 to duplicate source from the 
COBOL library. 

Upon entry to SCAN2, NOSCNFL is checked for the reexamination option. If OFF, the - 
previous left punctuation is checked for correctness. Diagnostics are issued for incorrect 
"," and ";" as left delimiters. The starting word column is then checked for correct 
A and B margin beginning columns. Diagnostics may be issued accordingly. 

The source card images are given to OUTPUT for subsequent source listing. CHARBRK sets 
up the source input card image for OUTPUT. 
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SCAN2 is the control routine for the subordinate SCANNER routines listed below which 
perform specific functions : 

1. Character Getter Routine— CHAR (MACRO) 

CHAR is a MACRO that generates in-line code to load up the next input source 
character. The CHAR MACRO looks as follows : 

CHAR 

SA4 B5 B5 = CHARBUF+N = COLUMN 

B6 = 1 



SB5 


B5 + B6 


NZ 


X4,*+2 


RJ 


ENDCRD 



GET NEXT CARD AND RETURN THE NEXT 
CHAR IN X4, RIGHT JUSTIFIED. 

A byte of 00 in X4 indicates end-of-card. ENDCRD is then called to read in the 
next card and to CHARBRK into CHARBUF. 

ENDCRD performs the necessary hyphenation and beginning column usage tests and 
issues diagnostics accordingly. Column 7 is check for a blank. If blank, Column 8 
is checked for nonblank. If nonblank, COL8BE4 is set and B5 is set to Column 8 
and exit is made. If Column 8 is blank, ENDCRD positions to the last column 
checked first nonblank and returns a blank in X4 and B5. If any of the Columns 9, 
10, or 11 were nonblank, a diagnostic is issued. 

If Column 7 is a hyphen, CHAR positions to the first nonblank character and loads 
it into X4. If any column between Column 7 and 12 is nonblank, a diagnostic is 
issued before exit is made. 

If something other than a blank or hyphen occurred in Column 7, a diagnostic is 
issued and Column 8 is checked for nonblank. If nonblank, COL8FLG is set and B5 
is positioned to Column 12. Return is then made. 

An end-6f-card sensed while in the NON-NUMERIC LITERAL mode causes 
73-(last column)=N blanks to be stored in CURNWD to compensate for any logical 
blanks of a continued literal that were suppressed by 2RC (card-to-disk routine). 
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2. Non-Numerical Literal Getter— NNLIT 

SCAN2 calls NNLIT to store all non-numeric literals triggered by a left quote or 
apostrophe in CURNWD. It, in turn, uses CHAR to feed one character at a time 
for storage in CURNWD until it finds a right quotation mark followed by a period, 
space, comma, or semicolon. 

This routine truncates (on the right) any literal longer than 255 characters. The 
quotation marks bounding the literal are neither stored nor counted in the character 
count. 

CHARBRK is called by ENDCRD to get. the next source card from either the 
CHTEMP (normal) or CTEMP2 (Includes and Copies) buffer and breaks it down 
into one character buffer CHARBUF. When the source block buffer is near empty, 
SRCRDGT is called to read in the next block, thus keeping a full buffer for the 
SCAN2 routine. If OUT ADD $ FRSTOUT (OUT of 0.0 byte) upon entry to CHARBRK, 
the previous source card is sent to the OUTPUT buffer for listing. Printing one 
card behind always necessitates a listing of the last card before end- of- file action 
is taken. 

A missing leading quote on a continuation card of a non-numeric literal causes a 
diagnostic to be issued and processing continues. 

3. Word Getter Routine— NUMLIT 

This routine controls the analysis of all words other than pictures and non-numeric 
literals. It decides if a word is a numeric literal, LEXICON word, or name. It 
checks for invalid character combinations. Within the word getter routine, there 
are two subroutine sections, DISCODE and STORIT. 

DISCODE examines and identifies each character. The word type is determined 
and hyphenation is detected and processed. 

STORIT stores-each legitimate character of the string in CURNWD and test for a 
maximum of 30 characters. Words greater than 30 characters are truncated on 
the right and a diagnostic is issued. 

Operators, left and right parentheses, and periods are identified instantly and 
stored in CURNWD. The appropriate LEX number is stored in CWIC. 

Numeric literals are identified and 003 put in CWIC. 

Alphanumeric words are tagged as names (000 in CWIC) . 
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Alphabetic words are tested by LEXSRCH for possible match to a reserved word. 
If a match is found, LEXSRCH returns to INLEX in NUMLIT. Otherwise, the 
NOTIN return to NUMLIT is taken. 

Character strings with invalid character combinations are tagged as names. 

Before exiting from NUMLIT, the last word of the stored character string is left- 
justified in CURNWD and is blank-filled on the right. 

SCAN2 employs SRCRDGT to read in the next block of source input cards. SRCRDGT 
utilizes the File Manager system for its J/O. 

Separate LEXICON lists are allocated for the ID-DD and the Procedure Division. LEXDATA 
and LEXPROC are each divided into four parts. 

Part IV is an indexed jump list of 32 words. The low-order addresses of the first 28 words 
contain the jump addresses in Part I of the one word LEXICON subsets, e. g. , ONE A, 
ONEB, . . . , ONEZ, SPEC. The 27th word contains SPEC, which is the subset of COBOL 
special characters. 

Part I is the actual list of one-word reserved subsets arranged in alphabetical order with 
respect to the subset headings. The elements are arranged in order of predicted descending 
frequency within each subset; this arrangement optimizes the linear word search. 

Part II is the list of two- word reserved word entries (> 10 characters). They are arranged 
in order of predicted descending frequency. No attempt has been made to jump to any par- 
ticular subset of the two-word entries due to the relatively few entries for comparison. 

Part HI is a constant section containing the corresponding lexicon numbers for the one- and 
two-word entries of the reserved word list. They are grouped four 12-bit numbers per 
word, left-justified in each quadrant. 

LEXSRCH examines the subset of the LEXICON corresponding to the word length and first 
letter of the candidate for reserved word identification. If a match is found, the lexicon 
number is ascertained and returned in CWIC for future PARAM comparison in SCAN or a 
syntax table subroutine which had called SCAN2. 

A cell called LEXOVLA, in CONTROL, reflects the absolute address of the current 
LEXICON list referenced by LEXSRCH assembled in SCAN2. 

Table 2-2 illustrates the format of the lexicon table. 

Note : The last four cells are needed by the LEXSRCH routine to establish LIMITS for its 
searches. 
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Table 2-2. Lexicon Table 
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LEXDATA and LEXPROC are identical lists of the reserved words. Nonzero lexicon 
numbers are assigned to the words of each list if the words are legal in the ID-DATA Divi- 
sion or Procedure Division respectively; otherwise, a zero lexicon number is assigned. 

LEXSRCH senses incorrect reserved word usage by finding a match in the list whose lexicon 
number is zero. Upon return to SCAN2, a diagnostic is issued stating that for this Division 
there is either: 

1. Incorrect reserved word usage, or 

2. Illegal CDC reserved word usage. 

Certain words in the reserved word list are marked as nonstandard COBOL '65. When they 
are used as optional, precautionary diagnostic "NON-STANDARD RESERVED WORD USAGE" 
will be issued. 

The lexicon numbers consist of a coded 12 bits of which: 

Bit 11 = 1 If the reserved word is not DOD COBOL '65 standard. 

Bit 9=1 If the reserved word in a sentence separates such as ELSE 

END . DECLARATIVES PROCEDURE, etc. or is a key word. 

Bit 8=1 If the reserved word is a key word signaling a new statement. 

Bit 7=1 If the key word can be imperative. 

Bit 6 = 1 If the key word can be conditional. 

Delimiter Handling 

The structure of the COBOL language coupled with the method of 6600 COBOL syntax 
analysis requires a different approach to certain delimiter tests. 

1. Normally the syntax analysis table does not indicate a left-punctuation test. If left 
punctuation has appeared, a diagnostic message is issued the next time SCAN gets 

: a new word. 

2. The syntax analysis table indicates places in the language where a "," or ";" is 
allowed. This can be implemented by causing SCAN to cancel the fact that a ", " or 
";" has appeared, so that a diagnostic message will not be issued when SCAN is 
entered to get the next word. 
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3. Some parts of the syntax table (in order to save repetition of the code in the table), 
sometimes allow "," and sometimes not. This condition is handled by the routine 
CCT (Conditional Comma Test). Normally the "," is not allowed (in which case no 
attempt is made to cancel the fact that a ", " has appeared) but when an indicator 
has been turned on by ACCT (Allow Conditional Comma Test), CCT cancels the 
fact that a "," has appeared so that a diagnostic message is not issued. The rou- 
tine DCCT (Disallow Conditional Comma Test) returns the indicator to OFF 
(normal) . 

4. At place.s in the language where THEN has occurred, it is necessary to disallow a 
";" to the right. SCNANW.(Semicolon Not Allowed Next Word) sets a flag that pre- 
vents the fact that a ";" has appeared from being canceled. The flag remains set 
until the time SCAN exits with a new word. 

5. The DOD rules are very strict as to where a "," and where a ";" is allowed; how- 
ever, many programmers use the "," and ";" inter change ably. The following 
usage is allowed in 6600 COBOL: 

When the X option if OFF (so that extended diagnostics are not required) 
every place in the syntax table that indicates that either a "," or a ";" is 
allowed, cancels both indicators (one for "," and one for ";") so that the 
two punctuation signs may be used interchangeably. 

6. Starting in Column 8, certain words must appear. Normally a diagnostic message 
is. issued when a word starts before Column 12 the next time SCAN2 is entered to 
get a word. However, if "A" is indicated, a diagnostic is issued if it does not 
begin in Column 8, and the fact that it begins prior to Column 12 is canceled. 

Copy (From Library) 

Library Copies are made from a random file whose name is specified by the S-parameter 
on the COBOL control card. This file is written by COPYCL (see Appendix C). ITEMCOP 
is called by SCAN2, when the COPYFLG is set after the E. O. S. is detected on the COPY 
clause, to integrate the copied source statements at this time. 

ITEMCOP searches the COPYCL random file index for a data-name-3 match. If not found, 
ITEMCOP requests SCAN2 to skip to the next source item. If found, the disk location is 
input to SCAN2's input routine, which reads the copy item symbolic source into CTEMP2. 
Compilation of the data-name-3 item proceeds from this buffer while its level numbers, if 
data-name-3 was not an 01 item, are qualified by the level-number gradient of the data-name 
to which the COPY clause is subordinate. 



CA138-1 



CONTROL DATA CORPORATION o DEVELOPMENT OIV o SOFTWARE UOCUTvlENT 

DOCUMENT ci ass Internal Reference Specifications ; .PAGE no 2-18 

PRODUCT namf 64/6600 COBOL Compiler 

PRODUCT no. CQ43 vfrsion 1.0 and -2.0 machinjf sfrifs 64/6600 



Nested copy's from LIBRARY are allowed up to five levels. Overlapping copies or copies 
including themselves, are not, of course, allowed. Nested copies utilize the same common 
input buffer, CTEMP2. CHTEMP buffer pointers and random access disk address informa- 
tion is kept in a pushdown list to be used in unnesting the copies. UNNESTC is called to 
position to finish the previous nested copy, if present, or to return to the source input to 
continue normal compilation. 

INCLUDE Procedure Processing 

There are two phases to the INCLUDE procedure processing. The first phase stores the 
section and/ or paragraph name of the library element in PNBUF and PQBUF. Then the 
REPLACING (item) BY pair, if present, is analyzed and replacement pair clusters are con- 
structed into a table named REPBY. If no replacing option is used, a default replacement 
pair consisting of the library paragraph name vs. the section and/or paragraph name to 
which the INCLUDE procedure is subordinate. 

The second phase has two subphases. The first subphase consists of a call to ITEMCOP, 
with INCL1 set to nonzero, to search the RANDOM file, specified by the S-parameter on 
the COBOL compilation control card, for the request item named by PNBUF/PQBUF. If 
not found, a diagnostic is issued and the INCLUDE section or paragraph is ignored. If 
found, the named record is read into CTEMP2. ITEMCOP positions past the headers to 
the first procedure in the item and jumps to SADYES. 

Subphase two of the second phase passes over the library record constructing word clusters, 
similar to those produced during phase one, pass over the replacing pairs, for each char- 
acter string. These clusters are formatted as shown in 13 and are written out on a sequen- 
tial binary file named DDINCL. When an EOR is sensed in the library element, the file is 
rewound and the INCL2 flag is set to tell SCAN2 to call REPLACE to check for replacing 
while compiling the cluster from DDINCL. 

REPLACE will read a cluster from DDINCL and compare it to the replacement pairs in the 
table REPBY. If the cluster and all of its qualifiers (if any) match any left-string of quali- 
fiers of a replacement pair in REPBY, then the right string of the REPBY pair is substi- 
tuted for the string of clusters in DDINCL. 

The REPBY table is fixed-length, and therefore, may overflow if the REPLACING (item) BY 
option is too long. If an overflow should occur, a diagnostic will be issued and the whole 
INCLUDE procedure will be ignored. 

The following list of SCAN2's working storage is saved in the INCLUDE clusters. 

1. CWIC (lexicon or pseudo-lexicon number) 

2. Delimiter flags (COMAFLG, SEMIFLG, COL8FLG, COL8BE4, and PUNFLAG) 

3. Point location (PNTLOC) 

4. Sign (SGN (2 bits)) 
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a. = not signed 

b. 1 = + signed 

c. 2 - - signed 

5. Beginning column of word (COLUMST) 

6. Number of characters in string (CHAR CNT) 

The following formats show the left- and right-replacement clusters and the Pass 1 library- 
source clusters: 



REPLACING (ITEM) BY LEFT CLUSTER FORMAT (REPBY) 
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REPLACING (ITEM) BY RIGHT CLUSTER FORMAT 
(INTERSPERSED WITH REPBY) 

(INCRT) 



Word 1 



CWIC 


DELIM 


S 
G 
N 


PNT- 
LOC 


COL- 
UMST 


CHAR- 
CNT 


Link to Next 
Replacement 
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(Word 2-27) 
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COMPILER I/O INTERFACE 

The compiler performs I/O through the File Manager furnished in the SCOPE system. This 
causes compiler use of File Environment Tables (FET) similar to those generated for object 
code. 

All printer output' is buffered by BLOCKIO and output to the output logical file name specified 
by the L-option on the COBOL control card. BLOCKIO uses WRITOUT to buffer its input. 
The output CIO buffer can be written out at any time by an RJ to FLUSH, which does a 
WRITER on the output file. Registers A5 and A7 are destroyed by either a call to BLOCKIO 
or FLUSH. Page ejection and header printout is controlled by BLOCKIO. 

The format requirements for printer images given to BLOCKIO are as follows : (See printer 
formats in Section 5.) 

1: Carriage control character as first character. (This character is not printed.) 

2. End-of-line terminator. 

The standard OUTPUT EOL is at least two zero bytes (six bits/byte). If the first 
of the two zero bytes is the rightmost byte of the last word of the printer image, 
then a whole word of zero bytes must follow to complete the EOL requirement. 

3. No zero bytes between CC and EOL (i. e. , inclusive image must be display coded). 

4. Line image < 136 characters. 

It should be noted that if the images are > 136 display characters, the PP OUTPUT 
routine will use the 137th, 273rd, . . . character for the carriage control characters 
that are not printed. 

The CALL to BLOCKIO is as follows: 

RJ BLOCKIO 

VFD A30/BUFFER,N30/M 

where 

BUFFER is relocatable label address of printer image being output, 

and 

M is number of whole words of display-coded printer image. M should include 
EOL terminator. 
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The CALL to FLUSH is as follows: 

RJ FLUSH 

There are four main compiler CIO buffer areas. They are used for source input/output 
procedure division TREE OUT/TREEIN, and the Assembler relocatable binary output. 

The buffer size of these buffers is determined by the field length of the compilation (assum- 
ing a minimum of 53000s). Each buffer occupies 1/8 of the core space between 50000s an d 
the top of the field length. The CIO areas begin at a location half way between 500008 and the 
field length, and run to the end of the field length. The remaining one half of the area is 
utilized by extending the top of the PNT. 

DIAG - DIAGNOSTIC OUTPUT ROUTINE 

The diagnostic message output routine retrieves the diagnostic English error message 
requested by the call and outputs the message to the output file. (See Table 2-3.) 

The calling sequence to DIAG consists of the following: 

RJ DIAG 

DATA N 

where 

N is the message number. 

Registers A5 and A7 are destroyed by DIAG. 

The maximum diagnostic number is 999. If the number exceeds this limit, a diagnostic is 
included and issued by DIAG itself. Diagnostic messages have a 10-word maximum length. 

The printer-line image for the messages includes the following: (See format in Section 5.) 

4 

1. Attention-getting field of asterisks ** **. • . . - 

2. A 3-digit decimal diagnostic message number within the asterisks. Each number 
is unique for every spot in the compiler routines where an error can be detected. 

3. A 2-digit card column indicator prefaced by a special character 'cc'. This number 
specifies the card column of the word or position of syntax where the error is 
sensed. If cc=0, the message applies to the previous card. 
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Table 2-3. Sample Diagnostic Table Format 
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4. A 1-letter indicator from the following list: 

a. C - Fatal error with no execution possible. 

b. E - Serious error with probable execution of part of the object code. 

c. T - Trivial precautionary message (extended). 

d. U - Non-DOD error condition message (extended) . 

5. An English language error comment. (To conserve space, several diagnostic 
numbers may use the same error message; consequently, the printed number is 
more specific than the message.) 

6. Source line number, indicating the line in the vicinity of the error. (Most error 
messages will print interspersed in the programmer listing, but some error 
messages will print before and some after the source line to which they apply.) 
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An X-parameter on the COBOL control card determines which degree of diagnostics is 
printed. 

Ranges for the diagnostic numbers for the different compiler segments are as follows: 

OVERLAYS 0,0 and 1,0 1- 99. 

OVERLAYS 1,1 thru 1,4 100-499 

OVERLAYS 1,5 thru 1,6 500 - 799 

OVERLAYS 2,0 thru 2,3 800 - 999 



Diagnostic overlay elements (of which there are 10) containing < 100 diagnostic messages 
per element will be loaded in conjunction with the various passes of the compiler. Their 
absolute locations (relative to RA) are stored in the CONTROL working storage in the cells 
named DAGLOC1, DAGLOC2,,, DAGLOC9, DGLOC10. 

DIAG first determines in which overlay the requested diagnostic resides. Then the first 
word of the message is loaded and the degree key is checked for possible extended degree. 

If the degree of the potential diagnostic is either T or U, a special flag XTENDMD is 
checked. If this flag is set, the U and T diagnostic is printed. If not, exit is made from 
the DIAG routine with no diagnostic issued. All C and E diagnostics are output. 

Appendix D contains a list of compiler diagnostic messages. 

TREE OUTPUT (TREEOUT) SUBROUTINE 

The Tree Output (TREEOUT) subroutine is used for interphase I/O. Each time TREEOUT 
is called, one tree is written to disk. Each time a section number changes (0-49 is con- 
sidered no change), the previous logical record is terminated and a new logical record is 
.started. The calling sequence to TREEOUT is: 

1. Load X4 Priority Number (0-99) 

2 . • Load B4 with length of tree 

3. Load B5 with base address of tree 

4. RJ TREEOUT 
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The format of the trees as they are written to disk is shown in Figure 2-3. 



L x +1 



L2 



+1 



Li+1 



L2+1 



L 3+ l 



L3 



H 



Figure 2-3. Tree to Disk Format 



This pictorial diagram represents a logical record of three trees. L is the length of 
tree 1, etc. 

The word immediately preceding the one pointed to by register B5 is destroyed by 
TREEOTJT. Registers preserved by TREEOUT are: 

1. ■ X0, XI, X2, X3 

2. Bl, B2, B3, B6 

After the last tree has been written, it is necessary to terminate TREEOTJT outputs to the 
disk by performing the following call: 

RJ PHASEND 

Register preservation is the same as indicated above for TREEOUT. 

A flowchart of TREEOUT appears in Table 2-4. 
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Figure 2-4. TBEEOUT Flowchart 
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TREE INPUT (TREEIN) SUBROUTINE 

The Tree Input (TREEIN) subroutine is used for interphase J/O. See Figure 2-5. Each 
time TREEIN is called, one tree is returned. There are two exceptions: 

1. If a priority change, no tree will be returned; instead, special end of priority exit 
will be taken with the number of the next priority given in XI. 

2. If there are no more trees to be input, XI will contain a negative number. 

The calling sequence is: 

+ RJ TREEIN 

+ Priority change return 

+ New tree return 

Upon exit, B2 contains the address of the new tree. Registers preserved are: 

X3 andBl. 

TABLE HANDLING 

The use of a number of "open-ended" tables are made by various compiler routines. The 
Data Name table and the Procedure Name table are the two most prominent tables because 
they are each used commonly by several phases of the compiler. However, many other 
open-ended tables are also used. 

The compiler is designed .so that all such tables are located in one big area at the end of 
available memory. Since the SCOPE loader allows the compiler access to any area within 
the field length (fl) specified on the JOB card, the open-ended tables are located above the 
program load area and below the field length. Obviously, certain amounts of surplus core 
must be furnished by the user before any table work can be done. 

Only two open-ended tables can be built at any one time. One begins at one end of available 
.core area and the other begins at the opposite end. The combined length of these tables is 
limited by one table's extension into a table extending from the other end, in which case 
every part of available table space is used. Should such a limit be reached in the COBOL 
compiler , the compilation will be aborted . 

Although only two open-ended tables should be "growing" at one time; once a table's maxi- 
mum extension is determined, another open-ended table may begin from that point, contin- 
uing in the same direction. Also, if a table is no longer needed, a new table can begin in 
its spot. The tables have been carefully designed to make maximum use of the area. 
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Figure 2-5. TREEIN Flowchart (1 of 2) 
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Figure 2-5. TREEIN Flowchart (2 of 2) 
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Specifically, the Data Name table will begin at the top end of Pass IB or IE , whichever is 
longer, and extend it upward toward RA + FL. When Pass 2 is loaded, it will be allowed to 
overlay the DNT as the table is no longer needed. Since Pass 2 will need the Procedure 
Name table, it is not overlayed and is placed above the DNT, extending from the top of the 
table area downward. The report tables are not needed in Pass 2 and may be overlayed. 
The DNT length will be determined when the report tables start and thus the latter extend 
from the former in the area building up towards the top. The Procedure Name table is not 
started until the length of the report tables is known and extends from the top down toward 
the completed tables. The PNT is limited by the high end of either the 'report table or 
Pass 2, whichever extends the highest. All of these tables exist during Pass IE. 

Several more open-ended tables are used by certain passes. For example, after the report 
table length has been determined in Pass IB, subsequent passes build tables upward from 
the end of the report tables for "local use." After Pass IE, open-ended tables also extend 
down from the PNT. Tables not named here, and required for the use of more than one 
pass, are coordinated so as to not overlay or be overlayed by a "local" table. After 
Pass 1G, extension upwards is not from the report tables, but from the end of Pass 2 code. 

Limited table space is always available to smaller passes between its length and the begin- 
ning of the file tables . 

Table 2-4 outlines how the table might be stored during the first pass. Indented items do 
not have a 6 -bit identifier. 

The initial method used to find entries in the data table is to use a HASH table as an index. 
As each entry is placed in the data table, its three words of name (30 characters maximum) 
are hashed as follows : 

The three words are added together, ignoring overflow. The resulting sum is equal to its 
two halves. The resulting value is multiplied by the binary equivalent of 1/511. The first 
nine bits to the right of the decimal point of the above product is the position in the HASH 
table of the location of the data table entry. The HASH table will consist of a possible 511 
entries-. If an entry to the HASH table finds another entry there already, the new data table 
entry will be linked to the already existing data table entry referenced by the HASH table or 
to the last link of previous duplicates. Thus strings of entries may be established for 
"duplicate hashing results . 

The address of the first word of data name is to be in an address register for the HASH 
subroutine. The resulting pointer will be in an increment register. 

The HASH subroutine will generate a 9-bit hash number from data words, using word one or 
words one and two of the input data. 
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Table 2-4. First- Pass Table Storage 



Contents of Table 


Contents of Table 


HL 




EDD 


NM 




EDD2-3 


SNI 




EP 


HL 




HL 


NM 




NM 


FD 




CN 


FD2-27 




DDL 


HL 




HL 


NM 




NM 


FD 




CN 


FD2-27 




DDL 


HL 




DDL 


NM 




HL 


GDD 




NM 


GDD2-3 




SC 


HL 




HL 


NM 




NM 


EDD 




SC 


EDD2-3 




GDD 


HL 




GDD2-3 


luvi 




HL 


EDD 




NM 


EDD2-3 




RD 


ssr 




RD2-00 


HL 




HL 


NM 




NM 


GDD 




RG 


GDD2-3 




RG2-7 


HL 




RE 


NM 




RE2-7 


RN 




RE 


HL 




RE2-7 


NM 




RG 


GDD 




HG2-7 


GDD2-3 




RE 


EDD 




RE2-7 


EDD2-3 




HL 


DDL 




NM 


DDL 




PD 


DDL 




HL 


DDL 




NM 


HL 




PD 


NM 




PR 


EDD 




PR 


EDD2-3 




etc 


EP 






DDL 






Legend: 






HL - Hash link 


EP 


- Encoded PICTURE 


NM - Name 


ssc 


- Subscript coefficient (OCCURS) 


GDD - Group data descriptor 


CN 


- Condition name (88) 


EDD - Elementary data descriptor 


PD 


- Procedure def. 


DDL - Data division literal 


PR 


- Procedure ref. 


PDL - Procedure division literal 


FD 


- File table 


SNI - Special name item 


RD 


- Report descriptor 


SC - Source copy 


RG 


- Report group 


RN - Renames (66) 


HE 


- Report elementary 
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The initial method used to find entries in the data table is to use a HASH table as an index. 
As each entry is placed in the data table, its three words of name (30 characters maximum) 
are hashed as follows : 

The first three words are added together, ignoring overflow. The resulting sum is equal to 
its two halves. The resulting value is multiplied by the binary equivalent of 1/511. The 
first nine bits to the right of the decimal point of the above product is the position in the 
HASH table of the location of the data table entry. The HASH table will. consist of a possi- 
ble 511 entries. If an entry to the HASH table finds another entry there already, the new 
data table entry will be linked to the already existing data table entry referenced by the 
HASH table or to the last link of previous duplicates. Thus strings of entries may be 
established for duplicate hashing results. 

The address of the first word of data name is to be in an address register for the HASH 
subroutine. The resulting pointer will be in an increment register. 

The HASH subroutine will generate a 9-bit hash number from data words, using word one or 
words one and two of the input data. 

The calling sequence is: 

RJ HASH 
Return 



where register B7 contains the location of a buffer containing the hash data words. The 
first character of the first word of the buffer must contain the length in words of the data 
item. If the name or HASH data does not completely fill the last word, blanks should be 
used to fill the rest of the- last word in the item's buffer for display code information and 
zeros used as filler for binary information. 

The return will be to the word following the call with the result in register B7. 
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The HASH table itself is entered using the HASH result as an index to the table. The HASH 
table entry format is : 






Assembler Pointers 


PNT Location 


DNT Location 



18 



18 



18 



The DNT field will also be used by the assembler during Pass 2 assemblies. 

The compiler data table format is constructed so that each data item has a pointer to. the 
next more dominant item in the hierarchy and also a pointer to other items having the same 
name which in turn will point to the name itself. Also, each item includes its level number. 

A typical data division is shown in Figure 2-6. 















'i 




y 


, 






- 
















Name D 
Box 1 


00 Level 
Box 2 


01 Level 
Box 3 


















, 


. 


/. 












->- 
















Name C 
Box 4 


01 Level 
Box 5 




02 Level 
Box 6 
















. 


. 




. 


■. 














— >- 












Name B 
Box 7 


02 Level 
Box 8 


02 Level 
Box 9 








V" 












. 


. 


/ 
































Name A 
Box 10 


03 Level 


03 Level 




03 Level 








Box 


11 




Box 


12 




Box 


13 





Figure 2-6. Example of Data Division 
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Suppose it is desired to locate A of B of D: 

1. Start at the name A (Box 10) . 

2. List all A items as candidates (Box 11, 12, 13). 

'3. Go "up" the hierarchy from one of the candidates (Box 11 to Box 8). 

4. Go "around the circle" through all the items of like name until the name (Box 7) is 
located. . 

5. See if this name is next in the list of qualifiers (A of B of D). If it is, step to the 
next name in the qualifier list. (It is, so we step to D). 

6. Go "up" the hierarchy again (same as Steps 3, 4, 5). This time the next name in 
the qualifier list (D) does not match the name "up" the hierarchy. In this case, do 
not step to the next qualifier but do go "up" the hierarchy (same as Steps 3, 4, 5) 
(to Box 2) . 

7. A candidate is disqualified if the hierarchy is exhausted before the list of qualifiers 
is used up. 

8. Otherwise, a candidate is retained. 

In the example Box 11 and Box 12, both are retained, but Box 13 is. disqualified. (B, the 
first qualifier, would not be found before the hierarchy is exhausted.) 

If no candidates are retained, the item is not defined. 

If one candidate is retained, the item is correctly defined and referenced. 

If two or more candidates are retained, the item is ambiguously referenced (as in 
Figure 2-6). 

Li testing to determine if the name and its qualifying names is defined, it is not necessary to 
actually compare all the names encountered along the way. In locating A of B of D, set up a 
table consisting of a pointer to the HL item for each of the names A, B and D. Use the HASH 
table to find each' pointer. Start with the dominant item for one of the A items (Box 8 via 11) 
and find the location of the HL item for its name. Compare this location with the one from 
the table for B. If equal, continue up the dominance and down the table. If not equal, hold 
your position in the table and continue up the dominance. 
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ITEMCOP - RANDOM FILE ITEM SEARCH ROUTINE 

Purpose 

ITEMCOP reaches the random file named by the S-parameter for the item specified by 
a COPY or INCLUDE from library statement. (See Figures 2-7 and 2-8. ) 

Calling Sequence 

1. For.COPIES: 

a. COPYDNT - absolute address of last qualifier of item requested. 

b. LEVCOPY - level number of item. 

- nonrecord copy. 
1-88 - record copy. 

c. COPYFLG - set nonzero. 

2. For INCLUDES: 

a. COPYDNT - absolute address of procedure or section name. 

b. LEVCOPY - set to -1. 

c. COPYFLG - set nonzero. 

d. INCL1 - set nonzero. 

Routines Called 

DIAG, SAD, SCAN2 

Operation 

ITEMCOP reads the random file index (if not already open). The requested record name 
is hashed and its corresponding record disk address is placed in INCOPY+6. If the disk 
address is zero, the record does not exist on the random file, and a diagnostic is issued. 
Exit is then made to SADNO. Otherwise, the named record is read from the random file. 
If the name of the record matches that of the requested record, INCL1 is checked for 
INCLUDE. If it is an INCLUDE request, INCLOOD positions to the first procedure of 
the requested paragraph and returns to SADYES. If INCL1 is zero, QUALCHK positions 
to the first compliable word of the COPY item. If a record COPY, the level number of 
the LIBRARY item is returned in binary in NEWLEVN. QUALCHK returns to SADYES. 
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If the name of the record read does not match that of the requested record name, the 
linkage word (word 1 of the record) is checked for nonzero. If zero, the element 
requested, is not in the random file, and a diagnostic is issued and the SADNO exit . 
is taken. Otherwise the nonzero link address represents the absolute disk address 
of the next record with the same hash index. 



CA138-1 



CONTROL DATA CORPORATION 



DEVELOPMENT DIV 



DOCUMENT CLASS 
PRODUCT NAME- 
PRODUCT Mn CQ43 



Internal Reference Specifications 



G4/66Q0 COBOL Compiler 



SOFTWARE DOCUMENT 

PAGE un 2-38 



vi=p<;inN 1.0 and 2.0 MtfHiNf SERIES __64/6600_ 



ITEMCOP 



f ENTER j 

L_ 



Store Registers 



YEPOPN 



Get Pointer to 
highest Qualifier 
in DNT or PQBUF 



Save Its Linkage 
and Length (High 
Order 6 Bits) 



HASH 




OPEN \ 

(DECINDX) / 



READ 
DECINDX 



Set Read Flag. 
Set Index 
Pointer = OUT. 



Pick Up DECINDX 
+ Hash = X 



Move Lower at 
X to Random 
Read FET + 6 



Set INCOPY's 
OUT = IN = FIRST 
OUT to IN for 
Next Record Read 



Clear Record Bit 
in INCOPY + 



READ 
(INCOPY) 



READREC 


1 


Set Pointers to 
OUT + 1 and Get 
Length of Name 
This Record 






Compare OUT + 1 
+WDL to DNT 
Name 



'Does 

Random Rec* 

Cord Name Match"* 

^DNT This 

Pualifiejx 

•Js 




Set Lower @ OUT 
to FET Request 
Addr. (DISC) 



C Found - ! 
Item J" 

MOV1 



Yes 



Save OUT ADD. 
FRSTAD, INADD, 
LIMADD, FSTOUT 



DIAG 

(Item Not Found ) 3 "— 

In Library) 






Save LSTFLG. 
Zero to LSTFLG. 
Set NOTDAG 
Flag in DIAG 



MOV2 




Set INCOPY 
IN. OUT. FIRST, 
and LIMIT to 
FRSTAD. OUTADD 
INADD, LIMADD 



[first Cardl 




Figure 2-7. ITEMCOP Flowchart (1 of 4) 
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No 

Match/ COMPARE 

(Record- Name 
vs. DNT) 



Compare 




OHONES 



Level Nr -* 
NEWLEVN 




DNTFIX 
Link, Length 



i ■» ■ 4c \ 



qrj 



ame is in CURNWD. 
CWIC=0 
SCAN2 Is Positioned 
to Next Word of Item. 



Figure 2-7. ITEMCOP Flowchart (2 of 4) 
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IN CLOOD 
3A 



Initialize : 

Clear INCL1 



INCDNT 



INCLSEC 



Name ? 



INERBA 



No 



UNOOP/ 



c 



Next Qualifier 
Names Buffer 





To SADNO 



J 



K W 



1NC1A 



Set COPYDNT 
= COPYDNT-4 



3dS y- 

/iNClB 



SCAN2 




1NC1D 



Compare CURNWD 
to Name @> 
COPYDNT 




Names Match? 



INC1C 



2 ■* SKIPOPS to 
Skip to Next Card 



r^J 



..{Found Element] 



Cleat History 
for Replace-by 
Analysis 



INC1H 



SCAN2 



Section 
(075) ? 



INC1J 



Set NOSCNFL 



UNCOPY 



rrj 





Set Past Section 
and Paragraph 
Names. 



PARSAVE 



Restore PPCNTR 



REGREST 



( EXIT J 

To SADYES 



Figure 2-7. ITEMCOP Flowchart (3 of 4) 
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m 



QUALl 



QUAL1A 



Set SKIPOPS 
to SKIPPER 
(SNP) 




Compare Name 
(CURNWD) with 
DNT Qualifier 




COPERD 



DIAG 

(Not Found) 

(24) 



DIAG 
32 



COMPARE 
Paiam vs. DNT. 



QUAL5 



Clear 

NOTDAG 

Flag 




ITEM REG 



( EXIT 1 

To SADYES 



DNTFIX 



COPYDNT+ 

DNTLNK-* 

COPYDNT. 

NEWLEVN 

-»CURNLEV 



-/ 4E 



( EXIT J 

To UNNESTC 



Figure 2-7. ITEMCOP Flowchart (4 of 4) 
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UNNESTC 



ABTCOPY 



UNCOPY 




( . EXIT J 



Exit to 
SADNO 



[Must Bel Yes 

Nested [ 
Copy J 



Set PDPNTR 
to PDPNTR- N 
(Back Up One 
Level) 



Get DISC Addr. 
of Last Level of 
Copy -» FET + 6 
(INCOPY) 



Set 

IN=OUT=FRST 
in INCOPY 



Set Card 
Counter to 0. 
-► LSTFLG 




CHARBRK 



Card Count 
+ 1-»CC 




ENDCRD 



GRADIENT 
-* PASS1B. 



f EXIT J 



UNCOPY 



( ENTER J 



Clear 

COPYFLG. 

Flag. 



Restore: 

OUTADD, FRSTAD 
INADD, LIMADD 
Restore LSTFLG, 
FRSTOUT 



Set OUTADD 
= FRSTOUT 
(Reread Last 
Card) 



("Breakdown Last] 
in j 



[Card Again 



c 



J 



To SADNO 



Figure 2-8. UNNESTC Flowchart (1 of 2) 
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OPINDEX 



r ENTER A 



Get S-Parameter 
from CONCRDI. 



Set DECI 

to Read 

65 Wd Index 



READ 
(DECI) 



Get Wd 65 
of Index = 
Random File 
Name. 



Set Random 
File Name 
in INCOPY 



( RETURN J 



ECN=Card Number 
of Nested Copy 
Request 



f ENTER J 



[~Puti Down Statu^ 



PDPNTR + N 
-► PDPNTR 
(Index of 
Push Down) 



DISC Address 
-* PD + B. 

B + 1 ■* B. 



Copy Type 
(Must Be 
Record) 



"] 



Copy Type 
-► PD + B. 
B + 1 -» B. 



Jcard Numbei 



'iKeepBy 

|iNcor" 



PYI/O 



Card Number 
-» PD + B. 
B + 1->B. 



[Record Level - 1 
- Number 
[Difference (lgj 



Level NR 
Gradient 
-* PD + B. 

B + 1 -» B. 



( RETURN J 



Figure 2-8. TJNNESTC Flowchart (2 of 2) 
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SECTION 3 - COMPILER COMPONENTS 
CONTROL ROUTINE 

A general control routine (CONTROL) exists in the compiler to load the overlay passes and 
to furnish communications between them. The overlays have no other access to code in 
other overlays or higher level overlays. Initialization routines are required for the syntax 
overlays and the assembler overlay. The main overlay contains the control routine, sev- 
eral general subroutines, and some subroutines to take snapshot- type dumps, etc. 

The general flow is as follows: 

1. Calculate initial limits for data table locations 

2. Load SCAN overlay 

3. Load Pass 1A 

4. Go to Pass 1A for initialization 

5. Go to SCAN overlay for processing 

6. Load Pass IB 

7. Go to Pass IB for initialization 

8. Go to SCAN overlay for processing 

9. Load Pass 1C 

10. Go to Pass 1C for processing 

11. Load Pass ID 

12. Go to Pass ID for processing 

13. Load Pass IE 

14. Go to Pass IE for initialization 

., 15. Go to SCAN overlay for processing 

16. Load Pass IF 

17. Go to Pass IF for processing 

18. Load assembler overlay 

19. Go to assembler overlay for initialization 

20. Load Pass 1G 

21. Go to Pass 1G for processing 

22. Load Pass 1H 

23. Go to Pass lHfor processing 

24. Load Pass 2 

25. Go to Pass 2 for processing 

26. Clean up 

Table values in the CONTROL routine include: 

FTBASE Location of file tables base 

DNTBASE Location of data name table base 

RTBASE Location of report tables base 

AFTBASE Location of accept file tables base 

UPTOP Location of end of "up" tables ' 

DOWNBOT Location of end of "down" tables 
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PNTBASE Location of Procedure Name Table base 

PAS2TOP Location of top of Pass 2 

DAGLOC1 Location of diagnostics 000-99 

DAGLOC2 Location of diagnostics 100-199 

DAGLOC3 Location of diagnostics 200-299 

DAGLOC4 Location of diagnostics 300-399 

DAGLOC5 Location of diagnostics 400-499 

DAGLOC6 Location of diagnostics 500-599 

DAGLOC7 Location of diagnostics 600-699 

DAGLOC8 Location of diagnostics 700-799 

DAGLOC9 Location of diagnostics 800-899 

XYZ Location of syntax tables (current) 

SYNSTRT Location of first entry in syntax table 

SYNSUBJ Location of sub jump table 

SCANOV Location of SCAN overlay entrance 

LEXOVLA Location of lexicon list 

EAT Location of 64-word external access table 

DAGLOC9 Location of diagnostics 800-899 

DGLOC10 Location of diagnostics 900-999 

SCNSNAP Flag* to indicate snapshot dumps in SCAN (debug aid) 

SNAPSET Flag* to indicate snapshot dumps in the current phase 



*Set by CONTROL upon interpretation of control card parameters. 
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CONCRDI - CONTROL CARDS INTERPRETER SUBROUTINE 
Purpose 

CONCRDI is called by control to analyze the COBOL compilation control card and 
encode its compilation parameters. (See Figure 3-1.) 

Calling Sequence 

CONCRDI is entered by a return jump . 

Routines Called 

RJ CONCRDI 

DIAG 

Limitations 

This routine is the first executed subroutine of the compiler, therefore, it saves and 
restores no registers,, A parameter, either side of connecting = sign, exceeding seven 
alphanumeric characters causes a control card error job abortion before control is 
transferred to control. Parameters other than those specified in the Equipment Ref- 
erence Specification cause COBOL abortion. 

Operation 

CONCRDI begins parameter encoding when it reaches a left parenthesis. It identifies 
the left-hand option mnemonic and then passes over the equal sign, if any, and stores 
the right-hand parameter (lfn or o) in the corresponding table space in CONTPRM. If 
the right parameter of an option is not specified, the appropriate default parameter is 
set in its place. This process continues from left to right until either a period or right 
parenthesis is scanned, thus terminating the encoding and initiating the setting of nec- 
essary listing option flags specified by the L option. 

If no parameters are specified CONCRDI returns directly to CONTROL upon sensing a 
period control card terminator. 
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CCI 



( ENTER J 



Initial Parameters Are: 
I = INPUT 
B= LGO 
OB = Zero 
S = COUB 
L = OUTPUT 
P = L Bit Set to 1 
SUB = Zero 
DUMP = Zero 
Input Scan = Col 1 



MX2 6, SA1 70 
Initialize 

GETCHAR 
Set B7 = 6 Shift 




Yes 






GET Char 



Zero out L, R, C, 
O, M, X, Bits 
of P (AND) 



^ OBOB 


\ Yes 




Clear Bit 


. =0 ? 






of OCAKD0 




No 



















( EXIT J 
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EQ 
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UEQ 



E> 



QPARM 
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FN ' 
y 



^g 




ST7 
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Set Sto Char to 
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STO 



Zero Out Word 
Pointed at 
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GET Char 



I « C Numeric? ^ 
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STO Char 




[ EXIT ) 



To ABORT 



Figure 3-1. CONCBDI Flowchart (1 of 3) 
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Figure 3-1. CONCHDI Flowchart (2 of 3) 
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Figure 3-1. CONCRDI Flowchart (3 of 3) 
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IDENTIFICATION, ENVIRONMENT, AND DATA DIVISION 

SYNTAX 

The Identification, Environment, and Data Divisions are analyzed by means of a syntax 
table in theory, not unlike the Procedure Division S30itax table. The first three divisions 
of a -COBOL source program must adhere to stringent syntax rules: only certain kinds of 
statements may appear within any division and section. Therefore, the Identification, 
Environment, and Data- Division syntax table might be thought of almost as a linear search 
for allowable syntax within a given division or section. 

For instance, once a file description (FD) is encountered, the syntax table looks for specific 
allowable words or clauses that must follow. If an encountered source word is not any of 
the anticipated words, or is not a section header, then the syntax table issues an appropri- 
ate diagnostic, i.e. , "Compiler Out of Synchronization" and attempts to get back in syn- 
chronization by one of several methods: 

1. Slapping past the next period. 

2. Searching for a keyword in cc 8. 

3. Slapping to the next word. 

If an encountered source word is one of the anticipated words, appropriate subroutines are 
performed to process the word and/ or current item. 

A brief description of syntax table processing follows, assuming the reader has familiarized 
himself, with the SYNTBLE writeup in Appendix B and under Syntax Analysis in Section 2. 

The syntax table items are in alphabetical order, with the first level of analysis beginning 
with MSTRCON. The syntax levels of processing and structure are shown in Figure 3.2 . 

The syntax table begins executing table items at the main level of processing MSTRCON01. 
This table item "performs" the table item DDNTDIV (second level of processing). IDNTDIV 
searches for allowable Identification Division COBOL source words. If the word is found, 
processing returns to the next higher level and the subroutines and/or diagnostics in the 
yes-action field are performed. If the anticipated word is not found, processing returns and 
the subroutines and/or diagnostics in the no-action field are performed. 

Both the no- and yes-action fields of MSTRCON01 proceed to MSTRCON02 which "performs" 
the table item ENVDIV, returning to perform the subroutines and/or diagnostics in the no- 
or yes-action field. Processing continues in a similar manner to the completion of Data 
Division processing. 
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PASS IB AND ELEMENTS 

PASS IB employs several buffers or tables to facilitate the processing of an item. In 
certain cases, all pertinent information about a single item is stored in these buffers until 
the item is ready to be processed, after which the buffer is zeroed in preparation for 
another item. A description and format of the main buffers used in Pass IB is shown in 
Figures 3-3, 3-4, and 3-5, and in Table 3-1. 

The SELECT buffer is used to store pertinent information about a file-name that is 
"Selected" in the File-Control paragraph. 



59 



SELECT 



5 4 3 2 10 



SELECT 



+1 



+2 



+ 3 



+4 



+5 



+ 6 



+7 



+ 9 





optional file 




assign option 


not used 




subject of renaming option 


not used 


alternate areas integer 


6 bits 


file- limit integer 


12 bits 


access mode 




symbolic key 


18 bits 


actual key 


18 bits 



h. o. bit on if optional 
file specified 



h. o. bit on if assign 
option was accepted 



h. o. bit on if file- name 
is subject of a renaming 
option 



1. o. 6 bits = converted 
alternal area integer 



1. o. 12 bits = converted 
file- limit integer 



1. o. bit on if random 
1. o. bit off if sequential 

1. o. 18 bits contain pointer 
to EOM of symbolic key 
data- name 

l.o. 18 bits contain pointer 
to EOM of actual key 
data- name 



Figure 3-3. Select Buffer 
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The IOCTL buffer is used to store pertinent information about a file-name used in the 
I/O- Control paragraph. 



IOCTL 



IOCTL 



+1 



+2 



End of Reel logical Status 




Records Rerun Integer 


30 bits 


Records Rerun logical status 





Figure 3-4. IOCTL Buffer 

The FDBUFF buffer is used to store pertinent information about a file-name used in a file 
description in the File Section paragraph. 
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Figure 3-5. FDBUFF Buffer 
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The SQASHBU buffer is used to process the current or previous item. Actually, a double 
buffering technique is employed, with two SQASHBU buffer areas defined. SQASHBU indexed 
by B3 references the current item. SQASHBU indexed by B4 references the previous item. 
(See Table 3-1.) 

Pass IB is comprised of subroutines that handle the Identification, Environment, and Data 
Divisions. Tables 3-2, 3-3, 3-4, and 3-5 list all of Pass lB's subroutines, with a brief 
description of each. 

RG Checks Done in Pass IB 

Several special checks and actions are made in Pass IB on items in the Report Section. 
Diagnostics are given in appropriate situations. Further checking of the items in the 
Report Section is done in Pass ID and Pass III. Many of the normal Data Division checks 
are made on report items in addition to the checks discussed below: 



XRDCK 



SYNT61 



XRECK 



1) 



2) 



3) 



XKJSUK ■ 
XRECK 


4) 
5) 


DCKPRE 


6) 



Check line position from PAGE clause in RD item. 

a) Heading position (H) must be > 1. If no H, set to 1. 

b) First detail position (FD) must be > H. If no FD, set to H. 

c) Last detail position (LD) must be > FD. If no LD, set to F. 

d) Footing position (F) must be > LD. If no F, set to LD. If no 
F or LD, set both to page limit. 

e) Page limit must be > F. 

The COPY clause can only appear on an RD or 01 item. The 
object of the copy can be in the source program or the library for 
an 01, but can only be in the library for the RD. 

•Every 01 level item in the Report Section must have a TYPE 
clause and be subordinate to an RD which was listed in the 
REPORTS clause of an FD. 

The NEXT GROUP clause can only appear on an 01 level item. 

An 01 item with a type designation of DETAIL or DE must have a 
data name following the level number. 

The SELECTED option of the SOURCE clause can appear at the 
group level only. 
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Figure 3-6. XFC17 Flowchart 
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Figure 3-7. XDD1 Flowchart (1 of 3) 
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Figure 3-7. XDD1 Flowchart (2 of 3) 
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Figure 3-7. XDD1 Flowchart (3 of 3) 



CONTROL DATA CORPORATION 



DEVELOPMENT DIV 



DOCUMENT ri t^ Internal Reference Specifications 
PRODUCT m»r 64/6600 COBOL Compiler" ' 



SOFTWARE DOCUMENT 

3-27 



PAGE NO- 



PRODUCT ion CQ43 VFPtmKj 1.0 and 2.0 machinf cr-pict 64/6600 



XDDCK 



{ ENTER ) 





E^ 



CKLEV66 
No 





Perform Various 
Checks on 
66 Item 



D317 



Discard Item 



XDDCKSQ ' 




RESTORE 



c 



D302 



To SADNO 



J 



Set Class 
Numeric 



Set Data 
Type with EP 



Figure 3-8. XDDCK Flowchart (1 of 4) 
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Figure 3-8. XDDCK Flowchart (2 of 4) 



DEVELOPMENT DIV 



CONTROL DATA CORPORATION 

DOCUMENT n ass Internal Heference Specifications __^ 

PRODUCT name 64/6600 COBOL Compiler ■ 

PRODUCT n<-» CQ43 vppsinN 1.0 and 2.0 MArmNF qcbics 64/6600 



SOFTWARE DOCUMENT 

3-29 



PAGE NO. 



CKJUST 




CKEDIT6 



Set Usage 
Display 



Set Class 
Numeric 



Signed or X, N ° 
.Justified (CI)?, 



Yes 



D298 
D301 



0-» 

Sign and 
Justified 




Size - (Point Loc- 
ation + Leaving) 
-♦ Insertion Char- 
acters 




CKEDIT8 



Size + (Point Loc- 
ation - Leaving) 
-* Insertion 
Characters 




\ CI = 


77 ? ^> 
Yes 


No 


•^ Occutt (CI) ? J> 


No 




Yes 




' 




D315 























w 



Figure 3-8. XDDCK Flowchart (3 of 4) 
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Figure 3-8. XDDCK Flowchart (4 of 4) 
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Figure 3-9. XLIT2 Flowchart 
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Figure 3-10. DCKPRE Flowchart (1 of 2) 
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Figure 3-10. DCKPRE Flowchart (2 of 2) 
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Figure 3-11. DID Flowchart 
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Figure 3-12. ENVSQ Flowchart 
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Figure 3-13. SETDNT Flowchart 
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Figure 3-14. SETFET Flowchart 
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Figure 3-15. SPECSQ Flowchart 
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Figure 3-16. SQASH88 Flowchart 
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SQUASH 



( ENTER J 



HASH 





Zero Out Domin- 
ant Item Table 
(LNKTBLE) Down 
to Current Level 
Number 



Store Dominant 
Item Pointer 



Yes 



f EXIT J 

To SQASH66 





SQ2626 



^ Occurs (CI) 7p£ 



Level Number 
(CI)-»OCCWRD 



0-»OCCWRD 




Yes 



Current Level 
Number -» OCCWRE 



0-»OCCWRD 



SOITEM 



Reserve an SSC 
for Current Item 



Set Length for 
PASSIC and PASSIE 



Store MW1, MW2, 
MW3 into DNT 



Store SSC. EP, 
DDL into DNT 



c 



EXIT 
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Figure 3-17. SQUASH Flowchart 
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DCKPRE 7) 

XRECK 8) 

XRECK 9) 
XRECK 10) 

XRECK 11) 

XRECK 12) 

XRECK 13) 

XRECK 14) 
15) 
PICTURE Processor 



Every elementary item must have a SUM, SOURCE or VALUE 
clause, except when within a SOURCE SELECTED group. These 
clauses may not appear at the group level. 

A COLUMN NUMBER clause can appear on an elementary item 
only and if it exists, a SIZE or PICTURE clause must also 
appear. 

The column number plus the field length must not be greater than 
end of the print line or column number on the next item.. 

The column numbers within a report group (01) must be increas- 
ing. A column number that is out of order (position left of that on 
the preceding item) will cause the item to be discarded. 

The GROUP INDICATE clause can only be specified on an ele- 
mentary item within a TYPE DETAIL report group. 

The RESET clause can only be specified on an elementary SUM 
item. 

The SUM clause can only be specified on an item within a TYPE 
CONTROL FOOTING report group. 

The USAGE can only be specified as DISPLAY. 

No check is made on CLASS clause. 



The PICTURE processor interprets the PICTURE set aside or created by the item descrip- 
tion processor. It examines the successive characters in a picture, determining the size of 
field, decimal point position, editing, class and sign. In addition, the legality of the corn^ 
bination of characters in- the picture is determined by checking the Picture Precedence Table 
against the History Register Table. If any editing character is found in the PICTURE, a 
MURAL (condensed picture) is built as part of the elementary data description for later use 
by the editing. Finally, all the information determined by the PICTURE clause is placed 
in the SQASHBU Buffer table (see Table 3-1). 
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The following compile-time subroutine is included in die PICTURE processor to perform 
some of the major functions: 

GETBYT - To get the next character in a picture and shift a "l"bit into the 

current bit word according to the bit position field of the PICTURE 
Character Table. If there is a number within the parentheses in the 
PICTURE , the previous character repeats the stated number of 
times, unless the number exceeds 255. 

PAKMRL - To pack the successive elements that are needed in a mural. It 

checks to determine repeated mural instructions and also checks to 
see when it is near the end of a computer word. 

SETMAT - To place information determined from the PICTURE clause with the 
clause checking matrix and give out diagnostics if syntax error or 
illegal characters are found in the PICTURE. 

Picture Precedence Table 

This table contains a one-word entry for each of the 64 Display Code characters and extra 
entries for repeated currency sign, - + and trailing P. (See Table 3-6.) 

Bit 59-36 Not used. 

Bit 39-15 Used to represent allowable precedence. One bit position is assigned 

to each character that may legally appear in a picture and also for 
trailing + - and P. The bit position is 1 for each character to the 
right of which the present character is illegal. 

Bit 14 Decimal Count Indicator. This bit is 1 if the character being exam- 

ined is to be counted as a numeric position in the elementary item. 
(Includes data and suppression characters and- Ps.) 

Bit 13 Exterior Count Indicator. This bit is 1 if the character being 

examined is to be counted as a character when used as a source 
field. (Includes data, suppression, insertion, and report sign 
characters.) 

Bit 12 Interior Coimt Indicator. This bit is 1 if the character being exam- 

ined is to be counted as a character when used in a receiving field. 
(Includes data, suppression, insertion and report sign characters.) 
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1 

2 

3 

4 

5 

6 

7 

8 

9 

A 

B 

C 

D 

E 

F 

G 

H 

I 

J 

K 

L 

M 

N 

O 

P . 

Q 

R 
S 
T 
U 
V 

w 

X 
Y 



Table 3-6. Picture Precedence Table (Octal) (1 of 2) 



0000 


0000 


0000 


3762 


1050 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 ' 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


3707 


0436 


0000 


0000 


3771 


7777 


0434 


0000 


0000 


2000 


3762 


0747 


0000 


0003 


32001 


7762 


1453 


0000 


0003 


32001 


7762 


1554 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


3762 


1050 


0000 


0003 


4330 


3774 


0041 


0000 


0000 


0000 


0007 


0470 


0000 


0003 


2001 


5762 


1455 


0000 


0003 


7777 


7770 


0037 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0003 


1410 


3700 


0040 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


• 3771 


' 7777 


0435 


0000 


0000 


0000 


0007 


0470 
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Z 

Space 

+ 

* 
/ 
( 



cs 



] 

-> 



t 

> 

< 



Table 3-6. Picture Precedence Table (Octal) (2 of 2) 



CS (Repeat) 
P (Trailing) 
- (Repeat) 
+ (Repeat) 
B (Trailing) 



0000 


0003 


6106 


3777 


0142 


0000 


0000 


0000 


0007 


0470 


0000 


0003 


2001 


7762 


1352 


0000 


0003 


2001 


7762 


1251 


0000 


0003 


6206 


3777 


0243 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


oooo- 


0000 


0000 


0007 


0470 


0000 


0003 


2000 


3762 


1145 


0000 


0003 


3410 


3762 


0546 


0000 


0003 


7776 


3762 


0644 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000' 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0000 


0000 


0007 


0470 


0000 


0003 


6306 


3767 


0344 


0000 


0003 


1410 


0004 


0060 


0000 


0003 


6306 


7777 


0356 


0000 


0003 


6307 


3777 


0357 


0000 


0003 


2001 


6762 


1561 
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Bit 11-6 Mural Code. This code is to be used in the output mural to 

represent the present character. 

Bit 5-0 Amount of right shift necessary to shift a 1 from bit 59 to the bit 

position corresponding to the current character. 

History Register 

This register has a bit assigned for each different character allowed in a PICTURE. It 
contains a "1" if the bit has appeared before in a left- to-right scan. Bit assignments are 
shown in Table 3-7. 

Mural (Condensed Picture) 

The constant representing the condensed PICTURE is made of one or more words of coded 
bits to be interpreted by the EDIT subroutine. These PICTURE constants are left- justified 
and left-synchronized and contain their own termination indicator. (See Table 3-7.) 

In scanning an encoded PICTURE from left to right, the following rules apply: 

1. The first bit of a field is a "cue" bit. Depending on the value of this bit, the 
successive bits are interpreted to be a character field or repetition bit. 

2. If the value of the cue bit is "0," then the next four bits is one of the 4-bit codes 
representing a legal PICTURE character (see Table 3-8). This may be the first 
character of the PICTURE or a new character and is not a repetition of the previ- 
ous one. 

3. If the value of the cue bit is "1," it means the previous character in the PICTURE 
is repeated once and the next bit becomes the cue bit. This process goes on till a 
cue bit of "0" is encountered. (The last field in a PICTURE must have a cue bit 

. of "0" to indicate the end of the PICTURE.) 



Examples : 



00100001010010000000 =9.9 
0010011001010010000000 s 999.9 
00011101001000111101001000111100101001001 = $$,$$$,$$$.99 
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Table 3-7. History Register Table 



Shift Amount (Octal) 


Bit Position 


Character 


34 


32 


A 


35 


31 


X 


36 


30 


9 


37 


29 


S 


40 


28 


V 


41 


27 


P (Leading) 


42 


26 


Z 


43 


25 


* 


44 


24 


cs 


45 


23 


1 


46 


22 


. 


47 


21 


B 


50 


20 


O 


51 


19 


- (Leading) 


52 


18 


+ (Leading) 


53 


17 


C 


54 


16 


D 


55 


15 


R 


56 


14 


- (Trailing) 


57 


13 


+ (Trailing) 


60 


12 


P (Trailing) 


67 


5 


Syntactical Error 


| 70 


4 


Illegal Character 



Table 3-8. Mural Code Table 



b l b 2 b 3 b 4 



Meaning 



End of picture 

Z (repeat) 

* (repeat) 

Repeated currency sign , 

9, X, or A 

Currency sign (first) 

B 

O 

- (first) 

+ (first) 

CR 

DB 

End of computer word 

Not used 
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REPORT WRITER - GENERAL DESCRIPTION 
Purpose of the Report Writer 

The report writer feature is introduced into COBOL in order to allow the specification of 
print page formats for a report without requiring the programmer to specify the procedures 
by. which the lines are produced. The report writer thus is a nonprocedural feature of 
COBOL. The user describes the format of the report in the REPORT SECTION and utilizes 
data items which he as described elsewhere in the COBOL data DIVISION as the source of 
the data for the report. 

Problems 

Because the report function is nonprocedural, and because of the method by which certain 
of the features are specified, special problems appear when processing for the report 
writer. 

References From Report Items (some problems which Phase IB must solve) 

Many of the items in the report writer serve as both definitions of items and as references 
to items defined outside the report writer. Sometimes more than one item is defined, and 
some of the references are to establish links rather than SOURCE items. The following- 
three examples illustrate the problems : 

EXAMPLE 1: 02 A SOURCE IS B OF C COLUMN 66 

This example defines the item A as it appears on the print line in edited format. 
A cannot be referenced from the PROCEDURE DIVISION. It references the 
item B of C, which is outside the report writer. 

EXAMPLE 2: CONTROL ON D OF E 

This example defines an "old" D OF E which is to be referenced both in the com- 
parisons the report writer uses to determine control breaks, as SOURCE of any 
items within a control footing, and in any USE statements specified for a report 
group that is a control footing. This example also references the item D OF E 
which is outside the report writer. Note that an unusual complication is imposed 
on the compiler when D OF E is allowed to be qualified or subscripted (it does 
not seem that DOD allows subscripting on CONTROL items) in that references to 
the "old" D OF E which is defined by the report writer are not truly references to 
a qualified or subscripted item. The qualification or subscripting serves as cross 
referencing only and is eventually replaced by a simple reference to a field gen- 
erated by the report generator. For example, if a USE FOR REPORTING "report- 
group" appears referencing D OF E, it must first be determined that ''report-group" 
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refers to a control footing. Then somehow it must be ascertained that the reference 
D OF E, together with any subscripts, is the same item as referenced elsewhere in 
an RD by a CONTROL ON D OF E , in which case the reference D OF E is replaced by 
a reference to "old" D OF E, which in turn is replaced by a report generated field. 

EXAMPLE 3: 03 F SUM B OF C 

This example defines the item F as it appears on the edited print line and another 
item F as an arithmetic accumulator. The reference to B OF C does not mean that. 
B OF C is a source. Instead it establishes a link to one or more DETAIL report 
groups which also reference B OF C. The code to sum B OF C into the sum- 
accumulator F must be provided at the DETAIL item (such as the item of 
EXAMPLE 1). 

Thus, in some cases, the references made from the report writer serve a different purpose 
(i.e. , cross reference) than references made from COBOL procedure division. When the ' 
reference is used this way, any items which happen to reference the same nonreport item 
must be linked together by Phase 1G. 

General Discussion of the Processing of th e Report Writer 

The source cards describing the reports are first processed by Pass IB. A check is made 
at that time to determine that the various clauses used in the description of report items 
comply with DOD rules. The report and item descriptions are placed in the data name 
table. But references to other data (such as to CONTROL items or SOURCE items) cannot 
be completed until after Pass 1C because of the possibility of COPYs. Furthermore, 
because it is possible to use difference source descriptions of the same data by items that 
must be linked because they use the same data (for example, a SOURCE item referenced in 
a TYPE DE line as A OF B with redundant qualifier B and the same item referenced in a 
SUM item as A), the references cannot be completed until after Pass ID. Consequently, 
the references and all information about the reports except that necessary for defining item 
locations, are stored in the alphabetic form in which they are received from the SCAN rou- 
tine on disk on the report reference file until the beginning of Pass 1G. 

Pass 1G processes each report in the order the data items were stored by Pass IB in the 
report reference file. 

Pass 1G first reads the report references and report item descriptions from the report 
reference file. Each reference from the report is looked up in the data name table in the 
same manner as references from the procedure division. 
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Pass 1G must then analyze the interrelationships between data items in the report and store 
this analysis in table form. Syntax trees are generated for each compare, move, and add 
required in the report, and they are output as a special segment of fee procedure division, 
handled like DECLARATIVE USE sections. A report module is prepared which contains a 
description of each line of the report and contains links to the procedure division code gen- 
erated by the trees and which accomplish the work required for the line. The report module 
also includes those report-defined fields that can be referenced from the procedure division: .. 
LINE-COUNTER, PAGE-COUNTER, SUM items, and the old value of CONTROL items. 
The report table is passed to the assembler as an independent module with an entry point 
identified by the first seven characters of the report name. 

Pass 1H assigns values to the report line images and other report items, and outputs these 
to the assembler as the last portion of WORKING-STOR AGE . 

Pass 2 generates code from the syntax trees for COMPARE, MOVE, and ADD, so that this 
code may be referenced from the report tables. 

References from USE BEFORE REPORTING sections to CONTROL items are changed to 
reference the old value of these items. INITIATE, GENERATE, and TERMINATE verbs 
generate code linking via an external name consisting of seven characters of the report 
name to the report table a DETAIL line number, and to a report processor from the 
library. 

The Report Processor routine will, at object time, utilize the information in me report 
table to prepare print-line images in the last portion of WORKING-STORAGE and write 
them on output files defined in the FILE SECTION. 

These files are printed later using standard SCOPE 3.0 facilities. 

Structure 

The code necessary for the report will reside partly in a library program "REPORT, "and 
partly in the generated output of the compiler. That part in the generated output is m five 
different areas of the main overlay of the PROCEDURE DIVISION and in one FET. 

1. : Each line image is set up, with Initial VALUES, in WORKING STORAGE. 

2 A description of the conditions associated" with .each report group, with address 
pointers to the line image, to the MOVE code, etc. , is in a separate report 
module. An entry point is provided at the beginning of this module consisting of 
seven characters of report name. 

3 Strings of code to accomplish the comparisons, moves, adds, and clearing required 
by the report appear as the first part of the PROCEDURE DIVISION. 
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4. Any DECLARATIVE sections specifying USE BEFORE REPORTING appear in the 
DECLARATIVES SECTION of the generated PROCEDURE DIVISION. 

5. Any GENERATE, INITIATE, or TERMINATE verbs appear in the main body of the 
PROCEDURE DIVISION. The calling sequence is approximately: 

LOAD report entry point 
LOAD DETAIL line number 
RJ REPORT. 

6. The file upon which the report output is to be written is described separately in a 
FET. 

Compiler Processing of the Report Function 

Phase 1A 

Special Names . The CODE to be referenced by mnemonic name is saved in the Data Name 
Table as a SNL item . 

Phase IB - File Section 

RE PORTS ARE Clause . Each report named in a REPORTS ARE clause causes the report 
name to be placed in the DNT. A position is assigned in EAT. A pointer is placed m that 
position pointing to the hash link item of the report name in the DNT. Also, the file-number 
is placed in that EAT word. 

The word in EAT is formatted as follows: 



001 



File 
Number 



£ 



if 1, pointer points 
to hash link 



59 56 53 



48 



37 



Pointer to Hash Link 
for Report- Name 



17 



Pass IB - Scanning of the Report Section 

This subpass performs the initial scan, syntactic check, and encoding of the report section 
of the Data Division. It is not executed if Phase IB did not encounter a report section _ 
header. It terminates and returns to CONTROL upon encountering the Procedure Division 
header (or the end of the source program). 
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Phase IB accumulates the references made in the report reference file from the report 
sections, so that Pass 1G can retrieve the description and references, and form the object- 
time report table. 

Those report group clauses that are concerned with data definition and location of report 
lines are encoded individually and placed in the DNT, just as are the same or similar 
clauses in other sections of the Data Division. 

But, those clauses concerned with the data referenced for reporting and the control of the 
reporting levels require more complex handling. In addition, the preparation of a report 
requires the creation of totaling counters, although the report description does little more 
than imply their presence. Phase IB creates definitions for these in the same manner as 
data entries displaying the same required characteristics would require elsewhere in the 
Data Division. 

The report description implies the definition of fields containing the "old" value of control 
fields. For these, unfortunately, the size and usage may be unknown at Phase IB time. 
The "old" value of control fields, however, can only be referenced in control footing lines 
as a SOURCE item and in USE BEFORE REPORTING of control footing lines. A mechanism 
in Phase 1G will define the "old" control field and substitutes its location for references 
made to the control field from control footing lines. 

RD Processing 

When the RD is encountered, a search through the EAT is performed looking for a report 
entry pointing to a matching name. This locates the proper hash link. If the report name is 
not found, a fatal diagnostic is issued. The hash link and the right 18 bits of EAT are set to 
point to the next available space in the DNT where the report description (RD1, RD2, RD3) 
will be stored. The report number (the position in the EAT) , is placed in RD2. The file 
number is moved from EAT to RD3. The remainder of the report description is scanned. 
If CODE is encountered, the alphanumeric literal is located from a SNL item in the DNT and 
placed in RD3. Also, a one is ORed into bit number 48 of FD + 29 to indicate that a line 
format with a CODE must be chosen. When the CONTROLS clause is encountered, the ref- 
erenced names are output onto the report reference file, and a count of the control items is 
•keptinRD3. 

For the benefit of Pass ID, the data location assignment pass, RD2, bits 6-23, always con- 
tains the relative location of the next position in the report module which can be assigned. 
This is used by Pass ID to assign locations and bypass 1G to determine where the remainder 
of the report module may be generated. 
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Next, for each RD, two items, one word in length, are placed in DNT with the names 
LINE-COUNTER and PAGE-COUNTER, with indication that they are to be assigned loca- 
tions in the report module. The report items RED1, RED2, RED3, RED4 are never used. 

Instead, for items defined in the report section, two bits are added to EDD3. Bit 44 = 1 if 
the item is to appear in a line image of 140 characters previously set aside for items with 
"COLUMN NUMBER." When bit 43 = 1, the area for a line image is reserved. If bit 44 is 
one, a fourth word EDD4 contains in it in bits 0-11, the ordinal number of the 01 report 
group in which this item is contained. Bits 12-23 contain the COLUMN' NUMBER of the 
start of the field. When EDD4 is used, EDD2 contains the start location of the field. The 
start location of the line image is obtained by subtracting COLUMN NUMBER. 

If bit 44 is zero, then bits 24-29 (the file or section number) are inspected; if it is in work- 
ing storage, it is assigned to the next available location in working storage; if it is a report 
section, it is assigned the next available location in that report module. 

Report Group and Item Processing 

Each report group, subgroup, or elementary item must both describe an item on the print 
line image and must pass along information to Pass 1G to be used in setting up the tables 
for the report writer. 

Pass ID, when accomplishing data location assignment, must, in contrast to other Data 
Division processing, keep track of three location assignments simultaneously. First, all 
items to be printed (those having a column number clause) must be assigned a space in the 
current "line image" at the tail end of WORKING STORAGE. Other items must be assigned 
to a contiguous space either immediately following the "line image" or in the report module. 
For some items, such as GROUP INDICATE, initial values must be assigned a location in 
two areas and indicate which of the two location assignments is to be used on each item. 
Items for the "line image" will be recognized by Pass ID because a COLUMN number is 
present for the item. Each time a new "line image" area is to be assigned, an indication is 
placed in the data name item. Report defined items, as LINE-COUNTER, PAGE-COUNTER, 
SUM, and the old value of CONTROL items are assigned a place in the report module. 

The following special action is taken for items containing the following clauses: 

GROUP-INDICATE If the item contained a VALUE , the VALUE clause is first 

suppressed and an item is placed in the DNT. Thus, the 
location for the item can be defined in the line image area, 
and then the item is output again into the DNT without the 
COLUMN cluster but with the VALUE clause so that the 
VALUE itself is created by Pass 1H outside the line image 
area. 
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SUM 



RESET 



SOURCE 



SUM UPON 



LINE NUMBER 
NEXT GROUP 
TYPE 



TYPE CONTROL 



If the item contains a SUM clause it must be output twice 
into the DNT, first for the line image if there is a COLUMN 
clause, but without a name (so that Procedure Division 
references cannot be made to the edited sum), and second 
for the sum-counter in the report table area, in which case 
COLUMN is suppressed and the PICTURE is altered to show 
no editing. References (contributors to the sum) are out- 
put on the RRF in the same manner as control field refer- 
ences in the RD. 

This clause causes references on the RRF in the same 
manner as control field references in the RD. If the con- 
trol level is FINAL, this also is indicated in the RRF item. 

This clause causes reference clusters on the RRF in the 
same manner as control field' references in the RD. 

This clause causes reference clusters on the RRF in the 
same manner as control field references in the RD. 

Each of these clauses causes indication to be placed in the 
RRF item. The following cases are categorized: 

LINE 

LLNE PLUS 

LINE NEXT PAGE 

NEXT GROUP 

NEXT GROUP PLUS 

NEXT GROUP NEXT PAGE 

TYPE 

When a type CF or CH is output, it must be cross refer- 
enced to the control field. To do this, reference items in 
the same format as the control field references from 
CONTROLS will be output to RRF. The FINAL control 
level requires special indication. 



SOURCE SELECTED Is output on the RRF. 



(period) 



At the conclusion of each item on the RRF a marker item is 
output with the contents of the History register. 
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Soia-ce Copies (Pass 1C) 

Source copies are satisfied during Pass 1C by placing a reproduction of the encoded items 
which are encompassed by the COPY at the end of the DNT. (See Figure 3-18. ) 

The following processing takes place while reproducing the items: 

1. "Level numbers" and "data type" codes are adjusted to reflect. the context in which 
the entry appears on the completed Data File. 

2. "Link to next item with same name" are moved from COPY item to copied item and 
replaced with pointer to copied item. 

3. "Link to Dominant Item" are moved from COPY item to copied item. 

4. "Link .to next item in source sequence" are moved to last item encompassed by 
COPY and are replaced by link to first item encompassed by COPY. 

5. Flags Gj_ and Ej_ are turned on in each item to indicate that the item is the result of 
a Source COPY. 

6. "Line numbers" of copied items retain their original values. 

7. The "File or Section Number" is moved from the COPY item to all of the copied 
items. 

Storage Allocation (Pass ID) 

The four main functions of Pass ID are: 

1. Complete the diagnostic processing which could not be finished in Pass IB because 
of the possibility of source copies having to be processed in Pass 1C. 

2. Process REDEFINES and RENAMES. 

3. : Allocate storage to each item. 

4. Fill in subscript. coefficient for items having an OCCURS clause. 
Figure 3-19 shows a flowchart for Pass ID. 
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Several scans are made up and down the hierarchy of each logical record. The following 
list comprises some items checked and determined during the various scans by the use of a 
supplementary hierarchy table. 

1. Consistency of USAGE and CLASS. 

2. Correct level number and area for redefining item. 

3. Area required for each logical record, group and elementary item. 

4. There is no VALUE clause: 

a. Within a VALUE clause. 

b. Within a REDEFINES range. 

c. Within an OCCURS range. 

d. On a report group. 

e. On a non-88 file item. 

5. There is a VALUE clause on every elementary item in the CONSTANT SECTION. 

6. There is a CLASS and SIZE for every elementary item. 

7. Largest logical record determined for each file. 

8. After all item areas are determined, fill in the appropriate subscript coefficient (in 
characters) position, relative beginning word position and beginning character posi- 
tion (BCP) for each. 

BCP has a value from to 9, inclusive, and indicates the first position within the 
first word that the field occupies. If the item has an OCCURS clause, the BCP 
indicates the first character position for the first occurrence of the field. A non- 
continuous item (level 77) and the first elementary item or the first group of a 
logical record (level 01) start in the zero character position of the word, unless 
synchronized right. All logical records of one start in the same word. Logical 
records (level 01) for all other sections begin in the first full word following the 
: end of the preceding logical record. 

TALLY will be a COMPUTATIONAL-1 item automatically generated so that it is available to 
all COBOL elements running together as a program. 

Its size consists of five digits, but the arithmetic rules for COMPUTATIONAL-1 ignore 
overflow to allow faster object code. (This is not strict adherence to DOD 65 sec- 
tion 3.2.2. 6.) 
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The following items from the report section are checked in Pass ID or 1H and appropriate 
diagnostics given: 

1. A CONTROL clause must appear in the RD item if any subordinate report group (01) 

is a TYPE CONTROL FADING or has a RESET clause. 

FOOTING 

2. The PAGE clause must appear in the RD if any of the TYPEs PH, PF or OH are 
specified as subordinate report groups. 

3. DETAIL, CONTROL HEADING and CONTROL FOOTING are the only TYPE of 
report groups that can be'specified more than once for a report, 

4. Cannot have more than one control heading or more than one control footing asso- 
ciated with same CONTROL name. 

5. Absolute LINE numbers within a report group (01) must be in ascending order. An 
absolute LINE number cannot be preceded by a relative LINE number. 

6. A LINE number (relative or not) must be less than or equal to the PAGE limit. 

7. A LINE number on a group item will be carried down to the elementary items 
subordinate to it and must not be contradicted by a LINE number on the associated 
elementary items. There must be a line number on a group or the first elementary 
item. 

Syntax Checking 

The Report Writer input is scanned and interpreted by the Report Writer Syntax Tables, 
which accomplish a certain amount of COBOL syntax rule checking. However, certain of 
the syntax rules must be checked by other means,, To do this, three registers, History, 
Required, and Not Permitted, are set up to accumulate information obtained during the 
syntax -scan. 

The History register has one bit assigned to each clause that has so far appeared in the scan 
of the syntax. A zero (0) in the assigned bit indicates the clause has not appeared; a one (1) 
indicates it has appeared. 

The Required register, with bit assignments corresponding to the History register has a "1" 
ORed into it for each clause that is required because of the presence of other clauses. 

The Not Permitted register with bit assignments corresponding to the History register has a 
"1" ORed into it for each clause not permitted because of the presence of other clauses. 



CA138-1 



CONTROL DATA CORPORATION • DEVELOPMENT DIV • SOFTWARE DOCUMENT 

DOCUMENT ri ass Internal Reference Specifications PAGE no 3-76 

PRODUCT name 64/6600 COBOL Compiler 

PRODUCT no CQ43 vfrsion 1.0 and 2.0 machinf sfrifs 64/6600 



As each clause is encountered, its bit position in the History register is checked to make 
sure that clause has not already appeared. If a COPY clause appears in an RD, the bits in 
the History register for CONTROL, PAGE, and for COPY are checked, since a COPY clause 
is not permitted after any of the above clauses. 

At the conclusion of the description of each item, the Required and the Not Permitted regis- 
ters are checked against the History register, producing diagnostic messages if required 
and that portion of the History register corresponding to elementary items is cleared. Then, 
if by inspection of the next level number, the current item is a group item, that portion of 
the History register corresponding to group items is also cleared. 

At the beginning of each item, the Required and Not Permitted registers are cleared, and 
that portion of the History register corresponding to the 01 level is cleared if an 01 item is 
encountered. 

After the elementary portion of History is cleared, the LINE NUMBER bit of the 01 level 
portion is copied into the LINE NUMBER position of the elementary portion. If a LINE 
NUMBER appears in an 01 level item, the bit is set in the 01 level portion. Otherwise, it is 
set in the elementary portion. An additional test must be made after the item is finished to 
check for items subordinate to SOURCE SELECTED. If the item is elementary, then at 
least one of SOURCE SELECTED, SOURCE, SUM, VALUE must be ON. 

The PICTURE , if present, is procured after the item is finished and must be numeric if 
BLANK ZERO is set. 

Bit Assignment of the History Register 

RD Portion 






CODE CLAUSE 


1 


COPY CLAUSE 


2 


CONTROL CLAUSE 


3 


PAGE LIMITS 


4 


HEADING SUB-CLAUSE 


5 


FIRST DETAIL SUB- CLAUSE 


6 


LAST DETAIL SUB-CLAUSE 


7 


FOOTING SUB- CLAUSE 


8 


RH 


9 


RF 


10 
11 


OH „ - 

Only one is 


12 


PH 


13 


PF 
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01 Level Portion 



14 


LINE NUMBER 


15 


NEXT GROUP 


16 


TYPE 


17 


DE 


18 


CF 


Group Portion 




19 


01 level 


20 


SOURCE SELECTED 


Elementary Portion 




21 


elementary item 


22 


COLUMN 


23 


GROUP INDICATE 


24 


PICTURE 


25 


BLANK ZERO 


26 


JUSTIFIED 


27 


RESET 


28 


SOURCE 


29 


SUM 


30 


VALUE 


31 


LINE NUMBER 


32 


EDITING 


33 


POINT 


34 


SIGNED 


35 


SIZE 


36 


CLASS 


37 


USAGE 
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Clauses Required or Not Permitted 

Table 3-9 describes the clauses required when another clause appears and changes not 
permitted when another clause exists . 

PASS ID PROCESSING OF RENAMES 

Names that are the object of the RENAMES clause (level 66) were stored in the DNT in the 
normal order followed by the qualifiers. Both sets of names are followed by the name of 
the logical record (01) with which it is associated, and these are followed. by a word con- 
sisting of zeros. The size of the RENAMES item is determined by subtracting the relative 
beginning character position (BCP) of the first name from the relative BCP of the item 
following the THRU name. The class, level number, usage, and item type are taken from 
the first item named. No check (such as there being an item with a higher level than the 
first item named) will be made on the RENAMES range. The names defining the range is 
checked to assure that they are defined in the associated record. 
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Table 3-9. Clause-Change Table 



If this clause appears 
in the current item, 



these clauses are 
required, 



and these clauses 
are not permitted. 



Remarks 



OH 

OV 

PH 

PF 

LINE NUMBER integer 

LINE NUMBER NEXT PAGE 

NEXT GROUP PLUS 

NEXT GROUP integer 

NEXT GROUP NEXT PAGE 

DE 

CF 

CH 

01 level 

SOURCE SELECTED 

elementary item 

COLUMN 



GROUP INDICATE 

PICTURE 
BLANK ZERO 

JUSTIFIED 

RESET 

SOURCE 

SUM 

VALUE 

Editing 

Point 

Signed 

Size 

Class 

Usage 



LAST-DETAIL 

LAST-DETAIL 

PAGE LIMITS 

PAGE LIMITS 

PAGE LIMITS 

PAGE LIMITS 

01 level 

01 level, PAGE LIMITS 

01 level, PAGE LIMITS 

group-name 

CONTROL 

CONTROL 

TYPE 



PICTURE* 

elementary item 

PICTURE*, LINE at 01 
or in hierarchy 

DE, elementary item, 
COLUMN, PICTURE* 



elementary item 

elementary item, 
PICTURE* 

elementary item, 
PICTURE* 

CONTROL, CF, SUM, 
elementary item, 
PICTURE* 

elementary Item, 
PICTURE* 

elementary item, CF, 
PICTURE* 

elementary item, 

PICTURE* 

if level is not 01 

elementary item 

elementary Item 

elementary item 



These required clauses 
are tested when the 
clause is encountered 
rather than via the 
"REQUIRED" register. 



elementary item 



One of CONTROL or 
PAGE is required. 
(Tested when the clause 
is encountered. ) 



EDITING, POINT, SIGNED 



VALUE, SUM 
VALUE, SOURCE 



SUM, SOURCE 
TYPE, NEXT GROUP 



*In place of PICTURE, SIZE, POINT, CLASS, and USAGE may be substituted. 
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PROCEDURE DIVISION PROCESSING - PASS IE 

PROCEDURE DIVISION SYNTAX 

The Procedure Division is analyzed by means of a syntax table. : . 

The parts of this table are equivalent to subroutines. Thus, the structure can be represented 
by flow networks. 

The Procedure Division syntax can, for the most part, be represented by two major 
networks. 

The first we well call the Procedure Network, because it links together the procedures 
(sections, paragraphs, sentences, and individual statements). 

The second we will call the Reference Network, because it represents the data (operands) 
required by the individual statements. 

The two networks cross connect at different places according to the requirements of the 
various statements (or verbs). 

Figures 3-20 and 3-21 show this structure, omitting, of course, much detail. 

Superimposed (and not shown) on this structure are error recovery routines. These rou- 
tines operate by skipping forward after an error on the source cards to some point where a 
recognizable reserved word appears, and then returning control to the routine that called 
the routine that discovered the error. In this way, recovery is accomplished in an orderly 
manner. 

Of particular interest are two loops shown, one in each network. The presence of these 
loops requires the syntax driver to be reentrant. 

The loop shown in the Procedure Network is required because conditional statements may 
include additional imperative or conditional statements in their conditional branches. An 
example is nested IF statements. 

The other loop, shown in the Reference Network, is required to simulate inclusion repre- 
sented by parentheses. Because parentheses are allowed in both compound conditions and 
formulas, and because formulas are allowed in conditions, it is necessary to include them 
both in one grand loop. The part of the loop having to do with formulas is effective for 
COMPUTE statements only. 

Thus, nested IFs are handled by the loop in the Procedure Network and may contain com- 
pound conditions and formulas with precedence of operations indicated by parentheses, which 
are handled by the loop in the Reference Network. 
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PROCDIV 
DEC LA R 
' SECTDEC 

t 

SECTION->-SECTPHD 



SECTSHD 

SECT PAR 

PARAGRA 

INCLUDE 
ONESPAR 

NOTEPAR 
EXIT 
SENTENCE 
NOTE 
STATEMEN 

IF 

READ - 



SEMIMPS 
(VERBS) 

ON SIZE 

IMPERAT 
(VERBS) 



IFSTMTS • 
SIMPERA - 



Figure 3-20". The Procedure Network 



IF and ) 
PERFORM f 



->-CONDITI(OR) 



ARITHMETIC 
AND MOST 
OTHER VERBS 



ANDCND (AND) 
SIMPCND 

RELATIO 
— *~ LIT 

NUMLIT 

NUMBER 
ZERO 
ALPHLIT 

NONLIT 
FIG-CONSTANTS 



COMPUTE 



FORMULA 

TERM (+) 

TERMELT (*) 
PRIM (**) 

PRIMELT (UNARY +) 

CONDITI () 

NUMBER 

>- IDENTIF 

QUALNAM - 
SUBSCRP 



SUBTERM 
NUMBER 
QUALNAM- 



NAME 



Figure 3-21. The Reference Network 



CA138-1 



CONTROL DATA CORPORATION " DEVELOPMENT DIV o SOFTWARE DOCUMENT 

DOCUMENT ci ass Internal Reference Specifications PAGE no 3 ~ 82 

PRODUCT namf 64/6G00 COBOL Compiler 

PRODUCT NO. CQ43 vfrsion 1.0 and "2.0 machinf SERIES 64/G600 



Analysis of the Procedure Division begins at AAAAAA, which initializes all routines at the 
start and closes out all routines at the end of the Procedure Division. Then PROCDIV 
locates the DECLARATIVES SECTION or individual sections of the Procedure Division. 

SECTPHD in turn attempts to locate and process one procedure header and the procedure. 

SECTSHD determines whether the procedure is a section or a paragraph. 

SECTPAR then processes the paragraphs belonging to a section one by one. 

PARAGRA processes one paragraph at a time. 

SENTENCE processes one sentence until a period if found. 

STATMEN finds and processes the next verbs, selecting the appropriate verb routine for 
analysis of the verb syntax. 

PASS IE 

Control during Pass IE resides in a Syntax Analysis Driver (SAD) . SAD makes decisions 
about which subroutines to enter and in which order to enter them based upon entries in the 
syntax analysis table. 

The encoded syntax analysis table is contained in the element SYNTABL. All routines for 
building the trees are in the element Pass IE. In addition the routines DIG, MIG, DIP and 
RIP are used. 

HANDLING OF SEQUENCE CONTROL VERBS 

For each reference or definition of a procedure name, the "Tree" routines in the first pass 
call one of two table routines to enter information into the Procedure Name Table (PNT). 
For each new procedure of the program, the routine DIP (Definition Indexing for Procedures) 
is called to enter the name in the PNT and to analyze previously encountered references to 
this name and to set their type. For each reference of the program to another procedure 
(ENTRY, ALTER, GOTO, or PERFORM statements), the routine RIP (Reference Indexing 
of Procedures) is called to enter the reference in the PNT and to determine the reference 
type. If the referenced name is not yet defined in the PNT, this determination is completed 
by DIP when the name is defined. A temporary flag is set in the PNT if a name has not been 
defined. 
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The following method is used to cross-reference procedures: If the procedure referenced is 
in the same overlay as the calling procedure or is in the main routine (i. e. , always in core), 
a simple reference can be made. If the procedure referenced is in an overlay other than the 
one of the calling procedure, the overlay must be loaded before the reference can be made. 
The compiler generates a word ("index") in the main routine containing the overlay number 
and entry point location for each procedure name thus referenced in any overlay. The rou- 
tine SOL exists in the COBOL Library, and is called by referencing routines. It interrogates 
"indexes," calls the system loader to load the overlay, and exits to the overlay's entry point 
'■ designated by the "index. " DIP and RIP assign these indexes. SOL is described in Section 6. 

Code generated for ALTER and PERFORM statements changes the values of indexes in the 
index table at main level. 

Procedures referenced by ENTRY statements may be objects of any number of types of ref- 
erences from other programs; therefore, indexes are generated for them regardless of their 
use within the program being compiled. Exits from these procedures are made via these 
indexes to provide return capabilities to other programs. A jump table of entry points is 
furnished in the base overlay for entry from other programs. 

The main level Loading Index Table (LIT) contains all needed indexes and all entry points. 
The latter are in the table at the point that corresponds to the index number assigned to it. 
' Entries from external routines are made to the location following the return index (which is 
the defined entry point). 

Each overlay has a table of jumps at the beginning of the overlay. Each jump is to a partic- 
ular procedure. Indexes contain the location in the overlay of the jump (and not the proce- 
dure itself). Jump table references in overlays are assigned by DIP and RIP. 

TREE PROCESSING, TREE REPRESENTATION 

During Pass IE, the COBOL compiler arranges the information it finds into trees (or 
branches). Branches are represented by a left link (the right 24 bits of a word representing 
the left branch) and a right link (the next 24 bits of the word representing the right branch). 
These links point "up" the tree. Usually the branching indicates dependence of one operation 
upon the completion of some prior operation. For such cases, tree operations indicated at 
the tips of the branches must be completed first (left link before right link) in order to enable 
operations farther down the branch to be completed. For the true-false task generated by 
the IF and some other statements, the branches represent flow "up" the tree, with the left 
link being the true path and the right link being the false path. Also, a "master" operation 
is completed prior to its right link. 



A tree is generated by every executable source code sentence and by special beginning and 
end signals. 
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Entries in the tree will be of the following format: 



Node 


f/M 


Type 
Riqht 
Link 


Address 
Right 
Link 


Type 

Left 

Link 


Address 
Right 
Link 



59 



51 



4T 42 41 



24 23 18 17 



Types of Operations (Nodes) 

A node represents a branch fork and may be: 

A master verb: master verb nodes are left-linked to operation nodes and/or 
operands and right-linked to the next master verb node, a true-false fork, or 
end- of- sentence. 

A true-false fork: true-false fork nodes are left-linked to the true path and 
right-linked to the false path. Both true and false paths may consist of master 
verbs and possibly subsequent true-false forks. 

3. An operation to be performed: operation nodes are left- and right-linked to 
operands, other operation nodes or special link types. 

4. Special beginning and end of declaratives, divisions, sections, and paragraphs: 
special nodes form a tree by themselves and have no right links. Left links 
are either nonexistent or, for sections and paragraphs, represent the current 
procedure — name PNT entry. 

5. Special node designating line number of source statement: a line number node 
precedes each master verb node and is line-linked to the line number and right- 
linked to the master verb. 

Types of Links 

Link types are indicators that describe the type of data associated with the link address. 
These types may be: 

1. A pointer to another operation node within the tree. 

2. A pointer to operand information within the three such as data from the DNT or 
description of Procedure Division literals. 

3. A pointer to an entry in the PNT. 
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4. A temporary cell number. 

5. A special language indicator for end-of-sentence or NEXT SENTENCE. 

6. An indicator that the link address describes a Procedure Division figurative 
constant or switch status indicator. 

7. An indicator specifying an "AT END" diagnostic link. 
Link Addresses 

Link addresses to entries within the tree are relative to the first location of the tree. 

Link addresses to entries within the PNT are absolute. 

Descriptors of figurative constants or switch status indicators contained within link address 
are described under "Operand Information within the TREE. " 

Temporary cell numbers are integers indicating specific object time conditions. Five such 
conditions are recognized by Pass IE: 

1. An intermediate result that is used more than once. 

2. A subscripted address that is needed more than once. 

3. The subject of a conditional relation that is used as an implied subject. 

4. The object of a conditional relation that is used as an implied object. 

5. A condition-name variable that is compared to more than one value. 

Link addresses of NEXT SENTENCE indicators on the eighth branch are tree addresses of 
the governing conditional fork. NEXT SENTENCE indicators on the sixth branch have no 
link addresses. Link address for EOS is the length of the entire tree. 

Line number of the source statement for special line number node. 
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Field Definition 



General Nodes 



000 BR 

001 HOLD 

002 GRAB 

003 SUBSCR 

004 COMMA* 

005 SECONDARY** 
006 

007 



Branch inter pretively in tree. 

Save intermediate. 

Restore intermediate. 

Subscript. 

Subscript, multiples as in assigned 00 to etc. 

TO in move, TO PROCEED TO in ALTER. 



Basic Operators 



Arithmetic 








010 


+ 




011 


- 




012 


X 




013 


/ 




014 


** 




015 


ST 




016 


ST 




017 


/ 




020 


- 


(Unary 


minus is 


spec: 


Relational 


021 


EQ 




022 


NQ 




023 


GR 




024 


LS 




025 


LQ 




026 


GQ 



* COMMA includes: 

REFERENCING 

**SECONDARY includes: 

TO PROCEED TO 

BY 

TO 

THRU 

UPON 



(PLUS) 
(MINUS) 

(MULTIPLIED BY) 
(DIVIDED BY) 
(EXPONENTIATED BY) 
(REPLACE) (GIVING, implied, FROM) = 
ROUNDED 
(DIVIDE INTO) 
(SUBTRACT FROM) 
1 by type 020 with null right link. ) 
(=, EQUAL TO, EQUALS) 
(/, NOT EQUAL TO, NOT EQ) 
(>, GREATER THAN, EXCEEDS, NLQ) 
(<, LESS THAN, NGQ) 
(LESS-EQUAL TO, <, NGR) 
(GREATER-EQUAL TO, >, NLS) 



ENTER 
INITIATE 

ALTER 

EXAMINE 

MOVE 

SORT 

DISPLAY 



DISPLAY 



ACCEPT 
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027 


NUMERIC 




030 


ALPHABETIC 


Conditional 


031 


POSITIVE 




032 


NEGATIVE 




033 


ZERO 




034 


NOT POSITIVE 


- 


035 


NOT NEGATIVE 




036 


NOT ZERO 




037 ' 


NOT NUMERIC 




040 


NOT ALPHABETIC 


Logical 


041 


NOT 




042 


AND 




043 


OR 


Forks 


050 


IF FORK 




051 


OSE FORK 




052 


DEPENDING ON 




053 


AT END FORK 




054 


INVALID KEY FORK 


Perform 


110 


THRU 




111 


UNTIL 




112 


FROM 




113 


BY 




114 


VARYING 




115 


TIMES 




• 116 


AFTER 


Examine 


120 S 


REPLACING 




121 S 


REPLACING ALL 




122 S 


REPLACING LEADING 




123 S 


REPLACING FIRST 




127 


REPLACING UNTIL FIRST 




130 






131 


TALLYING ALL 




132 


TALLYING LEADING 




137 » • 


TALLYING UNTIL FIRST 


I/O SORT 


142 S 


OUTPUT 




143 S 


INPUT 




144 


ASCENDING 




•145 


DESCENDING 




146 


BEFORE 




147 


AFTER 




150 


USING 


, 


151 


GIVING 
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MASTERS 



Arithmetic 



With Fork 



Other 



Masters that 
are also 
operators 



Close 



Open 



400 LINE NUMBER 

401 BEGINNING OF NON-DECLARATIVE PROCEDURES 

402 END OF PROCEDURES 

403 BEGINNING OF SECTION 

404 END OF SECTION 

405 BEGINNING OF PARAGRAPH 

406 END OF PARAGRAPH 

407 BEGINNING OF DECLARATIVES 

410 ADD 

411 COMPUTE 

412 DIVIDE 

413 MULTIPLY 

414 SUBRACT 

430 ADD OSE 

431 COMPUTE OSE 

432 DIVIDE OSE 

433 MULTIPLY OSE 

434 SUBTRACT OSE 

435 IF 

440 EXAMINE 

441 ' PERFORM 

442 SORT . _ _ _ - - 

610 INITIATE (Left link of zeros implies ALL) 

612 TERMINATE (Left link of zeros implies ALL) 

617 STOP RUN 

620 S ACCEPT 

621 CS DISPLAY 

622 • ENTER 

623 EXIT 

624 GENERATE 

625 RELEASE 

626 SEEK 

627 STOP LITERAL 

630 CLOSE 

631 CLOSE REEL 

632 CLOSE WITH NO REWIND 

633 CLOSE REEL WITH NO REWIND 

634 CLOSE WITH LOCK 

635 CLOSE REEL WITH LOCK 

640 OPEN INPUT 

641 OPEN OUTPUT 

642 OPEN INPUT WITH NO REWIND 

643 OPEN OUTPUT WITH NO REWIND 

644 OPEN I/O 

646 OPEN INPUT REVERSED 
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Perhaps 
followed by 
FORK 
Perhaps 
followed by 
SECONDARY 




READ 

RETURN 

WRITE 

ALTER 

GO TO (Left link of zeros implies alterable GO TO) 

MOVE 

IMPLIED GO TO 



Abbreviations 

S - may (or must) be followed by SECONDARY node 
C - may be followed by arguments (i. e. , comma) 
Link Type 00 

01 
02 
03 
. 04 
05 
06 
07 
10 
11 
12 
13 



OPERATION OR LINE NUMBER NODE 

DNT INFORMATION 

PNT ENTRY 

PROCEDURE DIVISION LITERAL 

PROCEDURE DIVISION FIGURATIVE CONSTANT 

END-OF-SENTENCE 

NEXT SENTENCE 

SWITCH STATUS INDICATOR 

TEMPORARY CELL 

AT-END DIAGNOSTIC LINK 

NODE POINTED TO IS A SUBSCRIPTING NODE 

NULL LEAF (ADDRESS IS 000000) 



Declarative Section Processing 



Sections under the DECLARATIVE SECTION are analyzed under the assumption that object- 
time I/O subroutines will call them as subroutines using the initial JUMP table to obtain an 
address. DECLARATIVE routines have an entry point on a word preceding their first instruc- 
tion and terminate by a jump to that entry point. Access to the initial JUMP table is made 
using a relative entry in a File Description Table. 
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In the File Description Table, two words of four 15-bit fields each are available to the 
object-time I/O routines to indicate the procedures to be performed under specific cases. 
The format of these fields is: 



a 


P 





J 





2 14 

where 
a - 



P - 



o - 



if file-name. 

1 if INPUT, 

2 if OUTPUT. 

3 if INPUT/OUTPUT or I/O. 

if the statement was USE BEFORE. 

1 if the statement was USE AFTER. 

00 if ERROR PROCEDURE. 

05 if ENDING FILE LABEL. 

06 if ENDING REEL LABEL. 

07 if ENDING (file and reel) LABEL. 

11 if BEGINNING FILE LABEL. 

12 if BEGINNING REEL LABEL. 

13 if BEGINNING (file and reel) LABEL. 

15 if (beginning and ending) FILE LABEL. 

16 if (beginning and ending) REEL LABEL. 

17 if (beginning and ending) (file and reel) LABEL. 



j - location within JUMP table. 



USE BEFORE REPORTING identifier-1 (identifier- 2) is a special case. Location of the 
JUMP table entry is placed directly into the DNT identifier entry or entries. The state- 
ment " USE BEFORE REPORTING identifier-1 [,identifier-2] ..." can be used following a 
section header in the DECLARATIVE section. A unique identifier that may represent any 
type of report group (01), except DETAIL, can appear in only one USE statement, although 
more than one report group (01 item) can appear in the same USE statement. This USE 
statement implies a PERFORM of the sentences between this statement and the next section 
or END for each report group listed in this USE statement. The implied PERFORM is exe- 
cuted immediately before the specified report group is produced. It can be used to suppress 
printing of the specified report group by the statement "MOVE 1 TO PRINT-SWITCH." 
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Report Writer statements must not be used in procedures associated with this USE statement. 
All logical paths within this declarative section must lead to a common exit point. Only 
PERFORM statements may refer to procedure names outside of the section and in the non- 
declarative part, only PERFORM statements may refer to procedure-names within the 
declarative section. 

The "item formats for the report group (RGD) will be modified to accommodate the address 
of the appropriate section of code. 

Operand information within the TREE may be any of the following: 

1. Information from the Data Name Table. 

a. File (FD or SD) information— words FD2, FD3, and FD29. 

b. Group item information—words GDD2 and GDD3. If item has an 
OCCURS clause, these two words are followed by word SCC, if OCCURS 
depending on the SCC word are followed by words EDD2 and EDD3 of the 
depending- on variable. 

c. Elementary item information — words EDD2 and EDD3. If item has an 
OCCURS clause, these two words will be followed by word SCC. If item 
has a picture clause, the SCC will be followed by the EP words. If OCCURS 
depending-on is present, the EP words will be followed by words EDD2 and 
EDD3 of the depending-on variable. 

d. Report description information — word RD2. 
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2. Procedure Division literals have the following format: 



where 

A - 1-bit indicator, 1 = ALL any literal, (non-numeric only). 

L - 4-bit indicator, 10= numeric, integer, unsigned. 

11= numeric, integer, signed. 

12 = numeric, non-integer, unsigned. 

13 = numeric, non- integer, signed. 
17 = non-numeric. 

n - 5-bit point location, n <; 31 left of assumed decimal point at right of 
literal. 

e - 8-bit number of characters in literal, e < 255 e + 3 

literal-begins in bit position 41 of first word and continues for ~jfi~ words. 

3. Procedure Division figurative constants are contained within the link address and 
have the following format: 



not used 


A 


L 



n 

39 



5 4 3 or 
27 26 25 22 



where 

A - 1-bit indicator, 1 = ALL any figurative constant. 

L - 4 -bit indicator, 01 = figurative zero(s). 

02 = figurative spaces (s) or low value (s). 

03 = figurative quote. 

04 = figurative record mark. 
07 = figurative high value (s) . 
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4. Switch status indicators are contained within the link address and have the 
following format: 




where 



S - 1-bit indicator, = OFF. 

1 = ON. 

n - the switch number, 1 s n < 6. 
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Tree Formats 

A schematic representation of examples of the types of trees generated by Pass IE for any 
given verb are presented in Figures 3-22 through 3-47 . 

ACCEPT A FROM MNEMONIC- NAME 

A MNEMONIC- NAME 

SEC" 




ACCEPT 



ACCEPT B 




ACCEPT 



Figure 3-22. ACCEPT Tree Formats 
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Format 1 : 

ADD A B C D ROUNDED ON SIZE ERROR ADD A TO B. 




ADD (OSE) 



Format 2: 



ADD ABC TO D ROUNDED E ON SIZE ERROR ADD A TO B. 




ADD (OSE 



ADD ABC GIVING D ROUNDED E ON SIZE ERROR ADD A B GIVING C. 




ADD (OSE) 



Figure 3-23. ADD Tree Formats (1 of 2) 
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Format 3 : 

ADD A B TO C GIVING D ROUNDED E ON SIZE ERROR ADD A TO B GIVING C. 




ADD (OCE) 



Format 4: 



ADD CORRESPONDING A TO B ON SIZE ERROR ADD F TO G, WHERE DATA DIVISION 
CONTAINS: 

01 A 
02C 
02D 
02E 

01 B 
02C 
02D 
02E 




^ADD (OSE) 



EOS 



Figure 3-23. ADD Tree Formats (2 of 2) 
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ALTER PARA TO PROCEED TO PARB PARC TO PROCEED TO PARD. 



PARC PARD 



ALTER 




ALTER 



Figure,3-24. ALTER Tree Formats 



CLOSE FILE- A REEL WITH LOCK FILE-B WITH NO REWIND. 



FILE-B 



FILE-A 




Close with No Rewind 



Close Reel with Lock 



Figure 3-25. CLOSE Tree Formats 



COMPUTE A ROUNDED B = C + (D*E)/(C*E)**2 - D ON SIZE ERROR COMPUTE A = B. 




COMPUTE (OSE) 



Figure 3-26. COMPUTE Tree Formats 
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PAGE NO. 



DISPLAY 'A=' A UPON MNEMONIC- NAME. 



(A=) 




MNEMONIC- NAME 



DISPLAY 



DISPLAY. 



OUTPUT 




DISPLAY 



Figure 3-27. DISPLAY Tree Formats 
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Format 1: 



DIVIDE A INTO B ROUNDED C ON SIZE ERROR DIVIDE B INTO C. 




IVIDE (OSE) 



Format 2 : 

DIVIDE A INTO B GIVING C ROUNDED D ON SIZE ERROR DIVIDE B INTO C GIVING D. 



/INTO 




TEMPI /INT £< 

C ST' 

HOLD^-s^^^^^-" TEMPI 

STr 

GRAB' 

ST" 

DIVIDE (OSE) 



EOS 



OSE Fork 



Format 3: 



DIVIDE A BY B GIVING C ROUNDED D ON SIZE ERROR DIVIDE C BY B GIVING D. 




DIVIDE (OSE) 



Figure 3-28. DIVIDE Tree Formats 
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ENTER SUB1 A PARA FILE-1 



SUB1 


t 


\ 

PARA 




COM 


COM 


COM^s^ 


FILE-1 

^TiNTER 



ENTRY generates no tree? but marks procedure names as entry points as directed. 

Figure 3-29. ENTER, ENTRY Tree Formats 
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EXAMINE A TALLYING ALL 'B 1 REPLACING BY *C' 




TALLYING ALL 

REPLACING" 



EXAMINE 



EXAMINE A REPLACING LEADING 'B' BY 'C. 



V 


'C' 


A ^ 




•PLACING^ 
LEADING 


^EXAMINE 



EXIT. 

,EOS 




EXIT 



Figure 3-30. EXAMINE, EXIT Tree Formats 



GENERATE REPORT- A. 
RE PORT -A 

"GENERATE 




Figure 3-31. GENERATE Tree Formats 
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Option 1: 



GO TO PARA. 




Option 2: 



GO TO PARA PARB PARC DEPENDING ON A. 



PARA PARB 


PARC 




comS-^^^s' 




A 


com'^^ 






DEPENDING 






ON 




GOTO 



Figure 3-32. GO TO Tree Formats 
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IF A GQ B ADD C TO D ELSE ADD E TO F. 




EOS 



ADD 



TF Fork 



IF A + B GR C ADD D TO E ON SIZE ERROR GO TO F ELSE IF LS G GO TO H. 




TF Fork 



IF A NOT GREATER THAN C D OR E NEXT SENTENCE ELSE GO TO F. 



TEMP3 
TEMP3 GRAB 




TF Fork 



Figure 3-33. IF Tree Formats (1 of 2) 
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IF NOT (A LQ B OR C GR D+E AND E NUMERIC) GO TO F ELSE IF EQ GO TO G. 

D ^» F 
^ - r - TEMP4 



TF Fork 




TF Fork 



* Occur only if the object is an expression. Otherwise, the EQ node would point 
directly to the object. 



IF COND-NAME-1 GO TO A, WHERE DATA DIVISION CONTAINS: 

02 B. 

88 COND-NAME-1 VALUE IS 1, 9 THROUGH 12. 



TEMP5 



HOLD 




Figure 3-33, IF Tree Formats (2 of 2) 



INCLUDE Tree Formats 



INCLUDE generates no trees of its own accord, but trees for included statements are 
generated as directed. 
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INITIATE REPORT-A REPORT-B. 

RE PORT -B 

INITIATE 
INITIATE 

INITIATE ALL. 





INITIATE 



Figure 3-34. INITIATE Tree Formats 



CAI38-1 



CONTROL DATA CORPORATION 



DEVELOPMENT DIV 



DOCUMENT CLASS. 

PRODUCT NAME 

PRODUCT NO CQ43 



Internal Reference Specifications 



64/6600 COBOL Compiler 



SOFTWARE DOCUMENT 

PAGE NO . 3 " 106 



Vfrmon 1.0and2.0 MACHINF SERIES 64/6600 



MOVE A TO B C D. 




TEMPI 



MOVE 



MOVE CORRESPONDING A TO B, WHERE DATA DIVISION CONTAINS: 



01 


A 




02C 




02D 




02E 


01 


B 




02C 




02D 




02E 



MOVE 



EOFA 



EOFB 



MOVE 




MOVE 



Figure 3-35. MOVE Tree Formats 
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Format 1 : 



MULTIPLY A BY B ROUNDED C ON SIZE ERROR MULTIPLY B BY C. 



HOLD 



TEMPI 


B 


C 


B 




v/ C 


<: b 




^^^^ NS 




TEMPI 


st < \ v ^ x >'' eo: 


STr^C. . 


C 


MULTIPLY < \ i ^^^' 


GRAB\ 


ST\ 


C J^OZIL Fork 
^MULTIPLY(OSE) 



Format 2 : 

MULTIPLY A BY B GIVING C ROUNDED D ON SIZE ERROR MULTIPLY B BY C GIVING D. 




MULTIPLY(OSE) 



Figure 3-36 . MULTIPLY Tree Formats 
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open input file-a reversed. 

file-a 

^pen input reversed 

open output file-b with no rewind. 

FILE-B 

OFEM OUTPUT WITH NO REWIND 

OPEN 1-0 FILE-C. 

FILE-C 

*bPENI-0 

Figure 3-37. OPEN Tree Formats 
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Option 1 : 

PERFORM PARA THRU PARB. 



PARA 



PARB 




THRU 



PERFORM 



Option 2 : 

PER PARA 10 TIMES. 




Option 3 : 

PERFORM PARA UNTIL A EQUAL B. 




PERFORM 



Figure 3-38. PERFORM Tree Formats (1 of 2) 
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Option 4: 



PERFORM PARA VARYING A FROM 1 BY 1 UNTIL A EQ B AFTER C FROM 2 BY 2 UNTIL 
CGQD AFTER E FROM 3 BY 3 UNTIL E EXCEEDS F. 



FROM 




UNTIL 

PARA pARA 

THRU 
PERFORM 



Figure 3-38. PERFORM Tree Formats (2 of 2) 
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Format 1: 



READ FILE- A INTO A AT END GO TO B. 



RECORD OF FILE-A 
'A 



MOVE 




EOS 



FILE-A 



AT END 



READ 



READ FILE-B. 



FILE-B 



DIAG-LEAF 




END 



READ 



Format 2: 



READ FILE-C INVALID KEY GO TO D. 




GOTO- ^ - E0S 

HLE-C ^'INVALID KEY 

'READ 



Figure 3-39. READ Tree Formats 
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RELEASE RECORD- 1 FROM A. 



RECORD- 1 



RELEASE 




MOVE 



Figure 3-40. RELEASE Tree Formats 



RETURN FILE- A INTO A AT END GO TO B. 



RECORD OF FILE- A 
'A 



MOVE 




FILE-B 



AT END 



RETURN 



RETURN FILE-B. 



DIAG-LEAF 



FILE-B 



AT END 




RETURN 



Figure 3-41. RETURN Tree Formats 
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SEEK FILE- A RECORD. 



FILE-A 




SEEK 



SORT FILE-B ON ASCENDING KEY Al ON DESCENDING KEY A2. INPUT PROCEDURE IS B THRU C. 
OUTPUT PROCEDURE IS D. 



FILE-B 

ASCEND 

DESCEND 




SORT FILE-C ON ASCENDING KEY A3 A4 A5 USING FILE-D GIVING FILE-E. 



FILE-C 

ASCEND 

ASCEND 

ASCEND 




SORT 



Figure 3-42. SEEK, SORT Tree Formats 
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STOP RUN. 




STOP RUN 



STOP 'LITERAL 1 . 



'LITERAL' 




STOP LITERAL 



Figure 3-43. STOP Tree Formats 



ADD A (B.C.D) TO E (F.G.H). 



TEMP2 T EMP2 
E 




ADD 



Figure 3-44. Subscripting Tree Formats 
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Format 1: 



SUBTRACT A B FROM C ROUNDED D ON SIZE ERROR SUBTRACT C FROM D. 



-FROM 




EOS 



OSE Fork 



SUBTRACT (OSE) 



Format 2: 



SUBTRACT A B FROM C GIVING D ROUNDED E ON SIZE ERROR SUBTRACT C FROM D 
GIVING E. 



-FROM 




EOS 



OSE Fork 



SUBTRACT (OSE) 

Figure 3-45. SUBTRACT Tree Formats (1 of 2) 
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Format 3: 



SUBTRACT CORRESPONDING A FROM B ON SIZE ERROR SUBTRACT F FROM G WHERE DATA 
DIVISION CONTAINS: 



01 


A 




02C 




02D 




02E 


01 


B " 




02C 




02D 




02E 



-FROM 





DOFA 


EOFA 

-FROM 
^^DOFB 


SUBTRACTS 
^•EOFB 

<^ .EOFB ^/" 


^EO 
"""OSE Fork 


COFA 


-FROM 
.-COFB 


ST\^^ 


•DOFB .>gu BTR A CT 




-FROM* 1 - 


ST^^ 


• COFB ^S" 


SUBTRACT 








SUBTRACT (OSE) 





Figure 3-45. SUBTRACT Tree Formats (2 of 2) 



TERMINATE REPORT-A REPORT-B. 



REPORT-B 




REPORT-A 



TERMINATE 



TERMINATE 



TERMINATE ALL. 




TERMINATE 



Figure 3-46. TERMINATE Tree Formats 
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Format 1: 



WRITE RECORD-1 FROM A BEFORE ADVANCING 2 LINES. 



RECORD- 1 




WRITE 



MOVE 



Format 2: 



WRITE RECORD- 2 INVALID KEY GO TO B. 




, EOS 
GOTO 

RECORD-2 ^ INVALID KEY 

""WRITE 



Figure 3-47. WRITE Tree Formats 
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PASS IE SYNTABLE ROUTINES 

Figure 3-48 on the following pages shows routines called by Pass IE Syntable and/or used 
to generate the Trees. • 
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A IF COLUMST IS EQUAL TO 8,_SET COL8FLG TO ZERO AND RETURN 

CONTROL TO SADNO. 

OTHERWISE, PRINT DIAGNOSTIC, SET C0L8FLG TO ZERO AND 

RETURN CONTROL TO SADNOo 

AB SET COL8FLG TO ZERO. RETURN CONTROL TO SADNOo 

ABRVAND F SET TYPE TO AND NODE. INSERT AND NODES LINKING ALL NODES 

IN PUSH DOWN FROM ABRVNOD TO CURRENT NODE LOCATION. 
"RESET CURRENT NODE" LOCATION TO ABRVNOD. 

RETURN CONTROL TO SADNO. 
ABRVOR F ""'SET TYPE TO OR NODE. 1 NSERT " OR NODES L I NKING ALL NODES IN 

NODE PUSH DOWN FROM ABRVNOD TO CURRENT NODE LOCATION. 

RESET CURRENT NODE LOCATION TO ABRVNOD. 

RETURN CONTROL TO SADNO. 
ABRVSET SET ABRVNOD TO CURRENT NODE'PUSH DOWN LOCATION, 

RETURN CONTROL TO SADNOo 
ACCMNEM F IF FILE TYPE IS OUTPUT , TRANSFER CONTROL TO INPUTF. 

OTHERWISE, CALL MOVEDAT TO MOVE DNT . INFORMATION TO TREE. 

ADD TREE LOCATION OF DNT " INFORMAT ION TO NODE PUSH DOWN. 

SET DATAN TO ZERO. TRANSFER CONTROL TO SECNODE. 
ACCT SET CONCOMA TO NON-ZERO. RETURN CONTROL TO SADNO. 
ACPTMAS SET UP ACCEPT MASTER NODE. TRANSFER CONTROL TO MASTER. 
ADDMAS SET UP ADD MASTER NODE. SET" TYPE TO PLUS. 

TRANSFER CONTROL TO MASTER. 
AFTNODE SET UP PERFORM AFTER NODE. TRANSFER CONTROL TO OUTNODE. 
AFTTYPE SET TYPE TO AFTER ADVANCING. RETURN CONTROL TO SADNO. 
ALLDIAG "SET N0TDA6 TO ZERO. "RETURN "CONTROL TO SADNO. 
ALLOPT OR EXAMINE ALL BIT INTO TYPE. RETURN CONTROL TO SADNO. 
ALLSET SET ALL BIT ON" IN ALLL. IT." "RETURN CONTROL TO SADNO. 
ALPNODE IF RELATION NOT BIT IS NOT ON, SET UP ALPHABETIC NODE 

AND TRANSFER CONTROL TO PARNODE. 

OTHERWISE, TURN OFF RELATION NOT BIT. 

SET UP NOT ALPHABETIC NODE. TRANSFER CONTROL TO PARNODE. 

F IF PQBUF IS NON-ZERO, SET UP RIP CONTROL WORD FOR 

PROCEDURE NAME WI TH "QUALIFIER. 

OTHERWISE, SET UP RIP CONTROL WORD FOR PROCEDURE 
"NAME WITHOUT QUALIFIER. CALL RIP TO SET UP PNT ENTRY. 

ADD PNT LOCATION TO NODE PUSH DOWN. 

RETURN CONTROL TO SADNO. 

SET UP LEAD INFORMATION FOR NON-NUMERIC LITERAL. 

MOVE LEAD INFORMATION AND ALL CHARACTERS OF LITERAL 

FROM CURNWD BUFFER TO TREE. 
" SET DATANOW TO TREE LOCATION OF LITERAL. 

SET ALLLIT, DATAN, SUBFLAG TO ZERO. 

RETURN CONTROL TO SADNO". " 

ALTRMAS SET UP ALTER MASTER NODE. TRANSFER CONTROL TO MASTER. 

ANDNODE ' SET UP AND NODE. TRANSFER CONTROL TO OUTNODE. 

ASCEND SET TYPE TO SORT ASCENDING NODE. RETURN CONTROL TO SADNO. 



ALRTOND 



ALTOTRE F 



Figure 3-48. Routines Called by Pass IE Syntable and/or Used to 
Generate the Trees (1 of 19) 
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64/6600 



BDECMAS 



BEFTYPE 
BNDRMAS 



BNPRSET 
BNSCMAS' F 



BYNODE 
CANALT 

CANPER 

CCT 



CLEROPT 
CLOSMAS 



BPARMAS F 



BSE CM AS F 



set jumper, currno to zero. set ftimef to non-zeroo 

set up beginning-of-declarajjves master node. _____ 

transfer control " to mplant. 

set type to before advancing. return control to sadno. 

set ftimef to zero. : 

set up beginning-of-non-declarative-procedures master node. 

Transfer control to "mplant." " 

set pnbuf to zero. return control to sadno. 
set "currno to zero. set "up "dip control word for no section 
named. call dip to set up pnt entry. _ ____ 

set currsec to pnt location. 

add pnt location '""to node push downy 

set up beginning-of-section master node. 

transfer control" to mlplant. 

if pnbuf is zero, set up dip control word for unnamed 

paragraph. " " """ " 

otherwise, set up dip control word for named paragraph. 

call dip to set up pny entry. 

add pnt location to node push down. 

set currpar to pnt location. 

transfer control to mlplant. 

"if pqbuf is zero, set "up dip control word for section named 

but no section number. set currno to zero. 

otherwise, set up dip ""control word for section named with 

section number, set currno to c(pqbuf). 

call dip to set up ""pnt "entry. set currsec to pnt location. 

pick up priority number from pnt entry. 

if priority greater than highsec, set highsec to this 

priority number. 

otherwise and following store to highsec, set sector 

to this priority number. 

add pnt location to node push' down. 

set up beginning-of-section master node. 

transfer control to mlplant. 

set up perform by node. transfer control to outnode. 

set up rip control word to cancel last entry. 

call rip. return control to sadno. 

set up rip control word to cancel last entry. 

call rip^ return control to sadno. 

if concoma is zero, return control to sadno. 

otherwise, set concoma to zero and transfer control to 

COMMA. 

SET- OPTION, FORMAT TO ZERO. RETURN CONTROL TO SADNO. 

SET UP CLOSE MASTER NODE. TRANSFER CONTROL TO MASTER. 
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COBTOPN 



COMMA 



COMNODE 
COMPMAS 
COMPRIM 



COMPRS F 



COMPTIE F 



CORRESP F 



IF PQBUF IS NON-ZERO, SET UP RIP CONTROL WORD FOR 

PROCEDURE NAME WITH MODIFIER. 

OTHERWISE, SET UP RIP CONTROL WORD FOR PROCEDURE NAME 

WITHOUT QUALIFIER. CALL RIP TO SET UP PNT ENTRY. 

TRANSFER CONTROL TO SADNO. _ _ __ 

SET COMAFLG TO ZEROT" 

IF XTENDMD IS NON-ZERO, RETURN CONTROL TO SADNO. 

OTHERWISE, SET SEMI'FLG TO 'ZERO AND RETURN CONTROL TO SADNO. 

OTHERWISE, RETURN CONTROL TO SADNO. 

SET UP COMMA NODE. TRANSFER CONTROL TO OUTNODE. 

SET UP COMPUTE MASTER NODE. TRANSFER CONTROL TO MASTER. 

IF ROUNDER IS ZERO, "SET UP STORE NODE. 

OTHERWISE, SET ROUNDER TO ZERO AND SET UP STORE _ 

ROUNDED NODE. "" " """ 

RIGHT LINK OF INPUT NODE IS CURRENT NODE. 
"LEFT LINK IS OPEN. "INSERT INPUT NODE IN TREE. 
SET GRABER TO TREE LOCATION. 

CANCEL CURRENT NODE FROM AND ADD TREE LOCATION TO 
NODE PUSH DOWN. SET POINTER TO_ ZE_RO". 
RETURN CONTROL TO' SADNO." 
IF ROUNDER IS ZERO, SET UP STORE NODE. 
OTHERWISE, SET UP STORE ROUNDED NODE AND SET 

ROUNDER TO ZERO. 

SET UP GRAB NODEo RIGHT LINK OF GRAB NODE IS TEMPORARY1. 

LEFT LINK OF GRAB NODE IS CURRENT NODE - 1. 

INSERT GRAB NODE IN TREE. 

RIGHT LINK OF STORE NODE IS CURRENT NODE. 

LEFT LINK OF STORE NODE IS TREE LOCATION OF GRAB NODE. 

SET POINTER TO NON-ZERO'. 

CANCEL TWO MOST CURRENT NODES FROM AND ADD TREE LOCATION 
"TO NODE PUSH DOWN. RETURN CONTROL TO SADNO. 

IF POINTER IS NON-ZERO, SET UP HOLD NODE. 

RIGHT LINK I S TEMPORARY!. " LEFT L I NK I S CURRENT NODE. 

INSERT HOLD NODE IN TREE. 
"CANCEL CURRENT "NODE." FROM AND" ADD TREE" LOCATION OF HOLD 

NODE TO NODE PUSH DOWN. 

OTHERWISE AND AFTER INSERTING HOLD NODE, INSERT CURRENT 

NODE AS LEFT LINK OF NODE POINTED TO BY GRABER. 

CANCEL CURRENT NODE FROM NODE PUSH DOWN. 
CONTROL TO SADNO. 
CONTROL WORD FOR" mTg. 



RETURN 

SET UP 

THEN' 

1 

2 



CALL MI G TO MATCH ITEMS. 

IF NO MORE MATCHES, SET ROUNDER TO ZERO AND RETURN 

CONTROL TO SADNO. 

OTHERWISE, IF THIS IS FIRST MATCH, TRANSFER CONTROL 

TO STEP 3. 
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OTHERWISE, INSERT CURRENT NODE AS LEFT LINK OF 

""CURRENT MASTER NODE. " " 

CANCEL CURRENT NODE FROM PUSH DOWN. 

INSERT NEW MASTER NODE "AS RIGHT LINK OF CURRENT 

MASTER NODE. SET UP NEW MASTER NODE. 

"""INSERT MASTER NODE IN'TREE. ' 

REPLACE CURRENT MASTER NODE IN PUSH DOWN WITH TREE 
LOCATION OF NEW MASTER "NODE. 

3. CALL MOVEDAT TO MOVE SOURCE DNT INFORMATION TO TREE. 
IF" SUBSOUR IS ZERO, SET DATANOW TO TREE LOCATION OF 
DNT INFORMATION AND TRANSFER CONTROL TO STEP 4. 

OTHERWISE, IF SUBSOUR is NEGATIVE, SET RIGHT LINK OF 

NODE POINTED TO BY HLDSOUR TO TREE LOCATION OF DNT 
" " INFORMATION, SET" DATANOW TO C( HLDSOUR ), SET SUBSOUR 
TO +1 AND TRANSFER CONTROL TO STEP 4. 
OTHERWI SE, SET UP SUBSCRIPT ING NODE. 
RIGHT LINK IS TREE LOCATION OF DNT INFORMATION. 
LEFT "LINK IS LEFT LINK OF" NODE" POINTED TO BY HLDSOUR. 
INSERT NODE IN TREE. 
"SET DATANOW TO" TREE "LOCATION OF SUBSCRIPTING NODE. 

4. ADD C( DATANOW) TO NODE PUSH DOWN. 

CALL MOVEDAT TO MOVE SINK DNT INFORMATION TO TREE. 

IF SUBSINK IS ZERO, SET DATANOW TO TREE LOCATION OF 
DNT INFORMATION" AND TRANSFER CONTROL TO STEP 5. 

OTHERWISE, IF SUBSINKIS NEGATIVE, SET DATANOW TO 
C(HLDSINK) , SET RIGHT LINK OF NODE POINTED TO BY 

HLDSINK TO TREE LOCATION OF DNT, SET SUBSINK TO +1 

AND TRANSFER CONTROL" TO STEP 5. 

OTHERWISE, SET UP SUBSCRIPTING NODE. 

RIGHT LINK" IS TREE LOCATION OF DNT INFORMATION. 

LEFT LINK IS LEFT LINK OF NODE POINTED TO BY HLDSINK. 
" INSERT -NODE IN TREE." 

SET DATANOW TO TREE LOCATION OF SUBSCRIPTING NODE. 
"5. SET UP NODE AS DIRECTED BY TYPE . 

RIGHT LINK IS C(DATANOW). LEFT LINK IS CURRENT NODE. 

INSERT NODE IN" TREE." 

REPLACE CURRENT NODE IN PUSH DOWN WITH TREE LOCATION OF 
TYPE NODE. 

IF VERB TYPE I S NOT MOVE .""TRANSFER CONTROL TO STEP 6. 

OTHERWISE, PICK UP MIj3_CONTROL WORD AND TRANSFER • 

CONTROL TO STEP TV " 

6. IF SUBSINK IS ZERO ADD C( DATANOW) TO NODE PUSH DOWN 
" AND TRANSFER CONTROL TO"" STEP 7. 

OTHERWISE, SET UP HOLD NODE. RIGHT LINK IS TEMPORARY2. 

LEFT LINK IS LEFT LI NK" OF NODE POI NT ED TO BY DATANOW. 

INSERT HOLD NODE IN TREE. 
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C'ORSINK 



COR SOUR 



D 
DATTOND 



DANDCND 



REPLACE LEFfXiNK~dF~NODE"POTNTED TO BY DATANOW WITH 

TREE LOCATION OF HOLD NODE. SET UP GRAB NODE. 
" -R I GHT L I NK IS NULLT'LEF T LI NK IS" TEMPORARY . 

INSERT NODE IN TREE. SET UP SUBSCRIPTING NODE. 
""""RIGHT LINK IS RIGHT "'LINK "OF NODE POINTED TO BY DATANOW, 

LEFT LINK IS TREE LOCATION JDF_GR_AB NODE. 

INSERT NODE IN TREE." 

ADD TREE ' LOCATION OF SUBSCRIPTING NODE TO NODE __ 

PUSH DOWN. 
7. IF ROUNDER IS ZERO, SET UP STORE NODE. 
OTHERWISE, SET UP STORE" ROUNDED NODE. 

RIGHT LINK IS CURRENT NODE. .__ _ _ 

" "CANCEL CURRENT NODE FROM PUSH DOWN. 

LEFT LINK IS NEW CURRENT NODE. INSERT NODE IN TREE. 
- "REPLACE CURRENT NODE IN PUSH "DOWN WITH TREE LOCATION 

OF THIS NODE. 
PICK UP MI G CONTROL" WORD "AND TRANSFER CONTROL TO 

SET SINK TO C< DAT AN)"." "SET" DAT AN", SUBSINK TO ZERO. 

IF SUBFLAG IS ZERO, RETURN CONTROL TO SADNO 

OTHERWISE, SET "SUBSINK" TO"-lV" 

SET HLDSINK TO CURRENT NODE. 
"CANCEL CURRENT NODE FROM PUSH DOWN. SET SUBFLAG TO ZERO. 

RETURN CONTROL TO SADNO. 

SET SOURCE TO C( DATAN). SET "DATAN , SUBSOUR TO ZERO. 

SET OSENODE TO CURRENT MASTER NODE. 

IF SUBFLAG IS ZERO, SET'CORRPNT TO ZERO AND RETURN 

CONTROL TO SADNO. ._ _. 

OTHERWISE, SET SUBSOUR" TO -1. 

SET HLDSOUR TO CURRENT NODE. 

CANCEL CURRENT NODE' FROM PUSH DOWN. 

SET CORRPNT, SUBFLAG TO ZERO. RETURN CONTROL TO SADNO. 

"RETURN CONTROL TO SADNO. 

IF DATAN IS ZERO, THEN IF SUBFLAG IS ZERO, TRANSFER 

CONTROL TO SUBTOND. """ " 

OTHERWISE, TRANSFER CONTROL TO SUBGRABR. 
"OTHERWISE, CALL MOVEDAT TO MOVE DNT INFORMATION TO 

TREE. SET DATAN TO ZERO. 

IF SUBFLAG IS ZERO, SET DATANOW "TO LOCATION OF DNT 

INFORMATION IN TREE. TRANSFER CONTROL TO SUBTOND. 

OTHERWISE, SET RI GHT LINK OF" NODE POINTED TO BY SUBGRAB 

TO TREE LOCATION OF DNT INFORMATION. 

"TRANSFER CONTROL TO SUBTOND. 

TEST SAD TABLE FLAG WORD OF NEXT LOWER LEVEL FOR OR BIT. 
IF OR BIT IS SET AND PARENTHESIS BIT IS NOT SET, RETURN 

CONTROL TO SADNO. 

OTHERWISE, RETURN CONTROL "TO SADYES. 

Figure 3-48. Routines Called by Pass IE SjTitable and/or Used to 
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LITERAL. 



CURRENT NODE. 



DCCND TEST SAD TABLE FLAG WORD FOR RELATION BIT. 

" — " IF RELATION BIT I S NOT SET V RETURN CONTROL TO SADNO. 

OTHERWISE, RETURN CONTROL TO SADYES. 
'DCCT" SET CONCOMA TO ZERO. RETURN CONTROL TO SADNO. 
DCOND TEST SAD TABLE FLAG WORD" OF NEXT LOWER LEVEL FOR 
CONNECTIVE BITS. 

IF CONNECTIVE BITS ARE SET AND THE PARENTHESIS BIT IS 
NOT SET, RETURN CONTROL TO SADNO. 
OTHERWISE, RETURN CONTROL TO SADYES. 
DECCOND F CALL MOVEDAT TO MOVE CONDITION VARIABLE TO TREE. 

IF SUBFLAG IS ZERO,"'ADD TREE "LOCATION OF DNT 

INFORMATION TO NODE PUSH DOWN. 
"OTHERWISE, INSERT TREE LOCATION OF DNT INFORMATION AS 
RIGHT LINK OF NODE POINTED TO BY SUBGRAB AND ADD 
"" C( DATANOW) TO NODE "PUSHDOWN. 

MOVE VALUE OF CONDITION-NAME TO TREE AS 
SET DATANOW TO TREE LOCAT ION OF L ITERAL . 
__ SET ANDER TO ZERO. 

IF ONLY ONE VALUE, SET UP" "EQUAL NODE. 
RIGHT LINK IS C{ DATANOW). LEFT LINK IS 

"".'"" " """"INSERT EQUAL NODE IN TREE". 

REPLACE CURRENT NODE IN NODE PUSH DOWN WITH TREE 
LOCATION OF EQUAL" NODE. " RETURN CONTROL TO SADNO. 
OTHERWISE, SET UP HOLD NODE. RIGHT LINK IS TEMPORARY5. 

" "~ LEFT LINK IS CURRENT" '"NODE".' INSERT HOLD NODE IN TREE. 

REPLACE CURRENT NODE IN_PUSH DOWN WITH TREE LOCATION 

OF HOLD NODE. 

THEN, FOR EACH VALUE OF THE CONDITION-NAME* 

1. IF VALUE IS NOT SUBJECT OF' "THRU, 'SET' UP EQUAL NODE. 

RIGHT LINK IS C( DATANOW )_. LEFT LINK IS CURRENT NODE. 

"INSERT NODE IN"' TREE." " ""' " '" 

REPLACE CURRENT NODE IN NODE PUSH DOWN WITH TREE 
LOCATION OF EQUAL" NODE. TRANSFER CONTROL TO STEP 3. 
2. OTHERWISE, SET UP GREATER-EQUAL NODE. 
""" " RIGHT LINK IS C ( DATANOW ) .LEFT L I NK "I S CURRENT NODE. 
INSERT GREATER-EQUAL NODE IN TREE. 
""""""REPLACE CURRENT" NODE "i'N~'PU'SH "DOWN WITH TREE LOCATION 
OF GREATER EQUAL NODE. 

SET UP. GRAB NODE." RIGHT "LINK IS "NULL. 
LEFT LINK IS TEMPORARY5. INSERT NODE IN TREE. 

"" '■ ADD TREE LOCATION OFGRAB NODE TO MODE PUSH DOWN. 

MOVE NEXT VALUE OF CONDITION-NAME TO TREE AS LITERAL. 
SET DATANOW TO TREE "LOCATION OF LITERAL. 
SET UP LESS-EQUAL NODE. RIGHT LINK IS C( DATANOW). 
""" LEFT LINK IS CURRENT NODE. INSERT NODE IN TREE. 
REPLACE CURRENT NODE IN PUSH DOWN WITH TREE 
LOCATION OF LESS-EQUAL NODE. 
SET UP AND NODE. RIGHT LINK IS CURRENT NODE. 
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4. 



DEPNODE 
DESCEND 
DFORM 



DIAGLF 
DISMNEM 



D I SPMAS 
DIVDMAS 

ENDFORK 
ENDSOUR 

ENTRMAS 
EPARMAS 



EPROMAS 



EQTYPE 
ESECMAS 



'LEFT LINK'""lS"rURRENT'""NODE "-" T. INSERT NODE" IN" TREE. 

CANCEL CURRENT NODE FROM NODE PUSH DOWN. 

"REPLACE NEW CURRENT" NODE" IN PUSH DOWN WI TH TREE 

LOCATION OF ANDNODE. __ ..._.. 

"IF ANDER IS" ZERO* SET ANDER TO NON-ZERO AND TRANSFER 

CONTROL TO STEP_4. ' _ 

OTHERWISE, SET UP OR NODE. RIGHT LINK IS CURRENT NODE. 

LEFT LINK IS CURRENT NODE - 1. INSERT NODE IN TREE. 

CANCEL' CURRENT NODE FROM NODE PUSH DOWN. 

REPLACE NEW CURRENT NODE IN _PUSH_ DOWN WITH T_REE___ 

LOCATION OF OR NODE. 
_ IF ALL VALUES OF CONDI T ION-NAME HAVE BEEN PROCESSED, _ 
" SET" DAT AN TO" ZERO" AND RETURN CONTROL TO SADNO. 

OTHERWISE, MOVE VALUE OF CONDITION-NAME TO TREE AS 

L I T E R A L . SET DAT ANO W " TO T RE E L OC AT I ON OF LITERAL. 

"~ SET UP GRAB NODE V R I GHf" LINK I S NULL . " 

LEFT LINK IS TEMPORARY5. INSERT NODE IN TREE. 

"ADD TREE LOCAT ION OF GRAB NODE TO NODE PUSH DOWN. 

REPEAT STEPS 1 THRU 4._ . 

"SET UP DEPENDING ON NODE. TRANSFER CONTROL TO OUTNODE. 
SET TYPE TO SORT DESCENDING NODE. RETURN CONTROL TO SADNO. 
TEST SAD TABLE FLAG WORD FOR CONNECTIVE AND/OR 

RELATION BITS. 

IF NONE ARE SET, RETURN CONTROL TO SADYES. 

OTHERWISE, RETURN CONTROL TO SADNO. 

SET LEFT LINK OF CURRENT MASTER NODE TO DIAGNOSTIC 

LEAF TYPE. RETURN CONTROL TO SADNO. 

IF FILE TYPE IS INPUT, TRANSFER CONTROL TO OUTPUTF. 

OTHERWISE, CALL MOVEDAT TO MOVE DNT INFORMATION TO TREE. 

ADD TREE LOCATION OF DNT INFORMATION TO NODE PUSH DOWN. 

SET DATAN TO ZERO. TRANSFER CONTROL TO SECNODE. 

SET UP DISPLAY MASTER NODE .TRANSFER CONTROL TO MASTER. 

SET UP DIVIDE MASTER NODE. SET TYPE TO DIVIDE INTO. 

TRANSFER CONTROL TO MASTER."" 

SET UP AT END FORK. TRANSFER CONTROL TO MASFORK. 

IF SOREND' IS ZERO, RETURN CONTROL TO SADNO. 

OTHERWISE, RETURN CONTROL TO SADYES. 

SET UP ENTER MASTER NODE. TRANSFER CONTROL TO MASTER. 

ADD C(CURRPAR) TO NODE PUSH DOWN AS PNT LOCATION. 

SET UP END-OF-PARAGRAPH" MASTER NODE. 

TRANSFER CONTROL TO MLPLANT. 

SET UP END-OF-PROCEDURES "MASTER NODE. 

SET SECTOR TO C(HIGHSEC) • ■ SET ENDFLAG TO NON-ZERO. 

TRANSFER CONTROL TO MPLANT. 

SET TYPE TO EQUAL NODE. RETURN CONTROL TO SADNO. 

IF FTIMEF IS ZERO, SET FTIMEF TO NON-ZERO AND RETURN 

CONTROL TO SADNO. 
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EXAMMAS 
EXITMAS 
EXPNODE 
FILENAM 
FILNAM 



FILSRCH F 



FINDDAT F 



FMOBJ 



FMSUB 



FMSUBRL 
FRQNODE 



OTHERWISE, ADD C(CURRSEC) TO NODE PUSH DOWN AS PNT 

LOCATION. SET UP END-OF-SECT ION MASTER NODE. 

TRANSFER CONTROL TO MLPLANT." 

SET UP EXAMINE MASTER NODE. TRANSFER CONTROL TO MASTER- 
SET UP EXIT MASTER NODE. TRANSFER CONTROL TO MASTER. 
SET UP EXPONENTIATE NODE, TRANSFER CONTROL TO OUTNODE. 

TRANSFER CONTROL TO'FILNAM. 

CALL SCAN TO COLLECT NEXT CHARACTER STRING. 

"IF CHARACTER STRING IS NOT NAME, RETURN CONTROL TO SADNOSN, 
OTHERWISE, MOVE NAME TO DATANAM BUFFER. 
CALL DIG TO DEFINE NAME. 

IF NAME IS UNDEFINED, RETURN CONTROL TO SADNOSN. 
OTHERWISE, IF DATA TYPE IS NOT FD OR SD RETURN CONTROL TO 

SADNOSN. 

OTHERWISE, SET DA TAN TO DNT" LOCATION OF FILE INFORMATION? 

SET SUBFLAG TO ZERO AND RETURN CONTROL TO SADYES. 

SET FORMAT TO INPUT OPTION +"C'( OPTION)' + C( JUMPER)". 

FOR EACH ENTRY IN EAT TABLE, IF ENTRY IS FD AND OPTION IS 

ERROR PROCEDURE, CALL NSERTR. 

OTHERWISE, IF ENTRY IS FD AND LABELS ARE NOT OMITTED, 

CALL NSERTR. 

OTHERWISE, CHECK NEXT ENTRY IN EAT. 

WHEN ALL ENTRIES IN EAT HAVE BEEN CHECKED, RETURN 

CONTROL TO SADNO. 

SET UP DIG CONTROL WORD. CALL DIG TO FIND DNT ENTRY. 

IF NOT FOUND, RETURN CONTROL TO SADNO. 

OTHERWISE, SET DATAN TO DNT LOCATION. 

SET SUBFLAG TO ZERO. RETURN CONTROL TO SADYES. 

IF OBJHELD IS ZERO? SET UP HOLD NODE. 

LEFT LINK IS RIGHT LINK OF NODE POINTED TO BY COMPREL. 

RIGHT LINK IS TEMPORARY*. INSERT NODE IN TREE. 

REPLACE RIGHT LINK OF NODE POINTED TO BY COMPREL WITH 

TREE LOCATION OF HOLD NODE. SET OBJHELD TO NON-ZERO. 

OTHERWISE, AND FOLLOWING INSERTION OF HOLD NODE, 

ADD TEMPORARY* TO NODE PUSH DOWN. SET UP GRAB NODE. 

TRANSFER CONTROL TO PARNODE. 

IF SUBHELD IS ZERO, SET UP HOLD NODE. 

LEFT LINK 'IS LEFT LINK OF NODE POINTED TO BY COMPREL. 

RIGHT LINK IS TEMPORARY3. INSERT NODE IN TREE. 

REPLACE LEFT LINK OF NODE POINTED TO BY COMPREL WITH 

TREE LOCATION OF HOLD NODE. SET SUBHELD TO NON-ZERO. 

OTHERWISE, AND FOLLOWING INSERT I ON OF HOLD NODE, 

ADD TEMPORARY3 TO NODE PUSH DOWN. SET UP GRAB NODE. 

TRANSFER CONTROL TO PARNODE. 

SET TYPE TO RELATION OF NODE POINTED TO BY COMPREL. 

TRANSFER CONTROL TO FMSUB. 

SET UP PERFORM FROM NODE. TRANSFER CONTROL TO OUTNODE. 
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FRSTOPT 

GENRMAS 
GIVNODE 
GOTOMAS 
GO TON D 



GQTYPE 
GRAB! 



GRTYPE 
GVMODE 
HITOTRE 



IFMAS 
IMPGOTO 



IMPKEYW 



INITMA5 

1NNODE 
INPUTF 



INTEGER 



OR EXAMINE ( UNT I L ) FIRST BI T I NTO TYPE. 

RETURN CONTROL TO SADNO. 

SET UP GENERATE MASTER NODE. TRANSFER CONTROL TO MASTER. 

SET UP SORT GIVING NODE.- TRANSFER CONTROL TO OUTNODE. 



CONTROL TO MASTER. 
RIP CONTROL WORD FOR 

FOR PROCEDURE NAME 
UP PNT ENTRY. 



SET UP GO TO MASTER NODE. TRANSFER 
IF PQBUF NOT EQUAL TO ZERO, SET UP 
PROCEDURE NAME WI TH QUALI F 1ER. " 
OTHERWISE, SET UP RIP CONTROL WORD 
"WITHOUT QUALIFIER. CALL RIP TO SET 
ADD PNT LOCATION TO NODE PUSH DOWN. 
RETURN CONTROL TO SADNO. 

SET TYPE TO GREATER-EQUAL NODE. RETURN CONTROL TO SADNO. 
IF POINTER o SET UP HOLD NODE. RIGHT LINK IS TEMPORARY1. 
LEFT LINK IS C ( HOLDER ). I NSERT HOLD NODE IN TREE. 
REPLACE LEFT LINK OF NODE POINTED TO BY GRABER WITH 
TREE LOCATION. INCREASE POINTER BY 2. 
OTHERWISE AND FOLLOWING INSERTION OF HOLD NODE, ADD 
TEMPORARY1 TO NODE PUSH DOWN. SET UP GRAB NODE. 
IF TYPE IS SECONDARY" NODE, TRANSFER CONTROL TO PARNODE. 
OTHERWISE, TRANSFER CONTROL TO OUTNODE. 

SET TYPE TO GREATER THAN NODE. RETURN CONTROL TO SADNO. 
SET POINTER TO -1. RETURN CONTROL TO SADNO. 
SET DATANOW TO FIGURATIVE HIGH-VALUE ( S ) . 
SET ALLLIT, DATAN, SUBFLAG TO ZERO. 
RETURN CONTROL TO SADNO'. 

SET UP IF MASTER NODE. TRANSFER CONTROL TO MASTER. 
IF FTIMEF IS ZERO, RETURN CONTROL TO SADNO. 
OTHERWISE, IF PRIORITY NUMBER OF THE NEXT SECTION IS THE 
SAME AS THIS SECTION, RETURN CONTROL TO SADNO. 
OTHERWISE, SET UP CONTROL WORD FOR RIP WITH NO QUALIFIER 
PRESENT. CALL RIP TO SET UP PNT ENTRY. 
ADD PNT LOCATION TO NODE PUSH DOWN. 

SET UP IMPLIED GO TO MASTER. TRANSFER CONTROL TO MLPLANT. 
CALL SCAN TO COLLECT CHARACTER STRING. 

IF CHARACTER IS AN IMPERATIVE KEY WORD, SET NOSCNFL TO 
NON-ZERO AND RETURN CONTROL TO SADYES. 
OTHERWISE, RETURN CONTROL TO'SADNOSN. 

SET UP INITIATE MASTER NODE. TRANSFER CONTROL TO MASTER. 
SET UP SORT INPUT NODE." TRANSFER CONTROL TO OUTNODE.. 
SEARCH EAT TABLE FOR INPUT FILE. 
CALL MOVEDAT TO MOVE DNT INFORMATION TO TREE. 
ADD TREE LOCATION OF DNT INFORMATION TO NODE PUSH DOWN. 
SET DATAN TO ZERO. TRANSFER CONTROL TO SECNODE. 
CALL SCAN TO COLLECT NEXT CHARACTER STRING. 

IF CHARACTER STRING IS NOT NUMERIC, RETURN CONTROL TO SADNO. 
OTHERWISE, IF PNTLOC IS NON-ZERO, RETURN CONTROL TO SADNO. 
OTHERWISE, RETURN CONTROL TO SADYES. 
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INTOBUF SET PQBUF TO ZERO. 

MOVE FOUR WORDS FOR CURNWD BUFFER TO PNBUF BUFFER. 

TRANSFER CONTROL TO SADNO. """""" 

INTODAT F MOVE NAME FROM CURNWD BUFFER TO DATANAM BUFFER BEGINNING 

AT START OF BUFFER. ; 

SET FOLLOW-UP WORD IN DATANAM BUFFER TO ZERO. 

RETURN CONTROL TO SADNO. 

INTOQAT F MOVE NAME FROM CURNWD BUFFER TO DATANAM BUFFER BEGINNING 

WHERE PREVIOUS NAME STOPPED. 

SET FOLLOW-UP WORD IN DATANAM BUFFER TO ZERO. 

RETURN CONTROL TO" SADNO." 
1NTOQUF MOVE FOUR WORDS FROM CURNWD BUFFER TO PQBUF BUFFER. 

RETURN CONTROL TO SADNO. 

IOMAS SET UP OPEN I -O MASTER NODE. TRANSFER CONTROL TO MASTER. 
IOOPN OR INPUT-OUTPUT BIT INTO CURRENT MASTER NODE. 

RETURN CONTROL TO SADNO. 
KEYWORD CALL SCAN TO COLLECT NEXT CHARACTER STRING. 

IF CHARACTER STRING IS NOT PROCEDURE DIVISION KEY WORD, 
" RETURN CONTROL TO SADNOSN. 

OTHERWISE, SET NOSCNFL TO NON-ZERO AND RETURN CONTROL TO 

SADYES. 
LEADOPT OR EXAMINE LEADING BIT INTO TYPE. 

RETURN CONTROL TO SADNOo 
LITOTRE F SET UP LEAD INFORMATION FOR NUMERIC LITERAL, 

INCLUDING WHETHER SIGNED OR UNSIGNED, INTEGER OR 

NON-INTEGER. 

MOVE LEAD INFORMATION* SIGN IF PRESENT, AND ALL 

CHARACTERS OF LITERAL FROM CURNWD BUFFER TO TREE. 
SET DATANOW TO TREE LOCATION OF LITERAL. 

SET DATAN, SUBFLAG TO ZERO. RETURN CONTROL TO SADNO. 
LLMASTN F IF M IS EQUAL TO NPD'L'i" TRANSFER CONTROL TO RSNEXT. 

OTHERWISE* INSERT CURRENT NODE AS LEFT LINK OF CURRENT 

MASTER NODE. CANCEL CURRENT NODE FROM PUSH DOWN. 

RETURN CONTROL TO SADNO. 
LQTYPE SET TYPE TO LESS-EQUAL NODE. RETURN CONTROL TO SADNO. 
LSTOTRE F SET UP LEAD INFORMATION FOR UNSIGNED NUMERIC LITERAL. 

MOVE LEAD INFORMATION AND ALL CHARACTERS OF LITERAL 

FROM CURNWD BUFFER TO TREE. 

SET DATANOW TO TREE "LO'CAT ION".'0'F" LITERAL . 

RETURN CONTROL TO SADNO. 
LSTYPE SET TYPE TO LESS THAN NODE. RETURN CONTROL TO SADNO. 
MASFORK F INSERT FORK INTO TREE. 
- ADD TREE LOCATION TO MASTER NODE PUSH DOWN. 

SET LASTMAS TO TREE LOCATION OF FORK. 

RETURN CONTROL TO SADNO. 
MASTER F SET FVERB TO CURRENT VERB TYPE. 

INSERT MASTER NODE INTO TREE. 

ADD TREE LOCATION TO MASTER NODE PUSH DOWN. 

Figure 3-48. Routines Called by Pass IE Syntable and/or Used to 
Generate the Trees (10 of 19) 
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MASTX 
MLPLANT 



MNEMONF F 



MNEMONI F 



MNETOND F 



MNSNODE 
MOVEDAT 



RETURN CONTROL TO SADNO. 

MASTER NODE PUSH DOWN TABLE EXCEEDED 

TRANSFER CONTROL TO CONEX2. 

INSERT CURRENT NODE 
CANCEL CURRENT NODE 
INSERT INPUT MASTER 
ADD TREE LOCATION TO 



MOVEMAS 
MOVEOUT 



AS LEFT LINK OF 
FROM PUSH DOWN. 

NODE "TN TREE. 

MASTER NODE. PUSH 



INPUT MASTER NODE, 



DOWN. 



TO 



CONTROL 



TRANSFER CONTROL TO PLANTER. 

CALL SCAN TO COLLECT NEXT CHARACTER STRING. 

IF CHARACTER STRING IS NOT NAME, RETURN CONTROL 

SADNOSN. 

OTHERWISE, MOVE NAME TO DATANAM BUFFER. 

CALL DIG TO DEFINE NAME. 

IF NAME IS UNDEFINED, RETURN CONTROL TO SADNOSN. 

OTHERWISE, IF NAME IS NOT MNEMONIC FOR FILE, RETURN 

TO SADNOSN. 

OTHERWISE, SET DATAN TO DNT LOCATION OF FILE INFORMATION. 

SET SUBFLAG TO ZERO. RETURN CONTROL TO SADYES. 

CALL SCAN TO COLLECT NEXT CHARACTER STRING. 

IF CHARACTER STRING IS NOT A NAME, RETURN CONTROL TO 

SADNOSN o 

OTHERWISE, MOVE NAME TO DATANAM BUFFERo 

CALL DIG TO DEFINE NAME. 

IF NAME UNDEFINED, RETURN CONTROL TO SADNOSN. 

OTHERWISE, IF NAME IS NOT MNEMONIC FOR LITERAL, RETURN 

CONTROL TO SADNOSN." 

OTHERWISE, SET DATAN TO DNT LOCATION OF MNEMONIC NAME. 

SET SUBFLAG TO ZERO." RETURN CONTROL TO SADYES. 

SET UP LEAD INFORMATION FOR NON-NUMERIC LITERAL. 

INSERT LEAD INFORMATION AND LITERAL TO TREE. 

SET DATANOW TO TREE LOCATION OF LITERAL. 

SET DATAN. TO ZERO. TRANSFER CONTROL TO SUBTOND. 

SET UP MINUS NODE. TRANSFER CONTROL TO OUTNODE. 

IF DATA TYPE IS FD OR SD," MOVE 10 WORDS FROM DNT 

TO CALLING ROUTINE. 

TYPE IS RD, MOVE ONE WORD FROM 

ROUTINE; 
DIRECTED BY ENTRY FROM 



TO TREE 



AND RETURN CONTROL 

OTHERWISE, IF DATA 

TREE AND RETURN CONTROL TO CALLING 

OTHERWISE, MOVE NUMBER OF WORDS AS 



DNT TO 



DNT TO TREE. 

IF ENTRY HAS NO OCCURS DEPENDING ON CLAUSE, RETURN CONTROL 

TO CALLING ROUTINE. 

OTHERWISE, MOVE EDD2 AND EDD3 OF DEPENDING ON VARIABLE TO 

TREE. RETURN CONTROL TO CALLING ROUTINE. 

SET UP MOVE MASTER NODE. SET TYPE TO SECONDARY. 

TRANSFER CONTROL TO MASTER. 

IF MOVFLAG IS ZERO RETURN CONTROL TO SADNO. 

OTHERWISE, SET RIGHT LINK CURRENT MASTER TO C(MOVRCRD). 

REPLACE CURRENT MASTER "IN PUSH DOWN WITH C(MOVRCRD). 



Figure 3 
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MOVFROM F 



MOVTRIG F 



MPLANT 



MULNODE 
MULTMAS 

NAME 



NEGNODE 



NGMODE 
NONNLIT 



NOTHING 



NQTYPE 
NREWIND 

NSERT'I" 
NSERTIO 



TO TREE, 



OF 



SET MOVFLAG TO 
CANCEL CURRENT 
CANCEL CURRENT 
RETURN CONTROL 



SET LASTMAS TO C(MOVRCRD). 

RETURN CONTROL TO SADNO. 

SET UP SECONDARY NODEc RIGHT LINK IS CURRENT NODE - 1. 

LEFT LINK IS CURRENT NODE. INSERT NODE IN TREEo 

CANCEL CURRENT NODE FROM PUSH DOWN. 

LEFT LINK OF CURRENT' MASTER NODE IS TREE LOCATION OF 

SECONDARY NODEo 

RIGHT LINK OF CURRENT MASTER NODE IS NEXT TREE LOCATION. 

LASTMAS IS CURRENT MASTER NODEo 

CANCEL CURRENT MASTER NODE FROM PUSH "'DOWNo 

RETURN CONTROL TO SADNO. 

CALL MOVEDAT TO MOVE DATA POINTED TO BY MOVRCRD 

SET DATANOW TO TREE LOCATION OF DNT INFORMATION. 

SET UP SECONDARY NODEo" RIGHT LINK IS C "(DATANOW) •"' 

LEFT LINK IS CURRENT NODEo INSERT NODE IN TREEo 

LEFT LINK OF CURRENT MASTER NODE IS TREE LOCATION 

SECONDARY NODEo 

SET MOVRCRD TO TREE LOCATION OF CURRENT MASTER NODEo 

NON-ZEROV 

NODE FROM PUSH DOWNo 

MASTER NODE FROM PUSH DOWNo 

TO SADNOc 

INSERT INPUT MASTER "NODE IN ' TREE V 

ADD INPUT MASTER NODE TO PUSH DOWNo 

TRANSFER CONTROL TO PLANTER 

SET UP MULTIPLY NODE» TRANSFER CONTROL TO OUTNODEo 

SET UP MULTIPLY MASTERNODEo SET TYPE TO TIMES, 

TRANSFER CONTROL TO MASTERo 

CALL SCAN TO COLLECT NEXT CHARACTER STRING. 

IF CHARACTER STRING IS NAME, RETURN CONTROL TO SADYESo 

OTHERWISE, RETURN CONTROL TO SADNOSN. 

IF RELATION NOT BIT IS NOT ON, SET UP NEGATIVE NODE 

AND TRANSFER CONTROL TO PARNODEc 

OTHERWISE, TURN OFF RELATION NOT BIT. 

SET UP NOT NEGATIVE NODE. "TRANSFER CONTROL TO PARNODEo 

SET POINTER TO -2. RETURN CONTROL TO SADNO. 

CALL SCAN TO COLLECT NEXT CHARACTER STRING. 

IF CHARACTER STRING IS NOT A NON-NUMERIC LITERAL, RETURN 

CONTROL TO SADNOSN. """" ; 

OTHERWISE, RETURN CONTROL TO SADNO. 

TEST SAD TABLE FLAG WORD OF NEXT LOWER LEVEL. 

IF FLAG WORD IS NON-ZERO, RETURN CONTROL TO SADNO. 

OTHERWISE, RETURN CONTROL TO SADYES. 

SET TYPE TO NOT EQUAL NODE. RETURN CONTROL TO SADNO. 

OR NO REWIND BIT INTO CURRENT MASTER NODE. 

RETURN CONTROL TO SADNO. 

SET UP INPUT FILE OPTION. TRANSFER CONTROL TO FILSRCH. 

SET UP 1-0 FILE OPTION. TRANSFER CONTROL TO FILSRCH. 
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NSERTK 

NSERTO """" 
NSERTR F 



NUMBER 



NUMNODE 



NVKFORK' 
N'XTLEFT 

NXTRGHT 



OPENMAS 
OPTNODE 
0R001 

OR002 

OR 00 4 

OROl'O 

OR020 

OR 040 

OR 100 

OR 200 

OR400 

OR1000 

ORNODE 
ORVNODE 



RETURN CONTROL 



"INSERT C( JUMPER) IN REPORT GROUP ITEM, 
SET DATAN TO ZEROe RETURN CONTROL TO SADNOo 
SET UP OUTPUT FILE OPTION*' TRANSFER CONTROL TO FILSRCH. 

INSERT C(FORMAT) INTO NEXT AVAILABLE QUARTER OF FD 

LABEL PROCESSING WORDS'. " """ " 

RETURN CONTROL TO CALLING ROUTINE. 
CALL SCAN TO COLLECT NEXT CHARACTER STRING. 
IF CHARACTER STRING IS NOT A NUMERIC LITERAL, 
TO SADNOSN. 

OTHERWISE, RETURN CONTROL TO SADYES. 

IF RELATION NOT BIT IS' NOT ON," SET UP NUMERIC NODE AND 
TRANSFER CONTROL TO PARNODE. 
"OTHERWISE, TURN OFF RELATION NOT BIT. 

SET UP NOT NUMERIC NODE. TRANSFER CONTROL TO PARNODE. 
SET UP INVALID KEY FORK. TRANSFER CONTROL TO MASFORK. 
REPLACE LEFT LINK OF CURRENT MASTER NODE WITH 
NEXT SENTENCE LINK TYPE. RETURN CONTROL TO SADNO. 
IF FKFLAG IS NON-ZERO, SET FKFLAG TO ZERO AND RETURN 

CONTROL TO SADNO. " 

OTHERWISE, SET RIGHT LINK OF CURRENT MASTER NODE TO 
NFXT SENTENCE LINK TYPE. RETURN CONTROL TO SADNO. 
SET UP OPEN MASTER NODE. TRANSFER CONTROL TO MASTER. 
SET UP SORT OUTPUT NODE. TRANSFER CONTROL TO OUTNODE. 
SET IDENTIFIER BIT IN SAD TABLE FLAG WORD. 

RETURN CONTROL TO SADNO. " 

SET NUMBER BIT IN SAD TABLE FLAG WORD. 

RETURN CONTROL TO SADNO. 

SET OPERATOR BIT IN SAD TABLE FLAG WORD. 

RETURN CONTROL TO SADNO. 

SET RELATION BIT IN SAD TABLE FLAG WORD. 

RETURN CONTROL TO SADNO. 

SET RELATION NOT BIT IN "~SAD" TABLE FLAG WORD. 

RETURN. CONTROL TO SADNO. 

SET IS BIT IN SAD TABLE FLAG WORD. 

RETURN CONTROL TO SADNO. 

SET AND BIT IN SAD TABLE FLAG WORD. 

RETURN CONTROL TO SADNO. 

SET CONDITIONAL NOT BIT IN SAD TABLE FLAG WORD. 

RETURN CONTROL TO SADNO. 

SET PARENTHESIS BIT IN SAD TABLE FLAG WORD. 

RETURN CONTROL TO SADNO. 

SET OR BIT IN SAD TABLE FLAG WORD. 

RETURN CONTROL TO SADNO. 

SET UP OR NODE. .TRANSFER CONTROL TO OUTNODE. 

INSERT CURRENT NODE AS LEFT LINK OF INPUT NODE. 

CANCEL CURRENT NODE FROM PUSH DOWN. 

INSERT NEW CURRENT NODE AS RIGHT LINK OF INPUT NODE. 

Figure 3-48. Routines Called by Pass IE Syntable and/or Used to 
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TREE LOCATION 



OSEFORK 

OSESET 

OUTNODE 



OUTOPN 
OUT PUT F F 

PARNODE F 



PERFMAS 

PER TON D 



PLANTER F 



PLSNODE 
POSNODE 



PROCSET 
PUSHX 



INSERT INPUT NODE IN TREE 
REPLACE CURRENT NODE IN PUSH DOWN WITH 

RETURN CONTROL TO SADNOo 

ERROR FORK. TRANSFER CONTROL TO MASFORK. 
CURRENT NODE. "TRANSFER CONTROL TO SADNO. 
NODE AS RIGHT LINK OF INPUT NODE. 
NODE FROM PUSH DOWN. 
NEW CURRENT NODE AS LEFT LINK OF INPUT NODE. 
INPUT NODE IN TREE". 



OF INPUT NODE. 
SET UP ON SIZE 
SET OSENODE TO 
INSERT CURRENT 
CANCEL CURRENT 
INSERT 
INSERT 



REPLACE CURRENT NODE IN NODE PUSH DOWN WITH TREE 
LOCATION OF INPUT NODE. RETURN CONTROL TO SADNO. 
OR OUTPUT BIT INTO CURRENT MASTER NODE. 

RETURN CONTROL TO SADNO." " """ 

SEARCH EAT TABLE FOR OUTPUT FILE. 

CALL MOVEDAT TO MOVE DNT INFORMATION TO TREE. 

ADD TREE LOCATION OF DNT INFORMATION TO NODE PUSH DOWN* 

SET DATAN TO ZERO. "TRANSFER CONTROL TO SECNODE. 

INSERT CURRENT NODE AS LEFT LINK OF INPUT NODEo 

INSERT INPUT NODE" IN TREE. " 

REPLACE CURRENT NODE IN NODE PUSH DOWN WITH TREE LOCATION 
"OF" INPUT NODE. RETURN CONTROL "TO SADNO. 
SET UP PERFORM MASTER NODE. TRANSFER CONTROL TO MASTER. 

IF PQBUF IS ZERO, SET""UP RIP CONTROL WORD FOR 

PROCEDURE NAME WITHOUT QUALIFIER. 

OTHERWISE, SET UP RIP CONTROL WORDFOR PROCEDURE NAME 

WITH QUALIFIER. CALL RIP TO SET UP PNT LOCATION. 

ADD PNT LOCATION TO NODE PUSH DOWN. 

RETURN CONTROL TO SADNO. 

IF NO ENTRIES IN TREE, RETURN CONTROL TO SADNO. 

OTHERWISE, INSERT NEXT SENTENCE LINK TYPE AS RIGHT LINK 
OF ALL MASTER NODES IN THE' MASTER PUSH DOWN UNTIL ONLY 
ONE REMAINS. 

INSERT END-OF-SENTENCE LINK TYPE AND COUNT OF WORDS IN 

TREE AS RIGHT LINK OF REMAINING MASTER NODE. 

CALL TREEOUT TO OUTPUT TREE TO DISK. 

IF ENDFLAG IS NON-ZERO, CALL PHASEND TO CLOSE DISK FILE. 

OTHERWISE AND FOLLOWING CALL TO PHASEND, 

RESET PUSH DOWN AND TREE COUNTERS. 

RETURN CONTROL TO SADNO. 

SET UP PLUS NODE. TRANSFER CONTROL TO OUTNODE. 

IF RELATION NOT BIT IS NOT ON, SET UP POSITIVE NODE 

AND TRANSFER CONTROL TO PARNODE . 

OTHERWISE, TURN OFF RELATION NOT BIT. 

SET UP NOT POSITIVE NODE." TRANSFER CONTROL TO PARNODE. 

PRESET PUSH DOWN AND TREE COUNTERS. 

RETURN CONTROL TO SADNO. " " 

NODE PUSH DOWN TABLE EXCEEDED. TRANSFER CONTROL TO CONEX2, 



Figure 3-48. Routines Called by Pass IE Syntable and/or Used to 
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QCONDNM 
QDECL 
QFIDENT 

QFNUMB 

Q60T0ND "F 



QIF 

QSUBJ 
QSUBRL 



QUTOTRE 



RDVNODE 
READMAS 
RECORDN 



REEL 
RELNODE 



RELSMAS 
REPORTD 



ELEMENTARY 



IS SET, 



SET, RETURN 



IF DATA TYPE IS A GROUP CONDITION NAME OR AN 

CONDITION NAME, RETURN CONTROL TO SADYESo 

OTHERWISE, RETURN CONTROL TO SADNOo 

IF DECFLAG IS ZERO, TRANSFER CONTROL TO SADNOo 

OTHERWISE, PRINT DIAGNOST IC AND TRANSFER CONTROL TO 

SADNO. 
"TEST SAD TABLE FLAG" WORD FOR IDENTIFIER BIT. 

IF THE IDENTIFIER BIT AND ONLY THE IDENTIFIER BIT 

RETURN CONTROL TO SADYES, " 

OTHERWISE, RETURN CONTROL TO SADNO. 

TEST SAD TABLE FLAG WORD FOR NUMBER BIT. ' 

IF THE NUMBER BIT AND ONLY THE NUMBER BIT IS 

CONTROL TO SADYES. 

OTHERWISE, RETURN CONTROL TO SADNO. 

MOVE FIRST NAME FROM DATANAM BUFFER TO PNBUF BUFFER. 

IF NEXT WORD IN DATANAM BUFFER IS ZERO, SET PQBUF, 

QUALIFICATION FLAG TO "ZERO "AND RETURN CONTROL TO SADNO. 

OTHERWISE, MOVE NEXT NAM E_ FROM DATANAM BUFFER TO PQBUF 

BUFFER. "'" ~~ '" "" """ " 

SET QUALIFICATION FLAG TO NEXT WORD IN DATANAM BUFFER. 

RETURN CONTROL TO SADNO. """ " 

IF FVERB IS COMPUTE* RETURN CONTROL TO SADNO. 

OTHERWISE, RETURN CONTROL TO SADYES. 

TRANSFER CONTROL TO QSUBRL. 

IF COMPREL IS ZERO, RETURN " CONTROL" TO SADNO. 

OTHERWISE, RETURN CONTROL TO SADYES. 

SET DATANOW TO FIGURATIVE QUOTE. 

SET ALLLIT, DATAN, SUBFLAG TO ZERO. 

RETURN CONTROL TO SADNO. "" " " 

SET UP DIVIDE BY NODE. RETURN CONTROL TO SADNO. 

SET UP READ MASTER NODE. TRANSFER CONTROL TO MASTER. 

CALL DIG TO DEFINE NAME IN DATANAM BUFFER. 

IF NAME IS UNDEFINED, RETURN CONTROL TO SADNOSN. 

OTHERWISE, IF LEVEL NUMBER OF DATA ITEM IS NOT 01, RETURN 

CONTROL TO SADNOSN. 

OTHERWISE IF DATA ITEM IS NOT RECORD OF FD OR SD, 

RETURN CONTROL TO" SADNOSN". ~" 

OTHERWISE, SET DATAN TO DNT LOCATION OF RECORD ITEM,. 

SET SUBFLAG TO ZERO AND RETURN CONTROL TO SADYES. 

OR REEL BIT INTO CURRENT MASTER NODE. 
"RETURN CONTROL TO SADNO. " ~ 

IF RELATION NOT BIT IS OFF, TRANSFER CONTROL TO OUTNODE. 

OTHERWISE, TURN OFF RELATION NOT BIT. 

SET TYPE TO REVERSE RELATION. TRANSFER CONTROL TO OUTNODE, 

SET UP RELEASE MASTER NODE. TRANSFER CONTROL TO MASTER. 

IF DATA TYPE IS RD, RETURN CONTROL TO SADYES. 

OTHERWISE, IF DATA TYPE IS A REPORT GROUP, RETURN CONTROL 

TO SADYES. 

OTHERWISE, 



IF DATA TYPE IS A REPORT DESCRIPTION, RETURN 
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REPORTN F 



RETRMAS 
RLMASTX F 



RMTOTRE 



ROUND 
ROUTINA" 
RPLACN6 
RPTSRCH 

RRLNODE 

iRSBNO'DE 
RSNEXT 



RVERSED 

SAVE'SRO 

SBW ~ " 

SCNANW 
SECNODE 



CONTROL TO SADYES. 

OTHERWISE, RETURN CONTROL TO SADNO. 

CALL SCAN TO COLLECT NEXT 'CHARACTER STRING, 

IF CHARACTER STRING IS NOT NAME, RETURN CONTROL TO 

SADNOSN. " 

OTHERWISE* MOVE NAME TO DATANAM BUFFER. 

CALL DIG TO DEFINE NAME. 

IF NAME IS UNDEFINED, RETURN CONTROL TO SADNOSN. 

OTHERWISE, IF DATA TYPE IS 'NOT RD , RETURN CONTROL TO 

SADNOSN. 

OTHERWISE, SET" DA TAN TO" THE DNT~ LOCATION OF RD INFORMATION. 

SET SUBFLAG TO ZERO. RETURN CONTROL TO SADYES. 

SET UP RETURN MASTER NODE.TRANSFER CONTROL TO MASTER. 

if no entries in tree, set fkflag, lastmas to zero and 

return control "to sadno. 

otherwise, if master node is a fork, set fkflag to zero 

and return control yosadnor 

otherwise, insert the next available location in the 

tree as the right "link "of the current master node. 

set lastmas to current master node. 

cancel current master" node" from push down. 

return control to sadno. 

set datanowto figurative record-mark. 

set alllit, datan* subflag to zero. 

Return control to sadno. 

set rounder to non-zero. return control to sadno. 

transfer control to "name. 

set type to examine replacing. return control to sadno. 

add null node to node push down." 

return control to sadno. 

exchange current node and "current" node - 1. 

transfer control to relnode. 

set up subtract from node. transfer control to outnode. 

reset tree pointer to beginning of current master node. 

if initial entry* reset master node push down pointer 

and return control to sadno. 

otherwise, replace current master node in push down 

with the c( lastmas) . 

cancel right li nk of the "nodepoi nted to" by lastmas. 

return control to sadno. 

or reversed b i t i nto current master node. 

return control to sadno. 

set compr.el to point to current node in the node push down. 

set subheld, objheld to zero. return control to sadno. 

set noscnfl to' non-zero • return control to sadno. 

set scnotnw to non-zero. return control to sadno. 
set up secondary node type. 
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SEE KM AS 
SEMI COL 



SETAFT 
SETBEG _ 

SETDECL 
SETEND 

"SETFI'LE" 
SETHOLD 



SETJTAB 

SETRCRD" 

SET REEL' 
SI MP KEY 

SIZERR 



SNC 

SNP 

SNW 

SORTMAS" 

SPTOTRE 



STONODE 



-STPLMAS 

STPRMAS 
SUBGRBR 



TRANSFER CONTROL TO OUTNODE. 

SET UP SEEK MASTER NODE. TRANSFER CONTROL TO MASTER. 

IF SCNOTNW IS NON-ZERO RETURN CONTROL TO SADNO. ____ 

"OTHERWISE, SET SEMIFLG" TCTZERO. 

THEN IF XTENDMD IS NON-ZERO, RETURN CONTROL TO SADNO. 
OTHERWISE, SET COMAFLG TO ZERO AND RETURN CONTROL TO 

SADNO. 
"OR ""(USE) AFTER" BITTnTo OPTION. RETURN CONTROL TO SADNO. 

OR (USE) BEGINNING BIT I N.IP_OPT I ON •_. _ .._ .' „ 

RETURN CONTROL TO SADNO. ' 

SET DECFLAG TO NON-ZERO. RETURN CONTROL TO SADNO. 

OR (USE) ENDING BIT INTO" OPTToN." RETURN CONTROL TO SADNO. 

OR (USE) FILE BIT INTO" OPT ION. RETURN CONTROL TO SADNO. 

SET HOLDER TO CURRENT NODE _- 1. 

SET GRABER TO THE" NEXT TREE LOCATION. 

TRANSFER CONTROL TO SADNO. „ 

"Insert c(currseo in jump table + ct jumper). 

SET JUMPER TO JUMPER + 1. RETURN CONTROL TO SADNO. 
SET MOVRCRD TO NEXT "SOURCE ITEM. SET MOVFLAG TO ZERO. 
RETURN CONTROL TO SADNO. 

OR (USE) REEL BIT" INTO OPTION. RETURN CONTROL TO SADNO. 
CALL SCAN TO COLLECT CHARACTER STRING. 

IF CHARACTER STRING IS A SEMI -IMPERAT 'I VE KEY WORD, 

NOSCNFL TO NON-ZERO AND RETURN CONTROL TO SADYES. 

OTHERWISE, RETURN CONTROL TO SADNOSN. 

BIT IN MASTER NODE POINTED TO BY 

CONTROL "TO LLMASTNo 

RETURN CONTROL TO SADNO. 

RETURN CONTROL TO SADNO. 



SET 



SET ON SIZE ERROR 
OSENODE. TRANSFER 
SET SKIPOPS TO 2. 

SKI POPS 

NOSCNFL 

UP SORT 

DATANOW 

ALLLIT, 



SET 
SET 
SET 
SET 
SET 



TO 

TO ZERO. RETURN CONTROL TO SADNO. 

MASTER NODE. TRANSFER CONTROL TO MASTER. 

TO FIGURATIVE SPACE(S). 

DAT AN, SUBFLAG 'TO' ZERO. 
RETURN CONTROL TO SADNO. 

IF ROUNDER IS ZERO, SET UP STORE NODE AND TRANSFER 
CONTROL TO OUTNODE. 

OTHERWISE, SET ROUNDER "TO "ZERO, SET UP STORE ROUNDED 
NODE AND TRANSFER CONTROL TO OUTNODE. 

SET UP STOP LITERAL "MA'STER'NODE. 

TRANSFER CONTROL TO MASTER. 

SET UP STOP RUN MASTER NODE". TRANSFER CONTROL TO MASTER. 

IF SUBPNT IS ZERO, SET UP HOLD NODE. 

RIGHT LINK IS TEMPORARY*." LEFT LINK IS C(SUBHOLD). 

INSERT HOLD NODE IN TREE. SET SUBPNT TO NON-ZERO. 

LEFT LINK OF NODE POINTED TO BY DATANOW IS TREE LOCATION 

OF HOLD NODE. 
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SUBNODE'F 



SUBRNAM 

SUBTMAS 

SUBTOND 

SUPDIAG 
SWCHDIV 
SWITCHN 



SWITCHR 

TALLYNG 
TERMMAS 
TESTPNT 

TFFORK 



THRNODE 
TIMNODE 
TIS 



TNOT 



TREEX 



NODE. 
NON-ZERO. 



TO SUBTRACT FROM. 



OTHERWISE AND FOLLOWING INSERTION OF HOLD NODE, SET UP 

GRAB NODE. RIGHT LINK IS NULL. LEFT LINK IS TEMPORARY2. 

"INSERT GRAB NODE "IN "TREET" 

ADD TREE LOCATION OF GRAB NODE TO NODE PUSH DOWN. 

ADD LEFT LINK OF NODE POINTED" BY DATANOW TO NODE 

PUSH DOWN. TRANSFER CONTROL TO OUTNODE. 

SET UP SUBSCRIPTING NODE. RIGHT LINK IS OPEN. 

INSERT CURRENT NODE AS LEFT LINK OF INPUT NODE. 

INSERT INPUT NODE IN TREE." 

SET SUBGRAB TO TREE LOCATION. 

SET DATANOW TO TREE LOCATION. 

SET SUBHOLD TO LOCATION OF CURRENT 
SET SUBPNT TO ZERO. SET SUBFLAG TO 
CANCEL CURRENT NODE FROM PUSH DOWN. 

"RETURN CONTROL TO SADNO. 

TRANSFER CONTROL TO NAME. 

SET UP SUBTRACT MASTER NODE." SET TYPE 

TRANSFER CONTROL TO MASTER. 

ADD C(DATANOW) TO NODE PUSH DOWN. 

RETURN CONTROL TO SADNO. 

SET NOTDAG TO NON-ZERO RETURN CONTROL 

SET TYPE TO DIVIDE BY NODE. RETURN CONTROL TO SADNO. 

CALL SCAN TO COLLECT NEXT CHARACTER STRING. 

IF CHARACTER STRING IS NOT NAME, RETURN CONTROL TO SADNOSN. 

OTHERWISE, MOVE NAME TO" DATANAM BUFFER. 

CALL DIG TO DEFINE NAME. 

IF NAME IS UNDEFINED, RETURN CONTROL TO SADNOSN. 

OTHERWISE, IF NAME IS NOT "A SPECIAL NAME, RETURN CONTROL 

TO SADNOSN. 

OTHERWISE, SET DA TAN TO DNT 

SET SUBFLAG TO ZERO. RETURN 

UP SWITCH STATUS NODE. 

NODE TO NODE PUSH DOWN. RETURN CONTROL TO SADNO. 

TYPE TO EXAMINE TALLYING. RETURN CONTROL TO SADNO. 

UP TERMINATE MASTER NODE. TRANSFER CONTROL TO MASTER. 
POINTER IS NON-ZERO, RETURN CONTROL TO SADNO. 



TO SADNO. 



LOCATION OF SPECIAL NAME. 
CONTROL TO SADYES. 



SET 
ADD 
SET 
SET 
IF 



OTHERWISE, RETURN CONTROL TO SADYES. 

SET UP TRUE-FALSE "FORK. SET" FKFLAG TO NON-ZERO 

TRANSFER CONTROL TO MASFORK. 

SET UP PERFORM THRU NODE. TRANSFER CONTROL TO OUTNODE, 

SET UP TIMES NODE. TRANSFER CONTROL TO ORV-NODE. 

TEST SAD TABLE FLAG WORD FOR IS BIT. 

IF IS BIT IS SET, RETURN CONTROL TO SADYES. 

OTHERWISE, RETURN CONTROL TO SADNO. 

TEST SAD TABLE FLAG WORD FOR RELATION NOT BIT. 

IF RELATION NOTBlfTS SET", RETURN CONTROL TO SADYES. 

OTHERWISE, RETURN CONTROL TO SADNO. 

TREE TABLE EXCEEDED. TRANSFER CONTROL TO CONEX2. 
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WRITMAS 
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XX 

ZERNODE 



I ZRTOTRE 



TO OUTNODE. 
OUTNODE. 



SET UP NODE AS DIRECTED BY C(TYPE). 

TRANSFER CONTROL TO OUTNODE. 

SET UP UNARY MINUS NODE. TRANSFER CONTROL TO PARNODE. 
"SET DECFLAG TO ZERO. RETURN CONTROL TO SADNO. 

SET UP PERFORM UNTIL NODE. TRANSFER CONTROL TO ORVNODE, 

OR EXAMINE UNTIL "( FIRST) "" BIT INTO TYPE. 

RETURN CONTROL TO SADNO. 

SET-UP PERFORM UNTIL NODE." TRANSFER CONTROL 

SET UP SORT USING NODE. TRANSFER CONTROL TO 

SET UP PERFORM VARYING NODE. 

TRANSFER CONTROL TO ORVNODE. 

SET UP DIG CONTROL WORD. CALL "DIG" TO FIND ENTRY IN DNT. 

IF ENTRY IS AN ILLEGAL SUBSCRIPT, ISSUE A DIAGNOSTIC 

AND RETURN CONTROL TO SADNO . 

OTHERWISE, CALL MOVEDAT TO MOVE DNT INFORMATION TO TREE. 
"SET DATANOW TO TREELOCAfTON'OF DNT INFORMATION. 

RETURN CONTROL TO SADYES, 
"SE TUP WRITE MAST ER NODE . 'TR AN SF ER CONTROL 

RETURN CONTROL TO SADNO. 

RETURN CONTROL TO SADNO. 

IF RELATION NOT BIT IS NOT ON, SET UP ZERO NODE AND 

TRANSFER CONTROL TO'PARNODE. 

OTHERWISE, TURN OFF RELATION NOT BIT. 

SET UP NOT ZERO NODE. TRANSFER CONTROL TO 

SET DATANOW TO FIGURATIVE ZERO(S). 

SET ALLLIT, DATAN, SUBFLAG TO ZERO. 

RETURN CONTROL TO SADNO. 



TO MASTER. 



PARNODE. 
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MM-M ? 
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ACCMNEM 
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Segmentation 

The overlay method is used to load a COBOL program with priority sections (see Table 3-9). 
Primary overlay cards are generated by the COBOL compiler and appropriately placed in 
the binary relocatable output file as this file is generated. Secondary overlays are not gen- 
erated. An overlay consists of an element for the code of a priority section. Each overlay 
card reflects the priority section number defining it by using a primary overlay number 
equal to 49 less than the defining section number. The main overlay includes sections 0-49. 
If no overlays are needed, no overlay cards will exist. If more than one compilation is to 
be loaded, section numbers must be chosen to given unique overlay numbers and the elements 
must be merged either by hand (cards) or using SCOPE file manipulation routines. 

Accessing Overlays 

The Overlay Method used by the system SCOPE loader does not allow external references 
from nonzero-level overlays referring to entry points in other nonzero-level (primary) over- 
lays. The compiled program keeps information in the main overlay concerning its primary 
overlays so that the primary overlays can be loaded and properly entered when needed. A 
COBOL library subroutine (DDSOL) is furnished for this purpose. DDSOL is loaded in the 
main overlay, and maintains the status of the load (i.e. , remembers which overlay is loaded), 
builds loading parameters, calls the system loader when a new overlay is needed, and enters 
the code at the appropriate location in the overlay when the system loader returns after load- 
ing the overlay. To accomplish this, the compiled COBOL program must furnish the library 
subroutine with the proper overlay number for each call, and also furnish the relative loca- 
tion in the overlay to which control is to be given. 

The compiler builds a pointer word in the first-level main element containing these two items 
of information for each entry point in each priority section. An entry point is a procedure 
which is referenced by a GO TO, ALTER, SORT, ENTER subroutine, or PERFORM state- 
ment from the main or another overlay. Also, each entry point defined by an ENTER COBOL 
procedure causes at least one pointer word to be generated (see section on entry points below). 

All pointer words including exits from entry point procedures are located in a table together 
at first level. Indexes to this table may be used to locate any particular pointer word. The 
actual location in the overlay of the procedure referenced by a pointer word is not defined 
- when the pointer word table must be output to disk. Thus a jump table is placed at the begin- 
ning of each overlay with a jump to each externally-referenced procedure in that overlay. 
This is output last when the overlay is processed. The compiler specifies jump table loca- 
tions in the overlay before and during overlay processing. 

Each time a GOTO or PERFORM is made to an overlay, the pointer word is loaded in a 
register before calling the special loading library routine. PERFORMed or ALTERed exits 
use the same method. The place to which the control transfers is in another nonzero level 
overlay. Such ALTERS are made by simply changing the value of the exit's first-level 
pointer word. 
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The library subroutine adds a base address returned to it after loading is completed by the 
system loader to the relative address in the furnished pointer word to obtain the location in 
an overlay jump table to which control is to be given. 

Whenever code from one section drops through to code of the next section, and the next sec- 
tion is a priority section, this is also such an external jump. 

Entry Points and External References 

Entry points are defined by an ENTER COBOL statement. The first instruction of a program 
is also an entry point. 

For each entry point defined in a compilation, a pointer word (see above) is reserved for it, 
for possible use by a PERFORM or is ALTERed from another compilation. The entry point 
is externally defined to be the location of the pointer word of the exit. The call words to 
access the entry point's generated code immediately follow the pointer used. The call words 
for an entry point consists of either a direct jump to the code if the code is at first level 
also, or the loading of a pointer word and a call to the library loading routine if the code is 
in an overlay. 

In any case, the exit from any procedure that is named as an entry point in the compilation, 
is made by using the pointer word at the entry point's external definition location and calling 
the library load routine as if from an overlay, as defined above. The pointer at this location 
will be initialized to "point" to the normal exit from the procedure (usually the next 
procedure). 

When a PERFORM, or ALTER of an external reference is found, the compiler generates the 
code to ALTER a pointer -word assumed to be at the location of the external reference. The 
entrance generated to such an assumed entry point (using PERFORM or GO TO statements) 
is to the location plus one of the external symbols. 

Generated Code in Main Overlay 

PERFORM statements using no load return index result in a sequence of code that does the 
following: 

1. Saves the present exit code of the last indicated procedure of the code being 
PERFORMed by saving a jump instruction word. (Exit jumps are placed at the 
beginning of a whole word). 

The current exit is saved in the instruction described in Step 4. Nested PERFORMS 
with common exits can be allowed with this technique. 

2. ALTER the exit of the last procedure being PERFORMed. This is done by replac- 
ing the saved jump instruction with a jump to the instructions described in Step 4. 
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3. If the first procedure to be PERFORMed is in the main overlay, a jump is generated 
directly to the procedure. If not, its pointer word is referenced and a jump is made 
to the library loading routine described above. (GO TO statements always have 
these two possible ways of being generated. ) 

4. After return from the PERFORMed code, the previously saved exit (Step 1) is 
restored. 

Generated Code in Priority Section Overlays 

PERFORM statements result in a sequence of code which will: 

1. Pick up the pointer word used for the exit of the procedure to be performed. 

2. Create a pointer word to be used instead of the one in Step 1 above so that return 

' will be up to the code following this sequence of code. This pointer word is flagged 
as a temporary pointer. 

3. Pick up the pointer word to enter the perform code. 

4. Go to SOL which will in turn save the old exit pointer index, place the new one in 
the old one's spot, load the first procedure to be performed, and go the the perform 
code. 

5. No code is needed at the return. SOL is used to exit from the perform. It detects 
the flagged pointer word and restores the exit prior to return. 

The overlay number and defining line number of referenced names is inserted when the 
defining procedure is. found. If, in second pass, the line number is found still undefined, the 
procedure name is treated as an external reference. 

The section number is used in first pass to determine if a reference to the procedure 
required loading of any overlays and thus causing one of two types of pointer words to be 
assigned. 

When a reference to a procedure is made prior to its definition, the need for loading is 
unknown. It could be that the procedure referenced will be undefined (external), or in 
another overlay or in the same overlay. Each possibility could cause a different sequence 
of code generated. When the loading status is unknown like this, flags will be set in the 
PNT to indicate which overlays referenced the procedure. Thus, at the time the procedure 
is defined, these flags can be evaluated to determine if pointer words are needed. PERFORM 
and GO TO references will cause possible use of a pointer word for entering a procedure. 
PERFORM and ALTER references will cause possible use of a pointer word for exiting from 
a procedure. 
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Table 3-10. Load File Layout With Overlays 



Overlay Card (0,0) 


Element 

Common 


in main overlay, including File Tables, 
Storage, Working Storage, Sections 0-49 


Overlay Card(X, 0) 




Element for Section ( X 


f 49) 


Overlay Card(Y, 0) 




Element for Section (Y 


+■ 49) 


Etc. 



A COBOL programmer can scatter parts of one overlay through the procedure division. This 
requires that all the pieces of one overlay be gathered together as the relocatable binary 
object code is produced. 

The compiler uses random-access files on disk with an Index Buffer, as described in the 
ERS for SCOPE 3. 0. For details of Tree I/O, see Section 2, Tree Output (TREEOUT) 
Subroutine. 

Miscellaneous Other Subroutines for Pass IE (DIG, MIG, DIP, and RIP ) 

A subroutine to find data items in the Data Name Table is used by the Tree routines in 
Pass 1G. 

The call is as follows: 



RJ 
Return 



DIG "Data Item Getter" 



) where Register B7 contains a pointer to a buffer containing the name in a format similar to 
the format of the name in the Data Name Table. If the name has modifiers, each modifier 
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immediately follows the previous item in the buffer, the first modifier following the elemen- 
tary item, etc. , using the same format rules for each name. A word of all zeros terminates 
the buffer. 

The return is to the word following the call with the address of the entry in the DNT in B7. 
If the address is 0, no entry was found. If two or more entries were found by the routine to 
satisfy the call, one is selected and the DIG routine issues a diagnostic (see Figure 3-52). 
It should be noted that if many calls to DIG are made regarding the same reference (i. e. , 
one from 1G, one from IF, and one from Pass 2), the error message will be restated for 
each call. The DIG routine follows links of names and modifiers as required. It calls the 
Hash routine and any other routines necessary. 

For ADD, SUBTRACT, or MOVE CORRESPONDING statements, two groups of items must 
be matched, item for item. The MIG (Matched Item Getter) routine is furnished to match 
these data items. 

The calling sequence is: 

RJMIG 

Return if no more matches 

Return with a match 

where the name of the two group items in the statement along with the type of statement are 
furnished in a control word in register X4. 



N 




. 


Location of Dl 


Location of D2 



3 21 18 18 

where 

N - 4 if this is a MOVE statement. 

if this is an Arithmetic statement. 

and 

Dl - the first Data Group Name. 
D2 the second Data Group Name. 

Each time the routine is called a new matched pair will be returned until the groups are 
) exhausted. Register X4 will contain the Control Word upon return with the location fields 
replaced by pointers to respective corresponding items in the DNT. 
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Figure 3-52. DIG Flowchart : (2 of 2) 
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DIP and RIP Subroutines 

Information is required in the Procedure Name Table for references between procedures in 
different priority sections because object code generated in the second pass is loaded by the 
overlay method which does not handle referencing between overlays. The object code itself 
handles the referencing. 

For each defined procedure of the program, the routine DIP (Definition Indexing for Pro- 
cedures, see Figure 3-53) is called to enter the name in the PNT as a four-word entry (see 
Section 4). For each reference of the program to a procedure, (ENTER COBOL, ALTER, 
GO TO, ENTER subroutine or PERFORM statements), the routine RIP (Reference Indexing 
of Procedures, see Figure 3-41) is called to enter the reference in the PNT as a one-word 
entry. 

The Procedure Name Table is built initially by the cross-referencing routines DIP and RIP 
although other routines contribute information to the table from time to time. 

DIP and RIP are called by and require the following input from the tree-building routines 
during Pass IE: the input word will be placed in X4; return will include the PNT location 
of the entry in X4. 

Definition Indexing for Procedures DIP - Pass IE 

DIP is called by the tree-building routines in Pass IE when a procedure is to be defined. 
DIP constructs a four-word PNT entry. The following items are filled in (if available): 

Item type 

Procedure type 

Link to next item in source sequence 

Link to dominant section ; 

Link to next item with same name \ 

Priority section number 

Line number 

Linkage to the HASH table and hash links are created if needed. 
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Figure 3-53. DIP Flowchart 
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DIP is called by the tree-building routines in Pass IE by: 



RJ 
Return 



DIP 



where X4 contains: 



18 



Flags 



Flags 



Location of Modifier 



18 



if a paragraph name. 

1 if Label is a section name. 



Location of Label 



18 



Modifier 



Buffer address of section number in BCD if Label is a 
section name. 



Location of Label - 



Buffer address of section of paragraph name. It may 
be left zeros for paragraph names. 
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RIP - Reference Index Procedure 

RIP is called by the tree-building routines in Pass IE when a procedure is referenced. RIP 
constructs a one-word PNT entry. (See Figure 3-54.) 

Linkage to the HASH table and hash links are created if needed. 

The calling sequence is: 

RJ RIP 

Return 

where X4 contains: 






Type 


Flags 


Location of Modifier 


Location of Label 



12 



18 



18 



Type 



Flags 



- 1 if a GO TO reference. 

2 if an ALTER reference. 

3 if a PERFORM reference. 

4 if an ENTER COBOL reference. 

- normally. 



32 if processing for this reference is to be cancelled. 
This will happen on second calls for PERFORMS or ALTERS 
when a code error was detected by the tree-building routine 
and the statement is to be ignored. 

Location of Modifier - Buffer address of section name modifying paragraph. Zero 

is no modifier for Label or if Flags is 32. 



Location of Label 



Buffer address of section or paragraph name. This cannot 
be zero unless Flags is 32. 



All Procedure Names in an "ENTER subroutine REFERENCING" statement including the 
subroutine name cause a GO TO call to the RIP routine. 

Section names in the SORT statement cause PERFORM calls to the RIP routine. One call to 
RIP is made for each procedure referenced in the Procedure Division code. Statements like 
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Figure 3-54. RIP Flowchart 
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PERFORM and ALTER make two calls to the RIP routine. ENTER subroutine REFERENCING 
and GO TO DEPENDING ON statements may make many calls depending on the number. of pro- 
cedures named in the statement. 
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PASS IF AND ELEMENTS • 

Pass IF Subroutine to control processing during Pass IF. 

Pass IF has two purposes: 

' l. Complete the Procedure Name Table (PNT) by comparing reference and definition 
entries in the PNT and appropriately filling in the definition entry. 

2. Determine assignments for the index table (to precede generated procedure code) 
and jump tables (to precede each overlay except the main overlay). Both of the 
aforementioned tables are to be generated during Pass 2. Pass IF also builds the 
section jump tables (JMPTBL) and sets the index counter (INDXCNT), both of which 
are in CONTROL. 

Interfacing is as follows: 

1. External subroutine referenced: 

a. REGSAVE, REGRSTR 

b. COREDMP, SNAP 

c. CONEXF 

d. REF 

e. ASJE 

2. External tables and pointers referenced: 



a. 


PNTBASE, DOWNBOT 


b. 


OVNO 


c. 


TSPASS 


d. 


INDXCNT 


e. 


HASH TAB 



Pass IF is the entry point for overlay 1,6. Thus, Pass IF is entered via CONTROL calling 
the loader and transferring to Pass IF. 

Control of execution during Pass IF is divided into two parts according to function. 

1. SCAN1F completes the PNT by sifting through the PNT from PNTBASE to DOWNBOT. 
Hash links and definition entries are skipped over by the sift and only reference 
entries are processed. When a reference entry is encountered, REF is called to 
compare the reference and definition entries and fill in the definition entry. 
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2. P1F searches the PNT via the jump table (JMPTBL) and assigns index positions. 
It also fills in the JUMP TABLE INDEX and LINK TO NEXT JUMP TABLE ENTRY 
in PDR2 of the definition entry. 

The following method is used by Pass IF to cross-reference procedures; if the procedure 
referenced is in the same overlay as the calling procedure or in the main routine (i. e. , 
always in core), normal references are made from the calling procedure. If the procedure 
referenced is in an overlay other than the one of the calling procedure, the overlay must be 
loaded (GO TO or PERFORMS) before entrance is made to the overlay. The compiler gener- 
ates a word ("pointer index") in the main routine containing the overlay number and entry 
point location of each procedure externally referenced in each overlay. A routine, SOL, 
will be furnished in the COBOL Project Library, which is called by referencing routines to 
interrogate "indexes," to call the system loader to load the overlay, and to exit to the over- 
lay's entry point designated by the "index." Pass IF assigns these indexes. SOL is 
described elsewhere in this document,; J 

Codes generated for ALTER and PERFORM statements change values of indexes in the index 
table at main level. 

Procedures referenced by ENTER COBOL statements always have indexes generated for 
them. Exits for these procedures are made via these indexes to provide return capabilities 
to other programs. A jump table of entry points is included at first level of object code for 
the entry from other programs. 

The main level object code Loading Index Table (LIT) consists of all indexes needed and all 
entry points, the latter being defined at the point in the table that corresponds to the index 
assigned to it. Entries from external routines are made to the location following the return 
index (and defined entry point). This location consists of an appropriate jump to the code 
required. 

Each overlay, for which indexes are generated for procedures within the overlay, has a 
table of jumps to procedures at the beginning of the overlay. Indexes contain the location in 
the overlay of the jump and not the procedure location itself. That is defined when the code 
is generated for it, and this takes place after the main routine, containing the LIT, is gener- 
ated. Jump table references in overlays are also assigned by DIP and RIP. 



Flags in the Procedure Name Table entries will be assigned by the following routines: 

F6 By the RIP routine in IE for an ENTER COBOL statement. 

F5 By the RIP routine in IE for a PERFORM, or by the Tree Building routines 

before entering RIP for an implied GO TO when a new procedure has also 
a new priority section (drop-through automatic jump). 
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F4 By the RIP routine in IE for entry points not yet defined and for other forced 
alter indexes. 

Pass IF also processes data placed in the Procedure Name Table (PNT) by the DIP and RIP 
routines (procedure cross-referencing) in Pass IE. Processing in this pass consists of 
passing over the PNT, entry by entry, looking for jump table, entry point, and index pointer 
flags, assigning them sequentially as encountered. The Index Table (LIT) which eventually 
will be part of the main routine of the object code, is laid out in this pass. This consists of 
assigning addresses to each index and entry point indicated in the PNT by DIP and RIP. The 
second pass code output routines build the LIT table at the end of the second-pass processing 
of the main routine. Its location is assigned early in the main routine (main overlay). Entry 
points to code located in overlays use "indexed" jumps from the jump table in the overlay 
and jump table locations have already been assigned. Each jump table is at the beginning of 
its overlay. Jump tables in overlays are not coded until the rest of the overlay has been 
completed for the same reason that the LIT table is generated at the end of the main level 
processing. 

REF - Process PNT References 

REF is given a reference entry of the PNT (see Figure 3-55). REF finds the object of the 
reference (always a definition entry) and compares the section in which the reference appears 
and the section in which the definition appears. If they are different, REF sets the appro- 
priate flags in the definition entry to enable PASSAF to successfully hook-up linkage. 

REF is called by Pass IF with the following register containing: 

X4 - reference PNT entry 

Bl - 1 

B3 - SCAN IF PNT pointer 

External subroutines referenced: 

1. REGSAVE, REGRSTR 

2. DIAG 

3. HASH 

4. SNAP 
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Figure 3-55. REF Flowchart (1 of 3) 
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Figure 3-55. REF Flowchart (2 of 3) 
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Figure 3-55. REF Flowchart (3 of 3) 
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External tables and pointers referenced: 

1. HASHTAB 

2. DOWNBOT 

3. DAGLOC3 

4. TSPASS 

. 5. JMPTBC 

6. PPCNTR 

7. SCLINE 

REF saves and restores all registers. Output is a pointer to the correct definition PNT 
in X4. 

REF issues a diagnostic if a unique definition PNT cannot be found. 
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OBJECT CODE GENERATION 

Figures 3-56 through 3-67 show the flowcharts used in Object Code Generation. 
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Figure 3-56. SWAHT and ART Flowcharts 
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Figure 3-57. DEPART, LINKOUT, and CLEARTX Flowcharts 
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Figure 3-58. CLEABEX Flowchart (1 of 3) 
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Figure 3-58. CLEABEX Flowchart (2 of 3) 
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Figure 3-58. CLEAHEX Flowchart (3 of 3) 
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Figure 3-59. CLEARPB Flowchart 



CONTROL DATA CORPORATION 



• DEVELOPMENT OIV • 



DOCUMENT riASs Internal Reference Specifications 
PRODUCT Namf 64/6600 COBOL Compiler 



SOFTWARE DOCUMENT 

_ PAGE Nr. 3-192 



PRODUCT NO CQ43 vfhsion 1. and 2.0 mrmuF rfrifs 64/6600 

CART 



r ENTER \ 



Save Register 




HNOPS 




HMOVE 




Set AADDR to 
Input Addi - 1 



CLEARTX 




Input Code 



No 




Octal listing ? 



Yes 



Current 
.Local Label 1 , 




Set Up Current 
Label and Insert 
lnHDR3 



[Print 1 
Current 
Label J 



BLOCKIO 



E> 



Code for \j2 _J 2A 

.Local Label 



Yes 





Yes 



Fine Name of 
Label and Store 
In SYMLABL 



Set Label 
of LASTPAR, 
If Present 




Set FWA of 
This Paragraph 



Set LASTPAR to 
This Paragraph 



^ 



Set LWA of 
LASTSEC, 
If Present 



Set FWA of 
This Section, 
LASTSEC to 
This Section 



Clear LASTPAR 



Figure 3-60. CART Flowchart (1 of 2) 
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Figure 3-60. CART Flowchart (2 of 2) 
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Figure 3-61. CLLOUT and HENTBY Flowcharts 
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Figure 3-62. PIDLOUT Flowchart 
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Figure 3-63. HEAHT Flowchart (1 of 5) 
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Figure 3-63. HEART Flowchart (2 of 5) 
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Figure 3-63. HEART Flowchart (3 of 5) 
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Figure 3-63. HEABT Flowchart (4 of 5) 
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Figure 3-63. HEART Flowchart (5 of 5) 
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Figure 3-64. EXTAB and HFORCE Flowcharts 
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Figure 3-65. HMOVE, HNOPS, and OVCABD Flowcharts 
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Figure 3-66. LISTOUT Flowchart 
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Figure 3-67. MNEMON Flowchart 
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ASSEMBLER (ART) 

ART is called to output all object code to the loader 

General call: 

RJ Entry Point, in ART with the location of an input word in Register X4„ 
Begin Assembly 

(RJ ART) 
Input word: 



Name of Subprogram 






42 18 I 

where 

Length is not furnished (thus 0) for elements (subprogram) containing 
Procedure Division code. 

This call causes the building of the PIDL Table. If overlays exist, it also causes an 
overlay card to be output when appropriate. The overlay number is obtained from 
the PNT, by subtracting 49 from the section number of the first procedure encoun- 
tered in the assembly. This procedure is "named" on the first subsequent call to the 
assembler following this call. A (0, 0) overlay card may also be generated if there 
are overlays but no subcompiled programs. The name of the assembled program 
automatically becomes an entry point at location of that element. Subsequently, 
the entry point CENT. 00 is also attached to location for the main overlay (not in 
subcompiled) and CENT.nn, where nn is the overlay number for overlays. 



Text Control Routine (CART) 

CART processes text control and label information. Another subroutine HEART processes 
data. 

(RJ CART) 
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Input word: 



Type 


Code 





Label 


Address 



3 9 

where 
Type 

Code 



12 



18 



18 



Label 



Address 



if subsequent calls to HEART furnish instructions. 
4 if subsequent calls to HEART furnish whole words. 

000 if no label is being assigned with this call. 

400 if a local label is to be assigned to this address. 

440 is a nonlocal label is to be assigned to this address. 

444 if the label is also an Entry Point (defined in PNT as such). 

446 if the label is an Entry Point (not defined in PNT). 

if code is 000. 

PNT location of entry if code is 440 or 444. 

Number of local label if code is 400. If number is zero and code is 
400, all previously encountered local labels will be initialized as 
undefined. 

Location of name word if code is 446. 

Beginning relative address of label and/or the text furnished in 
subsequent calls to HEART. 

777777 if the address is to continue sequentially from the location of 
the last HEART call. 

This call always forces code upper (left-justified) upon the next call to 
HEART. It can be used to assign a label to the designated address. 
Jt can be used to change the type of text being furnished through 
HEART. It can be used to change the address of the text. It can be 
used to clear the local label references. More than one consecutive 
CART call can be used to satisfy multiple label definitions if needed 
(i. e. , one local and one nonlocal reference were made to this 
location). 

CART and DEPART also require. that EAT contains the file number 
and length of blank common storage, while the file's common 
storage (working or common storage areas) are being output and 
when instructions are to be output. 



CA138-1 



CONTROL DATA CORPORATION 



DEVELOPMENT DIV 



DOCUMENT CLASS. 

PRODUCT NAME 

PRODUCT no CQ43 



Internal Reference Specifications 



64/6600 COBOL Compiler 



SOFTWARE DOCUMENT 

PAGE no 3-207 



vfrsion 1.0 and 2.0 machine SERIES __64/6600_ 



All previous and subsequent references to the label as assigned in this call (if any) 
are satisfied by the assembler. When a local label is defined by this call, all unsat- 
isfied references to this label are satisfied and output. The local label maintains its 
value until it is removed by a subsequent CART call removing the label. The cur- 
rent line number is maintained by the calling routine and is available to the assembler 
for use in the octal listings. The current address is maintained by the assembler 
available to the calling routine so that the calling routine can generate out-of-line 
code and return. 

Entry points cause entries to be built in an ENTR table. PNT entries with EP flags 
have two defined locations. The call indicates which is being defined. 

The assembler places the first and last address of each defined procedure in the 
PNT entry when the procedure is defined. 



Text Data 

(RJ HEART) 
Input word: 






Count 


Location- of Block of Text Data 



36 



18 



where 



Count is the number of words furnished in this block of text data. 



Text data formats are : 



DATA 



B 



2 1 



60 






u 




Instruction 



42 



15 
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or 



2 


U 


Type 


Reference 


Instruction 



2 1 



18 



30 



where 



Text data format is determined by the last CART call. 
Reference in C - if no further modification is needed. 

Local label referenced X2. 

PNT entry location of label referenced. 

Buffer address of literal. (First word of buffer contains 
literal's length if type is 441.) 

Buffer address of 7- character external name (left- justified). 

Line number of Data Division reference. 

Type - 000 if no reference is needed. 

100 if this is a local label reference. 

200 if this is a PNT FWA reference. 

204 if this is a PNT LWA reference. 

300 if this is a PNT entry point reference. 

400 if this is to be relocated relative to the subprogram base. 

404 if tiiis is to be relocated relative to the current instruction 
position. 

440 if this reference causes a literal to be generated. 

441 if this reference causes a multiword literal to be 
generated. 

444 if this reference is to an external subprogram. 

File number if this is a Data Division reference. 

U - if normal instruction packing should be used. 

1 if this instruction should begin a new word. 
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No relocation is allowed for word types A and B above. PNT entries that are external are 
detected with type 200 for 300 words. All external references are placed in the LINK table 
automatically by the assembler. Instructions are packed unless otherwise indicated. 

When code is to be relocated by the base of the current element and not absolute, the refer- 
ence must be type 400. Type 400 will not have an entry in the 18-bit reference field. 

For type 404, the instruction address field contains the count of compiled words from the 
current word (positive or l's compliment arithmetic). Type 404 does not have an entry in 
the 18-bit reference field. 

End of Assembly 

(RJ DEPART) 

Input word: 



Name of Entry Point 






42 18 



Name may be left zero. It is the name placed in the XFER table of binary output for the 
element. No more calls for this assembly are allowed. The next call must be to ART to 
begin a new assembly. This call also causes the outputting of all remaining information for 
this subprogram including the forward references and LINK table data stored in save tables. 

Assembler Restriction 

The following restriction applies to users of the compiler assembler. 

No word of instructions that contains a reference to 

1. ; A procedure name other than an external reference, or 

2. A local label, or 

3. A procedure division literal generated by the assembler, 

may contain another relocatable reference such as 

1. Any of the above, 

2. Working- Storage or Constant-Storage data items (applies to main overlay only), or 

3. Current location counter plus or minus an increment. 
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The XFER name furnished in the DEPART call is the name of each overlay (priority sections) 
or the starting point of the main overlay code and zero for all other elements. The com- 
piler must previously have generated an entry point definition for the name of the starting 
point in the main overlay if the user did not. 

At the beginning of Pass 2, the location of the FORWARD REFERENCE table is moved by 
use of SWART. 

(R(J SWART) 

Input word: 






Location of Top 
of Pass 2 



42 



18 



1. The assembler will use the area of core between the top location of Pass 2 code 
and the low end of the Procedure Name Table (PNT) for internal tables. 



Pass 2 



Forward References (Assembler Table) 



Literals and External References (Assembler Table) 



Procedure Name Table 



RA + FL 
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For Passes 1G and 1H the low limit is the top of the Data Name Table (DNT) if that 
table extends above the top of Pass 2. 

a. The table growing up from Pass 2 contains information about forward referen- 
ces to Procedure names in the compiler program. It also is used to contain 
information regarding local labels (see Step 5). 

b. The table growing down from the PNT contains information about Literal 
References and External References, 

c. If the two tables meet, the table growing down is cleared by the assembler by 
generating and outputting all of the current saved literals at the current loca- 
tion and completing and outputting the references to them (saved in the same 
table). A jump around them is generated to connect the instructions being 
generated. LINK tables are built and output at this time for all of the saved 
external references. Subsequent entries in this table again start from the PNT. 
This process is repeated, as necessary, until the assembly ends or the Forward 
Reference Table reaches the PNT. If the latter occurs, compilations is aborted. 

2. The Forward Reference Table entry is as follows: 



. where 
R 



WA 



o 


R 


WA 


PNT Location 


Address 


3 


3 


18 


18 


18 






Instruction Word Referencing PNT Entrie (s) 



1 if only the lower address is to be modified. 

2 if only the middle address is to be modified. 
4 if only the upper address is to be modified. 

FWA. 
LWA. 



PNT - Points to the procedure whose location is used to modify the 

location upper address if R is 4 or 5. 

Address - Is the relative address of the instruction word situated in the next 
word of this table. 
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Entries are placed in this table whenever a reference is made to a procedure name 
as yet undefined to be defined later in the code. This table is cleared at the con- 
clusion of the assembly by completing each reference and outputting the instruction 
word. 

3. The External Reference Table (ERT) entry is as follows: 




R 


Address 


R 


Address 


Pointer 



where 
R 



18 



18 



18 



Address 
Pointer 

Hash link 



- 1 if the lower instruction of the word at the corresponding address 
is to be modified by the value of Symbol. 

2 if the middle instruction of the word at the corresponding address 
is to be modified by the value of Symbol. 

4 if the upper instruction of the word at the corresponding address 
is to be modified by the value of Symbol. 

- Is the relative address of the word to be modified by Symbol. 

- Is a link to the next word in this table containing references to this 
symbol (zero if none). 

Is the link to the next external Symbol with the same hash (zero if 
none) . 



Symbol - Is the 7-character name of an external Symbol. 
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Further references. to Symbol are indicated using the same entry format. However, 
the symbol word is not repeated. 

Each time a new. symbol is referenced, causing an entry in the table of both a 
reference word and a symbol word, the symbol is hashed by calling HASH and the 
table location of the symbol is placed in the left 20 bits of a general HASH table 
word. The HASH table entries are zeroed when the Table of External Symbols and 
References is cleared. Clearing will be done by taking each nonzero link from the 
HASH table and following that set of hash links (from symbol to symbol) building 
link table entries for each reference to each symbol. 

Entries are kept in this table rather than output when reference is defined because 
all references to an external symbol are placed with the symbol in the link table. 
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4. References to literals are entered as follows : 



Code 



Address 



18 



Connector 



18 



Link 



18 




Literal 



D 



Instruction Word 



where 

Code is subdivided as follows : 



M 



L 


M 








R 



I ; 11112 

if this reference does not contain the literal. 

1 if this reference also defines the literal. 

if the literal is one word long. 

1 if the literal is more than one word long. 

Unused if L is 0. 
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R - if this reference to the literal is in the lower address of the 

instruction word. 

1 if the reference to the literal is in the middle address of the 
instruction word. 

2 if the reference to the literal is in the upper address of the 
instruction word. 

Address - The address of the instruction word. 

Connector - The location in this table of the next reference to the same literal. 
if none. 

Link - A hash link to another A word whose entry contains a literal with 

identical hash if L is 1. 

A pointer to the literal's original A word if L = 0. 

Length - The number of words for this literal if M is 1. 

Nonexistent if M is 0. 

An "A" type word exists for each reference to a literal entry. 

A "B" type word exists if M is 1 (and L is 1). 

A "C" type word exists if L is 1. 

A "D" type word exists for each reference to a literal entry. 



As an entry in the table is placed, the literal is hashed and the table location of the 
entry ("A" type word position) is placed in the right 20 bits of the general HASH 
table word (also used for the DNT hash, but zeroed by ART) whose table position 
was determined by the hash. The HASH table entries are zeroed if the table of 
references to literals is cleared. i 

Clearing is done by taking each nonzero link from the HASH table and following that 
set of links (from literal to literal) outputting the literals from the current object 
address assignment and completing and outputting the instruction words referencing 
each literal. 

5. Local labels, are labels that are internally defined by the code generator or other 
calling routines to the assembler and are used for referencing within a given 
sentence or related group of codes. They may be reinitialized for use in each new 
sentence or logical group of code. 

There is a maximum number of allowable local labels. They are sequentially num- 
bered from the 1 to the maximum number and'may be used in any order. 
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The assembler remembers all references and definitions of local labels in the 
following manner: 

Three tables of the same size, each of which is equal to the maximum number 
of local labels, are used. One of the tables has the following entry format: 





1 


1 




R 


Address 


Link 


B 


2 


2 


18 


2 


18 


18 


! 


B 





Value 



. 2 



18 



Word type A is used as an entry for references to a local label when the local label 
is not yet defined. Word type B is used after it has been defined. The local label is 
used as an index to find the table position of the entry pertaining to it. If no refer- 
ence or definition of the label has been made, the entry contains all zeros. 

Value - The address assigned to the label. 

Address - The text address of a word containing a forward reference to the local 
label. 



R 



The position in the word to be loaded at address that referenced the 
local label. 



Link 



- lower address 

1 - middle address 

2 - upper address 

The link to an entry elsewhere containing more references to the same 
local label. 
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A second word of the table is situated immediately behind the first. It contains the 
reference to the local label and whose address is specified in word type A. 

When more than one word is required to describe all the references to a local label, 
its respective word type "A" in the local label tables links to another word type "A" 
located in the Table of Literals and External References. The word that refer- 
enced the local label is placed in the following word of the same table. If neces- 
sary, the link points to further references in the same table. 

When a local label is defined and forward references were made to it prior to 
definition, each prior reference is completed and its word output as the word 
type "B" is entered in the table. Subsequent references to the local label whose 
entry is a word type "B" are satisfied and output as they are encountered. 

Each element produced by the COBOL compiler by one "assembly" contains a PIDL 
table, ENTR table(s), TEXT tables, and anXFER table. LINK tables appear for 
the Procedure Division. FILL tables (to satisfy blank COMMON references) also 
appear for file table elements. LINK tables are used for any unsatisfied reference. 
XFER tables are blank except for Procedure Division elements. 

a. When no length is furnished for a PIDL table, the loader uses the highest 
relative address to determine space allocation. Table space in such elements 
are followed by code to properly define the highest relative address. 

b. When dealing with a procedure element and procedure entry point with the 
same name, the first and last address is placed in the PNT only for the. 
procedure element. 

c. Each overlay has one entry point, the first location of the overlay which is the 
first location of the jump table for the overlay. 

d. NO'S are furnished, where necessary, by the assembler to space instructions. 
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PASS 1H AND ELEMENTS 

All data sections (COMMON-STORAGE, WORKING-STORAGE, and CONSTANT) are output 
to the CDC loader by Pass 1H. Flow charts for Pass 1H are shown in Figures 3-68 
through 3-75. 

Each literal is converted and positioned as described by its data descriptor. The initial 
content of any field that does not have an initial value designated by the source program is 
not initialized by the compiler. Values described as COMPUTATIONAL-1 are output as 
full-word synchronized, un-normalized floating-point numbers. Decimal scale factors are 
reflected in the use of these fields but not the representation. COMPUTATIONAL-2 items 
are output as full -word synchronized, normalized floating-point numbers, adjusted properly 
for any decimal scale factor. 

Noncontiguous (Level 77) literals are output as synchronized items positioned within the 
word as described by the appropriate data descriptor. 

Text data format for. data references in file tables is as follows: 



2 





Type 


Reference 


BCP 





RRWL 



2 1 



18 



18 



1. File Table references to items in or attached to File Tables (including the same 
file) such as "Address of OP Word," "First Word Address," and "Key Position 
(variable record)," require the following parameter values: 



TYPE 
REFERENCE 

BCP 
RRWL 



444 8 . 

Location in indicated DNT file of FD + 12. FD +12 contains the 
seven-character SCOPE file name that was ASSIGNED left justi- 
fied and zero filled. 



= for "Address of OP Word" and "First Word Address." 
= BCP from referenced data item for "Key Position." 

= Location of "OP Word" (20) and "First Word" (22) relative to 

FET1 (FD+ 12). 
= Location of "Key Position" (if in record of same file) field. 

Location of "Key Position" = RRWL from referenced Data 

Item + 22. 
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PASS 1H 



( ENTER J 



Initializing Flags 
and Buffers 


















/ 


1 






OUT ID ) 


< 


• 


OUT WS \ 




H1F 


• 




Set e = 63 










( OUT CS ) 



f EXIT J 



Figure 3-68. Pass 1H Flowchart 
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OUT1D OUTCS OUTWS 



( ENTER ) ( ENTER J ( ENTER 1 



ID Name ■ 
ART WD 



-[Became Length 0] 



Set up CARTWD 



— -[4,000, ,0, > > >> >] 



ART 



CART 



Set up CARTWD 



[0. 446..L/ID, 7 77777] 



Current Assembler 
Address -* 
(ASSADR) 



CART 



Set CART to 
Skip ....JP Table 



-[0,000, .0. Size JP Table] 



(ASSADR) ■ 
(EAT e R) 



( RETURN J 



( RETURN ) 



Figure 3-69. OUTID and OUTCS Flowcharts 
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OUTDC 



( ENTER ) 



Set j to 
DCBUF + 6 



DC1 



Mote FD and SD 
Names to DCBUF 



# Files + 6 
to DCBUF + 5 



Move RD Names 
to DCBUF 



[D. COMON] 



Set up ARTWD 



[0. 446, ,L/D. COMON.»>]-- Set up CARTWD 



Length and Loc 
DCBUF-* HEARTWD 




Figure 3-70. OUTDC Flowchart 
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( ENTER ) 



Set up ARTWD 



-[Commor ] 



ART 



Set up CARTWD 
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SECTOUT 



0-»(EATeR) 



c 
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Figure 3-71. OUTKS Flowchart 
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OUTFD 



ENTER 



3 



Yes 


/Buffer/Rec ^v 
\ File # = ?/ 










No 






■ 








S Sam e Buffer ). 


Yes 


Buffer/Rec 
File # - j 






No 








FD3 












File # -* j 










' 






FDZ 












(EATo) + 1 -» 
(HEATjR) 
(FDj + 14) -* 
(HEATjL) 
l-(HEATjM) 



FD5 



(HEATj) + l-*- 
FD e + 13 
(HEATj L+ R)-» 
FD e + 16 
(HEATjR) -(EAT e R) 




(FD + 16) ->EAT 




Same Buffer ? 




Same Rec. ? 



FD9 



Buffer/Rec 
File # -* j 



No 



File # - i 



j-*FD e +32L 



(HEATj )-»(HEATe) 



K) 



Figure 3-72. OUTFD Flowchart (1 of 3) 
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Yes 



Max Rec. + 31 
-* PIDL Length, 



31 - PILD Length 



Scope Name 
-»PIDL 




/ HEART 
p»— ( Output FD+ 3 
\ thru FD+ 5 to 
\ ART as Data 



Set up CARTWDj 



ART 

' Output PIDL Worcfy 

\with File Name , 

and Length. 



Set up CAATWD 



6 and Loc of FD + 
-* HEARTWD 




CART 



Set up FD+ 3 to 
FD+ 5 In HRTBUF 



6+ Loc of HRTBUF 
-» HEARTWD 



Set up CARTWD, 



CART 



1 and Loc of FD+ 
12 - HEARTWD, 



HEART' 

Output FD-f 12 

to ART as 

Data 




Set up CARTWD3 
to Furnish 
Instructions 



CART 



Set up FDi-13 
ThruFD+16 



HEART 
Output FDt 13 
Thru FD + 1 6 to 
ART as In- 
structions 



Set up CARTWD4 



2 and Loc of FD 
+ 18-»HEARTWD4 



HEART 
Output FD+17 
to 19 to ART 
as Data 



Set up EOI and 
ERROR Addresses 
in HRTBUF + 2, 3 



Set up CARTWD5 
to Furnish Inst. 



2 and Loc of 
HRTBUF -► 
HEARTWD 5 



HEART 
Output FD + 20 



Set up CARWDg 



qp 



Figure 3-72. OUTFD Flowchart (2 of 3) 
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I andLoc FD+21 
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' Output FD+21 
ThruFD+28 as , 
Data 



Move FD+29 in 
to HRTBUF+ 0, 1. 
Label Address in 
HRTBUF + 1 



Set up CARTWD 7 
for Instruction 



CART 



2 and Loc of 
HRTBUF — 
HEARTUD7 



HEART 
Output FD+29 



Set up CARTWDg 



CART 



2 and Loc FD+30 
- HEARTWDg 



HEART 
Output FD+30 
as Data 




' 




Set up Loc of 
Rec Are and 
Loc Main Elt. 
in HRTBUF 






Set up CARTWDg 
for Instruction 







CART 



2 and Loc 
HRTBUF - 
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Figure 3-72. OUTFD Flowchart (3 of 3) 
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PRODUCT Mfi CQ43 

SECTOUT 



.VERSION_L0_ancL2 1 0_MACHINE SFRirs 64/6600 



f ENTER J 



1st Pass Output ORG - OCT 
2nd Pass Outputs OCT 



-» HRTCNT 

0-»WA 

Set i to FItst Item 



H2B I Yes 
S Value \. 



N. on Item lyf 




Set i to 
Next Item 



OUT A 



OUT E 



c 



RETURN 



) 




H3A 



Save RRWL-WA 




Set up CARTWD 



Location of 
Literal -» CHX 



- CQMV 
■* CLPAD 
- CRPAD 
-» Sign 




Literal Options^ 



H3E 



Save Location of 
Literal in CHX 



Set M = Size Field 
Set N= 10 
Set CQMV = 



^ 



■E> 



Figure 3-73. SECTOUT Flowchart (1 of 4) 
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2A 





Yes 






















No 








' 












No 






Y ,M 7 






X 


Yes 








FORMN 






H3X 
/ V 




•^Number LiteralN- 


No 


^_/ DIAGNOSTIC \_^- 
\ D391 / 




\/ 
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/ 
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Inc 
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' 
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tal, Initial Value 




















1 4A 1 


0-* 


PAD 




n/ 


<^ Sign MW?N 


No 


»— <literal Signed O-^ >— 


\ 


Yes 




\ 


Yes 


H3D 
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H3D3 




<literal Signed £> 
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-•Sign 






1 - CQMV 












No 






H3D5 
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Binary MW ? 





18-LX-»(PADX) 
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Binary Buffer 
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Figure 3-73. SECTOUT Flowchart (2 of 4) 
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pc - Pt. Loc. from mu 
pv = Pt. Loc. from Value 




P c - P v + CRPAD 
-»CRPAD 



m - (P c - P v ) 



V 



n - (P v - Pc) 



Diagnostic 

D392 
Trunction 






n> m ? 
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Literal > Field 



H4A1 



No 



Alignment of 
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' Loss of Value. 
■ / L 



/ DIAGNOSTIC 
\ D393 



m ■* CSZMV 
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V 



SPUT 
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-♦CHX 
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m - n + CLPAD 
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Figure 3-73. SECTOUT Flowchart (3 of 4) 
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= Field] 
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' 
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Move Literal to 
Field (m) as All 




Figure 3-73. SECTOUT Flowchart (4 of 4) 
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f ENTER J 



Move Data Word 
into HRTBUF 



HRTCNT + 1 -» 
HRTCNT 
WA + 1 -♦ WA 
0-»AX, A 




f RETURN J 



( ENTER J 



Set up HEARTWD 




Figure 3-74. OUTA and OUTE Flowcharts 
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Left OX Bytes 
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AX -1 -»AX 
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4 RETURN J 
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Word Index 
Word of Lit -* Q 
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-Q 
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Figure 3-75. MVAL Flowchart (1 of 2) 
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MVAL17 
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Value 
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Normalize Value 
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Save(x6) 
Turn Flag On 
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Low Order to x7. 
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Figure 3-75. MVAL Flowchart (2 of 2) 
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2. File Table references to items in COMMON-STORAGE such as "LABEL" names (5) 
and "Key Position (variable record)" require the following parameter values: 

TYPE = 444 . 

8 

REFERENCE = Location of word containing the word "CCOMMON" (left 
justified) . 

BCP = BCP from referenced data item in COMMON-STORAGE. 

RRWL = RRWL from referenced data item in COMMON-STORAGE. 

3. File Table reference to items in WORKING-STORAGE and CONSTANT section such 
as "LABEL" names (5) and "Key Position" require the following parameter values: 

TYPE = 444 . 

o 

REFERENCE = Location of word containing the Program ID or CENT. 00 if not 
subcompile (SUBSUB - 0). 

BCP = BCP from referenced data item in WS or CS. 

RRWL = RRWL + Assembler address of WS or CS. 

Before outputting anything to the assembler Pass 1H must determine where the assembler 
address will be for the start of WORKING-STORAGE and CONSTANT sections relative to 
the beginning of the main element. The label on the first word of the main element is that 
given by the first seven characters of the PROGRAM-ID. The label given to FET1 (FD + 12) 
is the first seven characters of the name given in the "ASSIGNED TO" option of the SELECT 
clause, the name given in the SPECIAL-NAMES paragraph, or the name OUTPUT as 
assigned by the Pass IB. The label for COMMON-STORAGE is "CCOMMON" and for 
D-COMMON is "DCOMMON." The corresponding CART calls present the same names as 
the label given in the HEART call. 
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PASS 2 AND ELEMENTS 

Pass 2 is the code generation phase of the compiler (i.e. , the second pass over the 
procedure division source code). It receives as input encoded procedure division source 
(trees) and it outputs the binary compiled program to the assembler. 

Purpose 

This routine serves as a master controller for code generation. Generally it climbs the 
trees, invoking code generators as needed. 

Calling Sequence 

Pass 2 is called by compiler CONTROL following Pass 1H, and returns to CONTROL upon 
completion 



Routines Called 

Pass 2 calls all code generators, which return control to it upon completion 

Entry Points 

P2 START initially 
SCALE08 to continue down the tree 
SCALE01 to continue up the tree 
SCALE 06 to get the next tree 

Communication and Switches 

Pass 2 Communication and Switches are set and used as follows: 

HOLDSW(P2) NZ HOLD node 

Z OSE fork, SC ALLOC, when result is stored in TEMP 
Use 1) If on, GENSTO, GENLOD save in X3/5 or TEMP the contents 
of X6, 7 
2) If off at GRAB time, result is in TEMP, if on in X3/5 

GRABSW(P2) NZ GRAB node 

Z SCALLOC, when interrogated 

Use Retrieve saved result from X3, 5 or TEMP 

OSESW (P2) NZ 430-434 Master node 

Z OSE fork node, SCALLOC 

Use 1) In GENSTO, to generate on-size coding if SR< SC 

2) Check stores climbing tree, for multiple receiving fields 
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OSETRTH (P2) 



OSEIST (P2) 



MOVESW (P2) 



FLUSHSW (P2) 



LABDFSW (P2) 



NZ More than one store 

Z SCALLOC 

Used to set up and interrogate object-time truth switch 

NZ 2nd store in GENSTO, climb 
Z At use, SCALLOC 
Used first-time switch 

1) Initialize truth switch 

2) Identify OSETRTH 

NZ MOVE master node 

Z SCALLOC 

Used to cause GENLOD to accept alpha, on S > 18 

NZ Items entered into ASSMALT (STIT999) 

Z SCALLOC 

Used to dump ASSMALT at SCALLOC 

NZ Item entered into ASSMALT (OSE, M12F) 
Z At use, SCALLOC 

Used in GENLOD, GENSTO to define local label (LABARG) for return 
from OSE truth switch instructions 



LABZRDF (P2) NZ Local labels have been defined 
Z SCALLOC 

Used to cause definition of LOCAL (O) and resultant redefinition of 
LOCALS 

ZEROFLG (P2) NZ At object time X4 = (33 3) 

Z X4 has been destroyed (I" DPC store, blanks loaded, etc.) 
Used to restore X4 at GENLOD, etc. 

BLNKFLG (P2) NZ SCALLOC, when X4 loaded with zeros, etc. 
Z Short move, JUSTIFIED RIGHT, alpha 
Used to load blanks (55 5) in X4 



SIXFLG (P2) 



NZ when 6060— is in X5 

Z when X5 used in other ways (e.g. , d.p. HOLD) 

Used to prevent reloading, at object time of 6060 — 



TEMPSW (P2) NZ COMPUTE, left operand loaded from PEMPC 
Z SCALLOC, on use 
Used to prevent LOAD in GENARTH 
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NOLLAB 

BASELBL 
LABARG 

LCLOSE 
COMPSZE 

CUMULAT 
BNDCFLG 

TEMPCTR 
LASTMX (X3) 

LODSW (P2) 



LFTLEAF 
SHRTLOD 



Initiallized to 1 at SCALLOC 

Contains the next unused local label number (for ART, this must be "* 
multiplied by 2) 

The local label number first assigned in a series of OSE tests 

The local label (and pseudo-instruction) assigned to OSE code with 
only one store 

Local label assigned to OSE code 

NZ when situation (below) occurs 

Z SCALLOC 

Used first-time switch for SIZE GREATER than 18 message 

Count of successive adds, subtracts. Used to increase size for carry 
Z SCALLOC, MST 

NZ when D. BNDCx is called at object time 

Z SCALLOC 

Used to interrogate B7 for OSE 

Tally for assigned temporaries, COMPUTE 

contains the last MXO instruction issued 

Altered when XO is destroyed in object code, or flow 

NZ- MST 

Z Arithmetic operator, MOVE, IF, PERFORM 
Used to suppress loading in GENLOD 
LFTLEAF is returned 

The left link when GENLOD is suppressed 

NZ A load meets the restrictions in MOVE 

ZR MSTR 

Used to cause abbreviated load 



STORCOR NZ CNV subroutines, etc. 

Z MSTR 
Used to force TEMP (HOLD) to be core 
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C043 



version 1.0 and 2. machinf sfrifs 64/6600 



FLOWSW 



NZ Branches 
Z SCALLOC 

Used to prevent a load of X4, say, in OSE code to hold for main-line 
flow 



RTLODSW NZ Right conditional is an expression 

ZR MST 
Used by IFGEN 

RTTRUNC NZ Right truncation in MOVE 

Z MST - 
Used to get SF from SC rather than EDD2 



RTBLNKS 



Operation 



NZ Alpha move ST SF 

Z MST 

Used to cause right padding of blanks 



Any starting point in the climb of a tree is a master node. At this point master initializa- 
tion is accomplished. If the master is also an operator, control passes to the appropriate 
generator. Switches are set, and the tree is climbed up left links till a leaf is reached. As 
nodes are traversed, some switches are set or generators are invoked. A trail is retained 
in the left link position (complement) so that the climb can be retraced. Upon reaching a 
leaf on the left path, in arithmetic, the item found is loaded. When the right link is a leaf 
also, the operator is accomplished and descent is commenced. If a node on the right, the 
right branch is sealed. The end of sentence leaf brings in the next tree. 

Pass 2 subelements are explained in the following sections.. 
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INIT 

Purpose 

To initialize Pass 2 and the assembler. (See Figure 3-76.) 
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Node:430 
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^ 
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to PPCNTR 



Gen 
JP MSTROP + 
OP - 600 



Gen 

JP MSTROP + 2 ' 
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Gen 
IP MASTER + OP 




[Return Froml 
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Pick up Left 
Link from X2 




Load Lower Node 



Pick up 
Type of Node 



W 



Figure 3-76. P2STABT Flowchart (1 of 5) 



CONTROL DATA CORPORATION 



• DEVELOPMENT DIV • 



DOCUMENT riASS Internal Reference Specifications 
PRODUCT namf 64/6600 COBOL Compiler" 



SOFTWARE DOCUMENT 

PAGE Kin 3-240 



PRODUCT Kin CQ43 VFP<;inki 1.0 and 2.0 MArmNF SERIES__64/I600_ 



V 





Node:21 




Con- 
ditionals 




S CALE84 



Leave Trail in 
Node in Tree in 
Core 



Increment 
KNOT 



\T) 



-W ORCLMB 



ANDCLMB 



Yes 






NZ-»OSElST 



NZ -* OSETRTH 



Figure 3-76. P2STAHT Flowchart (2 of 5) 



CONTROL DATA CORPORATION 



• DEVELOPMENT DIV • 



DOCUMENT ci ass Internal Reference Specifications 
PRODUCT Name 64/6600 COBOL Compiler 



SOFTWARE DOCUMENT 

3-241 



PAGE NO_ 



PRODUCT NO CQ43 VFPimM 1. and 2. nArmKic sfpifs 64/6600 




C 



O •* TEMPSW 



INITMST 



7> 



_Go up 

"Tree 



Pick up Left Link. 
Unk-»X5 
Type -* X6 



Restore Node 
-* X2 from Core 



Loc. of Node 
► Ao for Trail 



— / EXIT J 



To~ 
GENOSEF 
(PASS 2) 




Arith, Loads Item 

Non-Arith, Returns 
Pointer 



Arith, Moves 

Item to X6/7 
Non-Arith, Null 



GENPREV 



& 



Figure 3-76. P2STABT Flowchart (3 of 5) 



CONTROL DATA CORPORATION 



• DEVELOPMENT DIV • 



DOCUMENT rim Internal Reference Specifications 
PRODUCT M'm 64/6600 COBOL Compiler 



SOFTWARE DOCUMENT 

PAGE Nil 3-242 



PRODUCT un CQ43 VFBimN l,0and2,0 MAfHiNF SERIES 64/6600 



m 



SCALE03 ' 



Pick up Right 
Llnk-*X5 
Type -* X6 




Traversed ? 



Can't be 
Master or — 

Fotk 

SCALE24 ' 



Restore Node 
12 X 2 




Type:0 



Leaf 



GEN 
IP NODE + OP 



£> 



Return To 
SCALE08 



4 EXIT J 



To STOTEMP 
(PASS 2) 



OSE 



fTJ 




TFRFORK 





V 



BUG 




Figure 3-76. P2START Flowchart (4 of 5) 



CONTROL DATA CORPORATION 



DEVELOPMENT DIV 



SOFTWARE DOCUMENT 



DOCUMENT CLASS 
PRODUCT NAME- 
PRODUCT Nn CQ43 



Internal Reference Specifications 
64/6600 COBOL Compiler 



PAGE NO. 



3-243 



vfbsion 1.0 and 2.0 MtfHiMP sfbifs 64/6600 



( ENTER ) 



SWART 



0-»X3 
LASTMX 



TSPASS 

GRABSW 

HOLDSW 

OSE1ST 

OSETRTH 



Loc of 
DAGNOS 9 
to DAGLOC 



1-»B1 



0-» 

FLUSHSW 
COLUMST 
ZEROFLG 
SIXFLG 
LABZRDT 



Set up 
CENT. 00 
as 1st Label 



CARTO 



Generate 
EQ «0) 



HEART 



CART 
Initialize 



Generate 
SB11 



( EXIT J 



Figure 3-76. P2START Flowchart (5 of 5) 



CONTROL DATA CORPORATION « DEVELOPMENT DIV .. SOFTWARE DOCUMENT 

3-244 
DOCUMENT C I A S 5 Internal Reference Specifications . PAGE NO 

PRODUCT NAME 64/6600 COBOL Compiler 

PRODUCT NO CQ43 version 1. and 2.0 MACHINE SERIES 64/6600 



EDINIT 



Purpose 



To generate a call to DDEDITI if required by entries in the SPECIAL-NAMES section of the 
ENVIRONMENT DIVISION. 
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SCALLOC 

Purpose 

To bring in and locate the next tree (i. e. , sentence). 

Calling Sequence 

RJ SCALLOC 

Routines Called 

CART 
TREEIN 

Operation 

ASMALT, the alternate assembly buffer, is flashed if the preceding sentence contained 
ON-SIZE ERROR with multiple receiving fields. LOCAL label zero is defined if needed, 
then both statement and sentence initialization are accomplished. The next tree is then 
brought in. 

LOC 20 is invoked at the end of an overlay to generate drop-through coding. 

GENMOLD sets HOLDSW on a HOLD node or, if the leaf is a literal, generates the literal. 

GENGRAB sets GRABSW on a GRAB node. 

GENOSEF is invoked by an OSE for a while climbing up the tree (i.e. , prior to generating 
OSE statements). If there are not multiple receiving fields, a jump around the OSE state- 
ments is generated, and the OSE label is defined. 

In the multiple receiving field case, a local label is defined if necessary. The test of truth 
is generated, and then a local label for the OSE code is' defined if needed. 



CA138-1 



CONTROL DATA CORPORATION o DEVELOPMENT DfV o SOFTWARE DOCUMENT 

DOCUMENT <"i ass Internal Reference Specifications : PAGE no 3 ~ 246 

PRODUCT ma mp 64/6600 COBOL Compiler 

PRODUCT MO. CQ43 vfp^ion 1.0 and 2.0 machinf sfrifs 64/6600 



STOTEMP 
Purpose 

To generate the store or load from temporary cells, where intermediate results are 
required by the computer verb. 

Called 



When a right link is a node. 

Operation 

On entry, if the retrieve switch (in the node in core) is off, it is set. The node is examined, 
and if it is AND or OR, calls to ANDDOWN or ORDOWN in GENIF are made. If the expres- 
sion has not yet been loaded, the load is performed. Code is then generated to store the 
intermediate result in temporary core. Climb of the tree is resumed. 

The second time a node with a node on the right is reached (i. e. , retrieve switch is on, and 
the node is not AND or OR), code is generated to load the item from core. The appropriate 
generator is then invoked. 
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MOVES 



Moving information from one place to another, with possible transformations, is 
the heart of the problem of causing a computer like the CDC 6400/6600 to process 
effectively data processing problems (i. e. , the problem of COBOL). We will con- 
sider first the numeric case though short alpha moves use the same routines. 

The basic scheme is to load from core a numeric item into XI or, if necessary, 
XI and X2. In arithmetic it may then be combined with a current result in X6, or 
X6 and X7, to form a new current result in X6 or X6/7. Or it may be merely 
transferred to X6/7. At some point in the statement, the result will be stored in 
core from X6 or X6/7. X0 is used largely as a mask register. X4 normally con- 
tains the frequently used DPC zero. X3 and X5 are, where possible, used to hold 
intermediate results for successive stores, or they may be used to reload inter- 
mediate results that have been stored in core. Note that the above is quite simpli- 
fied, that many exceptions occur (e.g. , where move registers are needed for an 
operation such as double precision add) and many local optimizations are made. 
It is the basic scheme of register assignment. 

In memory (i.e., core), numeric items are represented as follows: 

a. Numeric (COMPUTATIONAL or DISPLAY). BCD. 

(1) Items are in CDC "display" (as defined on p. B-l, ERS) code, without 
regarding word orientation. Numbers are 33-44. 

(2) If the item is signed, the right position of the item contains the sign as an 
underpunch (i.e. , the display code representation of the character that is 
the number with a 12 or 11 zone punch in card code). 

Thus, +1 = A = 01, -3 = L = 14, +0 = 72, -0 - 66. 

b. COMPUTATION-1. Binary representation of the decimal item. 
(1) SIZE - 14 or less. 

(a) Item is one computer word. The number is a binary integer of 
48 bits, or less. It is un-normalized, with a zero exponent, but 
formally a floating-point number, i.e. , biased by 2000 . 

(b) Sign is indicated by one's -complement notation. 

(c) Decimal point location is specified by the user and is known to the 
compiler. It is not explicitly carried in the data. 



CA138-1 



CONTROL DATA CORPORATION o DEVELOPMENT DIV o SOFTWARE DOCUMENT 

DOCUMENT r.i ass Internal Reference Specifications : PAGE Nn 3-248 

PRODUCT name 64/6600 COBOL Compiler 

PRODUCT Kin CQ43 version 1.0 and .2.0 machinf sfrifs 64/6600 



(2) SIZE - greater than 14 (but by DOD definition less than or equal to 18). 

(a) Item is two computer words. The integer item is stored as a 6600 
double-precision word pair. It is normalized and biased by 2000 . 
The low-order word has an exponent 48 less than the high-order 
word. 

(b) Sign is carried by one's complement. 

(c) Decimal point is known to the compiler (same as for 14 or less). 
c. COMPUTATIONAL-2. FORTRAN floating point. 

(1) The item is one computer word. No double precision is provided. The 
word is normalized floating point. Sign is one's complement. 

(2) The properties of the item are carried internal to it. Thus no PICTURE 
or equivalent specification statements apply. 

3. Internally binary, (i.e., COMPUTATIONAL-1 or COMPUTATIONAL-2) items are 
held in registers as they exist in CORE. Decimal (DPC) numbers are right 
adjusted with leading DPC zeros inserted if needed (e.g. , when the item is to be 
used for arithmetic.) Negative numbers are converted to one's complement, which 
is also nine's complement using the DPC character set. Thus the leading byte in a 
register must be reserved as a sign indication. Single precision is 9 decimal 
digits and double precision 19. 

4. In fetching and storing short DPC items, memory must be considered to be 
character oriented. Thus, on a word machine, shifting and masking are required 
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to accomplish the fetch of an item and to preserve the background into which an 
item must be inserted. On the 6400 the following word orientations are recognized: 



WORDl 



WORD 2 



WORD 3 



aa 



S < 10 B= 



S < 10 S + B< 10 



S < 10 S + B= 10 



S < 10 S + B> 10 



S= 10 B = 



S= 10 B= 



S> 10 B= 



S> 10 S + B< 20 



S> 10 S + B= 20 



S> 10 S + B> 20 



S + B> 10 



where 

S = Size 

B = Beginning character position 

The properties of the loaded item are placed in the load PROPERTIES area. 

Associated in the compiler, with items in XI, Xl/2, X6/7, X3/5 and temporary storage, is 
a property word. The following is a description of an OPERAND DESCRIPTOR (property 
word). 



Module 







Decimal Point Location 


Size in Characters 



59 54 52 

6 1 



36-35 



18-17 



17 
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Mode (octal) 

00 = BCD (CDC display character set) 

17 = Non-numeric 

40 = COMPUTATIONAL-1 (binary = un-normalized floating point) single or double 

precision 
60 = COMPUTATIONAL-2 (normalized floating point, single precision) 
27 = justified 

Signed (binary) 

= not signed 

1 = signed 

Decimal Point Location (binary) 

Binary number indicating the power (X) of (— ) by which the integral operand must be 

multiplied to produce the appropriate value. A "point right" will appear as a comple- 
mented 18 -bit number. 

Size 

Indicates length of operand field in characters. 

If mode is COMP-1 and size is >14, the operand is double precision. 
If mode is BCD and size is >9, the operand is double precision. 
If mode is COMP-2, the operand is single precision. 

Literal descriptor (properties word) 

The following is a description of the literal descriptor: 



Mode 





A 


L 


o 


Location of Procedure Literal 



59 54 53 48-47 

6 



18-17 



18 



CA138-1 



CONTROL DATA CORPORATION c DEVELOPMENT DIV e SOFTWARE DOCUMENT 

DOCUMENT ri ASS . Internal Reference Specifications page no 3-251 



PRODUCT ma up 64/6600 COBOL Compiler 



PRODUCT MD CQ43 vpr^idn 1.0 and 2.0 MACHINE SERIES. 64/6600 , 



Mode (octal) 

01 = Literal properties word 

02 = Figurative constants. (Location at literal = 0) 

A = 1 ALL any non-numeric literal 
L (Hex) 

1 = Zero(s) 

2 = Space(s) or low value(s) 
4 = Record mark (62s) 

7 = High value(s) 
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GENLOD 
Purpose 

GENLOD is invoked to fetch from core any NUMERIC item and short ALPHABETIC or AN 
items. The code generated loads the item into XI or XI and X2, inserts leading zeros, or 
leading or trailing blanks as needed, strips the sign underpunch and complements the item 
if negative. (See Figure 3-77.) 

Call 

RJ GENLOD with 

leaf type in X6 
leaf in X5 
tree pointer in B2 

Called by 

Pass 2 when a leaf is the left link on climb, and LODSW on 

GENARTH 

PRFOPS 

GENMOVE 

GENIF 

GENDISP 

SUBSCR 

Routines Called 

CART, HEART 
SUBSCRL 

Operation 

If LODSW is non-zero (i.e. , a generator needs to call GENLOD itself rather than allowing 
the tree climb to do it, the leaf link is saved and GENLOD exits. Registers are saved, gov- 
erned by a possible one-level recursion where GENLOD calls SUBSCRL, which then calls 
GENLOD to lead a variable subscript. 

When the leaf that GENLOD is asked to operate on is DNT (i. e. , this is a fetch from mem- 
ory), the DNT entry is decomposed. Code is then generated to load the item. 

If the switch SHRTLOD is on (set in GENMOVE if there are no conversions in a MOVE, and 
the size of the receiving field is not -greater than the source field), abbreviated code is 
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Figure 3-77. GENLOD Flowchart (1 of 8) 
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Figure 3-77. GENLOD Flowchart (5 of 8) 
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Figure 3-77. GENLOD Flowchart (7 of 8) 
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Figure 3-77. GENLOD Flowchart (8 of 8) 
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generated, loading the item into X3 and eliminating the insertion of leading zeros, etc. 
The properties of the loaded item are placed in PROPLOD. 

If the leaf is not DNT, but is subscript, SUBSCRL is called. 

The loading of literals or figurative constants is not accomplished in GENLOD, but is 
deferred until the properties of the other operand are known. 
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GENADDR 

Purpose 

To generate a load (SA) instruction addressing core. 

Call 

RJ GENADDR 

Called by 

GENLOD 
GENSTO 
GENMOVE 

Operation 

Decomposes EDD2 to construct the pseudo instruction needed by ART. 
Initializes the assembly buffer ASMBUF and its pointer, A6. 
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GENPREV 

Purpose 

To generate the transfer from LOD (XI) to CUR (X6) and the associated transfer of PROP. 

Call 

RJ GENPREV 

Called by 

PASS2 after GENLOD 

GENMOVE 

GENIF 



>■ 
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GENSTO 

■s 

Purpose 

GENSTO generates code to store numeric or short alpha items in core. This code includes 
any conversions required, the insertion of sign if needed, and testing for ON-SIZE ERROR. 
Provision is made for holding and retrieving current results for many receiving fields. 
(See Figure 3-78.) 

Called 

from PASS 2 on a store node, with return to SCALE08 
by RJ STORE 

from GENMOVE 
PRFOPS 

X5 contains the leaf 

X6 contains the leaf type 

B2 contains the tree pointer 

Routines Used 



HEART, CART 
GENADDR 
SUBSCR 
LIT02 



Operation 

If the leaf is subscript, SUBSCRS is invoked. If it is not DNT, a literal, a message is 
written. If HOLDSW is on (i. e. , the current result will be needed for additional stores, 
code is generated to move it to X3 or X3, 5. If later manipulations require the use of these 
registers, this code will be changed to save the current result in temporary cells in core. 
When GRABSW is on and the hold result is in temporary core, it is loaded into X3 and X5. 
X3/5 SW is then set, and, where possible manipulations, are performed on X3/5 rather 
than X6/7. In both cases above, the PROPERTY is transferred in the compiler as code is 
generated to transfer the item. 

The DNT information of the receiving field and PROPCUR are extracted next. If the receiv- 
ing field is DPC and CUR is binary, code is generated to convert the result to DPC. Then, 
on a DPC receiving field, code, consisting of masks and shifts, is generated to align deci- 
mal points as needed, and to round by adding decimally an appropriate 5 if source code 
requires this. If the source requires BLANK WHEN ZERO, code is generated to 
accomplish this. Next, if the receiving field is signed, code is generated to call D. ZONE 
to complement a negative result and to insert a zone underpunch. If the receiving field is 
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unsigned but the current result is signed (when any operand is signed or COMPUTATIONAL- 1 
or -2, or when the operator is subtract), code is generated to give the absolute value and a 
message is written. Any code generated thus far is now assembled. If the receiving field 
is EDITED, flow goes to EDIT. If not, GENADDR is invoked to generate code to load the 
first word of core that contains the receiving field and control passes to STORIT. 

If the receiving field is COMPUTATIONAL-1, the current resxilt is converted to 
COMPUTATIONAL-1 if necessary. Decimals are then aligned by multiplying by the appro- 
priate power of 10 taken from an object time table; this follows, if necessary, a floating 
add of an appropriate 5 to round. Any specified and germane ON-SIZE ERROR test is made 
by comparing the current result against the appropriate power of 10 table entry by subtrac- 
tion. Code is then generated to store the item. If the multiplication by a power of 10 
requires a double -precision operand, the power is generated as a literal in a simple-minded 
v/ay. 

When the receiving field is COMPUTATIONAL-2, the conversion occurs, if necessary, of 
the current result is conversion to binary, followed by a multiplication by the appropriate 
power of 10 taken from the object time tables. Conversions from COMPUTATIONAL-2 
provide point alignment inherently. 
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STORIT 

Purpose 

To generate code to insert into a DPC receiving field a DPC item. Invoked on a DPC store. 

Operation 

If the receiving item is subscripted, SUBSCRI is invoked. STORIT then generates code to 
accomplish the store depending upon the word orientation of the field. ON-SIZE ERROR 
testing is also accomplished. 
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STSUB 

Purpose 

To generate a call to the object-time subscripted store routines. 

Invoked 

By SUBSCR when a variable subscript appears on a receiving field. 

Operation 

Code is generated to call D. SUBCC6 or D. SUBSCC7. Code is then generated to test B7 if 
ON-SIZE ERROR is specified. 
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EDIT 

Purpose 

To generate a call to the object time editing routines 

Invoked 

In GENSTO when the receiving field is edited. 

Operation 

If the receiving field is subscripted, SUBSCR2 is called to generate the subscript offset, etc. 
Code to load the parameters D. EDIT requires is generated, interspersed with ON-SIZE 
ERROR testing, if called for. A call to D. EDIT is generated. 



CAI38-I 



CONTROL DATA CORPORATION o otvtiwwviui'ji uiv • awnvunnc i/uvuihci>ii 

3-3115 



DOCUMENT ri ass Internal Reference Specifications .PAGE NO. 

PRODUCT name 64/6600 COBOL Compiler 



PRODUCT Kin CQ43 vppsinM 1.0 and 2.0 machinf SERIES.. 64/6600 



STOCOR 
Purpose 
To generate HOLD in temporary core (D. TEMP) rather than in registers. 

Invoked 

Prior to the first call to ART in GENSTO. 

Operation 

The front of the buffer (ASSMBUF) is searched for BX3 etc. , and the instructions are 
replaced with SA6, etc. 
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ARITHMETIC 

Consider a triad of an operator operating on a previous result and operand, i.e., 
XI, X2 © X6, X7. The store operator is not considered here. 

1. BCD vs. BCD 

a. SIZE constraints must be met (see below). 

b. If the operator is multiply, divide, or exponentiate, code is generated to call, 
at object time, the BCD to binary subroutine, and both modes are set 
accordingly. 

2. BDC vs. non-BCD 

a. Code is generated to convert the BCD item to binary, and the mode is set to 
binary. 

3. Binary vs. binary (single precision) 

a. If the operator is divide, code is generated to normalize both operands, and 
mode is set accordingly. The result is then unnormalized with decimal set 
per ERS. 

b. If the operator is exponentiate, code is generated to normalize both operands 
and to multiply both by the appropriate powers of 10 to convert them to true 
floating point. The result mode is set to floating point (i.e., 
COMPUTATIONAL-2) . 

4. Floating point vs. BCD, binary 

a. The result mode is floating point. 

b. Code is generated to convert the non-floating-point operand to floating point, 
i.e. , convert to binary, normalize, multiply by the appropriate power of 10. 

5. Floating point vs . double precision 

a. The result is single precision, true floating point. 

b. Code is generated to scale the double -precision operand. The high-order part 
of the result is then used in the computation. 
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Size Constraints 

1. Composite size is defined, by DOD, as "that data item resulting from the 
superimposition of all operands . . . aligned on their decimal points ..." 
Thus, for ADD, SUBTRACT, receiving field: 



c. = max 
l 



[c.^, (S. - d.) max <d., d.j] 



a. A composite decimal (max d.) is computed for receiving fields, a COMPUTE 
statement, on the climb of tie tree. This is used on divide to fix a normalized 
result. 

b. During descent of the tree, on ADD and SUBTRACT, the composite size is 
compared to 18, and a friendly message is written when it is exceeded. 

c. During stores following a MULTIPLY or DIVIDE, the composite size of 
receiving fields is computed and checked against 18. 

2. A pseudo-accumulator of sensibly infinite size is required by the COB.OL language. 
Mode changes are generated to accomplish this. 

a. Size constraints are not germane when the mode is floating point, i.e., any 
operand is COMPUTATIONAL- 2, or any operator is exponentiate, or a divide 
appears in an IF conditional. 

b. The 6600 COBOL implementation provides a pseudo-accumulator of 28 decimal 
positions. If the composite size of a computation exceeds this, a friendly 
message is written. 

c. During computation, the current composite size is maintained in the property 
word of the result. 

(1) Initially, and on every 10 succeeding ADD or SUBTRACT modes, 1 is 
added to the composite size. 

(2) On multiplication, the composite is the sum of the sizes of the operands. 

(3) On divide, the composite size depends also on the decimal positions 
retained because of the composite of the result fields. 

d. When the composite size resulting from an operation where the operands are 
BCD exceeds 10, code is generated to convert both operands to binary, and 
the result mode is so set. 
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e. When 'the composite size of a binary operation exceeds 14, the result mode is 
set to double precision, and double-precision arithmetic is invoked. ^ 
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GENMOVE 
Purpose 

GENMOVE analizes the MOVE statement and either calls GENLOD and STORE to accomplish 
the move or generates the necessary code itself. (See Figure 3-79.) 

Call 

From PASS2 on the MOVE secondary node. Exits to SCALE08. 

Routines Called 

GENLOD 

GENPREV 

STORE 

HEART 

LIT02 

Operation 

The FROM leaf and the TO leaf are compared as to class. When both are numeric elemen- 
tary items, and the size of FROM is less than or equal to the size of TO (i.e. , no padding 
is required), and the decimals are equal (i.e., no shifting), and both are COMPUTATIONAL 
(i.e. , no conversion), and HOLDSW is off (we knew all of the TOs), and TO is not BLANK 
WHEN ZERO, and TO is not EDITED, SHRTLOD is set to generate an abbreviated load. 
GENLOD and STORE are then called to accomplish the MOVE. 

An AN move that is short is also accomplished by GENLOD-STORE. Short is less than 20 
characters. Blanks are loaded into X4 if padding is necessary. The decimal alignment 
mechanism is used to provide left justification if needed. 

Long moves (unsubscripted) cause to be generated in-line a prefix, loop, and suffix. There 
are 11 possible prefixes, 5 loops, and 8 suffixes, designed to accomplish the moves in an 
optimum manner considering possible word orientations. The criteria in choosing the code 
skeletons include: 

SF, ST size of the FROM and TO items 
BF, BT beginning character positions 
NF, NT = INT ((S + B - 10)/l0) 
RF, RT - REM ((S + B - 10)/l0) 
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Where the sizes of fields are mismatched and: 

1. SF > ST, and TO is not JUSTIFIED RIGHT, ST is set to SF, and a message is 
written by the compiler. 

2. SF > ST and TO is JUSTIFIED RIGHT. SF - ST (bytes) is added to FROM, 
Location and the MOVE is generated. 

3. SF< ST. A second move of ST - SF blanks is generated after the MOVE of the 
fields. 

4. SF.< ST, JUSTIFIED RIGHT. A move of ST - SF blanks is generated before the 
move, and TO (bytes) is incremented by ST - SF. 

Where a long move contains an operand with a variable subscript, the library routine 
DDMOVIO is invoked via the library routine DDSUBMV. 

If the FROM field is a procedure division literal and the move is short, LIT02 is called to 
generate the literal. Unless TO is EDITED or a right shift is indicated, LIT02, given the 
MOVE operator, accomplishes any conversions, zoning, shifting. On EDITED, etc., a 
fake add is presented to LIT02, and the manipulations of GENLOD, STORE come into play. 

Long literals cause the generation of the literal followed by a long MOVE. LIT02 takes 
care of blank padding, etc. 

Long moves of figurative constants cause generation of a load followed by a store loop. 
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GENARTH 

Pui'pose 

To generate code to accomplish arithmetic. (See Figure 3-80.) 

Called 

1. By PASS 2 on an arithmetic operator when descending a tree. Return is to 
SCALE08. 

2. By PERFORM and conditionals as a subroutine. 
Routines Called 

GENLOD 
HEART 

Operation 

GENARTH operates upon a trial of an arithmetic operator and two operands, one of which 
is a current (or accumulator) result. The nature of the operands is given in the respective 
properties word, PROPLOD, PROPCUR. If either of these is a literal, LIT02 is asked to 
generate a literal with properties matching the other. 

Where the operator is add or subtract, and both operands are COMPUTATIONAL, SHFD is 
used to align the decimals, (i.e. , to generate code to accomplish any shifting necessary). 
Where shifting OCCURS, complementation is used in transfers, when possible, to 
accomplish subtraction. Size is maintained to provide for carries. The add is then gen- 
erated, in-line if single precision, or by subroutine (D. DADD) call. The two numeric 
fields consist of DPC characters, and the operation is performed directly in decimal in a 
nine's -complement manner. Single precision is done in-line, double precision by use of 
the DDDADD routine. The technique is to use a 60 -bit binary addition and then to use - 
masking and boolean operations to do both intra-word and inter-word carries. (This pro- 
cess is a well-known one in the literature.) 

The operators other than add or subtract cause conversion, as needed, to 
COMPUTATIONAL-!., as does the presence of a COMPUTATIONAL-1 operand. Any point 
alignment for ADD, SUBTRACT is accomplished at SHFT by generation of multiplication by 
tabled powers of 10, or a generated literal if double precision is required. 

With either operand COMPUTATIONAL-2 or the exponentiation, conversion to true floating 
point is generated. 

Code is then generated to accomplish the operation, and PROPCUR is updated. 
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SUBSCR 



Purpose 



To field the subscript leaf, either generating code to compute a subscript or modifying the 
data pointers in EDD 2, 3 to point to the item addressed by a subscript. 

Call 

SUBSCR is called by RJ to an entry particular to the calling program. Return is: 

1. On the RJ if the subscript is all constant. 

2. To the stated point particular to the calling program if the subscript is variable. 

Routines Called 

GENADDR 
LODINT 

Operation 

The tree is climbed to pick up the EDD (description) of the variable being subscripted. The 
dimensionality is determined by presence of comma modes. 

Where the subscript item is a literal, its contribution to the byte offset is accumulated in 
SUBSCM. If all elements of the subscript are literals, the BCP of the base item is added 
to the offset, and a new BCP and origin are computed in EDD format in XI and X2, and 
SUBSCR exits on the RJ. - 

When the first variable subscript is encountered, if the call was from STORE switches are 
set and STORE is reentered to provide code generation for any shifting, conversion, etc. , 
required. Code is then generated to load the variable subscript by LODINT and to multiply 
the variable by the dimension information. ■ _ 

Code is generated to add the constant part of the subscript expression, loading it as a 
literal. The code generated depends upon the requirements of the calling program. 
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LODINT 

Purpose 

To generate code to load the item specified by a leaf pointer as a binary (18-bit) integer. 

Call 

RJ LODINT 

from SUBCR, GO TO, Perform, GENDISP 

Calls 

GENLOD (perhaps recursively). 

Operation 

GENLOD is called, saving and restoring its entry point and with switches set to load it 
directly. Code is then generated to convert the item to a binary integer if necessary. 
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GENIF 
Purpose 

GENIF is used during PASS2 to generate all code and labels necessary to do a comparison 
between two fields or to perform a class test upon one field. (See Figure 3-81.) 

Interface 

The entry points in GENIF are referenced by the element PASS2. All subroutines except 
ANDCLMB, ORCLMB, ANDDOWN, ORDOWN, and HOLDC ON are called by a direct jump. 
These five subroutines are called by a return jump. Entry at GENREL preserves all reg- 
isters except A5 and A7. Entry at other entry points preserves all registers required by 
PASS2. GENREL requires left leaf information in LFTLEAF and right leaf information 
in X4. 

Elements Called 

For numeric comparisons, GENREL calls GENLOD and/or GARTH to load parameters and 
perform a subtraction for comparison. 

Operation 

GENREL generates all instructions necessary to perform a comparison. If the comparison 
is numeric, the numeric fields are loaded and subtracted and tests are made on the result 
depending upon its type. If one or both of the fields are non-numeric (this includes figura- 
tive constants other than zero), instructions for loading the parameters and calling the 
object-time subroutine D.' BCDCM are generated. 

For class tests ZERO, NOT ZERO, POSITIVE, NOT POSITIVE, NEGATIVE, and NOT 
NEGATIVE, one field is loaded and tests are made on the field depending on its type. No 
code is generated for non-numeric fields. 

For class tests NUMERIC, NOT NUMERIC, ALPHABETIC, NOT ALPHABETIC, instruc- 
tions for loading the parameters and calling either the object-time routine B 1 NUMCM or the 
routine D. ALPCM are generated. No code is generated for COMPUTATIONAL- 1 or 
COMPUTATIONAL-2 fields. 

For switch tests, instructions to test the correct bit of RA + are generated. 

IFMSTR presets local labels and fields moded by GENREL. 

TFLFORK defines a true point if one is present. 
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TFRFORK generates a jump to LOCAL00 unless the right link of the fork is an EOS. It 
always defines a false point. 

NOTCLR reduces the not flag KNOT by 2. 

ANDCLMB tests KNOT and jumps to ORCLMB if KNOT is odd. Otherwise it sets CTYPE 
to AND. 

ORCLMB tests KNOT and jumps to ANDCLMB if KNOT is odd. Otherwise it inserts a false 
point in the push down and, if CTYPE is not OR, inserts a true point in the push down and 
sets CTYPE to OR. 

ORDOWN tests KNOT and jumps to ANDDOWN if KNOT is odd. Otherwise it generates a 
jump to the last true point in the push down, defines the last false point in the push down 
and set CTYPE = OR. 

ANDDOWN tests KNOT and jump to ORDOWN if KNOT is odd. Otherwise, if CTYPE is not 
AND, it defines the last true point in the push down and sets CTYPE = AND. 

HOLDCON presets flags to store the fields in temporary to be used as an implied subject or 
object. 
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LIT02 SUBROUTINE (COMPILER) 
Purpose 

This compiler subroutine formats a designated PROCEDURE literal to conform to the 
requirements of the operand and the operation to be performed jointly on the operand and 
literal. Code is generated in HEART format and stored in the Pass 2 assembler buffer. 
The code generated will cause a load of the resulting literal into registers XI, X2, or X6, 
X7, as indicated by the input parameters. The HEART word for the first generated load 
instruction will contain information which will cause the assembler to store the resulting 
literal as one of the object code literals and supply the loading address for the load instruc- 
tion. (See Figure 3-82.) 

Subroutine entered by an 

RJ LIT02 

Input Parameters 

PROPCUR contains operand descriptor or a literal descriptor for literal which is to be 
loaded into X6 and X7 

PROPLOD contains operand descriptor or a literal descriptor for literal which is to be 
loaded into XI and X2. 

Register B7 contains operation code. 

Register A6 contains location of last item stored in assembler buffer. 

Output 

PROPCUR unchanged if it contained operand descriptor. 

New literal descriptor if it contained the literal descriptor. 

PROPLOD unchanged if it contained operand descriptor. 

New literal descriptor if it contained the literal descriptor. 

Register B7 unchanged 

Register A6 incremented by one for each HEART instruction stored in the assembler buffer 
via an SA6 A6+B1 instruction. 
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Generated Code 

The following code will be generated for object time execution when the literal descriptor is 
in PROPCUR: 

Single-precision load 

SA3 (assembler-supplied address at literal) - 30-bit instruction 

5130000000 

BX6 X3 - 15 -bit instruction 

10633 

Double-precision load 

SA3 (assembler-supplied address of literal) - 30-bit instruction 

5130000000 

SA5 A3+B1 - 15-bit instruction 

54531 - 15 -bit instruction 

The following code will be generated for object time execution when the literal description 
is in PROPLOD: 

Single-precision load 

SA1 (assembler-supplied address of literal) - 30-bit instruction 
5110000000 

Double-precision load 

SAl (assembler-supplied address of literal) - 30-bit instruction 

5110000000 

SA2 Al+Bl - 15 -bit instruction 

54211 

At object time, register Bl is assumed to contain the integer 1, and the X4 register has all 
BCD blanks or zeros as appropriate for the operand. 

An operator type of ll) ft (MOVE) is considered a special case. Input and output are the same 
as for other operators except that A6 need not point to an instruction buffer since no code 
will be generated. (A6 will not be restored, however). Instead a HEART word is set up in 
the cell LITCHRT. All fields will be filled in except the instruction field itself. The calling 
routine is responsible for insuring that no assembler restrictions are violated. 
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The literals setup fall into five categories. 

1. Numeric Display - Single or double precision (size 19 or less), right justified in 
the field, sign if present appears as an underpunch in the rightmost digit, left fill 
is BCD zeros to the size of the receiving field, binary zeros to 10 (for single 
precision) or 20 (for double precision) characters. 

2. COMPUTATIONAL-1 - As for other operators. 

3. COMPUTATIONAL-2 - As for other operators. 

4. Non-numieric - Single precision (size 9 or less) or double precision (size 19 or 
less), blank filled on the right to size of the receiving field, left fill is binary zeros 
to 10 or 20 characters, right justified in the field. 

5. Non-numeric literals (or numeric literals moved to fields > 20 characters) - 
Blank filled on the right to size of the receiving field, left justified in the field. 

Registers Used (Compile Time) 

A6 is used to store in Pass 2 assembler buffer. All other A registers may be destroyed and 
are not restored on exit from subroutine. 

All X and B registers used in this subroutine are saved on entrance to this subroutine and 
are restored on exit from same. 

Bl is assumed to contain the integer 1 on entrance to this subroutine. 

Operation Code (contents of register B7 at compile time) in octal 

00 = + (PLUS) 

01 - (MINUS) • 
02' X (Multiplied by) 

03 /(Divided by) 

04 ** (Exponentiated by) 
07 : /(Divided into) 

10 -(Subtracted from) 

11 MOVE 

General Processing Rules 

1. Non-numeric literals can only occur with a move operation ll g . 

2. No truncation of a literal is to occur regardless of point locations and relative 
sizes. 
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3. Align point location, of literal is left to match that of the operand if operand is not 
COMP-2. 

4. If operand is COMP-1, then literal is COMP-1 and may be double precision even 
though the operand is single precision. 

'5. If operand is double precision COMP-1, the resulting literal may be single 
precision. 

6. If operation is add, subtract, or move, and operand is not COMP-2, point location 
of literal is aligned to match that of the operand. 

7. No alignment of point location is needed when operation is not add, sub or move. 

8. If operation is not add, subtract, or move, the resulting literal will be COMP-1, 
unless the operand is COMP-2. 

9. If operand is double precision BLD the resulting literal must be double precision. 
10. No right shifts of the literal will be made except in the case of a move operation; 

Special Cases 

If both PROPCUR and PROPLOD contain literals, the one with the larger size is assumed to 
be the operand, the descriptor (properties) word is remade, and the other literal is aligned 
to match the larger. 
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CONTROL TRANSFERS 

The simplest control transfer used is a jump instruction. A more complex mechanism is 
needed to handle interoverlay and intercompilation transfer of control (and return transfer 
for PERFORM). 

Every overlay starts with a jump table. Any control transfer into the overlay jumps to one 
of these jumps. Every compilation has a table in its base section consisting of "index" 
words each describing an entry point for a control transfer. 

A zero overlay number indicates the location is absolute. These words are used as param- 
eters to a routine, SOL, which controls overlay loading, interoverlay transfers , and inter- 
compilation transfers . 

Every procedure name declared by an ENTRY statement to be external to this compilation is 
used as a symbol on the first of a pair of indexes . The first, index of this pair is a variable 
and holds the exit pointer (initially to the following procedure). The second word of the pair 
is a constant and is the entry point index for this procedure. 

Code Generated for GO 

If this is an intraoverlay transfer only, a jump is used. If this is ALTERed but still only 
within the same overlay, it is left-justified in a full computer word. 

If this is an interoverlay or intercompilation GO or is ALTERed from another overlay, an 
index word is reserved in the index table for it, and SOL must be called to execute the jump. 

Code Generated for GO TO . . . DEPENDING ON . . . 



After the switch variable is loaded in binary form, there is a test to determine whether the 
switch variable is between 1 and n inclusive. If it is not, a transfer to the next statement 
occurs. If so, an indexed jump occurs to one of n branch points. Each full word branch is 
either a jump or an index-type GO TO. 
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Code Generated by ALTER 

If the GO generates a jump (see above) ALTER replaces that jump. Otherwise, ALTER 
replaces an index in the index table with a new index. 

Code Generated by PERFORM 

Table 3-11 below illustrates the functions of the PERFORM statement before control is 
transferred and after it is restored. 



Table 3-11. PERFORM Code 



Before 
Control is 
Transferred 


1. Saves the previous exit 
(normally a drop-through) . 


Refers to an index (if an 
index is used to effect a 
return). If not, refers to 
a JUMP instruction. 


2. Sets the exit to return 
control. 


Processed as an ALTER 
statement. 


3. Sets up a transfer of con- 
trol to the routine. 


Processed as a GO TO 
statement. 


After 
Control is 
Restored 


4. Restores the exit. 


Refers to an index (if an 
index is used to effect a 
return). If not, refers to 
a JUMP instruction. 
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GOTOGEN SUBROUTINE 

Purpose 

Code generator for GO TO (node: 661) and IMPLIED GO TO (node: 663). (See Figure 3-83.) 

Both the GO TO and IMPLIED GO TO nodes are handled in the same manner. 

-GOTOGEN determines which indexes (entry and/or exit) both the origin and object of the 
jump have. 

Depending on which of these are set, different sets of code are generated. 

Calling Sequence 

Called by Pass 2 with the following registers containing: 

X2 GO TO node 
B2 Base of tree 

Routines Called 

BUG 
HEART 
• CART 

REGSAVE, REGRSTR 

SCALE 08 

GENLOD 

External Tables and Pointers Referenced 

SECPNTR 
BEGXTAB 
PROPLOD 

Output 

Output is generated code to the assembler. Registers are returned with B2 intact and 
X2 the core image. 
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GOTOGEN issues a diagnostic (via BUG) when an unexpected node is found in the trees. 
Example: PARA. 

GO TO PARB. 
Case 1: PARA has exit index 

Generate: SA1 (beginning, of index table and exit index) 
JP SOLE 

Case 2 : PARB has entry index 

Generate: SA1 (beginning of index table and entry index) 
JP SOL 

Case 3 : PARB is external (undefined in this compilation) 

Generate: JP PARB+1 

Case 4: If none of the above 

Generate: JP PARB 

The DEPENDING ON clause of GO TO evokes the generation of the following code: 

- load variable and convert to a binary integer - 
SA3 literal = count of number of jumps in source 
ZR XI, LOCLAB2 

NG XI, LOCLAB2 

IXO X3-X1 

NG X0, LOCLAB2 

SB3 XI 

JP B3+* 

- jumps to variables specified in source code - 

Restrictions 

The DEPENDING ON clause may not have more than 200 procedure names specified. 
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ALTRGEN - CODE GENERATOR FOR ALTER VERBS (NODE 660) 
Purpose 

ALTRGEN examines the object being altered and the new procedure to which the new 
jump must proceed. Depending on the entry and/or exit indexes associated with these 
two, code is produced. (See Figure 3-84.) 

ALTRGEN is called by Pass 2 with the following registers containing: 





X2 Alter node 




B2 Base of tree 


Routine 


s Called 




CART 




HEART 




SCALE08 




BUG 




REGSAVE, REGRSTR 


External Pointers and Tables Referenced 




SECPNTR 




BEGXTAB 


Output 





Output from ALTRGEN is generated code and upon return to SCALE08, B2 is reset and 
X2 contains the core image of the X2 input. 

A diagnostic is output (via BUG) when an unexpected node is encountered. 

Example: ALTER PARA TO PROCEED TO PARB. 

Case 1: PARA external (not defined in this compilation) 
PARB entry index 

Generator: SAl (PARB's entry index + BEGXTAB) 
BX7 XI 
SA7 C(AG90) 
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Symbol Name 
to AG90 



Gen: SA1 (PARB 
Entry Index + 
BEGXTAB 



Gen: SA7 
(PARA's Exit Index 
+ BEGXTAB 



( ENTER J 



Initialize 



J( Is PARA \ 



>v External?^/ 



Has PARA \ No 
An Exit Index v 





Yes / Has PARB 

An Entry Index, 



Gen: SA1 (Literal 
for PARB Index) 



Gen: BX7 XI 




PARA 
External? 



Gen: SA7 C(AG90) 



^ 



Gen: 

EQ * + 2 
JP (PARB) 
SA1 * - 1 
BX7 XI 

SA7 (Last Address 
of PARA) 



c 



RETURN 




Figure 3-84. ALTRGEN and GENPBFM Flowcharts 
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Case 2 : PARA external 

PARB no entry index 

Generator: SA1 (literal for PARB index) 

BX7 XI 

SA7 C(AG90) 

Case 3 : PARA no exit index 

Generator: EQ * + 2 

JP (PARB) 

SA1 * - 1 

BX7 XI 

SA7 (last address of PARA) 

Case 4: PARA exit, index 

PARB no entry index 

Generator: SA1 (literal for PARB index) 

BX7 XI 

SA7 (PARA'S exit index + BEGXTAB) 

Case 5: PARA exit index 
PARB entry index 

Generator: SA1 (PARB entry index + BEGXTAB) 

BX7 XI 

SA7 (PARA's exit index + BEGXTAB) 
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TCLIMB - TREE CLIMBER 

Purpose 

TCLIMB processes trees up and down depending upon various entry points used. It also 
has entry points for a FILO stack processor. 

The following are the tree manipulating entry points and the functions that each does : 

Entry Point Function 

UPTL Climb tree to next left node. 

UPTR Climb tree to next right node. 

DNTR Climb down tree to previous node. 

Register Usage 

The following registers are destroyed by UPTL, UPTR, and DNTR: 

A0, A2, A5, A7, X2, X5, X7 
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GENPLIM - CODE GENERATION FOR LIMITS OF PARAGRAPHS 

Purpose 

GENPLIM generates the code necessary to process the BEGINNING OF PARAGRAPH 
(405) and END OF PARAGRAPH (406) nodes. There are two entry points: GENBOP for 
. the 405 node, and GENE OP for the 406. 

Both GENBOP and GENEOP are called by Pass 2 via the jump table'. X2 must contain 
a 405 or 406 node and B2 the base of the tree. 

Routines Called 

REGSAVE, REGRSTR 

CART 

SCALE 08 

GENBOP SUBROUTINE 

Purpose 

Calls CART to define the procedure name and returns to SCALE 08. 

GENEOP SUBROUTINE 

Purpose 

Merely returns to SCALE 08. 
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GENSLIM - CODE GENERATION FOR LIMITS OF SECTIONS 
Purpose 

Generates code necessary for the BEGINNING OF SECTION (403) and END OF SECTION 
(404) nodes. There are six entry points : GENBOS, GENEOP, SECPNTR, BEGXTAB, 
BEGSEC, LASTPNT. 

Both GENBOS and GENEOS are called by Pass 2 via the jump table. X2 must contain a 
403 or 404 node and B2 the base of the tree. 

The other entry points are pointers : 

SECPNTR Last section defined. 

BEGXTAB Address of beginning of index table. 

BEGSEC Beginning section. 

LASTPNT Last procedure defined (either a section or a paragraph). 

Routines Called 

REGSAVE, REGRSTR 

CART 

SCALE 08 

GENBOS SUBROUTINE 

Purpose 

Calls CART to define the procedure name and returns to SCALE 08. 

GENEOS SUBROUTINE 

Purpose 

Merely returns to SCALE 08. 
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GENP RFM - GENERATE CO DE FOR PERFORM VERBS 

Purpose 

GENPRFM controls the generation of all code connected with the PERFORM (441) verb. 
There are two entry points to this routine. GENPRFM is called by Pass 2 with X2 con- 
taining a 441 "node and B2 containing the address of the base of the tree. (See Figure 3-84. ) 

Routines Called 

SCALE 08 

REFDEF 

UNTLGEN, VARYGEN, TIMSGEN 

UPTL, DNTR, UPTR 

BUG, DIAG 

HEART 

REGSAVE, REGRSTR 

GENPRFM climbs the left branch of the tree and decides what type of node is encoun- 
tered. Legal nodes are THRU (110), UNTIL (111), VARYING (114), and TIMES (115). 
GENPRFM then calls THRUGEN, UNTLGEN, VARYGEN, TIMSGEN depending on the 
node encountered. A return from the previously mentioned subroutines goes to an exit 
where DNTR is called (backing downward to the PERFORM node) and control is given to 
SCALE 08. 
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THRUGEN - AN ENTRY POINT IN SUBROUTINE GENPRFM 

Purpose 

Generates code for the THRU (110) node of the PERFORM verb. (See Figure 3-85.) 

Calling Sequence 

Called by GENPRFM, UNTLGEN, VARYGEN, and TIMSGEN. X2 must contain a 
110 node, B2 the base of the tree. 

Routines Called 

REGSAVE, REGRSTR 

REFDEF 

HEART 

Code is generated dependent upon the indexes (or lack thereof) for the beginning and 
ending procedures. 

Example: PERFORM PA THRU PB. 

Case 1: PA has no entry index 
PB has no exit index 



snerator : +SA1 


(ending address of PB) 


BX7 


XI 


SA7 


* + 4 


SA1 


* + 4 


BX7 


XI 


SA7 


(ending address of PB) 


JP 


(beginning address of PA) 


BSSZ 


1 


JP 


* + 1 


SA1 


* - 2 


SA1 


* - 2 


BX7 


XI 


SA7 


(ending address of PB) 
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THRUGEN - subroutine of GENPRFM 




To SCALE08 



Figure 3-85. THRUGEN Flowchart (1 of 3) 



CONTROL DATA CORPORATION 



• DEVELOPMENT DIV • 



SOFTWARE DOCUMENT 



DOCUMENT ri Ass Internal Reference Specifications 
PRODUCT name 64/G600 COBOL CompileT" 



PAGE NO. 



3-398 



PRODUCT Kin CQ43 vfosion 1. and 2.0 mai-hinf sfbif^ 64/6600 



f ENTER J 



GENBLE 



( RETURN ] 



P200 



GENBLD 



( ENTER J 



Gen: SA1 
(Beginning Address 
of PA (via PNT)) 




Gen: SA1 

(Beginning Address 
of PA) 



( RETURN J 



Figure 3-85. THRUGEN Flowchart (2 of 3) 
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P400 



( ENTER J 



GENBLA 




PA Generated? . 



Gen: JP 

(Beginning Address 
of PA) 



Gen: JP 

(Beginning Address 
of PA (via PNT)) 



( RETURN ) 



f ENTER J 






Gen: SA1 
(Entry Indes of 
PA + BEGXTAB) 






RETURN J 



( ENTER J 




PB Generated? 



No 



Yes 



Gen: + SA1 
(Ending Address 
of PB (via PNT)) 



Gen: 

BX7 XI 

SA7 n4 

SA1 **4 

BX7 XI 



( RETURN ) 



3 



Gen: 

AS2 (Exit Index 
of PB + 
BEGXTAB) 

MX5 1 

SX3 * +2 

BX3 X3 + X5 

JP SOLP 



( RETURN ) 



Gen: + SA1 
(Ending Address 
ofPB) 



Gen: SAT 
( Ending Address 
ofPBfvia PNT)) 



( ENTER J 



' 




Gen: 


BSSZ 1 


JP *+i 


SA1 *-2 


BX7 XI 





( RETURN J 



GENBLC 



( ENTER ) 




PB Generated? „ 



Gen: SA7 
(Ending Address 
of PB) 



( RETURN j 



Figure 3-85. THRUGEN Flowchart (3 of 3) 
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Case 2: PA has an entry index 
PB has no exit index 



Generator: +SA1 


(ending address of PB) 


BX7 


XI 


SA7 


* + 4 


SAl 


* + 4* 


BX7 


XI 


SA7 


(ending address of PB) 


SAl 


(entry index of PA + BEGXTAB) 


JP 


SOL 


BSSZ 


1 


JP 


* + 1 


SAl 


* - 2 


BX7 


XI 


SA7 


(ending address of PB) 



Case 3 : PA has an entry index 
PB has an exit index 



Generator : 


SAl 
SA2 
MX5 


(entry index of PA + BEGXTAB) 
(exit index of PB + BEGXTAB) 
1 




SX3 


* + 2 




BX3 


X3 +X4 




JP 


SOLP 



Case 4: PA has no entry index 
PB has an exit index 

Generator: +SA1 (beginning address of PA) 

SA2 (exit index of PB + BEGXTAB) 

MX5 1 

SX3 * + 2 

BX3 X3 + X4 

JP SOLP 
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PRFOPS - PERFORM OPTIONS 
Purpose 

PRFOPS controls the generation of code for the options of the PERFORM verb. The 
legal options are TIMES (115), UNTIL (111), and VARYING (114), with PRFOPS having 
three entry points : TIMSGEN, UNTLGEN, and VARYGEN, respectively. 

All three entry points are called by PRFMGEN and themselves depending on the node 
that needs to be processed. In each case, X2 must contain the appropriate node and B2 
the address of the base of the tree. 

Routines Called 

BUG, DIAG 

HEART, CART 

UPTR, UPTL, DNTR 

THRUGEN 

PUT, PICK 

REGSAVE, REGRSTR 

GENLOD, STORE, GARTH 

External Pointers Referenced 

LODSW 

LABZRDF, NOLLAB 

PROPCUR, PROPLOD 
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UNTLGEN - PRFOPS SUBROUTINE 

Purpose 

UNTLGEN controls the generation of code stemming from an UNTIL (111) node. When 
called, X2 must have a 111 node and B2 the base of the tree. (See Figure 3-86.) 

Different code is generated depending on whether this is a simple UNTIL option or part 
of the VARYING option. 

If a simple UNTIL option, e.g. , PERFORM PA THRU PB UNTIL A EQ B, UNTLGEN 
calls the conditional generator, climbs the right branch, and calls THRUGEN. UNTLGEN 
then generates a jump back to the local label for the conditional test. 

If the UNTIL node is part of the VARYING option, the left node will be a FROM. In this 
case, SCFRM is called, a climb down the tree is executed back to the UNTIL node, a 
climb up the right branch is executed, and the conditional generator is called. The tree 
is then descended and control returned to the calling routine. 
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( ENTER ) 



UPTL 




SCFRM 



Node= From? } 3- 



1. Do Conditionals 



Do Conditionals 




A EXIT ) 




1. Load L Data 
Element + -*X6 

2. Save R Data 
Element in 
Stack 1 



1. Store X6 in L 
Data Element 



( RETURN J 



DNTR 



( RETURN J 



Figure 3-86. UNTLGEN and SCFRM Flowcharts 
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TIMSGEN - PRFOPS SUBROUTINE 
Purpose 

TIMSGEN controls the generation of code stemming from a TIMES node (115). When 
called, X2 must have a 115 node and B2 the base of the tree. 

GENLOD is called to load a number into register XI or XI and X2. The number is 
converted to a COMP-1 and the following code generated: 





SX7 


Xl + Bl 




SA7 


* + 2 




EQ 


LOCLAB n 




BSSZ 


1 


LOCLAB n 


SA5 


* - 1 




SX7 


X5 - 1 




ZR 


X7, LOCLAB n+1 




SA7 


* - 2 



The tree is then climbed to the right and THRUGEN called. The tree is descended and 
the local label LOCLAB n+1 is defined. Control is then returned to the calling subroutine. 
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SCFRM - PRFOPS SUBROUTINE 
Purpose 

SCFRM controls the operation of code for the FROM (112) node of the PERFORM verb. 
When called, X2 must have a 112 node and B2 the base of the tree. (See Figure 3-86. ) 

The FROM node is saved in a FILO stack called NODSTAK, and the right branch of the 
tree is climbed. Load, add, and store are executed via GENLOD, GARTH, and STORE 
respectively. Control is then returned to the calling routine. 
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AFTRGEN - PRFOPS SUBROUTINE. 

Purpose 

AFTRGEN controls the generation of code from an AFTER (116) node of the PERFORM 
verb. When called, X2 must have a 116 node and B2 the base of the tree. (See Figure 3-87.) 

AFTRGEN is a serially recursive subroutine and, therefore, saves the calling address 
in a FILO stack called RETSTAK. The left branch is climbed and the code executed is 
dependent on the type of node found: 

1. If the new node is an AFTER node, AFTRGEN is called, the tree descended, 
the right link followed, UNTLGEN called, the tree descended, and control is 
given back to the calling subroutine. 

' 2. If the new node is an UNTIL node, UNTLGEN is called, the tree descended, 
the right branch climbed, UNTLGEN called again, the tree descended, and 
control given back to the calling subroutine. 

3. If any other node is encountered, a diagnostic, via BUG is issued. 
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AFTRGEN 



( ENTER J 



Save Calling 
Address 





Yes 




UNTLGEN 



Pick Calling 
Address 



( RETURN J 



To Calling 
Sequence 

Figure 3-87. AFTRGEN Flowchart 
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VARYGEN - PRFOPS SUBROUTINE 

Purpose 

VARYGEN controls the generation of code from a VARYING (114) node. When called, 
X2 must have a 114 node and B2 the base of the tree. (See Figure 3-88. ) 

VARYGEN follows the left link and examines the next node: 

1. If the node is AFTER, AFTRGEN is called, the tree descended, the right 
branch climbed, THRUGEN called, the tree descended, and clean-up code 
generated (see below) . 

2. If the node is UNTIL, UNTLGEN is called, the tree descended, the right 
branch climbed, THRUGEN called, the tree descended, and clean-up code 
generated (see below) . 

3. If any other code is found, a diagnostic is issued, via BUG, and control 
returned to the calling subroutine. 

A set of instructions is generated for each time the conditional generator is called. 
The sets differ only in the local labels used. The actual code generated is dependent 
on the type of variables used. 

LOCLAB n - GENLOD instructions - 
BX6 XI 
BX7 X2 

- GARTH instructions - 

- STORE instructions - 
EQ LOCLAB n+1 
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VARYGEN 




Figure 3-88. VARYGEN Flowchart 
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GENDISP - OBJECT SUBROUTINE CALLING SEQUENCE CODE GENERATION ROUTINE 

Purpose 

Assembled in GENDISP are the subroutines which generate calling sequences to their 
object-time subroutines for the miscellaneous verbs. (See Figure 3-89 through 3-99.) 

Calling Sequence 

All subroutines are entered from Pass 2 by a JP. 

Routines Called 

DIAG 

GENLOD 

LODINT 

HEART 

CART 

SCALE08 

Operation 

For any of the verbs, the tree pointed to by B2 is climbed by the UPTL and UPTR sub- 
routines. Descent from any branch, left or right, is made by DNTR. All prototype 
HEART instructions are stored in CYMSTRG. FLUSHRT is called to send HEART the 
accumulated instructions for assembly. 

For details of instructions generated for any of the particular verbs, see their respective 
descriptions in the Object Library section. 
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SA1 OUTPUT 
File Number 10 



( ENTER J 



[Climb Left I 
JVM not (00)1 





[Back to] 
ISEC r 



[Must be l 
[only one A(I)J~* 



Save 
Link Type 




^[Must be I 
[COM or SEC J 



Save 
Link Type 



GEND4 ' 





T 



Figure 3-89. GENDISP Flowchart (1 of 2) 
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|X2 = DNT or PROC 
Literal Word 



GEN30R4 



1 ' (TRNDR 




I More than I 
1 A(I) on Line] 



Generate : 
RJ D.SPLY 
(Pack Previous 
Arg. A(I)) 



Save Link Type 




Subscript ? 



Generate : 
RJ D. WRDSP 



( EXIT J 



GEN30R4 



DNTR 
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) 
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Figure 3-89. GENDISP Flowchart (2 of 2) 
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GENACPT 



( ENTER ) 




( EXIT V 




SEC Node 1 



Yes 



Get Left Link 
Type -* B6 



UPTR 



DNTR 



Get Left Link 
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GENAC2' 
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Generate : 
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DNTR 




( EXIT J 



Figure 3-90. GENACPT Flowchart 



) 



CONTROL DATA CORPORATION 



DEVELOPMENT DIV 



DOCUMENT CLASS 

PRODUCT NAME 

PRODUCT NO CQ43 



Internal Reference Specifications 
64/6600 COBOL Compiler" 



SOFTWARE DOCUMENT 

PAGE NO 3-414 



VFRSION 1.0 and 2.0 utruiMf sfbifs 64/6600 



( ENTER J 



GENPR3 



TSB4 InstrT] 
Lin XI J" 




Store Size in 
Bytes in SIZZ 
3 -» OFFSET 



Generate 
SX3 OFFSET 
SX4 SIZZ 
PX4 Float Size 
> 10 J 





DNT 








[Single 1 
Word Lit.J 






Store Size in 
Bytes in SIZZ 


<^ SIZE > 1 1 p 


No 


A2 -» Buff Addr. 
PR0TO8 ■* INST 












[Multiword! 
[Literal T -~ 


Yes 










Store Offset 
in OFFSET. 
PROT05 - INST 




SIZE-«A2-1 

Ho^size) 


















Get Rel. Location 
Reloc. from EDD2. 
OR into INST. 
Low IS Bits 




A2-1 -> Buff. Addr. 
PROT09 -► INST 










GENPR2 








■ 






OR in Line 
NR into Ref. 
18 Bits of INST 




Buff, Addr. OR 
in Reference 
of INST: 
















OR in File 

NR Into 9 Bit Type 

of INST 




INST -» XI 
















Save INST -► XI • 

























OR OFFSET 
into PROT02 
Store 



OR SIZE into 
PROT03 




Genetate : 
PX3 B0, X3 



INST = XI 
-►Inst. Buff. 



( RETURN J 



Figure 3-91. GENINS Flowchart 



CONTROL DATA CORPORATION 



• DEVELOPMENT DIV • 



DOCUMENT CI ass Internal Reference Specifications 

PRODUCT NAME 64/6600 COBOL Compiler 

PRODUCT NO C043 version 1.0 and 2.0 haa<- H ime sfrifs 64/6600 



SOFTWARE DOCUMENT 

PAGE NO 3-415 



( ENTER J 



Save MASTER 
NODE (9 bits) 
Set STORE Addr. 




UPTL 




Open 




Yes 



Load 
RJD.OPRAN 



With Rewind VCgS. 



OR 1 Into 
Addr. of INST 



Store INST 

Get Master Node. 




Load RJ D. OPOIN 



FLUSHRT 



Load RJ D. OPOT 



DNTR 




Master Node ? 



-f EXIT J 



( EXIT J 



to SCALE08 

Figure 3-92. GENCLOP Flowchart (1 of 2) 
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Figure 3-96. GENPTRN and GENRELS Flowcharts 
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Figure 3-97. GENSORT Flowchart (1 of 3) 
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Figure 3-97. GENSORT Flowchart (2 of 3) 
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SECTION 4 - COMPILER INTERNAL TABLE FORMATS 



DATA NAME AND PROCEDURE NAME TABLES 

Entries in these tables are identified by three bits in the first word (T3T2T1) with further 
identification provided in most cases by the next three bits. Hash link entries are chained 
together from the HASH table, one link for each unique name. Other entries are chained 
from the hash link entry for that name, one entry for each use of the name, this latter chain 
also linking back to the hash link. Entry formats follow with their legend . 

Data and Procedure Name tables are shown in Tables 4-1 and 4-2. 



CA136-1 



CONTROL DATA CORPORATION 



DEVELOPMENT DIV 



DOCUMENT CLASS. 

PRODUCT NAME 

PRODUCT MO CQ43 



Internal Reference Specifications 



64/6600 COBOL Compiler 



SOFTWARE DOCUMENT 

PAGE NO 4-2 



vfrsion 1.0 and 2.0 mac.hinf sfrifs 64/6600 



Table 4-1. Data and Procedure Name Tables - Legend for T and D Fields 



T „ 


D D D 


3 2 1 


3 2 1 


000 


Hash link (HL) followed by Name (NM) 




001 Special Name (SN) 




010 Procedure Name (PN) 




100 Data Name (DN) 


011 


Data Division Section Headings 




000 File Section 




001 Common-Storage 




010 Working-Storage 




100 Constant 




101 Report 




111 DCOMON 


100 


Group Data Description (GDD) 




100 FD 




000 DD item (GDD1) 




010 Redefining DD or Renaming DD 




001 Condition Name (88)- (CN) 




110 RD 




101 SD 


101 


Elementary Data Description (EDD) 




000 DD item (EDD1) no Redefines or Renames 




010 Redefining DD or Renaming DD 




001 Condition Name (88)-(CN) 




100 Picture (EP) following this EDD3 or SSC 


001 


Literal 




001 Data Division Literal (DDL) 




000 Procedure Division Literal (PDL) 


111 


Special Name Item (SNI) 




000 Mnemonic File Name (SNF) 




001 Mnemonic Name for Literal (SNL) 




100 Switch Status (SNS) 


: 110 


Copy (SC) 




010 Redefining Item 




000 Not a Redefining Item 




100 Renames (Level 66)- (RN) 


010 


Procedure Item 




000 Procedure Definition (PD) 




100 Procedure Reference (PR) 
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Table 4-2. Data Name Table - Legend for Entry Fields 



Level Numbers 

Levels 01 through 49 are given their binary equivalents. 

Special level numbers are carried as follows: 

RD=0 

SD=0 

FD=0 

66=62 8 

77 =63 8 

88 =64s 

Class 



C 3 C 2 C 1 


000 


Unspecified 


001 


Alphabetic 


010 


Numeric 


011 


Alphanumeric (AN) 


100 


Not used 


101 


Not used 


110 


Edit (numeric) 


111 


Mixed (group) 


Usage 




U 3 U 2 Ui 


000 


Unspecified 


001 


Display 


010 


Computational 


011 


Not used 


100 


Computational- 1 


101 


Not used 


110 


Computational- 2 


111 


Mixed (group) 


Synchronized 


So 


= Not Synchronized 


1 


- Synchronized 


Si 


= Synchronized left 


1 


= Synchronized right 


LR 


= Not a label record 


1 


= Label record 



Group Flags 

G6 Not used 

G5 No occurs 

1 Occurs- -SSC follows GDD3 

G4 Not a Report Description 

1 Report Description 

G3 Not occurs Depending 

1 Occurs Depending 

G2 Not a FILLER item 

1 FILLER item 

Gi Not an 01 level • 

1 01 level 

Point Location 



P7 



r 6 



= Assumed Point 

1 = Actual Point 

= Point Left 

1 = Point Right 
P5-PI to 31 

Elementary Flags 



E 5 

E 4 

E3 
E2 
El 



sign - 
BWZ - 

Occurs 

= 
1 

Edit 

= 

1 



No Value 

Value follows EDDX and SSC 

No occurs 

Occurs- -SSC follows EDDX 

Not a Report Description 

Report Description 

Not occurs Depending 

Occurs Depending 

Not a FILLER item 

FILLER item 

Not an 01 level 

01 level 

SIGNED 

Blank when Zero 



Item did not contain an occurs clause 
Item contained an occurs clause 



Not Check. Protect (*) 
Check Protect (*) 



Notes to Table 4-2: 
Size 



3. 



n ^ 2,142 Characters 

Number of 6- bit Data Format Characters. 

Elementary Items: 

a. Does not include extra character positions for synchronization. 

b. For signed numeric items, size does not include a character position for the sign character or bit. 
Group and Record Items: 

Size is the actual size (i. e. , the actual number of character positions occupied by the item in memory). 



File or Section Number 



File Number 
D. COMON 



1- 72 8 
73 8 



Report Section = 74 8 
Working Storage = 76 8 



Constant Section = 77 

Procedure Division Literal = 77 8 
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COBOL FILE TABLE LEGEND 
(See Table 4-3.) 
Compiler Use Only 

Block size: IB maximum integer from Block Contains clause 

Rec: = if not records in Block Contains clause 
= 1 if records in Block Contains clause 

File number: position in External. Access Table (EAT) 

Alternate areas assigned: integer from Reserve Alternate Area clause 

SM: = 1 if same buffer and record area as another file. 

SR: = 1 if same record area as another file but not the same buffer area. 

Buffer/Record file number : 

Not equal to file number of CIO buffer or record area if directly attached to another file . 

Used in conjunction with "beginning of record area, " and "end of record area, " 
"first" and "limit" by the assembler to produce appropriate relocatable addresses 
for the record area pointers and CIO buffer area pointers respectively. 

Line number: line number of current File Description 

Words FET1 through FET13 are determined by the SCOPE I/O system and are described in 
the SCOPE 3,0 manual, which constitutes the basic reference for this part of the File Table. 

Object Code Use 

Size of ID, Data Written, Edition Number, Reel Number, and Retention Cycle label fields 
are assumed to be DISPLAY usage and are set by Pass ID. 

RRWL and associated File/Section number for the above listed label fields are also set by 
Pass ID. 

Pointer to Actual Key or Symbolic Key field and associated length usage may be used to 
store disk location for reading from and writing to the disk in random access. 

SB: = 1 if Symbolic Key specified 

The a, p, o and j fields (set by Pass IE) are used by the object subroutine to point to a posi- 
tion in the JUMP table for execution of the appropriate DECLARATIVE section subroutine. 
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Beginning of record area is set by Pass ID. The blocking and deblocking routines get the 
address of the record area from this field at object time. 

Device type: not set at compile time, but will be set by the SCOPE system at object time. 
Check must be made at object time to assure that the CIO buffer set up by the compiler is 
adequate for the fixed block size associated with the device type. If CIO buffer is too small, 
abort job. 

r: Random Access specified for file (set by compiler Pass 1A). 

Code status: used to communicate.. status between central processor program and peripheral 
processor J/O routines. 

FIRST: first word of CIO buffer (set by Pass ID) relative to beginning of BLANK COMMON. 

IN: during reading, SCOPE varies IN as it fills the buffer. During writing, the user varies 
IN as he fills the buffer. 

!; OUT: during reading, the user varies OUT as he removed data from the buffer. During 
;: writing, SCOPE varies OUT as it removes data from the buffer. 

j LIMIT: last word of CIO buffer (set by Pass ID). 

i " " ' 

! Symbolic or Actual Key: see SCOPE manual for discussion. 

EOI address: address of routine that is executed when EOF, BOF, EOR, or BOR is 
encountered by the File Manager (FM). Set at object time. 

Error address: address of routine that is executed by the FM when one of the following 
conditions are encountered as indicated in bits 9-13 of Status field (FD9) . Set at object time: 

04 - unreceivable parity error 

10 - device capacity exceeded 

20 - OPEN function redundant 

21 - CLOSE function redundant 
: 22 - illegal function 

t: - Unlabeled file 

1 - Nonstandard label (LABEL RECORDS ARE data-name) 

2 - Standard label 

Logical Status (6 bits) 

XX10 XX: Count records for restart dump (set by Pass IB) 
XX01 XX: End of reel controls restart dump (set by Pass IB) 
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Record type (set Pass ID) 

000001 = Fixed-length record. 

000010 = Variable-length records— RECORD CONTAINS. . .DEPENDING on data- 
name clause. 

-000100 = Variable length records— OCCURS. . .DEPENDING clause. 

Record mark: contains 62 g when end of record is indicated by RECORD-MARK. 

Spacing control: count of the number of lines to advance the pointer when the WRITE 
BEFORE ADVANCING or the WRITE AFTER ADVANCING option is used. 

Record count: count of the number of records read or written for the file (set by object 
subroutine). 

Record count rerun period: when record count equals the contents of this field, a restart 
dump is taken and the record count is set back to zero (set by Pass IB). 

Blocker address: address of subroutines that move data from the record area to the CIO 
buffer. 

Deblocker address: address of subroutines that moves data to the record area from' the 
CIO buffer. 

Fixed Record Length (logical): contains the number of characters in the fixed-length records 
or zero length for variable length records (RECORD CONTAINS. . .DEPENDING) set by 
Pass ID. 

Size of a single occurrence of a trailer: field is set by Pass ID. 

M-Usage: 001 Display 100 Computational- 1 

010 Computational 110 Computational- 2 

Maximum record length: contains the maximum length of the variable length records asso- 
ciated with the file (set by Pass IB or ID). 

OP: = 1 - Buffer open and in use. 

- Buffer not open and not in use. 

UP: = 1 - Execute routine indicated in E OI address. Set at OPEN or CLOSE time. 
- No extra label handling routines. 
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Key position: position of the first byte of the key field. 
Key length: length of the key field. 
Sort/Merge Routine Use Only 

.Disposal Code 

Use Code 

001 - if Sort file 
000 - if not Sort file 

File Manager Use Only 

n = 1 Release record after reading. Not used by COBOL. 

Disposition code: indicates disposition of file at job termination. Not used by COBOL. 

FNT pointer: set at OPEN time by SCOPE to the location of the file in the SCOPE File 
Name Table. 

Record block size: set at OPEN Time by SCOPE. 

Physical record unit size: set at OPEN time by SCOPE. Set to the size of the physical 
record size of the indicated device. 

Index length 

Index Address 

Logical Status (6 bits) 

1XXXXX = Filejs OPEN (set by FM) 
X1XXXX = Optional file (set by Pass IB) 

Position number: set by compiler to indicate position of file on multifile pool. 

Multifile name: set by compiler to "COB" when file is assigned to a multifile pool. 
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EXTERNAL ACCESS TABLE 



The External Access Table is shown in Table 4-4. 



Table 4-4. External Access Table 



Selected Flag 



Output Pass IB and ID 



Renaming Flag 



Subject of Renaming Flag 



Special Names Flag 



Input 



Output 



Source Copies 



Dayfile 



18 Bits 



18 Bits 



Pass IB - 

Pass ID - Size LLR 



+ 1 



+ 58 



10 



+ 59 10 
+ 60 l0 

+ 61 10 
+ .62 10| 
+ 63i0 



ll n cd 



Not Used 



Not 
Used 



9 Bits 



-47 45 43 41 



36 



Pointer to address of file - name in DNT 



Maximum of 58 files (FD, SD, RD, Display and Accept) 



Source Copies 



D. Comon 



18 Bits 



18 Bits 



728 
73 8 
74 8 
75 8 

7 6 8 



Report Sect. 



Common Storage Sect. 



Size of Area for Section (Pass ID) Rela- 
tive Addr. within Obj. (Pass lrD Element 



Working Storage Sect. 



Pointer to Address of 
Header in DNT 



Constant Sect. 
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FORMAT OF ITEMS ON THE REPORT REFERENCE FILE (ON DISK) 



Reference Item 



Length 


Item 
Type 


Ref. ' 

Type 





59 54 53 48 47 



42 




r 



L 



Information Item 



Additional Name Characters 



Length 


Item 
Type 


Zero 


History Bits or Integer 





DNT Pointer 2 


DNT Pointer 1 
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CODING OF REPORT REFERENCE ITEMS 

If the reference type field is zero, there is not reference item. Otherwise each bit has a 
special meaning. 

bit 42 = integer, = data-name 

bit 43 = 1 qualifier 

bit 44 = 1 subscript 

bit 45 = 1 FINAL 

The item types are numbered in octal: 

01 Control fields 

02 Type CH reference to control field 

03 Type CF reference to control field 

04 Reset reference to control field 

05 SOURCE reference 

06 SOURCE SELECTED 

07 SUM operand 

10 SUM UPON 

11 Beginning of RD (references report name) 

12 End of RD (contains history) 

13 End of report item (contains history) 

{LINE integer if bit 41 = 1 . 

LINE PLUS integer if bit 41 = 
LINE NEXT PAGE if bit 40 = 1 
I NEXT GROUP integer if bit 41 = 1 

15 \ NEXT GROUP plus integer if bit 41 = 
I NEXT GROUP NEXT PAGE if bit 40 = 1 

16 TYPE in which the types are expressed by the following integers: 

01 = RH 

02 b PH 

03 = OH 

04 = CH ■ - - 

05 =RF 

06 = PF * 

07 = OV 
10 = CF 

REPORT TABLES 

DETAILED DESCRIPTION OF THE REPORT MODULE 

A single module contains the tables necessary for one report. This module cannot be pro- 
duced by a COBOL program that is a subprogram. The least inclusive information in the 
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report is produced first and the most inclusive last, in order that most references be back- 
ward references. The entry point to the most inclusive portion is the first seven characters 
of the report name. The structure of the module is: 

1. The entry point and a pointer to the table for the report as a whole. 

2. Tables describing each Report Group. 

3. Tables for each control level. 

4. Tables for the report as a whole. 

The data fields needed are output by pass 1H atthe end of working storage. Their location 
relative to the beginning of working storage is known before pass 1G starts. Sequences of 
instructions needed are output as instruction trees and are generated by pass 2 as part of 
the Procedure Division. They are referenced using numbered tags as identification of the 
first instruction in each set. 
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The report-groups are each generated with the following format: 



















Type 


Location of Use Statement 




484746 45 36 



24 23 



1817 



61 

• C 

-£?« 

-.5 o 
O 'SI 

4) .- 
C/3 CS 



9 k " « 

1? *-* O 3 _ 

J? = *■* O e 

> = j) 2 o 

« ,o > O " 



o 

tug 

CO 



ha 







Location of Print Image 
Number 1 




Location of Group 
Indicate Pre -Print 
Procedures 



59 

go. 

S3 

o 
z 

a. 
D 

O 



47 



30 



17 





* Location of Print linage 
Number 2 or Zero 




Location of Non-Group 

Indicate Pre- Print 

Procedures 


17 . • 




.Location of Print Image 
Number 3 or Zero 




Location of Common 
Pre-Print Procedures 


•■■.■ 


17 . ° 




Location of Print Image 
Number 4 or Zero 




Location of Post Print 
Procedures 



17 
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SUM WAKE UUtUIVICMI 

4-14 



.PAGE NO. 



64/6600 



For each control level the following information is contained in the table. 

















' " ■ . 


Location of Code for 

Moving of Control 

Fields where Break was 

at this Level. 


Last usable LINE- 
COUNT on which to ! ' 
start printing head- 
ings when break is 

nr this lp.up.l. ; *• 


8 47 36 1 

« 

. o ■ "3 
> 

1 J3 - « 

3 ° c^ « .■-..■• 

nl fn -g 2 « • 

so So a 


7 . 








Location of CH 


•'■••."""-'.'•■ 




Location of CF 
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For the whole report the following information is contained in Table 4-5. 



bit 59 = 1 if 
Format info. 
is Explicit 



Table 4-5. Report Table 

t 



59 


48 


17 


/ 




Page Limit 




Location of RH 


1 




Heading 




Location of RF 


) 




First D 




Location of OH . 


/ 




Last D 




Location of OV 


( 




Footing 




Location of PH 




Code 




Location of PF 




Number of Control Levels 




• 


Location of Associated FET 

Location of Control Field 
Compare Code. 




Location of Tables for Control Levels 








3 







Number of DE's 


' 


Location of First DE 



69 



/ 



HASH TABLE 



The HASH table entry format is: 






Assembler Pointers 


PNT Location 

i 


DNT Location 


6 


18 


18 


18 



The DNT field will also be used by the assembler during Pass 2 assemblies. 
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DIAGNOSTIC TABLE 



The Diagnostic Table is shown in Table 4-6 



Table 4-6. Diagnostic Table 



DAGNOSl 



C000 



C002 



C099 



DL 




C000 


DL 






C001 


DL 




C002 


DL 






C003 


DL 




C004 


DL 






C005 


■ 




• 
I 
i 










DL 




C096 


DL 






C097 


DL 




C098 


DL 






C099 








X A 


I 


N C 


O 


R 


R 


E C 


T A 


s 


T A 


R 


T 


I 


N G 


A C 


o 


L U 


M 


N 


A 


B E 


F O 


R 


E A 


C 


O 


L 


U M 


N 1 


2 


A A 


A 


A 


A 


A A 


• 
• 
• 






^ A 
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LEXICON TABLE 



The Lexicon Table is shown in Table 4-7. 



Table 4-7. Lexicon Table (1 of 2) 



ONEA 



ONEZ 
SPEC 



ENDEX 
TWUWDS 



LEXNRS 



LEXPROC 
+1 



1 


A 


L 


\ 






A 










1 




1 




• 
• 
• 


1 


Z 


A 


















1 


• 


A 


















* 
• 
• 


1 


/ 


A 








A 










1 


** 


A 


















2 


T 


W O A 


W O 


R 


D A 


E N 


T R I 


E S 


A 


A A 


2 


etc. 








2 . 


E 


N D A 


O F 


A 


T A 


O A 


W O R 


D S 


A 


A A 


00005 


01725 


00002 ' 


01602 


00003 


01601 


00001 


00006 










ONEA 





ONEB 
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Table 4-7. Lexicon Table (2 of 2) 



+25 
+26 
+27 
+28 

+29 
+30 
+31 



. 






ONEZ 




SPEC 




ENDEX 




ONEA 


' 


LEXNRS 




LEXPROC 




TWUWDS 



Note ; The last four cells are needed by the LEXSRCH routine to establish limits for its 
searches. 

L.EXDATA and LEXPROC are lists of the same reserved words. Nonzero lexicon numbers 
are assigned to the words of each list if the words are legal in the appropriate division. 
Otherwise a zero lexicon number is assigned. 

SYNTAX ANALYSIS TABLES 

Each table entry consists of two words; each word is divided into four quarters; each part 
consists of a 3-bit clue, and a 12-bit parameter. The quarters are executed in order: 
1st quarter, 2nd quarter, '3rd quarter, 4th quarter. 



3 


12 


3 


12 


3 


12 


3 


12 



See Section 2, Syntax Analysis, for a description of these words. 
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SECTION 5 - COMPILER OUTPUT 



STRUCTURE OF LOAD 

File tables, report tables, and common storage areas are generated in elements (subpro- 
grams) separate from the Procedure Division code elements, and are placed in the main 
overlay if overlays exist. When the user has more than one compilation, he must ensure 
that elements with duplicate names, such as names for file tables, are removed. (See 
Tables 5-1 and 5-2. ) 

OBJECT CODE FORMATS 

Binary output table formats for each subprogram (or element) are specified by the SCOPE 
Loader. The formats used by the COBOL compiler output are described here briefly: 

1. Each table within the subprogram output begins with an identification word 



ID 



CN 


Not Used 


WC 


Not Used 


LR 


L 



59 54 53 48 47 
6 6 



36 35 27 26 18 17 
12 9 9 



18 



CN Code Number - to identify the table (represented using octal values in this 
writeup). 

WC Word Count - number of words in table excluding ID word. 

LR Relocation Indicator - not used in some tables: 

- L absolute, relative to RA. 

1 - L relative to beginning of subprogram. 

3 - L relative to 1st entry in Local COMMON Table (LCT) 

L Location - not used in some tables: Initial address of data described in this table 
as relocated by LR above. 

2. Each subprogram (element) has a PIDL (program identification and length) table. 
The ID word for PIDL is: 



ID 



34 


' 


WC 








• 
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Table 5-2. Structural Details - Relocatable COBOL Output Decks 
(Except Files and Common) 



Deck Ty 


pe 


DECK PART (In Order of Occurrence) 


Main 
Compilation 




Pi 
o 

-f-4 
+-> 

03 
i — I 

•r-4 

a 

S 
o 
o 

■§ 

CO 


CO 

PQ 


1— 1 

> 

o 


a> 

pq 


1— 1 

f-l 

CD 

> 
O 


l". 


X 








INITIAL JUMP - start of execution 


2. 


X 








JUMP TABLE - entries for declarative procedures 


3. 




X 




X 


JUMP TABLE - entry points for inter-overlay jumps 


4. 






X 




WORKING STORAGE AND CONSTANT STORAGE when present in source 


5. 


X 


X 


X 


X 


"INDEX" TABLE when needed for inter-overlay and inter-compilation jumps 


6. 


X 








DECLARATIVE PROCEDURES when present in source 


7. 


X 


X 


X 


X 


REMAINDER PROC DIVISION for base or this overlay 


8. 


X 


X 


X 


X 


INTER-OVERLAY JUMP provided as required 












ENTRY POINTS 


1. 


X 








CENT. 00 on first word of deck 


2. 




X 




X 


CENT, nn (nn is overlay number) on first word of deck 


3. 






X 




PROG -ID (7 characters only) on first word of deck 


4. 


X 


X 


X 


X 


Data-name in ENTRY statement. Occurs on the procedure so named. 


Notes: If there are no non-overlay sections in a Main compilation, items 1. and 8. will be 
present, and item 7. will be missing in the base deck. OVERLAY decks are produced only 
when 7. is present. 
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At least one other word must be present and consists of the subprogram name and 
length (length entry optional): 



Subprogram Name 


Subprogram Length or 



59 



42 



18 17 



18 



This may be followed by a word of the same format having a name for Named 
COMMON and 7 blanks for Blank COMMON. This word appears only in file 
elements and Named COMMON elements and is the LCT. 

Object code or data is output by means of TEXT tables. Any number of TEXT tables 
in any order may be used to create a subprogram. The length of any TEXT table 
cannot exceed 16 words in addition to the first (ID) word. One word is for relocation 
and there are up to 15 words of text. 

The ID word for TEXT is: 



ID 



40 





WC 





LR 


L 



The first word of the TEXT table is relocation information for the text in this table: 



R 


R 


R 


R 


R 


R 


R 


R 


R 


R 


R 


R 


R 


R 


R 



59 5655 5251 48 47 4443 40 39 3635 3231 28 27 2423 2019 1615 1211 :87 43 o 
44 4 4 4 4 4 4 4 444 4 44 



There is" one R field for each text word. Unused R's are 0. Relocation is relative 
to the subprogram origin. Possible values of R are: 

No relocation 

2 Lower address 

4 Middle address 

8 Upper address 

10 Lower and upper addresses. 
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4. 



The text or data words follow the relocation word. There are WC-1 text words 
and WC-1 R's in the table. The R's start in the high- order portion of the relocation 
word. The first text word is loaded at the address defined in the ID word by LR and 
L. The second text word (when there is one) is loaded in the next sequential address, 
etc. LR is 1 for all elements except named COMMON elements where it is 3. 

External references are indicated by means of a LINK Table. The ID word for 

LINK is: . " 



ID 



44 





wc 












Entries in the table consist of an external symbol in a name word: 



Name of External Symbol 






59 



42 



1817 



18 



followed by any number of 30-bit data bytes packed two to a word, where each byte 
describes a reference to the external symbol described in the name word. Any num- 
ber of such combination of entries can exist in the LINK table. 



I 


p 


RL 


LOC 



2 1 9 2 



18 



LOC 
RL 



Address of the word containing the reference to the external symbol 

Relocation of LOC 

- If absolute (relative to RA) 

1 - If relative to beginning of subprogram 

Position in word at LOC of external reference 

- Lower 

1 - Middle 

2 - Upper 
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Entry points to the subprogram are indicated in the ENTE (Entry Point) table. (S) 
One table is generated for every entry point in the program. The ID word for ENTR 
is: 



ID 



36 





2 












The entry in the table is two words long. The first of the two is the name of the 
entry point. 



Name 






59 



42 



1817 



18 



The second word of the entry pair is the location of the entry point. 






RL 


LOC 



59 



27 26 



1817 



18 



LOC Address of entry point 

RL Relocation of LOC 

- If absolute 

1 - If relative to the beginning of subprogram 

3 - If relative to 1st entry in Local COMMON Table (LCT) 

6. ;Binary output tables for each subprogram must terminate with a XFER (transfer) 
table. This table may optionally contain the name of an entry point which can be 
used by the loader as a pointer to a spot in the code. The name of the first instruc- 
tion of the subprogram is used as the XFER table entry point for each overlayed 
priority section. The XFER table of the main routine must contain the entry point 
of the first executed code. Data Division tables do not contain a XFER table. 
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The format of the ID word of XFER is: 



ID 



46 





1 












The format of the entry point word (may be zero) is: 




7. For file elements, FILL Table is also generated. The format of the ID word of 
FILL is: 



ID 



42 



WC 



All remaining words are partitioned into sets of 30-bit bytes; each set is headed by 
one control byte and followed by an indefinite number of data bytes. All bytes will 
be contiguous, the last byte may be zero. The control byte contains information 
concerning each of the subsequent data bytes until another control byte is encountered. 

A zero byte is treated as a control byte. 

The format of the control byte is: ' 




where AR is the relocation of the value in the address position of a word specified in 
the succeeding data bytes. 
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AR has the values: 

- absolute, relative to RA (no relocation) 

1 - program relocation 

3 - relative to COMMON block in position AR-2 of LCT. 

One control byte suffices for several data bytes. 
The format of the data byte is: 



1 
1 


p 

2 


RL 
9 


LOC 

18 



29 

where 

P is the position within the word of the address specified by RL and LOC 

10 - upper 
01 - middle 
00 - lower 

RL is the relocation of the address specified by LOC. 

LOC is the address of the data word to be modified. The contents of the address 
field position (P) at location LOC relative to RL will be added to the origin as speci- 
fied by AR in the control byte. 

8. Overlays output by the code assembly are preceded by an overlay card generated 
before the ID word of the PIDL table for the overlay subprogram. The format of 
the card is: 

OVERLAY (Fn, LI, O) 

Fn Output file name. 

LI Primary overlay number; if the main routine, and section number 

less 49 for an overlay priority section. 
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LISTINGS 

See Figures 5-1 and 5-2. 

Source Listing 

CC Carriage control character. 

From Compiler: 

Line Nr. Sequential number produced by the compiler. 

Def. Nr. Number taken from a referenced item. Used as a debugging aid by the 

source programmer. 

Lib. Line Nr. Number assigned by COBOL Library Update program during previous 
update. 

New or A This field contains the word "NEW" if the copied item was added or 

changed on the previous update. Blank if not added or changed. 

From Update: 

New Line Nr. Sequential number produced and assigned by the COBOL Library Update 
program during the update. 

Old Line Nr. Number assigned during previous update. 

Octal Listing 

An octal listing of the compiler's relocatable binary output is available upon request by the O 
listing option on the COBOL control card. Fields on the print line are as follows: 

1. ' Octal location: instruction location relative beginning of element. 

2. Octal instruction (or data word): the 15-, 30-, or 60-bit instruction or data. 

3. Flag: type of address 

E = External reference 

F = Forward procedure reference 

L = Reference to Forward local label 

N = Reference to literal 

R = Relocatable reference 

A = Absolute address 
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o o 



-4- 4- 



1 v> .2° n 



to 

0) 



•rH 

0) 
I— I 

•rH 

o 
U 



i 



•rH 

P=4 



4- 4- 



± 



<] « -q 

-I" "I" 

O = -S «5 « .= -5 * 

s- j -^ *: -j ^ 



± 1 






J-l 
Pn 

a> 

o 
pq 
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m 
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4. Symbolic location. 

5. Mnemonic instruction code. 

6. Symbolic address or octal literal. 

• 7. Source line number: approximate line number within the source program of proce- 
dure statements for which the octal code is listed. 

8. Source line number of reference: the approximate line number of the procedure- 
name or data referenced... 

Since the assembly process is completed in a single pass, certain addresses cannot be 
completed at the time the line is printed. In this case, a symbolic address is given. 

Four situations are handled this way: 

1. References to external symbols. In this case the name of the external symbol 
appears in the symbolic address. 

2. Forward references to "local" compiler generated symbolic locations (such as 
NEXT SENTENCE, the ELSE branch of an IF, or the VARYING code for a PERFORM) 
causes LOCAL 99 (where 99 is the local symbol number) to appear in the symbolic 
address. Later in the listing the local symbol should appear in the symbolic location 
field. Since a local symbol may be used over many times, the reference is to the 
first following appearance of the local symbol. 

3. Forward references to procedure names cause seven characters of name to appear 
in the symbolic address. The beginning of each procedure is indicated also by the 
procedure name appearing in the symbolic location field. Completed references 
to procedure names also cause the procedure name to be printed, but the octal 
instruction contains the correct address. 

4. References to literals cause the 60-bit octal literal to appear on the print line, 
starting in the symbolic address field. The literal also appears again (when the 

literal table fills up) in its exact location. 

Sample Line: 



AA 



Octal 
Loc 



AA 



Octal 
Instruction 



-20 max-*- A 



Symbolic 
Location 



7 — > 



AAA 



Mnemonic 
Code 



-4 max-*" 



AAA 



Symbolic 

Address 

or Literal 



-30 max— ►- 



Source 
Line of 

Procedure 



Ref. 

Source 

Line 
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SECTION 6 - OBJECT TIME ROUTINES 



INTRODUCTION 

COBOL compiled programs may call other programs explicitly or implicitly. Explicit calls 
are done by the ENTER verb (calling FORTRAN or COMPASS compiled programs) or GO TO 
and PERFORM verbs (calling COBOL compiled programs). Implicit calls are generated for 
library programs specifically designed to effect COBOL operations. There are two kinds of 
such programs: tables of constants and operating routines. Both may be differentiated into 
those that are called by one specific COBOL statement and those that perform a more univer- 
sal function and may be called by different COBOL statements. 

All the operating routines are entered, at least initially, by an RJ (return jump) instruction. 
In order to allow object time diagnostics to "trace-back" to a source code line number, 
every RJ of this sort generated in the main object code occurs in the left half of a word, with 
a" source code line number in the right half (in binary form). Every RJ of this sort within a 
subroutine that calls another subroutine is in the left half of a word and has the address of 
its enter/return word in the right half of that word. 

In general, subroutines do not save and restore most registers. However, most COBOL 
subroutines will restore X4 to all DPC zeroes, and Bl to a one. Also, all general purpose 
routines which can occur between presetting and testing A0 as the on-size-error-switch 
must restore A0. 
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OBJECT TIME REGISTER USAGE 

The following register assignment is current for object time code. Note that these assign- 
ments hold only within statements, and pertain only to those statements that generate 
significant in-line code, i.e., arithmetic statements: IFs, MOVES. 

X0 Mask 

XI Current operand 

X2 Low-order part of current operand if double precision 

X3 Volatile 

X4 33333333333333333333B 

X5 Volatile 

X6 Previous result 

X7 Low-order part of previous result if double precision 

B0 

Bl 1 

B2 Sign of current operand 

B3 Volatile, used in SUBSCR 

B4 Volatile, used in SUBSCR 

B5 Less volatile — variable index 

B6 Less volatile — variable index 

A0 Truth or falsity on size error 

TABLES OF BINARY CONSTANTS 

COMPUTATION AL-1 describes a binary representation of decimal numeric values. Any 
indicated shifting, right or left, and rounding is accomplished by indexing into the tables 
described here and adding, subtracting, or multiplying by the item found. These tables 
include : 



D. TNTHS 



D. TENS 
D.FIVE 



A table of single-precision fractional powers of ten constructed so 
that an F multiply of an item by a COMPUTATIONAL-1 single- 
precision number (i.e. , binary integer with zero exponent and a 
bias) will result in a decimally accurate truncated value. 

Unnormalized integer powers of ten. 

Unnormalized binary integer table of 5, 50, etc. When ROUNDED 
is specified in COMPUTATIONAL-1, the indicated 5 is added (F+) 
prior to right-shifting via D. TNTHS. 
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SUBROUTINES 

BLOCKIO - OUTPUT CIO BUFFERING SUBROUTINE 

Purpose 

BLOCKIO buffers all snapshots and core dump printer images to be written onto the 
standard OUTPUT file. 

Calling Sequence 

RJ BLOCKIO (WRITOUT) 

VFD 30/IMAGE, 30/LENGTH 

I/O Interface 

(See Compiler I/O Interface for detailed description of BLOCKIO.) 

Routines Called 

I/O write, BNDC5 CPC 

Register Usage 

All registers are preserved except Registers A5 and A7. 

Operation 

A special entry to BLOCKIO named FLUSH can be called at any time to dynamically 
write a logical record of buffer output in BLOCKIO's CIO buffer. The calling sequence 
to FLUSH is: 

RJ FLUSH (WRITER) 
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DDDATCN SUBROUTINE 
Purpose 
A subroutine to convert a BCD date of the form YYMMDD to the form YYDDD. 

Calling Sequence 

X6 = YYMMDD RIGHT-JUSTIFIED WITH BINARY ZERO'LEFT FILL. 
RJ = D.DATCN • 

Upon return X6 contains: 

YYDDD = RIGHT- JUSTIFIED WITH BINARY ZERO LEFT FILL. 

Routines Called 

None 

Register Usage 

Registers X0, XI, X2, X3, X4, X5, X6, X7, B2, B5, and B6 are volatile. 

All other registers are undisturbed. 

Interface . . . 

See Figure 6-1. 



CAI38-1 



CONTROL DATA CORPORATION • DEVELOPMENT DIV o 

DOCUMENT CI ASS Internal Reference Specifications 

PRODUCT mamf 64/G600 COBOL Compiler 

PRODUCT Kin CQ43 vfr^ion 1. and 2. machine SERIES. 



SOFTWARE DOCUMENT 

PAGE NO . 6 ~ 5 



64/6600 



000063" 
00 0063 



63 
000063 



"P'R'U'G 
P.HUG 
BLUC 



BLUC 
PRUG 
PRUG 

EN in 

EN?R 

"o 

* 
* 

* 
* 

* 

* 

* 

* 



JUENT 
RAifTENGTir '"" 

rah length 
ks lenutm 

ks""' length 
Ram*- local 
rah* local 

Y~ POINTS"" ~ 

Y POINTS 
OOOOO tfiDATCN 
00 00 UTD'ATCW 



CDOA 

TDD'A 
EDDA 
LDDA 

"LD'DA 
LDDA 
LDDA 
L'DD'A 
LDDA 
CODA 

"CD DA 
L'.DA 
A RO 

"YYMH 
YYDD 
YY = Y 

LD = D 

EDO* 

-X6-I 

X6 = 

KEG I 

-x -rx 

HJ D 



TCN 

TCN" 

TCN 

TCN 

TCN" 

TCN 

TCN 

TCN" 
TCN 
TCN 
TCN' 

TCN 
UTJN 

DTT'C 

D (5 

EAR 

UNTF 

AY 

JUL! 

NPUT 

UTPL 

STEM 

IT* 2 

t DAT 



TC CONVERT BCL DATt 0? FORI 
■"BC'D" CK'A R ACT FHS J"""! Q- " "."."" "/ 



BUT .CHARACTERS > 



AN .i: AY 

KYYKMDH "RIGHT: 
T=YtDDD right 

US*GE 
v X3yX '5xX -6t&2 : » Bi-'-yy 
Cfv 



yrsrjTTED~< 

jliTiFlED (. 



3 6 

30 



ENTRY 



C, DATCN 



Figure 6-1. DDDATCN Interface Printout 
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DDBCDCM - BCD COMPARE SUBROUTINE 
Purpose 

This subroutine compares two BCD items P and Q of length m and n. (See Figure 6-2.) 
When m and n are unequal, the shorter item is considered blank filled for the remain- 
der of the comparison. When an inequality is established during the process of com- 
parison, a table backup of the two different characters is made and one of two exits is 
taken — depending on the value of the characters in the collecting sequence. 

Calling Sequence 



COMPARE 


PVS. Q 


SX2 


(Byte offset of P unnormalized floating point) 


SB2 


Base address of P 


SB5 


Length of P in bytes 


SX3 


(Byte offset of Q unnormalized floating point) 


SB3 


Base address of Q 


SB6 


Length of Q in bytes 


SB7 


Type of compare 


RJ 


D. BCDCM 


TRUE 


Return 


FALSE 


Return 


Type 


P = Q 


Type 1 


P >Q 


Type 2 


P <Q 


Type 3 


PSQ 


Type 4 


- P^Q 


Routines Called 





None 

Register Usage 
Save Bl. 
Interface 
See Figure 6-3. 
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DDBCDCM 








/ Character \nq 
\Potnter Zero?/^"" 



Yes 



Pick up P and Q 
Character 




Look up Move 
Type. 



J 



Get New Word 




Type 1 
Go to Entry 



> f EXIT J 



Type 2 
Go to Entry 



+ 2 / \ 
— ^»— J EXIT J 



Type 3 
Go to Entry 



■» ' ( EXIT J 



Type 4 
Go to Entry 



+ 2 X X 

— 5"— ( EXIT 1 



J 



EXIT 



J 



J 



EXIT 



J 



Figure 6-2. DDBCDCM Flowchart (1 of 2) 
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Get New Q 
Character 




Type 3 
Go to Entry 



Type 4 
Go to Entry 



EXIT 



) 



3 



J> 



^— ( EXIT J 





No 


/ Need New \v 
S^QWord? y 






Yes 




Get 


it 




*— 





Zif rar ") 



^ 





Get New 
Character 



Figure 6-2. DDBCDCM Flowchart (2 of 2) 
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TffEN'rr-^LWC'DCH" 



000227 PROGRAM LENGTH.. 
~ — — B'LUCKS - 
000227 PRUGRAH* LOCAL 



,enj;ry points 

— o o"cTooT~P7b"ci) c it 

ENTRY C i_3CUCM _ 

- r ———— — GC q u OH FA RETT, VS,Q~ 

v #' ?' ; - - " ,-- ■ . '■ .'■■ v"^ E2=BASE ADD, OF Pi 



* . X??RYTE OFFSET OF P < F I, f - PT. UNNORMALJ 

* X3-BYTE OFFSET "OF C F U 1 "• PT. UNNORHALI 



__.„„._____ ____._ g ._ ffrT[;; - i:E . N( , TH _ p __—_- 

* fc6~BYTE LENGTH G 

* E7=TYFE COH FARbi 

'* •' '" ~ -- -- - - Oi P^O - " 

* 1, P GREATER THAN 0, 

* 2, P LESS TJ-AN Q, 
^P^" — — ^^7^P"G1TETT"ET _ ETQTJ707 T . '" 

* P LliSS ECUAL Q, 

Figure 6-3. DDBCDCM Interface Printout 
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DDBN - BINARY CONVERSION SUBROUTINE 
Purpose 

The BCD to Binary Conversion (DBN) subroutine converts information from binary 
coded decimal (BCD) to pure binary. The inputs, referred to as arguments, must be 
in register XI or X6 if the information to be converted is less than ten BCD digits. 
If the information to be converted is more than nine BCD digits and less than nineteen 
digits, the arguments must be in registers XI and X2 or registers X6 and X7. 

The register (s) containing the argument must be BCD zero filled and the argument 
itself must be right- justified. If the argument is negative, it will be carried in its 
9's complement form. 

Calling Sequence 

There are six entry points or possible calling sequences. These six points are tabu- 
lated below: 



Entry Point 


Argument 


Result 


Registers 


Name 


Register(s) 
XI 


Register(s) 
XI 


Preserved 


D. BN1SS 


X6, X7 


D. BN6SS 


X6 


X6 




XI, X2 


D. BN1DS 


(XI, X2) 


XI 




X6, X7 


D. BN6DS 


(X6, X7) 


X6 




XI, X2 


D. BN1DD 


CXI, X2) 


(XI, 


X2) 


(X6, X7) 


D. BN6DD 


(X6, X7) 


(X6, 


X7) 


(XI, X2) 



In general, the acronym used is DDB N1JK , where: 



XI principle input register; X6 and X7 saved 
X6 principle input register; XI and X2 saved 
Single-register input 
Double-register input 
Single-register output 
Double-register output 





I = 


■1 




1 = 


= 6 




J = 


= S 




J : 


= D 




K 


= S 




K 


= D 


Routine 


s Called 



None 



Register Usage 
Save Bl and X4. 
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Operation 

The following tabulation shows which entry point is entered to convert certain ranges 
of digits. 

Number of Digits Entry Point 

through 9 D. BN1SS or D. BN6SS 

10 through 14 D. BN1DS or D. BN6DS 

15 through 18 D. BN1DD or D. BN6DD- 

The result from the conversion of digits in the range through 14 is a single- 
precision, unnormalized, floating-point number. The result from the conversion 
digits in the range of 15 through 18 is a double-precision, normalized, floating-point 
number. 

The general calling sequence is: 

SA 
SA 
RJ D. BNIJK 
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DDDSPLY - COBOL STATEMENT SUBROUTINE 

Purpose 

Low volume output. 

Calling Sequence 

DISPLAY A,, A_, ... A ., A 
1' 2 n-1 n 

where the A i are in display code and the total length of all Aj < 120. For display on 
the DAYFILE, the total length of all the A i =s 40. 

SA1 LFN (before each new line to be displayed) 

X3 = Byte offset of Aj 

X4 = Fixed-point length of A-^ 

B4 = Base address of A^ 

RJ D. DSPLY 

X3 = Byte offset of A 2 

X4 = Fixed-point length of A 2 

B4 = Base address of A 2 

RJ D. DSPLY 

X3 = Byte offset of A n-1 

X4 = Fixed-point length of A n _ 1 

B4 = Base address of A n _ 1 

RJ D. DSPLY 

X3 = Byte offset of A n 

X4 = Fixed-point length of A n 

B4 = Base address of A n „ 

RJ D.WRDSP 

D. DSPLY FUNCTION 

Stack A- (i = 1, 2, ... n-1) consecutively for one output line on the output device. 

D.WRDSP FUNCTION 

Stack A n immediately following last Aj and output the display line on the output device. 
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If there is only one item to be displayed, the calling sequence will be: 



SA1 


LFN (logical file name) 


X3 = 


Byte offset of item 


X4 = 


Fixed-point length of item 


B4 = 


Base address of item 


RJ 


D. WRDSP 


Routines Called 





DDMOVIO, CPC, 10 WRITE. 
Register Usage 
Bl is preserved. 
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DDCOBIO SUBROUTINE 



Purpose 

The Input/Output (COBIO) subroutine is an object time subroutine residing in the object 
library. The COBOL compiler generates calls to COBIO as needed for the following- 
statements. The following information describes various calling sequences to the 
Input/Output (COBIO) subroutine. 



Calling Sequence 



Source Statement 



OPEN INPUT LFN. 
(Logical file name) 

OPEN OUTPUT LFN. 



I/O 

OPEN (INPUT/ OUTPUT) LFN 



READ LFN AT END 

ANY IMPERATIVE STATEMENT 



FOR ALL WORDS OF OCCURS KEY 



Generated Code 

X6 = = rewind 
X6 jt = no rewind 



SAl 
RJ 








LFN 

D. OPIN (Open input LFN) 


SAl 
RJ 


LFN 

D. OPOT (Open output LFN) 


SAl 
RJ 


LFN 

D. OPRAN 


SAl 
RJ 

' TTl 


LFN 

D. READ 

■MrYBTVTAT. 




— H 


-J 

y 

j 


P AT-I 
[OVE OCC 
Key will be in X4 in 
unnormalized float- 
ing point _ 
P D.M 


SND-CODE 
URS KEY 

OCKR 




-> 


A 


T- 


END-CODE 


J 



SAl 
RJ 



X6 = = rewind 

X6 = 2 = lock 

X6 = 1 = no rewind 

LFN 

D. CRELR (Close LFN Reel) 
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Source Statement 



WRITE RECORD-NAME 



Generated Code 



SA1 


LFN 


RJ 


D. WRITE 


r Jp 


NORMAL 


jp 


INVALID-KEY 




MOVE 


OCCURS KEY 




JP 


D. MOCKW 



WRITE RECORD-NAME 
BEFORE ADVANCING N 
LINES 



WRITE RECORD-NAME 
AFTER ADVANCING N LINES 



CLOSE LFN 



SAI 


LFN 




SX2 or SA2 


X2 contains N 


RJ 


D. WBA 


- JP 


NORMAL 


JP 


INVALID-KEY 




MOVE 


OCCURS KEY" 






JP 


D. MOCKW 




— £> 




SAI 


LFN 


SX2 or SA2 


X2 contains N 


RJ 


D.WAA 


r Jp 


NORMAL 


jp 


INVALID-KEY 




MOVE 


OCCURS KEY 






JP 


D. MOCKW 




_> 




SAI 


LFN 




X6 = = rewind 




X6 =2 =lock 




X6 = 1 = no rewind 


RJ 




D. CLOS (Close 


LFN) 
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Routines Called 

DDMOVIO, CPC, I/OREAD, I/O WRITE, I/O RA, I/O RW, DDDATCN. 

Register Usage 

Save Bl. 

Operation 

The following subroutines constitute the DDCOBIO subroutine: 

DDOPIN - Open Input 
DDOPOT - Open Output 
DDOPRAN - Open Input/Output 
DDREAD - Read file name 
DDRDNCH - Read N characters 
DDWRITE - Write record name 
DDWBA - Write before advancing 
DDWAA - Write after advancing 
DDWRNCH - Write N characters 
DDCLOS - Close file name 
DDCRELR - Close reel name 

Use Declarative Section 

These subroutines are described in detail on the following pages. 
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DDOPIN SUBROUTINE 

Purpose • 

This subroutine is called when the COBOL statement "OPEN INPUT FILE-NAME" is 
encountered by the compiler. (See Figure 6-4.) 

Calling Sequence 



SAl File-name 
SX6 = rewind 
SX6 ^ = no rewind 
RJ D. OPIN 
Normal return 


Routines Called 






CPC 






Register Usage 






Register Bl pres 


erved. 




Operation 







Its function is to ready the named file to accept input data from some specific device 
depending on the statements in the input/output section and the presence or absence of 
a SCOPE request card. If there are any USE declaratives that are applicable, they 
will be executed at the appropriate time. 
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DDOP1N 



MSGto 

D. TRUBL + 2 



c 



Yes 



J 



Execute USE 
Before Dec. 



NOUS El ■ ' 



Read 1 

Scope Logical 
Record 




Execute USE after 
Declaratives 



Set up 
Rewind Word 



Scope Open 
Input with 
Proper Rewind 



Convert and /or 
Move FET Infor- 
mation to FET 




FET-+ 
Label Area 



Perform 
USE Before 



Label Area 
to FET 



Scope Open 
Input with 
Proper Rewind 




FET Label 
to Label Area 



Execute USE 
after Dec. 



Label Area 
to FET 



Mark 
File Open 



C 




) 



MSG to 
D.TRUBL + 2 



( EXIT J 



ERROR 



Figure 6-4. DDOPIN Flowchart 
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USE Declaratives 

The USE Declaratives table associated with each FET has the following format: 

o The table length is six words. 

o Each word contains four 15-bit sectors. Each sector describes one USE 
declarative. 

o A zero sector indicates the end of the table. 

Each sector is composed as shown in Table 6-1. 

Table 6-1. USE Declarative Sector Composition 



bits 0, 1 


Value 


= File-name 

1 = Input 

2 = Output 

3 = I/O 


bits 2-6 


Value 


= Error procedure 

5 = Before ending file 

6 = Before ending reel 

7 = Before ending reel and file 
II3 = Before beginning file 

123 = Before beginning reel 


•' 




13s = Before beginning reel and file 
I53 = Before beginning and ending file 
I63 = Before beginning and ending reel 
17s = Before beginning and ending file and reel 
105s = After ending file 
1063 = After ending reel 
IO73 = After ending reel and file 
III3 = After beginning file 
112s = After beginning reel 
113s = After beginning reel and file 
II53 = After beginning and ending file 
1163 = After beginning and ending reel 
II73 = After beginning and ending file and reel 
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To facilitate the detection of certain combinations of these codes the following groupings 
were made and tables were generated for use by the detection and/or execution routines 
as shown in Table 6-2. 



Table 6-2. Detection/Execution Group Table Guide 







Name of 




Table 


Usage 


Table 


Values (Octal) 


1 


Before beginning reel file 


BBRF 


11,12,13,15,16,17 


2 


After beginning reel file 


ABRF 


111,112,113,115,116,117 


3 


Before ending reel file 


BERF 


5,6,7,15,16,17 


4 


After ending reel file 


AERF 


105,106,107,115,116,117 


5 


After beginning reel 


ABR 


112,113,116,117 


6 


Before ending reel 


BER 


6,7,16,17 


7 


After ending before 
beginning reel 


AERBBR 


106, 107, 116, 117, 12, 13, 16, 17 



The usage of these tables is shown in Table 6-3. 



Table 6-3. Table Usage Summary 



Table 


Used by These Subroutines 


.1, 2 


Open input (D.OPIN), Open output (D.OPOT), Open I/O (D.OPRAN) 


3, 4 


Close file (D. CLOS) 


5, 6, 7 


Close reel (D.CRELR) 
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DDOPOT SUBROUTINE 
Purpose 

This subroutine is called when the COBOL statement "OPEN OUTPUT FILE -NAME" is 
encountered by the compiler. (See Figure 6-5.) 

Calling Sequence 



SA1 


File-name 


SX6 


= rewind 


SX6 


^ = no rewind 


RJ 


DDOPOT 


Normal return 


Routines Called 





CPC 

Register Usage 

Register Bl preserved. 

Operation 

DDOPOT readies the named file to send output data to some specific device depending 
on the statements in the input/output section and the presence or absence of a SCOPE 
request card. If there are any USE declaratives that are applicable, they will be 
executed at the appropriate time. A description of the USE tables associated with each 
File Environment Table (FET) is shown in Tables 6-1, 6-2, and 6-3. 
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Open Output DDOPOT 



LABEL 2 



Message to 
D.TRUBL + 2 



c 







Convert And/or 
Move FET Infor- 
mation to FET 




Execute USE 
Before DEC 



Write Scope 
Logical Record 



Execute USE 
After DEC 



Set up 
Rewind Word 



Scope Open 
Output (Proper 
Rewind) 




FET to 
Label Area 



Perform USE 
Before 



Label Area 

to FET 



NOUSES 



Scope Open 
Output with 
Proper Rewind 



FET Label to 
Label Area 



Execute USE 
After DEC 



Label Area 
to FET 



Mark File Open 





( EXIT J 



Message to 
D. TRUBL + 2 



( ERROR EXIT J 



Figure 6-5. DDOPOT Flowchart 
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DDOPRAN - OPEN INPUT/ OUTPUT SUBROUTINE 
Purpose 

This subroutine is called when the COBOL statement "OPEN INPUT/OUTPUT FILE- 
NAME" or "OPEN I/O FILE-NAME" is encountered by the compiler. (See Figure 6-6.) 

Calling Sequence 

SA1 File-name 

RJ D. OPRAN 

Normal return 

Routines Called 

CDC 

Register Usage 

Register Bl preserved. 

Operation 

DDOPRAN readies a file to either accept input data or output data. Information going to 
or coming from the I/O device (always disk) will be processed according to the SCOPE 
definition of a random file. Each COBOL record will be a SCOPE logical record and 
will be word bounded (character length will be a multiple of ten). If the user does not 
describe the file in such a manner, the I/O routine will round the size of the record to 
a full-word boundary. If there are any USE declaratives that are applicable they will 
be executed at the appropriate time. A description of the USE tables associated with 
each File Environment Table is shown in Tables 6-1, 6-2, and 6-3. 
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DDOPRAN 



f ENTER J 




MSG 

D.TRUBL File 
Already Open 



c 



3 



ERROR 



Set File 
Open Random 



c 



) 



CPC 
Open File 




Error Exit 

To D. TRUBL + 1 



f EXIT J 




Execute 
USE Before 



Open CPC 
Random File 



Execute 
USE After 




Move Label 
Info, to FET 



CPC Open 
File Random 



FET to 
Label Area 



Execute USE 
After Dec. 



Label Area 
to FET 





FET to 
Label Area 



Execute 
USE Before 



Label Area 
to FET 



Figure 6-6. DDOPRAN Flowchart 
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DDREAD - READ FILE-NAME SUBROUTINE 

Purpose 

This routine is called for the source program word "READ. " (See Figure 6-7. ) 
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DDREAD 




Yes X \ No 

File Open 1 y > ■ <f BCD File ? 



NOTRD 




Error Exit Via 
D. TRUBL + 2 



( EXIT ) 



BCDF2 



Set Up Work 
Storage Word for 
Maximum Size 
Record 




Random 
File ? 



IOFR2 



Set Up Actual or 
Symbolic Key 



Increment 
Rec Count 



c 



EXIT 



j> 




Variable ? 



NK2 




i-o ? Nf« 



Read in N Chars. 



( EXIT J 




IOFR1 



Set up Work 
Storage for 
Maximum Size 
Record 



Read in Minimum 
Length Record 



Get Occurs Key 



Read in Remainder 
of Record 



Figure 6-7. DDREAD Flowchart 
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DDRDNCH - READ N CHARACTERS SUBROUTINE 

Purpose 

This subroutine is called by DDREAD when the reading of a continuous binary file is 
indicated. (See Figure 6-8.) 

Calling Sequence 

SX6 N (number of characters to read) 

SA1 File-name 

RJ DDRDNCH 

Normal return (X3 ^ normally, X3 < if end of file encountered) 

Routines Called 

CPC, DDMOVIO 

Register Usage 

Register Bl preserved. 

Operation 

DDRDNCH transfers information from the CIO area (SCOPE) to the user record area in 
a characterwise fashion. If a read cannot be satisfied with the information remaining 
in the buffer, DDRDNCH issues a read and go into recall status. When control is again 
returned to DDRDNCH, it continues the transfer of data to the user area until the read 
is satisfied, repeating the read with recall as often as is necessary. Upon completion 
of the read, a test is made and if the EOF bit is ON, it exits normally. Otherwise, a 
test is made to see if the file is busy. If not, a read is issued and the normal exit is 
taken. Upon entry if there are zero characters to transfer and the EOF bit is ON the 
AT END exit is taken. . 
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DDRDNCH 



f ENTER ) 



0-»DEBLOCKER(REC: 




OUTLESS 



OUTORIN 



(In-Out-1) *10 
- DEBL0CKER(CIO) 
-»NCHR 




(Limit-Out+In-First-1) *10 
- DEBLOCKER(CIO) 
-►NCHR 




N Characters 
-* Rec. Area 



N+DEBlOCKERfCIO) 
-> DEBLOCKER(C10) 



N+DEBLOCKER(CIO) 
10 



t Out -» Out 




Issue Read 



tr 



f EXIT J 



Figure 6-8. DDRDNCH Flowchart (1 of 3) 
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/ ERROR EXIT ) 



N-NCHR->N 



NCHR Characters 
-•Record Area 



NCHR+DEBLOCKEMCIO) 
10 

I 
-»DEBLOCKER(CIO) 



NCHR+PEBLOCKERCREC) 
10 

I 
-» DEBLOCKED REC) 



NCHR+DEBLOCKERfCIO) 
10 



+ Out — Out 



N CHR-fDEBLOCKER(REC) 
10 

INT 
+DEBLKR Adis-OEBLKR Adis 




f EXIT ) 




Return from Recall 



Issue Read 
with Recall 



Upon Recall 



Figure 6-8. DDRDNCH Flowchart (2 of 3) 
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V 




NCHRX Characters 
to Rec. Area 



First -» Out 
0-»DEBLOCKEB(CIO: 



NCHRX+DEBLOCKERmEq 
10 

-» DEBLOCKER(REC) 



REM 



NCHRXtDEBLOCKEWREQ 
10 

a 

+DBLKR Adrs-»DEBLKR Adrs 
N-NCHRX -» N 



V 



Figure 6-8. DDRDNCH Flowchart (3 of 3) 
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DDWRITE - WRITE RECORD-NAME SUBROUTINE 

Purpose 

This subroutine is called when the COBOL statements, WRITE record-name or Write 
record-name, invalid-key any imperative statement is encountered by the compiler. 
(See Figure 6-9.) . 



Calling Sequence 



SA1 
RJ 



4> 



File-name 
DDWRITE 
JP Normal Return 
JP Invalid Key 
Move occurs key 



JP D. MOCKW 
Invalid key code 



This code is generated only if the file contains 1 
i variable-length records, (i.e., records are 
(described with a record contains clause or an 
' occurs clause with a dependency depending on 

data-name). 



•-t>Normal Code 

Routines Called 

CPC, IORW, IOWRITE 

Register Usage 

Register Bl preserved. 

Operation 

DDWRITE transfers information from the user record area to the appropriate output 
device. 



CA138-1 



CONTROL DATA CORPORATION 



• DEVELOPMENT DIV • 



DOCUMENT ri as* Internal Reference Specifications 
PRODUCT nauf 64/6600 COBOL Compiler 



SOFTWARE DOCUMENT 

_ PAGE NO fi-32 



PRODUCT Kin CQ43 wmmM 1. and 2. machinf SERIES _64Z6600_ 

DDWRITE (COBIO) 



f ENTER J 




NOTWR 



Error Exit via 
D. TRUBL + 2 



c 



EXIT 



J> 



BCD File? 




Yes 
BCDFll 
/Variable \, 


Yes 




Yes 


X. Fil 


e? y 

No 




VARF1 


Set up Record 
Size in X4 




Get Next Size 
lnX4 












TESTIO 
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Figure 6-9. DDWHITE Flowchart 
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DDWBA - .WRITE RECORD-NAME BEFORE ADVANCING SUBROUTINE 

Purpose 

This subroutine is called when the COBOL statement, "Write Record Name Before 



Advancing \— , .... 

to ( Data Name 

Calling Sequence 



} Lines" is encountered by the compiler. (See Figure 6-10.) 



SA1 
RJ 

JP 
r- JP 



r 



File-name 
D.WBA 
Normal Return 
Invalid Key 



This code is generated only if the file 
contains variable-length records (i. e. 
records are described with a record 
contains clause or an occurs clause 
with a depending on data name. 



Move occurs key code 

_JP D. MOCKW 
W Invalid Key code 

•-E>Normal code 



Routines Called 

CPC, DDMOVIO, IO WRITE 
Register Usage 
Register Bl preserved. 
Operation 

DDWBA behaves exactly like the "Write Record Name" if the file is not BCD or if -the 
file is random. However, the first six bits will be altered in each record. Its function 
is the same as DDWRITE with the additional task of line spacing control. 
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Figure 6-10. DDWBA Flowchart 
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DDWAA - WRITE RECORD-NAME AFTER ADVANCING SUBROUTINE 
Purpose 

This subroutine is called when the COBOL statement, "Write Record Name After 

Advancing \~ \ Lines" is encountered by the compiler. (See Figure 6-11.) 

° l Data Name' 

Calling Sequence 

SA1 File-name 

RJ D. WAA 

JP Normal Return 
JP Invalid Key- 
Move occurs key code / This code is generated only if the file 

contains variable-length records (i.e. 
records are described with a record 
contains clause or an occurs clause 
JP D. MOCKW __j \ with a depending on data name) . 

.>> Invalid Key code 

-t> Normal code 

Routines Called 

CPC, DDMOVIO, IOWRITE 

Register Usage 

Register Bl preserved. 

Operation 

DDWAA behaves exactly like the "Write Record Name" if the file is not BCD or if the 
file is random. However, the first six bits will be altered in each record. Its function 
is the sanie as DDWRITE with the additional task of line spacing control. 
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Figure 6-11. DDWAA Flowchart 
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DDWRNCH - WRITE N CHARACTERS SUBROUTINE 

Purpose 

This subroutine is called by DDWRITE when the writing of a continuous binary file is 
indicated. (See Figure 6-12.) 

Calling Sequence 

SX6 N (number of characters to write) 

SA1 File-name 

RJ D. WRNCH 

Normal return 

Routines Called 

CPC, DDMOVIO 

Register Usage 

Register Bl is preserved. 

Operation 

DDWRNCH transfers information from the user record area to the SCOPE CIO buffer 
in a characterwise fashion. If a write cannot be satisfied with the space remaining in 
the CIO area, the CIO area is filled and a SCOPE write with recall is issued. When 
control is again returned to DDWRNCH it attempts to transfer the remaining characters 
to the CIO area. It continues the process of writing with recall and transferring charac- 
ters until the write is satisfied. After the write is satisfied, and if the file is not busy, 
a test is made to see if one or more PRVs are available for writing. If so a write is 
issued and then D. WRNCH exits to the calling program. 
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Figure 6-12. DDWRNCH Flowchart (1 of 2) 
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Figure 6-12. DDWRNCH Flowchart (2 of 2) 
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DDCLOS - CLOSE FILE -NAME SUBROUTINE 

Purpose 

DDCLOS is called when the COBOL statement CLOSE file-name is encountered by the 
compiler. (See Figure 6-13.) 

Calling Sequence 



SA1 


File-name 


SX6 


= rewind 


SX6 


1 = no rewind 


SX6 


2 = lock 


RJ 


D. CLOS 


Normal return 


•Routines Called 





CPC 

Register Usage 

Register Bl preserved. 

Operation 

DDCLOS terminates the action on the file name. If there are any USE declaratives that 
are applicable, they will be executed at the appropriate time. A description of the USE 
tables associated with each File Environment Table (FET) is shown in Tables 6-1, 6-2, 
and 6-3. 
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Figure 6-13. DDCLOS Flowchart 
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DDCRELR - CLOSE REEL-NAME SUBROUTINE 
Purpose 

This subroutine is called when the COBOL statement CLOSE REEL file-name is 
encountered by the compiler or when an end of reel is encountered during the processing 
of a tape file. (See Figure 6-14.) 

Calling Sequence 

The calling sequence to D. CRELR is given below: 

SA1 File-name 

SX6 = rewind 

SX6 1 = no rewind 

SX6 2 = lock 

RJ D. CRELR 

Normal return 

Routines Called 

CPC 

Register Usage 

Register Bl preserved. 

Operation 

DDCRELR initiates reel closing procedures and new reels are opened. 

Any USE declaratives that are applicable are executed at the appropriate time. A 
description of the USE tables associated with each File Environment Table (FET) is 
shown in Tables 6-1, '6-2, and 6-3. 
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Figure 6-14. DDCLREL Flowchart (1 of 3) 
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Figure 6-14. DDCLREL Flowchart (2 of 3) 
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Figure 6-14. DDCLREL Flowchart (3 of 3) 
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DDDADD - DOUBLE-PRECISION DECIMAL ADDITION SUBROUTINE 

Purpose 

This routine adds two display code numbers in double-precision form, resulting in a 
double-precision display code. The form of number representation is 9s complement. 

Interface 

The interface is shown in Figure 6-15. 

Restrictions 

The numbers are assumed to be 9's complement for the full two registers, but have 
only 18 significant digits at the most. The two left digits in the first register consist 
of either nines (9's) or zeros (0's), depending upon the sign of the quantity being added. 

Routines Called 

None 

Register Usage 

All other registers volatile except X4. All A registers volatile except A0. No B regis- 
ters used. 

Operation 

This routine makes use of the fact that the display code on the 6400 and 6600 gives a 
carry from each 6-bit digit when a CARRY should occur for the decimal addition. The 
CARRIES within the separate words are handled by a technique of extracting and adding 
bits at the rate of a whole word at a time. Since a CARRY from a high-order digit of 
one number should be added into the low-order digit of the other word (whereas it _ 
actually carries into the low-order digit of its own word), a test is made to find 
instances when a CARRY occurred from one word but not from the other. In this case 
the CARRY is corrected. One other situation arises: an addition of two words without 
any CARRIES can sometimes result in a word of all binary ones (l's); the hardware con- 
verts this immediately from binary minus zero to binary plus zero. This instance must 
be tested for and corrected if it occurs. 
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Figure 6-15. DDDADD Interface Printout 
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DDCVBD - BINARY TO DECIMAL CONVERSIONS SUBROUTINE , 

Purpose 

This routine converts numbers from binary representation to decimal representation 
during execution of the object program. 

Interface 

The interface is shown in Figure 6-16. 

Restrictions 

All numbers coming into this routine as single-precision numbers are converted to the 
proper representation and are decimally left-truncated if they are larger than 10 14 . If 
the size is larger than the indicated size, the ON-SIZE error flag is turned ON. For 
those double-precision numbers that are too large to convert by the technique used in 
this routine, the ON-SIZE error flag is turned ON and the routine exits without return- 
ing any reasonable information. 

Elements Called 



This routine makes use of the two external tables, DDTENS and DDTENDP. 
Operation 

This routine is divided into two routines, one of which, BINDEC1, converts single- 
precision numbers to. either single- or double-precision output (since the decimal repre- 
sentation sometimes occupies two registers for a single register binary number). The 
other routine, BINDEC2 is used when the input consists of a double-precision binary 
number. BINDEC2 calls BINDEC1 to convert two halves of the number. The basic 
technique used in this conversion is: 

1. To convert the binary number to a fraction by multiplying by a suitable negative 
power of ten. 

2„ Then multiplying by ten time and time again, each time shifting out another 
decimal digit to the left of the decimal place in order to make the answers 
always come out correctly. 

The original input is rounded by the addition of one-half in the next place prior to the 
conversion. 
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Figure 6-16. DDCVBD Interface Printout (1 of 2) 
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Figure 6-16. DDCVBD Interface Printout (2 of 2) 
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DDEDIT - COBOL EDITING SUBROUTINE 

Purpose 

The purpose of this routine is to effect an edited move as described in COBOL language. 
It can be called into play by either a MOVE or by an arithmetic statement, the result of 
which is stored into a field which has editing characteristics. 

Interface 

The interface is shown in Figure 6-17. 

Restrictions 

This routine expects to have legal input. That is, the input is to be in the format 
expected by the routine. There are no error checks and the usual result of having 
illegal input is that the output is also garbled. Special actions to be carried out when 
the field is numerically zero are also part of this routine. When a field is to be blanked, 
the entire receiving field is replaced by blank. When the field is to be filled with the 
check-protect symbol, the entire output field is filled with the check protect, except 
that a decimal point is inserted in the check-protect symbols at a distance from the 
right end of the field to indicate the number of numeric positions past the decimal point 
if a decimal point was indicated in the receiving field. 

Routines Called 

None 

Register Usage 

See Table 6-4. 

Operation 

This routine expects its input to be in numeric form with 9's complement representation 
of negative numbers in one or two registers. The picture of the receiving field (which 
determines the editing) is contained in a coded form called a mural. (See Table 6-4.) 

One section of this program initializes it with a special character for a currency sign 
or interchanges the dot and comma. Another special section of the program takes care 
of the situation where the input is zero and a special action has been requested. The 
rest of the program consists of a section that initializes the registers and a loop. The 
main feature of the loop is an indexed jump, depending upon the current character in the 
mural, (indicating the picture character in the original picture). In order to take care 
of floating dollar signs, the suppression of zeros and other features, characters are 
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IDENT DDl:U|T 
"Q 002 6 2 -- p R p G R A N "17 E N G T H " * " 

BLOCKS 



; D o c 2 6 d, .,*.;;,', program* ..local 

: bqoogi LITERALS* LOCAL 
ENTRY POINTS 



-00 0-UvED I t 3 -—;-;- --00 00 3-D vE D I T 5 --— — q 00 6 D> ED 1;T ;6~ 

oo oois.'u.euiri. 



-E-X-rEKNAU-S-YHaoUS- 
I), TRUBL 



* C B I, E I T 1 N G , R U II H E 
^__.___^__-.-.:| N pu 1 -p A haM irr L- K S— A R g— —— ; — -— -— — — — 

* B4 BYTES/FItLU (EXCLUDING ALL INSERTIONS) 

■yt- - -— b* 5— B A S E— 4 li I) k E S S ~0 F~ FIE L~D " ' — — — 

* B6 BASE AUDKbSS OF MURAL 

■'.* B7 aYTEi>/FlL-LD (INCLUDING I NSERT I ONb ) , ZfcKOsNOT 
.. ft _._-.-_— ip— AbTERlSKS-REPtrACG-"T0TAL""2EH0>— «"-N2"IN"TTlE~f- 

* • *N1 {N THE LAST 6 BITS WHERE Nl= CHARACTERS 

* LEFT uF THE POINT, N2= CHARACTERS TO THE H 
-* —————— I kE"POT"N T" "P L'US~0 NH"F 07TTH E~~P Ol'N T~l T S E L7F""T F 

* E<G, .>***' GIVES 7777Q4, **,** GIVES 7.774 

^ — .___._. __ x 2 ■ __ F p s tT - u r ~ f { e itd'— rN-B YT E S — —————— 

* 'X6 HI OKDERUF NUMERIC INPUT <9*S COMPLEMENT 

* X7 LO OKOER OF NUMERIC INPUT DISPLAY CODE) 

■* : - : : : - - "~" : ; " ~ — -.-• 

* RESTORED REGlSIEKS ARE 
* 

-* A " — — — - - 



* Bi 1 

* X4 ALL OCTAL 3*S 

Figure 6-17. DDEDIT Interface Printout (1 of 2) 
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■*- 

* 

* 
* 

* 

"A" 
* 



ft""" 
* 

* 

* 



M-U'"R-A"L~~" 
01 2 0.5 
END I ■ * K 



U . 
X7. 

"C u" 
'0? 



CHAKACTEKS/WORD AS ACCUMULATED IN X6 
DELAYED CHARACTER 

"C U R R t N T~U H A R A C T E H T'— ~ :^~ — . ■ ,;■■■:.. ;■, ;■-■->: .-. ■. ~ 7 ~"~ 

TWO FlLLtK CHARACTERS (ri MEANS NO FLOAT YET) 
SIGNIFICANCE INDICATOR Cl=N0 FLOAT YET, = FLU 
MURCUOE-tCURKEN'T— 4-BIt-CODE-FOR-EDIT-OF— OWE-C 
6 BIT MAbKi RIGHT ADJUSTED 
4 BII MAbK, RIGHT ADJUSTED 

~H U R A L" C D fc-ST TO N £— W RTJ7~" C U «'R E N T""C D'E~R T AT E D~"T 
HI OKDER "OF ; NUMERIC INPUT (UNCOMPLEMENTED, SH 
LO OKQEH OF NUMERIC INPUT (UNCOMPLEMENTED* SH 

-v o l-atTl-e— --'—- — - " " " --— - ""- - " ■ ""■■■- ■ — •— 
CURRtNl t IELD WORD 

voLAi ile : ^S:/ii ] ""s?:~yz^ 



-0- E - 

01? 



06 

$ 



07 
B 



10 




11 12 



13 
+ 



14 
CR 



15 

DB 



16 
WHO 



17 

NJL 



ENTRY AT U'lfcuTU INITIALIZES FOR CURRENCY S I GN AND RAD 1 X PU 
-AT-THlS'tNTRY'- ■«2-CO'NrA ; ITJ^ - CUR"ReNCY _ ST6N"-R7i-D"IX^7^C'0>^rAT^^^ 

EXT U.TKUBL 
"ENTRY"" "DrElT^ 



Figure 6-17. DDEDIT Interface Printout (2 of 2) 
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Table 6-4. Murcocle Processor Input/Output 



Input 


Output 


NEXT 


B4 


B5 


B6 


MURCODE 


B3 


B4 


B5 


B6 


X4 


® 






-1 


A, 9, X 




® 








® 




ab 


LJ® 


A, 9, X 


a 


® 




- 1 










- 1 


L® 


A, 9, X 

® 

$ 

+ 




® 

A 
A 
A 
A 


A,$ 
A* 


- 1 




@ 




- 1 


- 1 


Z 




A 


AA 


® 




® 




- 1 


1 


* 




* 


** 







© 




- 1 


1 


z 




© 


AA 


- 1 




© 




- 1 


1 


* 




© 


** 


- 1 




@ 




ab 


1 


z 


a 


a 


AA 


® 




® 




ab 


1 


* 


b 


* 


** 


® 




© 




ab 


1 


r 




a 




® 




© 




ab 


1 


Z 


a 


© 


AA 


-1 




Q 




ab 


1 


* 




© 


** 


-1 





Input 


Output 


OTHER 


NEXT 


B4 


B5 


B6 


MURCODE 


B3 


B4 


B5 


B6 


X4 


B3 * 


© 




ab 


1 


r 


a 


© 




-' 1 




B3= 


© 




ab 
ab 


1 

® 
® 
® 


r 

r. Z, * 


b 


© 

A 

a 




- 1 

- 1 










ab 


® 





b 


® 




- 1 






© 




ab 


® 

*® 
*® 


r, Z, * 


f 


b 


© 
® 

t 




- 1 






© 


*0 




- 1 


Z, * 




® 








X4 * 

X4 * 




*0 






+ 

CR 

DB 


A 

A 
(E) 


+ 

A 
A 


6 
18 








X4= 










CR 


® 




6 






X4= 










DB 


© 











LEDGEND 


NEXT = next character of source (if blank, not fetched) 


© = display "0" 


. 


B3 = delayed character 




(D = display "1" thru "9" 




B4 = current character 




® = display "0" thru "9" 




B5 = Filler- blanker characters 




ab = two display characters 




B6 = Significance Indicator 




r = repeated +, -. S 




Initial Condition is : 




Significance Indicator (B6) 




B4 = X4 = nonzero 




1 initialized 




B5= - 1 




©suppressing zeroes 




B6= 1 




-1 suppression terminated 





Blank for Input - Immaterial 
Blank for Output - Unchanged 



tUrarilOL DATA COKPOUATION o PtVfcLUriVl fc N I UIV • SOPTWAUt DOCUMENT 

DOCUMENT ci ass Internal Reference Specifications PAGE no 6-55 

PRODUCT namf 64/6600 COBOL Compiler 

PRODUCT md CQ43 vfrsion 1.0 and 2.0 machinf sfrifs 64/6600 



accumulated with a delay of one character — one character being kept aside before it 
is placed in the receiving register. In order to describe the action during the main 
cycle of the operation of the EDIT routine, looping around for each character in the 
mural, a decision table called the Murcode table is appended. The Murcode table 
indicates the situation in registers prior to processing each Murcode and the situation 
in the registers following processing of the Murcodes. 
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DDEXAMO - EXAMINE SUBROUTINE 



Purpose 

DDEXAMO is a subroutine that handles the ten different varieties of the EXAMINE verb. 
The EXAMINE verb is used to replace a character (s) in a data item and/or to count the 
number of times a character appears in the item. (See Figures 6-18 through 6-27.) 

The types of EXAMINE statements are listed below: 



Type 

1 
2 
3 
4 
5 
6 
7 
8 
9 
10 

Calling Sequence 

X7 

X7 

X3 

XI 

B2 

B3 

B4. 

B5 



Examine identifier falling all literal-1 

Examine identifier falling leading literal-1 

Examine identifier falling until first literal-1 

Examine identifier falling all literal-1 replacing by literal-2 

Examine identifier falling leading literal-1 replacing by literal-2 

Examine identifier falling until first literal-1 replacing by literal-2 

Examine identifier replacing all literal-1 by literal-2 

Examine identifier replacing leading literal-1 by literal-2 

Examine identifier replacing first literal-1 by literal-2 

Examine identifier replacing until literal-1 by literal-2 



Zero if the identifier is unsigned 

Nonzero if the identifier is signed 

The floating-point unnormalized offset 

Literal-2 (if needed) right-adjusted zero filled (binary) 

Length of the identifier in characters 

Identifier 1, right-adjusted (binary zero filled) 

Base address of the identifier 

Type of Examine (binary right-adjusted) 



Routines Called 
None 

Register Usage 
Register Bl preserved. 
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C_^i!_3 



Misk off 
Character 





Chat 


-1 ? J 




Yes 








Add 1 ;o Tally 


' 







Float Tally 
Ucinonr.JlizdJ 



c 



EXIT 






Get is'fjw Word 
Ri::: Sy;s 
Points - 




Add 1 to B>ie 
Pcir.cer 



Figure 6-18. Examine Tallying All CHAR-1 Flowchart 
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( ENTER J 



Get New Ward 
Reset Byte 
Pointer 



Mai'* off 
Character 



Add I to Tally. 



Add I to 
Byte Pointer 






Float Tally ■ 
Unnorminized 



C exit ) 



Figure 6-19. Examine Tallying Leading CHAR-1 Flowchart 
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( ENTER J 



Muk off 
Croucdr 




AdJ 1 Co 

Tally Register 



Get New Word. 
Riser Byte 
Pointer. 



Ye 




Flo.it Tally Un- 
norrr.jliisw Exit 



Cj^lD 




Add I to 

Byte Pointer 



Figure 6-20. Examine Tallying Until First CHAR-1 Flowchart 
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( ENTER J 



Mask off 

a CuMcur 





D3s:s i 

1 


Mi:cti? 
Yes 


Aid I to 

TiUy 


■ ■ 




Iruet Char. - 2 
. Into Ward 






Set Insert 














' New W=rJ 


\ No 




Add 1 to 

Byte Pointer 


Needed ? 






Yet 






f Any ^ 

Char • 2 Inserted 
k Use Word ? > 


\ No 


Fetch New Word 
Set Byte Pointer 
ToO 


— y- 




Yes 






Store Altered 
Word in Core Set 
Unset FUjoff. 





Figure 6-21. Examine Tallying All CHAR-1 
Replacing by CHAR-2 Flowchart 
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Add I to rJytc 
Pointer 



Cj: s :!l _) 



Mask off 

Character 



Ycj 



Add 1 to Tally 



Insert Mew Chir- 
ancter la Word 






Yes 



Store Altered 
Wort! in Core 

Set Insert f hg off. 



Fetch New Word 
Set Syte Patr.tsc 
to Zero 



Flei: Tally 



•C™Z) 



Figure 6-22. Examine Tallying Leading CHAR-1 
Replacing by CHAR-2 Flowchart 
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( ssm'x J 



Milk of.' 

Character 




Add 1 to Tally 
Register 



Insert Character 



Float Tally 



C ™ ) 



Fetch -New Ward 

Set BytJ Pointer 
to Zero. 



Store Previously 
Fccmed WorJ 




Add 1 to 
3y:e Pointer 



Figure 6-23. Examine Tallying Until First CHAR-1 
Replacing by CHAR -2 Flowchart 
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C e;t£ 



Mask off 

Character. 




Insert Chat-' 
Into Word. 



S:t Duett 
fttj on 




( EWT J 




Yci 




Star* Alfred 
Ward in Core 
State L-j;n 
Fb 5 = 



Fetch Nev Word 
Set 3y;e ?ointe; 
To 



Add I to Eyte 
Pointer 



Figure 6-24. Examine Replacing All CHAR-1 by CHAR-2 Flowchart 
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( ENTER ) 



Maikoff 
Character 





Move Char-i 
Character Into 
Word 




CjED 



AdJ 1 to 
8yte Pointer 



Store Altered 
Word 3.:t Byte 
Pointer too 



Gel New Word 



Figure 6-25. Examine Replacing Leading CHAR-1 by CHAR-2 Flowchart 
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1 


ENTER , 






> 






• 












i No / 


■ 




^ Yes 






* 


wjikofr 

Cluractet 








. 




Mow: Character 
in to Petition 


Is it = to 
Ctut-2 ? 


Add 1 to 
Byte Pointer 










No 


t 


No 






Source 

ExauitcJ ? 


N'eed N'ew 
Wcrd? j 


Get N'ev W'o:J. 










Yti 

• 








; 








EXIT 





Figure 6-26. Examine Replacing First CHAR-1 by CHAR -2 Flowchart 
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f ' ENTER J 



Add 1 to 
Byte Pointer 



n 



Mask off 
OUMCter 




Move Our- E 
In :o Word. 








Yes 



Score New Vcrd 

la Cote 

Set 3yte Poiotei 

* a 



Fetch New Wsrd. 



Figure 6-27. Examine Replacing Until CHAR-1 by CHAR-2 Flowchart 
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DDFINIS - TERMINATE ALL ACTION FOR INPUT/OUTPUT AT OBJECT TIME 
SUBROUTINE 

Purpose 

This routine has the purpose of containing any necessary terminating code. In 
•Release 1 it jumps to FLUSH to write out the information that is retained in the buffers. 
It is mainly provided as a convenient means of making possible future changes. (See 
Figure 6-28.) 
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000003 



000003 



IUEHT FINIS 

PRUGRAM LENGTH 



BLOCKS 

.Pf?JlSRAH^.___Lg.CA.L 
E M > R Y POINTS 



00 00 I). FINIS 
EYl'FRNAL SYMBOLS 



FLUSH 



6MRY C.F1MS 

**********SUBROUTINE FINIS 

-* " _- T-~oC ^ S[ - - liU ~ F -j-j- e b~ ak TJ~F L"U S R"F RrP l o ir J 8 LE^Sf-FA P S"^ 
* • ACCOMPLISH ALL RECUIRED fcND"0F»EX b UUT I ON J ASKS 



* f rt * * * 



Figure 6-28. DDFINIS Interface Printout 
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DDFIVES - MISCELLANEOUS OBJECT TIME CONSTANTS SUBROUTINE 

Purpose 

The purpose of this routine is to provide constants for rounding purposes and other 
miscellaneous constants and temporary storage to be used in the object time. 

Interface 

There is no interface since this routine is not executed. 
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DDMOVIO - J/O MOVE SUBROUTINE 

Purpose 

DDMOVIO provides character moves. (See Figure 6-29.) 

Calling Sequence 

Load B2 with source byte address (0-9) 
Load B3 with sink byte address (0-9) 
Load B4 with the byte length of the move 
Load A5 with source word address 
Load A4 with sink word address 
RJ D.MOVIO 

Routines Called 

None 

Register Usage 

Register Bl is preserved. (See Figure 6-30.) 

Operation 

Its principal use is the transmission of data items between the CIO buffer and the user 
record area. 
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Yes 
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Move End 
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Mask Source Shift 
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of Source Mask 
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Decrement 
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( EXIT ) 



Figure 6-29. DDMOVIO Flowchart (1 of 3) 
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Figure 6-29. DDMOVIO Flowchart (2 of 3) 
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Figure 6-29. DDMOVIO Flowchart (3 of 3) 
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Figure 6-30. DDMOVIO Interface Printout 
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DDSOL - SEGMENT OVERLAY SUBROUTINE 

Purpose 

DDSOL loads the overlays of the COBOL object program and accomplishes the neces- 
sary linking when this is done. (See Figure 6-31.) 

Interface 

The interface is shown in Figure 6-32. 

Restrictions 

The number of nested PERFORMS that can occur at any one time is limited to seven. 
In the event that there are too many PERFORMS called into play, this program dis- 
plays a message and aborts. 

Elements Called 

The program calls the basic machine loader and by using it calls the different overlays 
into operation. 

Calling Sequences 

SOL XI contains an index. 

Control is transferred to the point represented by the index in XI after 
the overlay is located or loaded. 

SOL P XI contains "index" of the entry point 

X2 contains "index" of the drop-through location 

A2 contains the location to store return index 

X3 contains the return index (flagged) 

■■ ■ - SOL stores the return index using A2, puts the drop-through index in its 
pushdown list, and then proceeds as for SOL entry. 

SOL E XI contains an index, possibly flagged 

Al contains location to store drop-through index. 

If XI is flagged, the drop-through index is retrieved from the pushdown 
list and stored using Al. SOL then proceeds as for SOL entry. 
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Figure 6-31. DDSOL Flowchart 
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"Figure 6-32. DDSOL Interface Printout 
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Routines Called 

The Loader routine. 

Register Usage 

Destroys all registers except Bl and X4. 

Operation 

This routine keeps track of which overlay is in memory at any one time. When a ref- 
erence is made to an overlay that is not in memory, this routine automatically calls it 
in and sets up the proper link to that reference. 

Information about all locations is stored in words ("INDICES") with this format: 





Overlay Number 


Location in Overlay 



59 



30 29 



-Return Flag 



A zero overlay number indicates that the location is absolute. 

SOL retains a pushdown list of indices. During the time that a section of code is being 
performed, the memory location which normally contains the drop-through index 
(specifying a normal control transfer at the exit point) will contain the return index 
(flagged). The drop-through index will be saved by SOL in the pushdown list. 
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DDSORT - COBOL SORT INTERFACE SUBROUTINE 

Purpose 

DDSORT forms all necessary interfaces between the COBOL object program and the 
general purpose SORT routine written by CDC. (See Figure 6-33.) 

Restrictions 

Since this routine is an interface to the main SORT routine, the writeup for that routine 
should be used to indicate all restrictions and possibilities that can occur in the sorting 
process. (See SORT-MERGE Manual. ) 

Calling Sequence 

Shown in Figure 6-34. 

Routines Called 

DDTRUBL, DDOPIN, DDREAD, DDMOCKR, DDCLOS, DDOPOT, DDWRITE, 
DDMOCKW. 

Routine SMCON, the main SORT routine, is not called by this routine but calls this 
routine and is intimately connected to it. 

Register Usage 

All registers volatile. 

Operation 

The flowchart shown in Figure 6-32 indicates the actual operation of this routine. In 
general, this routine is a collection of interconnecting routines to provide the proper 
linkage and switching between: 

1. The COBOL object code. 

2. The main SORT routine. 

3. The input procedure provided in the COBOL object code (if such exists). 

4. The output procedure provided in the COBOL object code (if such exists). 
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Figure 6-33. DDSORT Flowchart (1 of 6) 
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Figure 6-33. DDSORT Flowchart (2 of 6) 



SI002 



((FIN)) -XI 
1 -X6 
1 -Bl 



DDCLOS 



INEND 
2D 



3 -STATUS 



Set Exit to 
(DDSORT + 2)+ 3 



c 



EXIT 



J 



CONTROL DATA CORPORATION 



• DEVELOPMENT DIV 



DOCUMENT riASS Internal Reference Specifications 
PRODUCT namf 64/6600 COBOL Compiler 



SOFTWARE DOCUMENT 

PAGE Kin 6-82 
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Figure 6-33. DDSORT Flowchart (3 of 6) 
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Figure 6-33. DDSORT Flowchart (4 of 6) 
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Figure 6-33. DDSORT Flowchart (5 of 6) 
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Figure 6-33 DDSORT Flowchart (6 of 6) 
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I DENT UDSORT 
WO 3 5 5 P R U'G RTfTTENG'T n 

BLOCKS 



i 



0355 PRUGRAH* LOCAL 

~""~~ EWT"RT~P0TNT5— ~- 

0000 DtSORT 



EXTERNAL SYMBOL^ ; 

~DT I WB L"~~~DT0"P"]ir ~t-7REXD~"~"~T37H C K R— D~,"CI."0"S— ~"DT0 P UT 
CPC 



: :J 7~— — — "ETa'R"Y~~~" ~D7"S"CfRT"~~~ ---———■ - ■ .. ----- .. , --- 

EXT C . TRUBL j D , QFI N , U . RL AD/ U . MOCKR, i) , C1.0S. 

EXT : r, 0PUT,C.ViRlTE»D,MOCKW 

*~ * ~^6 1CTATLS _ T0~DTS"D"RT '~'~ — — : ~ -__--_— 

* 

* FROM SHCON 



*" : ~ " R J r EXrTT=T)TSC"RTT2 rr ^ r TVT : WEr~ R7R"FCXTRTTTCn 

*:;::: RJ EX I T3 = D . SORT *4 TO LfcLlVbR A SCRTEL' 

* Kj E^i iT4- D«S0RT *6 T ■LU.EN D? F - F I L E , F 

*■ ~ " ' ' 

* FROM MAIN CODE 

* RJ INITIALIZE?!:. SORT + 



JP ' .; KETWN 'FROTi |'Wi;TR'E"i:0Tp _ s"T"rS"0'R"Tt'i"2" 



*.:. .'.':..'.""".."'•■ "■'■■..'■'■ 

* \v.;-- ; --.;v;- : :---:FHbM'. INPUT procedure 



* - R --j FF _ E - A . s . E .^ D -_ sc . RT _.. g 

* JP RETURN FROM IN LJNE LOAt = D,SQRT*i3 

* 

-^---^;--^YHO]riOTrrPTJT~PR"UC"tTrU"R"E ~~ ~ — -— — 

.*; RJ RETURN=C,SOFT+10 



* "* * R'ETUR"N"S _ F'RCM"~DTS"ORT : ~ r— 

* "" " VlA(n,SCRT + (j) + Q INITIALIZED, (CALL 

* _'__ V I AC U .SCRT + 5 ) + Q DEL1VEH IN RECORD T 
"* "~ ".■ ~— TIXt"DTSCRT'*2")*3 — INDTCA"1E"END~0F~FIL 

* VlA(D»SCRT+4)+o INUICA1E OUT RLCORL 

_*•___'.; VIA<D;SCRT-M)*3 FORCE EARLY ENg-0F> 

"* : VlXCDTSCRT^n^O EN'IT-TJFvrrt'F'PKa-C-ESS 

* VlA(D,SCRT*e) + JNRtCORD ACCEPTED A 

* VU(D.SCRT + £)+i TO ttT LENGTH INTO 
~*~ " """ "~ ~. — V I A" CDi S C R T 4 1 o'>" + "0 D EL" X V E K~TJ V T R E C C R D "T 

* .'."■ VUCP.SCRT + ioJ+l iNtilCATE END-OF-FIL 

■ + 



Figure 6-34. DDSORT Interface Printout (1 of 2) 
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* INPUT REGISTERS 

* B2 =0 (USING 0PT|0N) 

-*—~— — -—— ■■■-■■: r^JNPUT'TR'OrEDURET'E'NTRA^G'E : " _ 

* B3 =US1NG FILE FfcT (IF B„ = g) 

* -=INPUT PROCEDURE .EXJT-.l J F' B2 NOT Q ) 

_______ — . _______ ^ ___________ ___. Tff] _ r -. fvrG ._ opTr0N - ) _____ 

* • ^OUTPUT PROCEDURE ENTRANCE 

* • 85 sQIVING FILE FET (IF B4 = 0> 

~f-;-— --------t--^-;----— --irr, ut p u t~p r c c e d u r e~e x"n'"(TrrrN o t " crr -_ ~ 

■J*. . : r B6 = S0RT FILE FET 

'*':;./:■ \. . ' 

____________ __/___ f . .-__-__ _„_ ___________ .____. 

* JP fsORMAL 

* (CODE TO LCAD LENGTH HEY OF USING FILE INTO X4) 

-*—— — — -— jp— — — -p7-soRT-+-r„-— — -— — —— — — — — —_ 

♦NORMAL BSS 

: -*\ *>:■:.. v.-: (CALL TO ..SfcCPN " SEE SORT MERGERS, EM 1 1 = D . SCRT'*Z'»" 
________ ,-XTTraJ7'S O KT+-AT- E^YrA - pv S Ft T+'frT" — ~~ — ~ 

* 

*■ * * RELEASE CALLING SEQUENCE 

-*— — -""saT - " 7 ?" STj-R-ivrrirE'^-nT - — — — 

* RJ E,S0RT«-8 : ' 
*+ '. • '.■%, JP FORMAL 

_ (X0"DE""T0~LXXD^ENGTFT<TY~0T^0RT-rTEE~rNT0-'X^-) 

* JP E.SORT+13 

* NORMAL BSS 0_ ■_ _ 

■■*' '-* * RETURN CALLING SE01ENCE 
'*"■:.'■ : ■:■" SAi SORT^FILE-^FET 

"* : R_r r tTSO K r+iig — : — - — 

*+ JP fvORMAL 

*+ (CODE FOR ATTEND) 

"V~N0 R MAT-— "B"S S — ~~ ~~~ tr~~ —--~^~ r7r -—--~-~~ r ~-—-- :■■: r\: ■r~~ r ~T : ~~~ 



* 

* "* •''''*''.:': OUTPUT REGISTERS 

*— - -ON--ALL~ R :Ei-L-RN l S-F-ReH-I-Ni-T-]-AH^-E-r-:R-bi.-E-AS tr,— R fcrTOR N- 

* 81 = 1 
■ -Xfl=lo H 0000000000 



* 



* ON RETURN TO (D.SCRT+2>+0 AND CALL 

* ■-"..■:: Xg='VFD 3o/eyte = size_3c/wurd*size"' 

"* — 'A 2 '= REC R P - L70 C ATI ts~rES S~TW ~ 



* 



Figure 6-34. DDSORT Interface Printout (2 of 2) 
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This routine also handles an input file if the USING option exists or an output file in the 
case of the GIVING option. These routines will be enumerated and described separately 
in the following paragraphs. 

The first routine is the INITIALIZE routine, which stores information passed to it - 
regarding the options and the location of files that are going to be used during the sort- 
ing process. 

The second routine is called by the SMCON routine at the place it Calls EXIT1. The 
SORT routine is calling for an input record. The first time through this routine there 
is some initialization completed. After that and for all subsequent times, control is 
immediately passed to the input procedure. In case an input procedure is not provided, 
the standard input procedure that is part of this packaged routine is used. 

The third routine is the routine that is called by SMCON at its EXIT3. At this point, 
the first time this is called, it initializes the entrance and exit to the output procedure. 
When the output procedure has executed the first RELEASE verb, sending control back 
to another routine in this package of routines, this routine is used to store the record 
transmitted into the output file. On subsequent calls to this routine from EXIT3, the 
record is transferred immediately into the output file. 

The fourth routine is the routine entered from SMCON when it comes to the end of all 
records. Control may come here because it has discovered the end of records or con- 
trol may come here because the output procedure dropped through its own exit and a 
return was made to SMCON by INEND, in which case SMCON comes here directly. 

The fifth routine in the packaged routines is the RELEASE routine. Control comes here 
when the RELEASE verb is executed in an input procedure. The first time, the record 
location and its length is preset. If the SORT file is a variable-length record type, it 
will compute this length and properly pass it to the SORT routine each time through. 

The sixth routine is the RETURN routine. This routine is called when the RETURN 
verb is executed in an output procedure. This routine presets the loop in the EXIT3 
code mentioned above to transfer the record delivered by the SORT into the SORT file 
for the customer. This transfer loop is somewhat different if the record has a variable 
length. The length of the record was stored when it was given to the SORT routine and 
it is returned by the SORT routine. There is no computation here from the contents of 
the record to give its length. 

The seventh routine in this package of routines is the standard input procedure that is 
provided when the source programmer uses the USING option in the SORT variable. It 
takes care of opening and reading the input file, delivering the records to the SORT, 
and taking proper action at the end of the input file. 
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The eighth routine in this package of routines is the standard output procedure. This, 
in a similar manner, opens and writes the file specified by the GIVING option when this 
is used with the SORT verb.. 
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DDSTRP - SIGN STRIPPING SUBROUTINE 

Purpose 

DDSTRP converts a field from one in which the sign is given by an overpunch on a low 
digit to 9's complement format. 

Interface 

The interface is described in Figure 6-35. 

Restrictions 

There is no check for the validity of the input. Certain illegal input will probably be 

+ 
interpreted as or by default and the output cannot be easily predicted. The opera- 

' tion of this routine can easily be understood from the code. 
Calling Sequence 
Return jump. 
Routines Called 
None 

Register Usage 
The register usage is shown in Figure 6-35. 
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I DENT DHSTRP 



000031 p'iO'Ji^H LENGTH; 
____ BLOCKS ' •■■ 



000031 putlStMK* LOCAL 



E is. H Y P I NT s : ; , :: . 

000 D, S T RP1 00014 D.STRP2 



* 

* C ON V E S_T__F_ R_QJi_S_I. G.N . ..G LV.EKL_ti_Y_Q.V12 REU.tl C hi ..ZJF-, L.Q--D.I.G. IX 

* ; NINES COMPLEMENT. ALL AD JUS f H I GUT . 

> *.'" ■;■• ZZk Z : ZiZZ '.'■ "l'.ii' : ':' : " : t-- *■"■'{'■ '■'' ':' Z' Z-':: Z k- Vv '..:>. ■■•" "'■■'' 'l Z .'■':'' Z' y 7 : ' : -: 5 H -:"-- : ■• *': .'•' ' i;. '.. '. Z''ZZ: 'Z "' ;; ' : .■;r"'" : ;. i - '-;'■'■ 

_* RfcJG I SJ.EEL JISA-GLE-^. : : : : : f£ J ■ ' __ -_ _ '' - '£MIM1 



* 

* XI INPUT AND OUTPUT FOR SINGLE PRECISION 

* Zl.,12 _J.KPJa_MD_.QUj:.PJJX_E^fO0iiBLE._PRECj.SJ_QN_,. 

* 

* X3,X5 VOLATILE 



* 



* ALL OTHER REGISTERS ARE UNTOUCHED 

ENTRY D,STRPi,D,STRP2 

Figure 6-35. DDSTRP Interface Printout 
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DDTENS, DDTNTHS, AND DDTENDP SUBROUTINES 

Purpose 

The purpose of these three routines is to provide powers of ten for various operations 
requiring them throughout the object code. For further information see Figure 6-36. 
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TD'E'RT TJ"D TENS' 
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000025 program* local 
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ENTRY :, 0,1 ENS 
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00 00 D.TNTHS 000017 D, FIVES 



TABLE OF UNQrMALIZED NEGATIVE POWERS OF TEN 
ENTRY D_«.TJNJHS 



ENTRY :; D, FIVES 



I DENT ^DTENUP 



000054 PRUGRAH LENGTH 
BLUCKS " • 



000054 PRUGRAH* LOCAL 



ENTRY POINTS 

Q0J023 DtTENDP QQ0Q47 D.SLASH 



Table of normalized powefs of ten 
entry c.tendp 



Figure 6-36. DDTENS, DDTNTHS, and DDTENDP Interface Printouts 
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DDTRUBL - COBOL ERROR ROUTINE FOR OBJECT RUNNING SUBROUTINE 

Purpose 

DDTRUBL furnishes a means for the object program and subroutines running at object 
time to: 

1. Inform the user that abnormal situations have arisen. 

2. Allow the user to make a decision at this point. 

3. In certain cases, to give diagnostic information about the situation. 

The routine delivered with the compiler does not perform all these functions completely. 
It is expected that this routine will be rewritten by using installations to suit the particu- 
lar mode of operation for those installations. 

Interface 

The interface is shown in Figure 6-37. 

Restrictions 

This routine does not save and restore registers. In the event that the message from 
this routine is displayed on the console, the operating system as presently operating 
will abort the job if the message is in any way garbled. 

Calling Sequence 

See Routines Called. . 

Routines Called 

DDDSPLY, DDFINIS 

Register Usage 

All registers used. 
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IDENT DDTRUBL 



0.00016 PROGRAM LENGTH 

BLOCKS 



000016 PROGRAM* LOCAL 

—~~— T ~ — EN T Rr~P~0TN PS""" 
000000 D.TRUBL 



EXTERNAL SYMBOLS 

-0DTl 3 'aT _ ~~~'DTWRD'SP~ — r)7Fl"N"rS"~ _ CPC '• . — — —. — ~ 

* COBOL ERROR ROUTINE FORC 



* ENTRY REGISTER VALUES 



* 



-*--- - -—rxi = 0-v ""THIS IS AN ENTRY FROM MAIN LIME CODE 

* XI NOT POINTER TO ENTRY/EXIT LINE OF CALLING J 

* ' Bl = l _ _____________ 

"*~ B4= LOCATION OF A MESSAGE" TO RE PRINTED . 

* X4 S LENGTH OF MESSAGE IN CHARACTERS 
* 



~*~ MAIN LlNE CODE HAS Rj; IN LEFT~HA.LF8 LINE NUMBER 1 

* H A lf of A word; 

* EN TRY A T DVTR UB L ___ C ONTRO L_? EXU RN S TO THE N E X_T_ 

** ENTRY AT DiTkOB'L + 2 CONTROL DOES Not RETURN, JOB / 



* 



EXT OUTPUT 



"""■ EXT D,WRDSP,D,FlNlS 

EXT ' ; CPC : 

■:■',:■ ENTRY D,TRUBL 

Figure 6-37. DDTRUBL Interface Printout 
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Operation 

This routine has the information coming to it to enable it to do a backward trace through 
levels of subroutines' to the main program to determine where it is in the main program 
and to display the line number of the source code. It has the ability to return to the 
main program or not to return, depending upon which entry is used. After entry, this 
routine calls the DDDSPLY routine to display the message. As delivered in Version 1, 
this routine will display the message on the final output. 
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DDZONE - COBOL FORMAT SUBROUTINE 

Purpose 

The purpose of tins routine is to convert a number from the 9 r s complement format 
to one in which the sign is given by an "overpunch" over the low digit. 

Interface 

The interface is shown in Figure 6-38. 

Restrictions 

This routine makes no checks of any kind and in the event of getting garbage in the 
program will deliver garbage out. 

Operation 

DDZONE is a simple routine; the operational details can be easily understood from 
the code. . 
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"IP Erq t ~ _ — — -^o ! ■ 7. o n r 



000050 PROGRAM LENGTH 

_.„.._.-_ r p r0 - CKS -.-—- — — 

000050 PROGRAMS- LOCAL 



ENTRY POI Nl S 

~~"0"p"0'0"0 '0-U72"O'HE3~T7T0;0-D GTZ:TJJZ(m^^~''''~'t}UVrUZ^l)72(mF6~Z 
* ■ CONVER-T FROM NINES COMPLEMENT FORMAT TO SIGN OIVEif 



* OVErRPUNCH OVER LO DIGIT, ALL ADJUSTED F 

* REGISTER USAUJ_ 

.INPUT AND OUTPUT I W X? 

I f i K- U T _A N D_ U T P.U T I N_ X 3 >* 5 

INPUT A"WD"OUTP'JTTn ~%fT~ '"" 

INPUT AND OUTPUT IN X<S,X7 

lfE^TSTEire~XTvT2TB^ 
f-wTPY U.i£ONE3,D.'Z0NE5i £1 . Z0NE6, D , 7.0NE7 -"^Vf 



Figure 6-38. DDZONE Interface Printout 



* .-"■'; 


D.Z0MP3 


*...-. 


D. 20NF5 


* 


li./ONEC 


+ 


P. ZONE 7 


* 




„„.__,__-__. _..,. 


"TfpOTSTE 
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SNAP - SNAPSHOT OF REGISTER STATUS SUBROUTINE 

Purpose 

This routine converts all the 6400/6500/6600 hardware registers to display code 
and prints them on the output device. 

Calling Sequence 

RJ SNAP 

Routines Called 

BLOCKIO 

Register Usage 

Registers A5 and A7 are the only two 18-bit registers which are destroyed by a call 
to SNAP. All other registers are preserved. 

Operation 

SNAP also has the facility to dump, or take a snapshot, specified portion of core. 
These features can be utilized by ENTER subroutines, which set up the proper 
calling sequences to either CORE or COREDMP (see compiler description of 
debugging aids). 

SNAP uses BLOCKIO to buffer to the output device its snapshots. 
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DDXCEPT - ACCEPT SUBROUTINE 

Purpose 

To be used by the "ACCEPT" verb. (See Figure 6-39. ) 

Liter face 

Input registers: 

Al Source file (input) 

B4 Base address for field 

X3 BYTE offset of field 

X4 Field size in bytes 

All other registers volatile, none restored. (See Figure 6-40.) 

Calling Sequence 

RJ DDXCEPT 

Restrictions 

Calls D. TRUBL if file is not open 

Routines Used 

DDMOVIO 

CPC 

IOWRITE 

IOREAD 

DDTRUBL 

Operation 

This routine reads a unit record into working storage from the input files named 
and then uses DDMOVIO to move it into the field named. 
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64/6600 COBOL Compiler 



PAGE NO. 



version JjJLaadJLtiLMACH i ne series __s4Zgj>ojl 



( ENTER J 



Decode X2 
BCP Length Loc- 
ation and Store. 




Open File, Make 
Error Checks on It 
Set Wk, Storage 
Parameters 



Move 80 Chars. 
Recompute byte 
and Word Address 



Decrement 

Length 




Length > 80 



Move No. Chars. 
Specified 



( EXIT ) 



Figure 6-39. DDXCEPT Flowchart 
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_] D£NJL_ _J?P_ X C EJP T 



b'OOlO?; PROGRAM LENGTH 

__;__ _ H I. y C K.S . 

1)00102 PR0.6RAH* LOCAL 

EXTERNAL SYMBOLS 

7^~~- ~dTm oVTQ~7 C PC PKW*l WE I C R"E A I) ' '"' 

V. ENTRY CjXCLPT 
_ :_._. E - XT T, WV 10" 

EXT CPC* IOWRITEiIOREAD 



Figure 6-40. DDXCEPT Interface Printout 
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DDSUBSC - SHORT FIELD SUBSCRIPTED LOAD - STORE SUBROUTINE 

Purpose 

To fetch or store short fields from or to subscripted fields. 

Interface 

See Figure 6-41. 

Routines Called 

DDTNTHS 
DDTENS 

Operation 

For loading, the field is picked up and shifted properly to right adjust it in one or two 
registers which are then filled out with zeros or blanks. 

For storing, the field is shifted to position, combined with the proper right and left back- 
ground, and then stored. The mask in X0 is used in this case as a preliminary test for 
ON-SIZE ERROR. 
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: . 7 — IriENrT" ~ 

000106 PROGRAM LENGTH. 

"— —BUOCKS"""" - " ■""""" 

0106 PROGRAM* l.OCAL 



DIT5UBSC" 



entry points 

^~TO'0"0"3(|3"TJVSaScT; 
EXTERNAL SYMBOLS 

d.tnths d.tens 



Q~0 23'~r)7S'3~3"C?;' 



;o'o."o"oto "D'»"S'R"s c<r 



SNAP 



FLUSH 






* 
* 

* 

'V' 

'. * 
* 



D.S93C1 
D.S-?SC_2 _ 

n)TS"RBc"6~" 
D.SRSC7 

_JLiSnsr.G__ 

ON ENTRY 



LOAD S,P, D'PC SUnScPlPTGO ITEM ; 
UUn D, P , _l )P C__SUji_ScR I ?TE0 1_TE_M__ ■. , 
STURE - S",P, ~D"PC '5UQSCS"lPri=P HEM 
STuRE D.Pt DPC SUBSCRIPTED ITEM 
? TU.H_E_ S , P , _ J T E M I N__F l_E_L0_ J U ST _ L 0_A HE 
'puT. YET "I'.HTkE^N'tEp") I"; : : : " : ; ^ 

' x o I s""a "has k~ "- i o / ?. o - s i"z f "" 

B5 IS THE BASE ADDRESS OF THE FJfcLD 

?.U_s_i o -JiM e *_ J t. s i_r s 

~X4 vCON.YVlNS ZEROS OR PLANKS 

at is i 



ON EXIT 



LOADED ITEM IS IN XI OR Xi**2 

STuRED ITEM, FROM X6 OR Xa,X7 IS IN C.Of 



ENTRY 



IF, ON. SIZE ERROR TRUNCATION OCCURS, R7 
D,SBSCi . 



EXT 

EXT 



D,TNTHS,D.TENS 
SNAP* FLUSH 



■ENTRY^ 



P.,SBSC2,D,S8SC5V0.3BSC7 



Figure 6-41. DDSUBSC Interface Printout 



CA138-1 



CONTROL DATA CORPORATION » DEVELOPMENT DIV • SOFTWARE DOCUMENT 

DOCUMENT ri ass Internal Reference Specifications PAGE no 6-105 

PRODUCT maaaf 64/6600 COBOL Compiler 

PRODUCT mo CQ43 vfrsidn 1.0 and 2.0 machinf sfries 64/6600 



SUBMV - SUBSCRIPTED LONG MOVE SUBROUTINE 

Purpose 

To effect moves where either the source or the subfield is subscripted by a variable. (See 
Figure 6-42.) 

Interface 

See Figure 6-43. 

Restrictions 

None. 

Routines Called 

D. MOVIO 

Operation 

This routine converts byte offsets, which may equal or exceed 10, to equivalent word offsets 
and fractional word offsets as required to call DDMOVI0. 
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VERSION_l i 0jffli2 1 0_MACHINE SERIES__64/660p_ 



D. SUBMV 




'Blank Fill \ Yes 
1 Character ^ 
Requested^ 



Set 
BLNKSIZ = 



Determine Cor- 
rected Offset and 
Loc for Source 



Determine Cor- 
rected Offset and 
and Loc for Sink 



Set Up Parameters 
for D. MOVIO 



^BLNKSIZ = 0? y~ 



c 



J 



_/ Left Fill \_ 



"N. Requested? > ?_ 



Compute Offset 
of Sink Where 
Blank Fill will 
Begin 



Set BLNKSIZ = n 
LMOVLNG = 



Pick Up Offset 
and Loc. Where 
Blank Fill Will 
Begin 



Compute Offset 
of Sink Where 
Move Will Begin 



Set LMOVLNG = 
Length of Move 
BLNKSIZ = 



Determine Cor- 
rected Offset and 
Loc. for Sink 



Set Source 
to Blanks 



Set Up Parameters 
for D. MOVIO 



D. MOVIO 




Blank Fill 
Done? 



Increase Loc. 
for Sink 




No 


Set BLNKSIZ «• 




Pick Up Offsets 
and Locs. where 
Move is to Begin 

















^ 



Figure 6-42. DDSUBMV Flowchart (1 of 2) 
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C043 



ypiKirvM 1.0 and 2.0 MtrHiwp ceair* 64/6600 



f ENTER J 



Generate Instruc- 
tion to Store 
X6/X7 in Temp. 
Storage 



Store PROPCUR 
in HOLDFU3 



( RETURN J 



Figure 6-42. DDSUBMV Flowchart (2 of 2) 
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I dent ;■";.';:■:■; DDSUUMV 



000016 PROGRAM LENGTH. 

_BLUCKS_ 
000016 ; PROGRAM* LOCAL 

000000 D.SUBMV 



EXTERNAL ;SYMllOL,S 



D,M0VIQ 

* SUBROUTINE D,SUBHV 

-*t— — .-" :"T-'"--;---^-TCCE( 3 T-F-AR"AFE"TERS--F OR" S lr£J S U R"f P T fr-D~l:'0 N'G" 

* COMPUTE PAR/METERS NEEUfcU BY D.M0V10, 

* CALL D.MOVIC AND RETURN 



* INPUT TO D.SJBHV 

* E4 LES^bR LENGTH i SINt 

r*~ — — k 2 — — — — - — — u o -cm v n~o r~ xsts o \ 

E3 LOCATION Of 1ST Sl.f 

: : * ;: : - r X 2 ;; : ^ SOURCE B Y T E OFFSET, 

.,_„___„__ ___ X3 — — -- — ~-S'rKi;"BYTt~0FF-SET7~i 

* 

* PARAMETERS NEEDED BY-E.MOVIO 

-* :~— T7 — ~ " EPT~~ ~ ~~~ ~~L7EK'fl K"rNTH-A'R'ACTEf 

<r M LOOM I UN (COMPUTED: 

* - : : ' ■ ' [ . E 3 S I N * B V T E F F S E T ( ( 

-*-— — :'"•'" ---—-— — - A 5 — — - — • — — toorrru n-<-c o m p u t e d ■•: 

* E? SOURCE BYTE OFFSET 
* 

EXT .;. L , MOV 10 



Figure 6-43. DDSUBMV Interface Printout 
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DDEXP - EXPONENTIAL INTERFACE SUBROUTINE 

Purpose 

This routine is called for the exponential operation in source code COMPUTE statements". 

Interface 

See Figure 6-44. 

Restrictions 

Even for integers where the results are exact, this routine may introduce a relative error 
ofupto2-45. 

Routines Called 

ALOG. and EXP. (These routines are described with other FORTRAN subroutines in other 
CDC literature). 

Operation 

This routine uses ALOG. to compute the logarithm of the base, multiplies that by the expo- 
nent, and then uses EXP. to get the result. 
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SOFTWARE DOCUMENT 
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014 



1DENT 
PROGRAM IJiNUTH 



BLOCKS 

0_0 1 2 PR UGP A M* LOCAL... 

00 2 L 1 r c R A L S * L C A L 



[N i .RL„P10.I_NTS 

• 000 000 D.EXP 



EXTERNAL SYM.aOLS 
ALOG, E*P» 



ENTRY 
EXT 



KDEXP 



E f EXP 
ALDG.^EXP, 



C B U , E X PON E NT y A L. H U U T : 1 N | 

"UbTS _ TKE""S"A>VE"TOGAR"I"TFH"""A'NP"EX^ 

jrcpUT El = l f X6BRASE* Xl~EXPONtNT 

OUTPUT Bl-1. X6=PESULT 

~~v~~^"~~ ^~~Ay~~~" RE STORED""""" ~~_ ~^~T- 
AH. O^HEK REGISTERS ARE VOLATILE 



Figure 6-44. DDEXP Interface Printout 
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DDANCM - ALPHANUMERIC STATUS TEST SUBROUTINE 
Purpose 

This routine is called for the source code statements "IF NUMERIC" and "IF ALPHABETIC" 
to determine the current status of a given field. 

Interface 

Shown in Figure 6-45. 

Restrictions 

If any characters are neither alphabetic nor numeric, their effect on this test is not pre- 
dictable in general. 

Routines Called 

None 

Operation 

This routine does a character -by-character examination of the field. 
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;::;;-;;:; i DENT : ■■' CDANCM 

_ BLOCKS 

50 00 pi Z PROGRAM * LOCAL, ^ 

~~^~~~ '''""""KNfpT'P'Ciri'JTS ~~ """" 



c 10 2 6 D i A LP C M__ __0 000 0_ &_• N U N CM 

E'URY C,»\l.PCHiD,Nl.HCM 

; ; ; IF.:ALPHAf3KT.ia* IF NUHF-R1C ROlit JN£S 



ALL REGISTERS ARE USED 
'g-r=I~0N ~EX'rT7"N r 0"C THE P"R E GJS T E R S • • W ED"" " 



* X2 = BYTE OFFSET 

* BS ■» BYTE LENGTH 

-,— — r—~— -^v --j.-y- cum -S-iTiWETD-rTrST GKEn")"F0R'--N-UMERTC70WLY-— 

* IF NUMERIC ENTERS AT T.NUMCM AND RETURNS AT 

« IF ALPHABETIC ENTERS *T D.ALPCM /> D UPTURNS AT 

* NEXT LINE FCR 1RUE/ THE F OLLOW JNG £0R_F 



Figure 6-45. DDANCM Interface Printout 
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DDDSPLY 

Purpose 

To effectuate the DISPLAY statement. (See Figure 6-46.) 

Calling Sequence 

RJ D. DSPLY 

This entry adds a field into the output line but does not output it. 

RJ. D. WRDSP 

This entry adds a field to the output line, outputs the line and clears it. 

Registers on input 

B4 base address for field 

. X3 character offset of field 

X4 character size of field 

Al output file location 

Restrictions 

The total number of characters is limited to 136. 

Routines Called 

CPC 
IOREAD 
IOWRITE 
DDMOVIO 

Operation 

DDMOVIO is called to move fields into an 136 word buffer. This routine keeps track of a 
current location in this buffer. 
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( ENTER ) 



Size BCP Address 
Modification 



New Line ? 



Yes 



Open it 



Set Line Para- 
meter Zero. 



Set New Line 
Started 





Move Item to 
Line for Output 



Compute New 
Sink Address 
and byte Address 



DDWRDSP 



( ENTER ) 



Size BCP Address 
Modification 



New Line? 



Open it 



Set New 
Line Flag 





Move Item to 
Line for Output 



Output Line 



Q EXIT J Q E XIT J 



Figure 6-46. DDDSPLY Flowchart 
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APPE NDDC A - PROCEDURE DIVISION LEXICON LIST 



* 

** 

> 



< 

ACCEPT 

ADD 

ADVANCING 

AFTER 

ALL . 

ALPHABETIC 

ALTER 

AND 

ASCENDING 

AT 

BEFORE 

BEGINNING 

BY 

CLOSE 

COBOL 

COMPUTE' 

CONSOLE 

CORRESPONDING 

DECLARATIVES 

DEPENDING 

DESCENDING 

DISPLAY 

DIVIDE 

DIVISION 

ELSE 

END 

ENDING 

ENTER 

ENTRY 

EQ 

EQUAL 

EQUALS 

ERROR 

EXAMINE 

EXCEEDS 

EXIT 

FILE 



1041 
0125 
0121 
0126 
0127 
0141 
0122 
0123 
0124 
0120 
0140 
1601 
1724 
0134 
0135 
0136 
0137 
1602 
0005 
0006 
0007 
0011 
0010 
0012 
1603 
0013 
1725 
0132 
0014 
1034 
0015 
0016 
1604 
1726 
0017 
1035 
1036 
0020 
1605 
1623 
4003 
0021 
0130 
0022 
1606 
0023 
1607 
0024 



FIRST 
FROM 
GENERATE 
GIVING 
GO 
GQ 
GR 

GREATER 
GREATER- EQUAL 
HIGH-VALUE 
1-0 
IF 
IN 

INCLUDE 
INITIATE 
INPUT 

■ INPUT-OUTPUT 
INTO 
INVALID 
IS 
KEY 
KEYS 
LABEL 
LEADING 
LESS 

LESS- EQUAL 
LINE 

LINE- COUNTER 
LINES 
LOCK 

LOW-VALUE 
LQ 
LS 

MOVE 

MULTIPLY 
NE 

NEGATIVE 
NEXT 
NGR 
NLS 
NO 
NOT 
NOTE 
NQ 

NUMERIC 
OF 
ON 
OPEN 



0025 
0026 
1610 
0027 
1611 
4005 
4001 
0030 
4012 
0031 
0036 
1531 
0032 
1442 
1612 
0033 
0036 
0034 
0035 
0037 
0040 
0040 
0041 
0042 
0043 
4011 
0044 
0045 
0044 
0046 
0047 
4004 
4002 
1613 
•1727 
0110 
0050 
0051 
4007 
4010 
0052 
0053 
1443 
4006 
0054 
0032 
0056 
1614 



r 
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OR 

OTHERWISE 

OUTPUT 

PAGE- COUNTER 

PERFORM 

POSITIVE 

PROCEDURE 

PROCEED 

QUOTE 

QUOTES 

READ 

RECORD 

RECORD-MARK 

RECORDS 

REEL 

RELEASE 

REPLACING 

REPORTING 

RETURN 

REVERSED 

REWIND 

ROUNDED 

RUN 

SECTION 

SEEK 

SENTENCE 

SIZE 



0057 
1035 
0060 
0061 
1615 
0062 
1040 
0063 
0064 
0064 
1532 
0065 
0133 
0131 
0066 
1616 
0067 
0070 
1533 
0071 
0072 
0073 
0074 
0075 
1617 
0076 
0077 



SORT 
SPACE 
SPACES 
STANDARD 
STOP 

SUBTRACT 
TALLYING 
TERMINATE 
•THAN 
THEN 
THROUGH 
THRU 
TIMES 
TO 

UNEQUAL 
UNITS 
UNTIL 
UPON 
USE 
USING 
VARYING 
WITH 
WRITE 
ZERO 
ZEROES 
ZEROS 



1620 
0100 
0100 
0101 
1621 
1730 
0102 
1622 
0103 
0104 
0105 
0105 
0106 
0107 
0110 
0111 
0112 
0113 
1444 
0114 
0115 
0116 
1723 
0117 
0117 
0117 
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APPENDIX. B - SYNTAX ANALYSIS TABLE PROGRAM (SYNTBLE) 



GENERAL 

The Syntax Analysis Table Program (SYNTBLE) is written in COBOL language. See 
-Section 2 for a description of the syntax language. 

SYNTBLE accepts card input from the following three formats, which occur in pre- 
scribed order (not intermixed): 



7 8 9 10 



19 20 



28 



36 



44 



52 



57 



65 



73 80 



xxxxxxx 


99 


$xxxxxxxxx 


D999 


D999 


Yes 


D999 


blank 


D999 


D999 


Yes 






xxxxxxxxxx 


xxxxxxxx 


xxxxxxxx 


No 
99 
R2 


xxxxxxxx 




xxxxxxxx 


xxxxxxxx 


No 
99 
R2 



cc 1-7 The name of a syntax table item. These names must be submitted to 

SYNTBLE in 6600 collating sequence. 

cc 8-9 The numeric ordinal within the alphabetic syntax table item starting 

with 1. These ordinals must be in ascending numeric sequence 
with no numbers skipped. 

cc 10-19 One of 

1. A lexicon which must be found in the lexicon table in working 
storage of the SYNTBLE program. A lexicon is preceded by 

'a $in cc 10. 

2. A syntax table item name. 

3. An external subroutine name. 

4. A blank. 



cc 20-27 
cc 28-35 

cc 44-51 
cc 57-64 
cc 65-72 




The "no" action fields and "yes" action fields, respectively, 
may be comprised of one of four options. 

1. A three-digit diagnostic number preceded by a "D". 

2. A syntax table item name. 

3. An external subroutine name. 

4. A blank. 



They 
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cc 36-43 | The "no" GO TO field and the "yes" GO TO field, respectively. They 
cc 73-80 ( may be comprised of one of five options: 

1. The word YES. 

2. The word NO. 

3. A two-digit number which must be an ordinal of the syntax table 
item name subset. 

4. The two character field R2. 

5. A blank. 

Cards of the above type are separated by one blank card from the second type, which 
is as follows: 



cc 
V 



20 



xxxxxxxxx 



9999 



cc 1-9 The name of a lexicon to be read into a lexicon dictionary in core. 

cc 20-23 The four-digit lexicon attribute code. 

The only characters significant to SYNTBLE are cc 1-9 and cc 20-23. All other infor- 
mation on the card is ignored. 

This lexicon deck is required input, cc 1-9 must be in ascending alphabetical 
sequence. Cards of the above type are separated by one blank card from the third 
type, which is as follows: 



cc 

l 



xxxxxxxxxx 



cc 1-10 The name of an external subroutine. 

The only characters significant to SYNTBLE are cc 1-10. All other information on the 
card is ignored. 
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This external subroutine master deck is optional input and, if submitted to SYNTBLE, must 
immediately follow the lexicon deck separated by one blank card. 

cc 1-10 must be in ascending collating sequence. 

Whenever SYNTBLE enters an external subroutine in the STJBJUMP TABLE, the name of 
the external subroutine is checked to ensure that it is in the master external subroutine 
deck. 

SYNTBLE creates one punch file (SYNTAX ANALYSIS TABLE) of 6600 card output in the 
following format: 



cc 

l 



ll 



Quarter 1 Quarter 2 Quarter 3 Quarter 4 
20 21 25 26 30 31 35 36 40 41 63 



72 



80 



blank 
* 


CON 


9 


9999 


9 


9999 


9 


9999 


9 


9999 


B 


blank 


xxxxxxx 99 
blank 


blank 



*cc 


1-10 


cc 


11- 


-19 


cc 


20 




cc 


25 




cc 


30 




cc 


35 




cc 


21- 


-24 


cc 


26- 


-29 


cc 


31- 


-34 


cc 


36- 


-39 



cc 40 
cc 42-50 



Blank with the exception of the first card which is labeled "SYNTBLE. 

Contains the 6600 operation "DATA." 

One-digit clue fields which contain one of the values 0, 2, 4, 5, 6, 7. 



Four-digit parameters which represent one of the following seven 
options : 

1. The syntax table octal address of a syntax table item name. 

2. The diagnostic table octal address of a diagnostic message. 

3 . The attributes of a lexicon. 

4. The subjump table octal address of an external subroutine. 

5. The parameter "0000" with a 7 in corresponding clue field. 

6. The parameter "0001" with a 7 in corresponding clue field. 

7. The parameter "7777" with a 4 in corresponding clue field. 

8. The parameter "0000" with a in corresponding clue field. 

A "B". 

A COMMENT which is the name and ordinal of the syntax table item 
being outputted. SYNTBLE outputs two cards for every one input 
card, only the first output card contains the syntax table item and 
ordinal. 
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SYNTBLE creates a second punch file (SUBJUMP TABLE) of 6600 card output in the following 
format : 



cc 

l 



ll 



20 



30 



80 



blank 
* • 


JP 


xxxxxxxxxx 


blank 



*cc 1-10 Blank with the exception of the first card which is labeled "SUBJUMP. " 

cc 11-19 Contains the 6600 operation "JP. " 

cc 20-29 The name of the external subroutine, 

cc 30-80 Always blank. 



GENERAL DESCRIPTION 

SYNTBLE is a. two-pass program. The first pass reads the card input and creates in core 
the syntax analysis name table, each entry of which is the name of a syntax table subset, 
and its table address. A maximum of 1000 subsets can be included in the table. If the need 
arises for more subsets , the table can be enlarged. The lexicon list is then read and a 
lexicon dictionary is created in core. A maximum of 175 lexicons can be included. If need 
arises, the. table can be enlarged. The master external subroutine deck (if present) is then 
read and a dictionary is created in core. A maximum of 500 external subroutines can be 
included. This can also be enlarged, if necessary. 

The syntax card input must precede the lexicon card input, separated by one blank card. 
The lexicon card input must precede the master external subroutine deck (if present), 
separated by one blank card. 

Pass 1 copies the input onto tape in 80/80 cards image format which is read as input to 
Pass 2. 

Pass 2 reads the tape input, scans the syntax input card images, creates two punch files as 
output, creates six or eight print files as output, and types on-line messages on the console. 
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Each input record is scanned as it is read from tape. Various computations and searches 
are performed and two 6600 format cards are outputted for each input record. As each 
input record is read, Pass 2 computes the syntax analysis table address of each syntax 
table item. The card is then scanned. .If the syntax option is: 



LEXICON 



A 4 is moved into the first quarter clue field. 
A binary search is performed if the lexicon 
attributes are moved into the first quarter 
parameter field. If the lexicon is hot found, 
7777 is moved into the first quarter parameter 
field. * 



SYNTAX TABLE ITEM 
NAME 



EXTERNAL SUBROUTINE 
NAME 



BLANK 



A 6 is moved into the first quarter clue field. 
The syntax table octal address of the syntax 
table item name is moved into the first 
quarter parameter field. 

A is moved into the first quarter clue field. 
The subjump table (table comprised of 
external subroutine names) octal address of 
the external subroutine is moved into the 
first quarter parameter field. 

Scan proceeds to the next input field. A 
diagnostic is issued. 



The "no" action and "yes" action fields are scanned similarly. If any of these fields is: 



DIAGNOSTIC 



SYNTAX TABLE ITEM 
NAME 



A 2 is moved to the next available quarter 
clue field. The 3-digit diagnostic number is 
converted to octal and this 4-digit diagnostic 
table octal address is moved into the next 
available quarter parameter field. 

A 6 is moved into the next available quarter 
clue field. The syntax table octal address 
of the syntax table item name is moved into 
the next available quarter parameter field. 



*This is a fatal error. A listing of unfound lexicons is printed. The person using SYNTBLE 
program should ensure that all lexicons submitted as input are entered in the lexicon table 
in Working Storage of the SYNTBLE program. This lexicon table must be in 6600 
collating sequence. 
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EXTERNAL SUBROUTINE 
NAME 



A is moved into the next available quarter 
clue field. The sub jump table octal address 
of the external subroutine is moved into the 
next available quarter parameter field. 



BLANK Scan proceeds to the next input field. 

The "no" GO TO and "yes" GO TO fields are scanned similarly. If either of these fields is: 



YES 



NO 



TWO-DIGIT NUMBER 



R2 



BLANK 



A 7 is moved into the next available quarter 
clue field, and a 0001 is moved into the next 
available quarter parameter field. 

A 7 is moved into the next available quarter 
clue field, and a 0000 is moved into the next 
available quarter parameter field. 

A 5 is moved into the next available quarter 
clue field. This 2-digit ordinal represents 
the syntax table item name of the current 
subset. The octal address of this syntax 
table item name is computed and is moved 
into the next available quarter parameter 
field. 

A 7 is moved into the next available quarter 
clue field, and a 0002 is moved into the next 
available quarter parameter field. 

A diagnostic is issued. One of the two 
required output cards is punched with zero 
fill. Scan proceeds either to the next input 
field or to the next input card. 



OUTPUT LISTINGS 



SYNTBLE creates the following six or eight print files as output: 

1. Listing of card syntax input. 

2. Listing of card lexicon input. 

3. Listing of card external subroutine master deck (if submitted), 

4. Listing of punched SYNTAX ANALYSIS TABLE. 
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5. Listing of syntax option external subroutines which were not found in the syntax 
analysis name table. 

6. Listing of lexicons which were not found in the lexicon table. 

7. Listing of external subroutines which were entered in SUBJUMP TABLE but were 
not found in external subroutine master deck (if submitted) . 

8. Listing of punched SUBJUMP TABLE. 



ERROR DIAGNOSTICS 

1. "xxxxxxx 99 OUT OF ALPHABETIC SEQUENCE — CARD IGNORED" 
where: 

xxxxxxx 99 is the syntax table item name and its ordinal. 

This message is typed during Pass 1 if a syntax table item name is not in 6600 
collating sequence. The card is ignored. 

Note that the ordinals must not only be in ascending numeric sequence, but also no 
ordinal may be omitted within a syntax table subset. This condition is not checked 
by the SYNTBLE program. If these ordinal specifications are not met, results are 
unpredictable. 

2. "LEXICON xxxxxxxxx OUT OF ALPHABETIC SEQUENCE— CARD IGNORED. " 
where: 

" xxxxxxxxx is the name of the lexicon. 

This message is typed during Pass 1 if a lexicon name is not in 6600 collating 
; sequence. The card is ignored. This will most likely result in a fatal unfound 
lexicon condition. 

3. "SUBROUTINE xxxxxxxxxx OUT OF ALPHABETIC SEQUENCE— CARD IGNORED." 
where : 

xxxxxxxxxx is the name of the external subroutine. 
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This message is typed during Pass 1 if an external subroutine name on the master 
input deck is not in 6600 collating sequence. The card is ignored. 

4. "xxxxxxx 99 BLANK cc 10-19— FIELD IGNORED. " 
where : 

xxxxxxx 99 is the syntax table item name and its ordinal. 

This message is typed during Pass 2 if the syntax option field is found blank. The 
field is ignored and scan proceeds to the next field. 

5. "xxxxxxx 99 UNRECOVERABLE PROGRAM ERROR— TERMINATE RUN" 
where: 

xxxxxxx 99 is the syntax table item name and its ordinal. 

This message is typed during Pass 2 if the syntax table item name cannot be found 
in the syntax analysis name table. This means that Pass 1 did not create the tape 
properly. Tape on Unit 184 should be dumped. 

6. "xxxxxxx 99 FAULTY cc 36 or cc 73— FIELD IGNORED." 
where: 

xxxxxxx 99 is the syntax table item name and its ordinal. 

This message is typed during Pass 2 if cc 36 ("no" GO TO field) or cc 73 ("yes" 
GO TO field) consists of a blank or something other than the allowable options. 
The field is ignored. 

END OF RUN . „ . 

"End of Run" is typed at the end of execution of the SYNTBLE program. 
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APPENDIX C - COPY FROM COBOL SOURCE LIBRARY PROGRAM (COPYCL) 

COPYCL is a modified version of the SCOPE 3.0 EDITSYM utility routine. COPYCL 
produces a random file whose logical records are those elements from the COBOL source 
library which may be referenced by COPY FROM LIBRARY or INCLUDE FROM LIBRARY 
and another file which is the index to the random file. 

CALLING SEQUENCE 

1. If the sixth option is missing or is other than the words EDIT or SELECT, 
COPYCL will enter none of the code added for COBOL libraries, but will function 
exactly as EDITSYM. 

2. If the sixth option is the word EDIT, the following rules apply: 

a. The parameter OPL is required. 

b. The parameter NPL is optional. 

c. The parameter LIST is optional. 

d. The parameter COMPILE = file-name or C = file-name is required, and file- 
name becomes the name of the COBOL library file. 

e. Decks are placed in the COBOL library file when called for by *EDIT, dn 
cards. 

f. The only EDITSYM control cards allowed are * CATALOG, *DELETE, 
♦INSERT, and*EDIT. 

3. If the sixth option is the word SELECT, the following rules apply: 

a. The parameter OPL is required. 

b. The parameter NPL is not used. 

c. The parameter LIST is optional. 

d. The parameter COMPILE = file-name or C = file-name is required, and file- 
name becomes the name of the COBOL library file. 
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e.. All decks from OPL with n = 4 are placed in the COBOL library file. 

f. No EDITSYM control cards are allowed. 
ELEMENTS CALLED 

RANDMAK 
OPERATION 

COPYCL checks for the xith option. If not specified (by EDIT or SELECT) COPYCL 
bypasses all code added for COBOL libraries. Otherwise, all EDITSYM text decks (with 
index n = 4) on the old program library are placed on an internal compile file. Then 
RANDMAK is called to place all decks on the compile file, on a random file named by the 
C -parameter on the COPYCL control card. The flowchart for RANDMAK is given in 
Figure C-l. 

An index file containing the disk address of the logical records is constructed by RANDMAK 
while writing the random file. The addresses are placed in the index relative to the hash 
indexes of the record names . The name of the index file is DDNxxxx, where xxxx is the 
first four characters of the random file name (whose default name is COLIB). 

COBOL links to the random file and its index by the S-parameter. 
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RANDMAK 



( ENTER J 




Yes 



MSG 
(No Compile 
File) 



( RETURN J 



Move COMPILE 
to RANDUM FET, 
Set In Word 65 
of Index 



Left Justify Name in 
EDTCRD + 1 -EDTCRD ♦ 5 
Add Link Word 
Save Deck Name 
7 Chars. Columns 73-79 
/ 




READIN 



First 
Time 



NAMFIX 



EOR 




EOR ? 



No 



Yes 



WRITER 
(RANDUM) 



MSG 

Bad Compile 

Flag 



CLOSE 
Sfndex Out as Suffix) 
i to Random File 



c 



COfOL 

OPEN -* Index to 

Buffer 



J> 



REWIND 
(Compile) 



( RETURN J 



Move Lower at 
DECINDX to 
Lower @ EDTCRD 



Set DECINDX * 
Hash Index Addr, 
to RANDUM + 6 
in FET for Write 



WRITOUT 
(RANDUM) 



Absolute Dies Addr. 
this Logical Rec. 
■» DECINDX + 
Hash Index 



/ READIN 
\ (COMPILE) 




EOR \ No 
on Last READIN} 
? 



WRITER 
(RANDUM) 



Yes 




Figure C-l. RANDMAK Flowchart 
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APPENDIX D - LIST OF COMPILER DIAGNOSTICS 



Diagnostic 

Number Type* Message 

001 T INCORRECT STARTING COLUMN BEFORE COLUMN 12 

002 T INCORRECT PUNCTUATION PRIOR TO WORD 

003 T ILLEGAL USE OF RESERSEL WORD-TREATED AS NAME 

004 T NO SPACE BEFORE LEFT PARENTHESIS 

005 T ILLEGAL SPACE BEFORE RIGHT PARENTHESIS 

006 T NO SPACE AFTER DECIMAL INDICATOR- ASSUMED PERIOD 

007 E INVALID CHARACTER(S) IN WORD-TREATED AS DATA-NAME 

008 E DATA-NAME, NUMERIC LITERAL OR PICTURE GREATER THAN 

MAXIMUM CF 30 CHARACTERS 

009 E NON-NUMERIC LITERAL GREATER THAN 255 CHARACTERS 

010 E ) IS FIRST CHARACTER OF WORD 

011 T ) NOT FOLLOWED BY SPACE 

012 T NO SPACE FOLLOWING PUNCTUATION 

013 T CHARACTER RESIDES HYPHEN IN COLUMN 7-ACCEPTED 

014 E MISSING QUOTE ON CONTINUATION CARD 

015 T CONTINUATION OF ( OR ) NOT ALLOWED 

016 T MISSING QUOTE AT END OF NON-NUMERIC LITERAL 

017 T FIRST WORD ON NEXT CARD SHOULD BEGIN IN COLUMN 8 

018 T SEQUENCE NUMBER IN COLUMNS 1-6 BREAKS 

019 T COMPILER NOTE - 

020 T COMPILER NOTE - BAD SKIP0PS 

021 E BAD CARD TERMINATOR (00) 

022 T RESERVED WORD USED IN UNAPPLICABLE DIVISION-TREATED AS 

NAME 

023 T COMPILER NOTE - 

024 E COMPILER NOTE-END CARD TERMINATION BAD NEXT CARD 

025 E BAD CALL TO DIAG - NUMBER BREATER THAN 1000 

030 T DECIMAL POINT SHOULD BE COMMA - SEE SPECIAL-NAMES 

031 E NO RECORD ON LIBRARY FOR NAME ITEM . 

032 E REQUESTED ITEM NOT PART OF NAME RECORD 

033 E EQUIVALENT OR SMALLER LEVEL NUMBER FOUND BEFORE NAMED 

ITEM 

034 . E LEVEL NUMBER NOT FIRST WORD OF ITEM DESCRIPTION 

035 E NESTED INCLUDES NOT PERMITTED 



"C - Fatal error with no execution possible. 

E - Serious error with probable execution of part of the object code. 
T - Trivial error (precautionary message) (extended) . 
U - Non-DOD error condition (extended). 
Z - Dummy. 
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Diagnostic 




Number 


Type 


101 


T 


102 


E 


103 


E 


104 


T 


105 


T 


106 


E 


107 


E ■ 


108 


E 


109 


E 


110 


C 


111 


T 


112 


T 


113 


T 


114 


E 


115 


T 


• 116 


E 


117 


E 


118 


E 


119 


E 


120 


T 


121 


E 


122 


E 


123 


E 


124 


E 


125 


T 


126 


C 


127 


E 


128 


C 


129 


T 


130 


C 


131 


E 


132 


E 


133 


C 


134 


T 


135 


C 


136 


Z 


137 


z 


138 


c 


139 


E 
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Message 

IDENTIFICATION HEADER NOT FIRST CARD OF PROGRAM 

BAD WORD OR COMPILER OUT OF SYNCHRONIZATION 

PROGRAM-ID NOT FIRST PARAGRAPH IN ID DIVISION 

BAD OR MISSING PROGRAM NAME - ASSIGNED IDC0B0L 

WORD -IS- IS MISSING 

BAD SPECIAL NAMES CLAUSE - CLAUSE IGNORED 

ILLEGAL USE OF RESERVED WORD FOR NAME 

NO FILES SELECTED 

NO OBJECT OR RENAMING CLAUSE 

BAD OR MISSING ASSIGN OPTION - FATAL 

WORD -REEL- OR -UNIT- IS MISSING - ASSUME REEL 

WORD -SEQUENTIAL- IS MISSING BUT IS ASSUMED 

BAD ACCESS CLAUSE - ASSUME SEQUENTIAL 

BAD FILE-LIMIT CLAUSE - CLAUSE IGNORED 

BAD RESERVE CLAUSE - ASSUME NO ALTERNATE AREA 

BAD FILE-CONTROL PARAGRAPH 

BAD ITEM ON LIBRARY 

BAD RERUN CLAUSE - CLAUSE IGNORED 

BAD SAME CLAUSE - CLAUSE IGNORED 

WORD -FILE- IS MISSING BUT IS ASSUMED 

BAD MULTIPLE FILE CLAUSE - CLAUSE IGNORED 

ILLEGAL OBJECT OF ASSIGN OPTION - TRUNCATED TO 7 

CHARACTERS 

MISSING DIVISION HEADER - APPROPRIATE HEADER ASSUMED • 

FILE-NAME ALREADY SELECTED - CLAUSE IGNORED 

MISSING DATA RECORD OR REPORT CLAUSE IN FILE DESCRIPTION 

NOT ALL RENAMED FILES WERE SELECTED - FATAL 

FILE-CONTROL PARAGRAPH IS MISSING 

FILE-CONTROL PARAGRAPH OUT OF ORDER OR DUPLICATED - FATAL 

SORT FILES ALWAYS SHARE THE SAME AREA 

MISSING, MISPLACED OR DUPLICATED DIVISION - FATAL 

ACTUAL AND SYMBOLIC KEY IN SAME FILE-CONTROL PARAGRAPH - 

SYMBOLIC KEY IGNORED 

POINT LOCATION, LEAVING AND SIZE CLAUSES CONFLICT - 

EDITING IGNORED 

OBJECT OR SUBJECT OF RENAMING IS ALSO SUBJECT OR OBJECT 

OF ANOTHER REMANING - FATAL 

FILENAME IN MULTIPLE FILE CLAUSE NOT SELECTED 

FILENAMES IN MULTIPLE FILE CLAUSE NOT ASSIGNED TO THE 

SAME IMPLEMENTOR-NAME - FATAL 

DUMMY 

DUMMY 

LIMIT OF 53 FILES HAS BEEN EXCEEDED - FATAL 

OCCURS DEPENDING ON CLAUSE ILLEGAL WITH RECORD.... 

DEPENDING ON OPTION IN THE FD - CLAUSE IGNORED 
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FILE SECTION ASSUMED 
WORKING-STORAGE SECTION 



Message 

VALUE OF CLAUSE IS MEANINGLESS WHEN LABEL RECORDS ARE 

OMITTED - VALUE OF CLAUSE IGNORED 

ILLEGAL TO HAVE FILE DESCRIPTION FOR A FILENAME USED AS 

SUBJECT OF A RENAMING 

A SELECTED FILENAME WHICH IS NOT THE SUBJECT OF A 

RENAMING DOES NOT HAVE AN FD, SD OR RD 

MISSING OR BAD SECTION HEADER 

MISSING OR BAD SECTION HEADER 

ASSUMED 

MISSING DATA RECORD CLAUSE IN SORT DESCRIPTION 

CONFLICTING SIGN AND VALUE CHARACTERISTICS 

FEATURE NOT IMPLEMENTED 

WORD -DIVISION- MISSING ON HEADER 

RENAMES WITH THRU OPTION ONLY LEGAL CLAUSE ON A 66 ITEM - 

ALL OTHER CLAUSES IGNORED 

WORD -SECTION- MISSING ON HEADER 

NUMBER OF 01 RECORD DESCRIPTIONS DOES NOT AGREE WITH DATA 

RECORDS CLAUSE 

REPORT DESCRIPTION FOUND IN NON-REPORT SECTION 

BAD LEVEL NUMBER - ITEM IGNORED 

MISSING OR MISPLACED PERIOD 

MISSING SWITCH STATUS CLAUSE - SWITCH NUMBER IGNORED 

MISSING DIVISION HEADER 

BAD RECORDING MODE CLAUSE - CLAUSE IGNORED 

NO FILE DESCRIPTION PRECEDING RECORD 

-THRU- OPTION IN VALUE CLAUSE IS ILLEGAL - OPTION 

IGNORED 

PROCEDURE-NAME NOT PRECEDED BY HEADER 

NO SELECT FOR FILE - FATAL 

NO NAME FOLLOWING LEVEL NUMBER, FD, SD OR RD 

BAD OR MISSING LABEL CLAUSE - ASSUME OMITTED 

WORD -RECORD- IS MISSING FROM LABEL CLAUSE 

NUMERIC LITERAL -ALL- IS ILLEGAL - ASSUME ALPHANUMERIC 

BAD OR MISSING VALUE OF CLAUSE FOR STANDARD LABEL 

BAD VALUE OF CLAUSE 

WORD -OF- IS MISSING ON VALUE CLAUSE 

WORD -RECORD- IS MISSING ON DATA RECORDS CLAUSE 

BAD RECORD CONTAINS CLAUSE 

WORD -TO- IS MISSING 

WORD -RECORDS- IS MISSING FROM FILE CONTAINS CLAUSE 

BAD FILE CONTAINS CLAUSE 

BAD BLOCK CONTAINS CLAUSE 

BAD NAME IN REDEFINES CLAUSE - CLAUSE IGNORED 

CLAUSE NOT APPROPRIATE ON SORT FILE 

NO NAME GIVEN IN COPY CLAUSE - ITEM IGNORED 
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Diagnostic 

^Number Jj/p_e !l?l s iL9£ 

231 E WORD- FROM NOT FOLLOWED BY WORD LIBRARY - LIBRARY ASSUMED 

232 E WORD -OF- MOT FOLLOWED BY AN ACCEPTABLE NAME 
• 233 E NO CLAUSE ALLOWED FOLLOWING COPY CLAUSE 

234 E FIRST RECORD DESCRIPTION IS NOT NON-STANDARD DATA-NAME - 

ASSUME LABEL RECORDS OMITTED 
" 235 E INDICATED SIZE TOO LARGE - SET TO MAXIMUM OF 255 

236 E SIZE CLAUSE DOES NOT CONTAIN INTEGER 

237 E WORD LEFT OR RIGHT MISSING FROM POINT CLAUSE - LEFT 

ASSUMED 

238 E INDICATED POINT LOCATION TOO LARGE - SET TO MAXIMUM OF 31 

239 E POINT CLAUSE DOES NOT CONTAIN ACCEPTABLE INTEGER - CLAUSE 

IGNORED 

240 T WORD -RIGHT- OR -LEFT- MISPLACED 

241 E LEFT OR RIGHT MISSING FROM SYNCHRONIZED CLAUSE - LEFT 

ASSUMED 
" 242 E BAD USAGE CLAUSE - ASSUME DISPLAY 

243 E BAD CLASS CLAUSE - ASSUME ALPHANUMERIC 

244 T ITEM CAN NOT BE DESIGNATED AS JUSTIFIED LEFT •• CLAUSE 

IGNORED 
■ 245 E BAD JUSTIFIED CLAUSE 

246 U BWZ ACCEPTED AS BLANK WHEN ZERO 

247 T WORD -ZERO- ASSUMED FOR BLANK WHEN ZERO 

248 E BAD ZERO SUPPRESS CLAUSE OR MISPLACED WORD ZERO- - CLAUSE 

IGNORED 

249 T WORD -SIGN- IS MISSING FROM FLOAT CLAUSE BUT IS ASSUMED 

250 E WORD -LEAVING- NOT FOLLOWED BY ACCEPTABLE INTEGER - OPTION 

IGNORED 

251 E LEAVING INTEGER TOO LARGE - PRECEDING EDITING CLAUSE 

* IGNORED 

252 E BAD DEPENDING ON NAME 

253 E WORD -OCCURS- NOT FOLLOWED BY ACCEPTABLE INTEGER - CLAUSE 

IGNORED 

254 E WORD -TO- NOT FOLLOWED BY ACCEPTABLE INTEGER - TO OPTION 

IGNORED 

255 E VALUE CLAUSE DOES NOT HAVE AN ACCEPTABLE LITERAL - CLAUSE 

IGNORED 

256 E WORD -THRU- NOT FOLLOWED BY A LITERAL 

257 E RENAMES ON A NON-66 LEVEL ITEM - ITEM IGNORED 

258 E NO NAME FOLLOWING WORD THRU OR RENAMES 

259 E MISPLACED COPY CLAUSE - ITEM IGNORED 

260 E WORD -THRU- NOT FOLLOWED BY ACCEPTABLE INTEGER - THRU 

OPTION IGNORED 

261 T BAD RANGE CLAUSE 
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Messag e 

LEVEL NUMBER NOT APPROPRIATE IN THIS SECTION 
SECTION DUPLICATED OR OUT OF ORDER 
REPORT ELEMENT DESCRIPTION DOES NOT FOLLOW RD 
REPORT NOT NAMED IN ANY FD DESCRIPTION - FATAL 
INDICATED CODE CHARACTERS TRUNCATED TO THREE POSITIONS 
NO ACCEPTABLE NAME FOLLOWING WORD CODE - CLAUSE IGNORED 
BAD CONTROL CLAUSE 
PAGE CLAUSE 



BAD 
BAD 
BAD 
BAD 
BAD 



HEADING CLAUSE 



FIRST DETAIL CLAUSE 

LAST DETAIL CLAUSE 

FOOTING CLAUSE 
CLAUSE NOT APPROPRIATE IN REPORT SECTION 
BAD TYPE CONTROL CLAUSE 
BAD TYPE CLAUSE 

-OF- ACCEPTED AS -0V- IN TYPE CLAUSE 
BAD TYPE PAGE CLAUSE 
BAD TYPE OVERFLOW CLAUSE 

TYPE REPORT CLAUSE 

SOURCE CLAUSE - ITEM IGNORED 



BAD 
BAD 
BAD 
BAD 
BAD 
BAD 
BAD 



SUM CLAUSE - ITEM IGNORED 

NEXT GROUP CLAUSE 

LINE CLAUSE 

COLUMN CLAUSE 

RESET CLAUSE 
USAGE IS ALWAYS DISPLAY IN REPORT DESCRIPTION 
REPORT NAME NOT UNIQUE 

AN ACCEPTABLE NAME DOES NOT FOLLOW LEVEL - ASSUME FILLER 
RECORD NAME NOT LISTED IN DATA RECORDS CLAUSE 
CONTROL NAME IN REPORT GROUP ITEM NOT LISTED IN RD 
BAD SUBSCRIPT - ITEM IGNORED 
LEVEL 77 NOT FIRST IN SECTION - ITEM IGNORED 
LEVEL 77 IN FILE SECTION ~ ITEM IGNORED 
CONDITION NAME UNDER ILLEGAL CONDITIONAL VARIABLE IS 
IGNORED 

SECTION HEADER NOT FOLLOWED BY ACCEPTABLE LEVEL NUMBER 
SIZE, CLASS, POINT LOCATION, SIGNED OR EDITING CLAUSES 
NUGATORY WITH PICTURE - PICTURE ACCEPTED 
SIGNED CLAUSE ILLEGAL WITH EDITING - SIGNED CLAUSE IGNORED 
CONFLICTING EDITING AND USAGE CLAUSES - ASSUME USAGE 
DISPLAY 

EDITING ILLEGAL ON FILLER ITEM - CLAUSE IGNORED 
JUSTIFIED CLAUSE ILLEGAL ON NUMERIC ITEM ~ CLAUSE IGNORED 
USAGE COMPUTATIONAL REQUIRES NUMERIC CLASS - ASSUME 
NUMERIC 
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vfrsion 1.0 and 2.0 machinf SERIES 64/6600 



Messaqe 



DUMMY 

VALUE ON A REDEFINES OR OCCURS CLAUSE - VALUE IGNORED 

REDEFINES CLAUSE ILLEGAL ON FILLER ITEM - REDEFINES IGNORED 

OCCURS CLAUSE ILLEGAL ON FILLER ITEM - OCCURS IGNORED 

FILLER ILLEGAL ON 77 AND 88 - ITEM IGNORED 

SIZE CLAUSE ILLEGAL ON 88 ITEM - SIZE IGNORED 

OCCURS CLAUSE ILLEGAL ON 88 ITEM « OCCURS IGNORED 

USAGE CLAUSE ILLEGAL ON 88 ITEM - USAGE IGNORED 

REDEFINES CLAUSE ILLEGAL ON 88 ITEM - REDEFINES IGNORED 

EDITING CLAUSE ILLEGAL ON 88 ITEM - EDITING IGNORED 

VALUE CLAUSE ON 88 ITEM IS MISSING - ITEM IGNORED 

PICTURE CLAUSE ILLEGAL ON 88 ITEM « PICTURE IGNORED 

OCCURS CLAUSE ILLEGAL ON 77 ITEM - OCCURS IGNORED 

VALUE CLAUSE ON 77 ITEM IN CONSTANT SECTION IS MISSING ■■ 

ITEM IGNORED 

LEVEL 66 IS NOT A RENAMES ITEM - ITEM IGNORED 

DUMMY 

AN ACCEPTABLE NAME DOES NOT FOLLOW LEVEL 77 OR 88 - ITEM 

IGNORED 

SIGNED CLAUSE ILLEGAL ON GROUP ITEM - SIGNED CLAUSE 

IGNORED 

POINT LOCATION CLAUSE ILLEGAL ON GROUP ITEM - POINT 

LOCATION IGNORED 

EDITING AND PICTURE CLAUSES ILLEGAL ON GROUP ITEM - CLAUSE 

IGNORED 

JUSTIFIED CLAUSE ILLEGAL ON GROUP ITEM - CLAUSE IGNORED 

SYNCHRONIZED CLAUSE ILLEGAL ON GROUP ITEM - CLAUSE IGNORED 

LEVEL 66 NOT LAST ITEM IN RECORD - ITEM IGNORED 

FIRST ITEM IN FILE NOT AN 01 - ASSUME 01 

QUALIFYING NAME NOT PRECEDED BY -OF- OR -IN- 

RENAMES CANNOT BE ASSOCIATED WITH OTHER CLAUSES - ITEM 

IGNORED 

CONFLICTING CLASS CLAUSE AND EDITING CLAUSE - ASSUME CLASS 

NUMERIC 

RENAMES ON NON-66 - ITEM IGNORED 

REDEFINES MEANINGLESS ON AN 01 IN FILE SECTION 

DEPENDING ON CLAUSE NOT ALLOWED ON SORT FILE - CLAUSE 

IGNORED 

BOTH REPORT CLAUSE AND DATA RECORDS CLAUSE ON SAME FD 

COPY CLAUSE DOES NOT END WITH PERIOD - SKIP TO NEXT CARD 

REQUIRED COMMA IS MISSING BUT IS ASSUMED 

SELECTED OPTION CAN ONLY BE ON GROUP ITEM - OPTION IGNORED 

NO TYPE CLAUSE ON REPORT GROUP - ASSUME DETAIL 

DETAIL REPORT GROUP NOT NAMED 
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version 1.0 and 2.0 machinf sfrifs 64/6600 



364 



Message 

TYPE CLAUSE ON NON-REPORT GROUP IGNORED 

SUM CLAUSE CAN ONLY APPEAR WITHIN CONTROL FOOTING - ITEM 

IGNORED 

RESET CAN ONLY APPEAR ON A SUM ITEM - CLAUSE IGNORED 

NEXT GROUP CLAUSE CAN ONLY APPEAR ON A REPORT GROUP - 

CLAUSE IGNORED 

ITEM WITH COLUMN NUMBER MUST HAVE PICTURE OR SIZE - CLAUSE 

IGNORED 

COLUMN NUMBER OVERLAPS PREVIOUS ITEM - ITEM IGNORED 

ITEM WILL PRINT BEYOND END OF LINE 

GROUP INDICATE MUST ONLY APPEAR ON ELEMENTARY ITEM WITHIN 

DETAIL REPORT GROUP 

SOURCE, SUM, OR VALUE CLAUSE NOT APPLICABLE ON GROUP ITEM - 

IGNORED 

COLUMN NUMBER NOT APPROPRIATE ON GROUP ITEM - CLAUSE 

IGNORED 

SOURCE, SUM OR VALUE CLAUSE WITHIN SOURCE SELECTED GROUP 

SOURCE, SUM OR VALUE CLAUSE NOT IMMEDIATELY PRECEDED BY 

SELECTED GROUP - ITEM IGNORED 

FD NOT FOLLOWED BY AN 01 OR AN FD - ITEM IGNORED 

88 ILLEGAL AS A GROUP ITEM ~ ITEM IGNORED 

88 DOES NOT FOLLOW A LEGAL LEVEL NO - ITEM IGNORED 

66 ILLEGAL AS A GROUP ITEM - ITEM IGNORED 

LEVEL NO DOES NOT FOLLOW LOGICAL RECORD 

SIZE CLAUSE CONTAINS NEGATIVE INTEGER - SIGN IGNORED 

REPEAT COUNT IN PARENTHESES EXCEEDS MAXIMUM - SET TO 

MAXIMUM OF 255 

ILLEGAL CHARACTER IN PICTURE -■ FILLED WITH DUMMY 9, A OR X 

SYNTACTICAL ERROR IN PICTURE - PICTURE DROPPED 

NON-NUMERIC WITHIN PARENTHESES - PICTURE DROPPED 

ILLEGAL IMPLEMENTOR NAME - TRUNCATED TO 7 CHARACTERS 

66 DOES NOT FOLLOW LEGAL LEVEL NUMBER - ITEM IGNORED 

NO SYMBOLIC OR ACTUAL KEY SPECIFIED FOR RANDOM ACCESS - 

CLAUSE IGNORED 

MUTUALLY EXCLUSIVE EDITING CLAUSES ON SAME ITEM - FIRST 

ONE ACCEPTED 
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Message 

IMPROPER DIVISION HEADER 

IMPROPER DIVISION HEADER 

PROCEDURE NAME MISSING 

SECTION NAME MISSING 

PREMATURE END OF PROGRAM. 

MISPLACED END 

THIS ERROR SHOULD NOT OCCUR IN FINISHED COMPILER 

IMPROPER SECTION HEADER 

SECTION NAME MISSING 

SECTION NAME MISSING 

PREMATURE END OF PROGRAM 

IMPROPER END DECLARATIVES 

IMPROPER END DECLARATIVES 

PERIOD MISSING 

PERIOD MISSING 

NULL SECTION 

NULL SECTION 

NULL PARAGRAPH 

PERIOD MISSING 

PERIOD MISSING 

PROCEDURE NAME MISSING 

REPLACEMENT PAIR MISSING 

PERIOD MISSING 

SYNTAX ERROR, KEYWORD EXPECTED AND NOT FOUND OR PERIOD 

MISSING 

PREMATURE END OF PROGRAM 

PROCEDURE NAME MISSING 

PROCEDURE NAME MISSING 

CONDITIONAL STATEMENT NOT ALLOWED WITH AT END, ON SIZE 

OR INVALID KEY 

PERIOD OR ELSE MISSING 

VARYING CLAUSE BAD 

VARYING CLAUSE BAD 

VARYING CLAUSE BAD 

VARYING CLAUSE BAD 

VARYING CLAUSE BAD 

VARYING CLAUSE BAD 

PROCEED CLAUSE BAD 

PROCEED CLAUSE BAD 

PROCEED CLAUSE BAD 

PROCEED CLAUSE BAD 

WITH NO REWIND BAD 

WITH NO REWIND BAD 

INPUT CLAUSE BAD 

OUTPUT CLAUSE BAD 
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Message 

FILE NAME MISSING 

WITH NO REWIND BAD 

WITH NO REWIND BAD 

IDENTIFIER MISSING 

ASCENDING OR DESCENDING MISSING 

IDENTIFIER MISSING 

FROM OR EQUALS MISSING 

IDENTIFIER MISSING 

TO MISSING 

RESULT MISSING 

IDENTIFIER MISSING 

MNEMONIC NAME UNRECOGNIZABLE 

PROCEED TO CLAUSE MISSING 

FILE NAME MISSING 

MNEMONIC NAME UNRECOGNIZABLE 

CONDITION UNRECOGNIZABLE 

TRUE STATEMENTS MISSING 

SENTENCE MISSING FROM NEXT SENTENCE 

STATEMENTS APPEAR AFTER NEXT SENTENCE 

FALSE STATEMENTS MISSING 

SENTENCE MISSING FROM NEXT SENTENCE 

PARAGRAPH NAME MISSING AFTER PERFORM 

PARAGRAPH NAME MISSING AFTER THRU 

TIMES MISSING 

CONDITION MISSING AFTER UNTIL 

BAD VARYING CLAUSE 

BAD VARYING CLAUSE 

BAD VARYING CLAUSE 

CLAUSE MISSING AFTER WITH 

CLAUSE MISSING AFTER WITH 

NO REWIND MISSING 

INFORMATION AFTER OPERATIONAL SIGN UNINTELLIGIBLE 

BADLY POSITIONED SIGN 

BAD QUALIFIER 

ALPHA LITERAL MISSING AFTER ALL 

OBJECT OF CONDITION MISSING 

SUBSCRIPT TERM MISSING 

SECOND SUBSCRIPT TERM MISSING 

THIRD SUBSCRIPT TERM MISSING 

RIGHT ) MISSING 

BAD STATEMENTS IN BRANCH OF IF VERBS 

BAD TERM AFTER * OR / 

BAD EXPONENT 

EXTRA RIGHT ) 

MISSING RIGHT ) 
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Message 

BAD ABBREVIATION TYPE 3 

BAD ABBREVIATION TYPE 3 

CONDITION MISSING 

RIGHT ) MISSING 

REPORT GROUP MISSING FROM GENERATE STATEMENT 

ONE STATEMENT PARAGRAPH CONTAINS MORE THAN ONE SENTENCE 

AND NOT FOLLOWED BY OBJECT 

PROCEDURE NAME EXPECTED HERE OR KEYWORD IS MISSPELLED 

AT END OR INVALID KEY CLAUSE IN READ IS MISSING 

AT END CLAUSE IN RETURN IS MISSING 

APPARENT ILLEGAL ABBREVIATION 

IDENTIFIER MISSING 

INCORRECT SYNTAX IN MULTIPLY 

IDENTIFIER MISSING 

GIVING MISSING 

NON D0D COBOL 

ARITHMETIC EXPRESSION IS BAD 

INTO OR BY MISSING 

RESULT IDENTIFIER MISSING 

PROCEDURE NAME MISSING 

SUBROUTINE NAME MISSING 

INCORRECT SYNTAX IN EXAMINE 

IMPROPER LITERAL 

INCORRECT SYNTAX IN GO TO 

INCORRECT -REPLACING BY- CLAUSE 

INCORRECT SYNTAX IN MOVE 

INPUT OR OUTPUT MISSING IN OPEN 

STATEMENTS IN AT END, INVALID KEY OR ON 

SIZE ERROR CLAUSE ARE MISSING OR CONDITIONAL 

FILE NAME MISSING 

SORT KEY MISSING 

INCORRECT SYNTAX IN SORT 

INCORRECT SYNTAX IN STOP STATEMENT . 

INCORRECT SYNTAX IN SUBTRACT 

SUBTRACT CORRESPONDING FROM DATA NAME SERIES IS NOT " 

DOD 

INCORRECT SYNTAX IN USE 

RECORD NAME MISSING 

INCORRECT SYNTAX IN WRITE 

INCORRECT SYNTAX IN TERMINATE 

WORDS SKIPPED BECAUSE OF INCORRECT SYNTAX 

CONDITION NAME USED IMPROPERLY IN A FORMULA 

ILLEGAL SUBSCRIPT WITHIN FORMULA 

ILLEGAL VARIABLE SUBSCRIPT 

ILLEGAL NUMERIC SUBSCRIPT 

QUALIFICATION EXCEEDS BUFFER LIMITATIONS 
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ILLEGAL ENTER PARAMETER 

PROCEDURE DIVISION TABLES EXCEEDED — FATAL 

ACCEPT FROM OUTPUT FILE 

DISPLAY UPON INPUT FILE 

MORE THAN 24 USE STATEMENTS APPLICABLE TO FILE 

MORE THAN 255 USE STATEMENTS 

1-0 VERB WITHIN DECLARATIVE SECTION • 

ILLEGAL CONDITIONAL STATEMENT 

DATA ITEM WITHIN GENERATE IS NOT A REPORT GROUP 

CONDITION-NAME ILLEGALLY USED 

DATA ITEM IN USE BEFORE REPORTING IS NOT REPORT GROUP 

IDENTIFIER REFERENCED MULTIPLY DEFINED OR IMPROPERLY 

QUALIFIED 

IDENTIFIER REFERENCED UNDEFINED OR IMPROPERLY QUALIFIED 

IMPROPER IDENTIFIER USED WITH CORRESPONDING 

NO CORRESPONDING ITEMS FOUND BETWEEN IDENTIFIERS 

NO PROCEDURE NAME AFTER OF - INCLUDE FROM LIBRARY 

PERIOD MISSING 

MULTIPLY DEFINED PROCEDURE NAME 

IDENTIFIER REQUIRES SUBSCRIPTS - FIRST OCCURRENCE 

ASSUMED 

INVALID KEY CLAUSE NOT APPLICABLE TO SEQUENTIAL FILE 

UNQUALIFIED REFERENCE TO ITEM IN RENAMED FILE 

DIG ERROR2 

FILE NAME ASSOCIATED WITH SEEK HAS NO KEY INFORMATION 

-FATAL- OVERFLOW OF PNT INTO DNT- INCREASE FIELD LENGTH 

TO ENLARGE TABLE AREA 

ALPHABETIC OR AN CLASS IN A NUMERIC FETCH 

SIZE OF A NUMERIC ITEM GREATER THAN 18 USAGE NOT NUMERIC 

IN ARITHMETIC 

ALPHA FIGURATIVE CONSTANT IN ARITHMETIC ON SIZE ERROR 

CANNOT OCCUR, TEST OMITTED 

ABSOLUTE VALUE OF SIGNED RESULT STORED IN UNSIGNED FIELD 

COMPOSITE SIZE EXCEEDS 18 

LEFT TRUNCATION POSSIBLE IN COMPUTATIONAL STORE 

TEMPORARY STORAGE AREA EXCEEDED IN COMPUTE 

SIZE OF COMPUTATIONAL- 1 RESULT CAN BE GREATER THAN THE 

SIZE OF A RECEIVING FIELD 

ON SIZE ERROR CANNOT OCCUR, TEST OMITTED 

COMPOSITE SIZE EXCEEDS 18 

SPECIFIED ROUNDING CANNOT OCCUR 

COMPILER ILL, OR FEATURE NOT YET IMPLEMENTED 

MORE INSERTION CHARACTERS THAN FIELD SIZE 

INVALID ITEM MOVED TO AN ALPHA FIELD 

COMPUTATIONAL-N ITEM MOVED TO AN ALPHA FIELD 

NON-INTEGER NUMERIC ITEM MOVED TO AN AN FIELD 
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AN ETC MOVED TO COMPUTATIONS M crrm 
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